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Industry-Leading Colson Warranty:

Each Colson branded product is warranted against defects in material
and workmanship for three years from the date of original purchase,
unless it has been misused, abused, modified or improperly installed.
Any product that is claimed to be defective that is returned to Colson

with its approval will be repaired or replaced free of charge (excluding

freight and installation). This warranty is exclusive and there are no
other warranties, express or implied, such as an implied warranty of
merchantability or fitness for particular purpose. This remedy is the
sole remedy in contract, tort or otherwise, and Colson is not liable
for incidental, consequential or special damages.

Associations / Memberships:

Colson Caster Corporation proudly displays these organizations and associations to express our commitment to continuously improving
our products and processes.
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in compliance with the adopted NSF standards. NSF

Institute of Caster and Wheel Manufacturers

option cannot be specified with thread guards, cast
iron wheels, forged steel and V-Groove wheels. To
order specify “FSI".

1ISO

9001:2008
CERTIFIED

More than 90% of Colson 1-4 Series casters shown
in this catalog have been listed by NSF International,
Annual authorization to display the NSF seal on
equipment is granted only when, following laboratory
and plant evaluation, the equipment is found to be

Colson Caster Corporation proudiy displays the logos
of these organizations and associations to express our
commitment to continuously improving our products
and processes.



1885

“The Worthington Company” of Ohio
makes tricycles and wheel chairs.

1917
“The Colson Company” forms through a
merger, and the product line expands to
include new designs of bicycles, scooters
and children's tricycles.

1950

Colson produces the 2.75 "Mighty
Mouse" rocket, which is so important
in the outcome of the Korean War.

1953

Robert and Jay Pritzker acquire
The Colson Company.

1957

Colson moves all manufacturing and manage-
ment offices to Jonesboro, Arkansas and execu-

five offices were established in Chicago, IL.

1964

The Colson Company combines with the Marmon-
Herrington Company, to form The Marmon Group.

1974
The Colson Company divisionalizes into:
Caster and Equipment.

1980

Innovative line of Hi-Tech polyurethane
caster wheels introduced.

1985

Colson Caster Corporation celebrates
its 100th anniversary.

1993
Colson HI-TECH Performa wheels
introduced, and become highly successful.

2002

Parent Company, Colson Associates,
separates from The Marmon Group.

2005

Encore brand of casters and wheels intro-
duced as a low-cost, import alternative.

2006

Colson engineers release the industry's
first soft tread, high temperature wheel,
ThermoTECH.

2007

Colson celebrates 50 years in Joneshoro
- as the industry’s first 3D online interactive
' product catalog is launched.

2010

Colson celebrates its 125th anniversary.

2011

Robert Pritzker passes away, but his legacy
continues on through the Colson Associates
_group of companies.

Colson Caster
Corporation

In 1885 George Worthington, William Fay,
and Fred Colson formed '"The Worthington
Company" in Elyria, Ohio. They made tricycles,
invalid chairs, and wheel chairs. By 1917 the
company trans-formed into “The Colson Company”
and expanded their product line to include hospital
wheeled equipment & industrial material handling
equipment. The next thirty years were marked by
The Great Depression and World War Il. Like many
companies, The Colson Company manufactured war
materials during WWII in support of the cause.
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In 1953, Chicago based Jay & Robert Pritzker bought Colson and in 1957 moved the
manufacturing and management offices to Jonesboro, Arkansas. In 1964 Colson
combined with The Marmon/Herrington Company, to form The Marmon Group, which
is an international association of autonomous manufacturing and service companies.

The next few decades marked worldwide growth of manufacturing facilities, market
share and capabilities for Colson Caster Corporation. In January of 2002, Robert
Pritzker stepped down as CEQ of The Marmon Group and created Colson Associates
in order to focus his efforts specifically on the Colson businesses (mostly casters and
hardware companies—the Colson Group) and on several medical device companies.
Today, Colson Associates is the largest manufacturer of caster and wheel products
in the world. Sadly, Mr. Pritzker passed away in 2011. His legacy lives on, guiding
Colson Caster to success.

As a successful company of history, itis fitting for us to always look to the future.
Colson brings a vision steeped in a thriving legacy to our customers, clients, and
partners. It is an unparalleled legacy of product, service, and corporate responsibility.
Itis the legacy of a manufacturing company and its people.
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Brake
Environ '%ﬁf:]_r - Endurance
Chamber L Tester

Dream It
Design It
Tl [est T
Own it

Whether you need to develop a new caster concept or modify an
existing one, Colson has the engineering experience and technology
to bring your concept from a working design, to tested sample, to
finished product.

ngineering

To assure our products are of the highest quality, we test to the
Institute of Caster and Wheel Manufacturers ICWM/ANSI, NSF and
applicable portions of Federal Specifications. In addition, Colson
continually evaluates all production results and processes to ensure
our clients always receive the highest quality goods.

Colson is proud to be one of the few U.S. caster companies that
maintains the capability to fulfill all aspects of caster manufacturing
in-country and in-house. For flexible and rapid reaction to all levels
of order volume, Colson’s Jonesboro, Arkansas facility has the
machinery and manpower to bring standard, and custom caster and
wheel products, to life. From coiled steel, stamping, heat treat,
welding and plating, to assembly, quality assurance, testing,

manufacture, and shipping, Colson does it all—for you! Drum
3 . Tester

Turntable Tester ] =

Compression
Tester




Spy
Camera

Tester

ineering

Testing Capabilities
- New! Proprietary Ergonomic Tester, recently engineered by Colson staff, accurately
measures ergonomic values such as start up and sustained forces, along with forces
to initiate swiveling.

Eng

- Static and Dynamic Testing for a complete range of casters and loads from 100 |bs
10 3000 Ibs per caster at speeds from 1.5 mph to 20 mph,

+ Impact Test from 100 in-Ibs to over 30,000 in-lbs.
- Environmental chamber creates a temperature range from -80F to +350F.

« Spy Cameras! Colson customers have the opportunity to view video of testing
procedures performed on products.

= And, exclusively from Colson - the 3D printer - a standalone system that builds fully
functioning 30 models from CAD files with thin layers of liquefied ABS plastic using
a computer controlled extruder head.
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Product !
Design

p Colson has more than 125 years spent creating quality and reliable products. We take pride

in a fully degreed engineering staff that shares more than 80 years of experience. And, _ -
having the most extensive Engineering Test Lab in the caster industry, allows us to continue #
offering the industry’s leading 3-year warranty for all of our Colson branded productS.

Scan here for links to video of

bk
Colson testing equipment in action! l _ :_ \
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How to Select the Proper Caster & Wheel

There is no simple formula or rule that can be
followed in selecting the proper casters. Many
varying and individual factors must be balanced
to make the selection that will do the best job
for you. The following are several of the more
important considerations.

Load Weight. The heavier the load, the larger

the wheel required for the caster. The weight of
the load also influences the mobility of the wheel.
Roller or ball bearings are recommended for loads
over 400 pounds. Weight capacities are shown
for each caster in this catalog.

Floor Conditions. Make sure the
wheel you select is large enough
to pass over cracks in the floor,
tracks, moldings and other
obstructions. For floor protection
on linoleum, tile, carpet, etc.,

use polyurethane or Performa
rubber wheels.

Unusual Conditions. Each
wheel material has certain
characteristics which will give
the best results where unusual
conditions exist. For example,
where acids, oils, chemicals

and other conditions harmful

to rubber are present, Colson
polyurethane, polyolefin, Maxim,
phenolic or steel wheels are
recommended. Check conditions,
then select the caster and wheel.
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Rolling Ease. The larger the wheel diameter, the
easier it rolls. Roller bearings carry heavier loads.
Ball bearings roll easier but carry lesser loads.
When possible, use the largest ball bearing wheel
for best results.

Extreme Climates. Room temperatures are

no problem for most casters. But extreme cold

or heat can be a problem. Colson helps solve this
problem with “Colson 45"—the green lube which
assures caster rolling ease from 45°F below zero
to 260°F above. It's standard on most Colson
casters. (Note: Some wheel types should not

be used in extreme temperature ranges.

Consult factory).

Your Local Distributor. Colson casters are
available from stocking distributors across
the U.S., Canada, & Mexico. Each is a caster
specialist who can help you select the proper
caster to suit your needs. Visit our website
(www.colsoncaster.com), or contact us for
details at 1-800-643-5515.

Wheel Terms

Bolt Hole
Spacing

Load
Height

Diameter

Spanner
bushing

Roller Bearing with
split outer race shell
and thermoplastic
cage

Combination Seal/ Thrust
Retainer Washers

Photo above shows typical wheel. Bearings,
bushings, etc. may vary with different wheel types.

Caster Combinations for Trucks

In building, repairing and refurbishing
mobile equipment, various effective caster
combinations may be used. Several types of
mountings are illustrated below.

Three Swivel.
For barrel dollies
and small portable
machines. Affords excellent
maneuverability. Be sure to
select casters designed to take
the weight load on three casters
rather than the usual four.

Two Rigid, Two Swivel.
Most practical and
inexpensive arrangement
for straight and/or long
distances. Can be used
for heavy or medium
loads, depending upon
the weight capacity of
the casters selected.

Tilt Mounting. A tilt

mounting is the most
economical, but should
be limited to lighter loads.
The tilt is best when
the load wheels are
1/8"taller than the
balance wheels. Not
recommended for use
on ramps.

Diamond Mounting.
Two rigid and two swivel
casters, but the diamond
shaped mounting

greatly increases
maneuverability.

This mounting is not
recommended for ramps.

Four Swivel. Where a
side motion is frequently
needed, the four swivel
arrangement is excellent.
If the casters are
equipped with swivel
locks, this mounting is
also practical for long
straight travel as well as
use on ramps. A most
versatile arrangement.

Four Swivel, Two Rigid.
This is a level mounting
design for heavy loads and
long trucks. The two rigid
casters help to distribute
and reduce the load on
the swivel units and
thereby maintain good
maneuverability and

easy steering.
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Model Number System

[ Caster Model Number |

PREFIX BODY SUFFIX
The prefix number shows the caster The body number shows the wheel The suffix number shows the type
Series: 1 thru 8 Series with capacities diameter and type of fork mounting of wheel material and bearing.
ranging from 60 Ibs to 6,000 Ibs each. (swivel, rigid, stem).
(&)
2 m 0 6 m 9
Caster Wheel Fork Type & Wheel Type
Series Diameter Mounting & Bearing
The above caster model number is a 2 Series caster with swivel top plate fork and polyurethane tread wheel (HI-TECH). o
Note: The replacement fork model number is the same as above except the wheel suffix is not included (For example 2.03256). =

[ Wheel Model Number |

PREFIX BODY SUFFIX
The prefix number shows the wheel The body number shows The suffix number shows the type of
Series: 1 thru 8 Series ranging from the wheel diameter, wheel material and bearing, and when
60 Ibs up to 6,000 Ibs each. applicable, the wheel tread width.

—N-

Caster Wheel Wheel Type
Series Diameter & Bearing

The above caster wheel model number is a 2 Series wheel with a diameter of 31/2", made with polyurethane tread and ball bearing.

Note: The diameter code is usually, but not always the diameter of the wheel (for example, the diameter code 3 could denote 3", 31/4"
and 37/2" wheels). Please check wheel chart for actual diameter of wheel.

IMPORTANT NOTICE - CAPACITY RATINGS
Caster and wheel capacities shown in this catalog are based on normal operating conditions as defined by the Institute of Caster and Wheel Manufacturers
(ICWM). Normal operating conditions, as defined by the ICWM, consist of manual operations on a relatively smooth surface (such as concrete) with normal
minor obstacles. All bearings must be properly lubricated. Conditions of excessive temperature and/or dirt will reduce ratings. Do not exceed the capacity
ratings published in this catalog.

CUSTOMER RESPONSIBILITIES
If caster stem is to be screwed into customer equipment, the customer must add a washer to the stem that will cover the incomplete threads and support the upper race.
The stem shoulder must fit tightly against the customer equipment.
Itis the customer’s responsibility to mount the caster in a workmanlike manner so there will be no risk to operator safety.
Itis customer’s responsibility to determine the fitness of the caster for its application.



Wheel Selection
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Wheel Selection Guide

FLOOR SURFACES

§/§ $
A,
WHEEL TYPE CAPACITY TEH&:?:R:;“HE é}? §/§/8/F @.&'
(LBS EACH) T §/8/5/¢/&

Performa Rubber® 60 — 1700 45° 1o +180°' v vV iv (V |V |V |V |V |V |V
Trans-forma® 400 — 600 45° fo +180°" v Vi iv (v |V |V |V |V |V |V
Trans-forma® LT 400 — 500 45° 1 +180°" ("4 v I iv (Vv |V (V |V |V |V |V
Trans-forma® HD 600 — 900 45° 1o +180°" v Vi iv vV v |V |V |V |V |V
Moldon Rubber 400 — 1140 | 45° 1o +160° v |v |V |V |V |V |V |V |V |V
Moldon Nylon 1000 — 1500 45° 1o +180° ("4 v |V v |V
Triumph® 900 — 1200 40° fo +180° v vV v (Vv |V |V Vv |V |V |V
Polyurethane HI-TECH® 100 — 1700 45° 1o +180° vV |v |V |V (Vv |V |V |V |V |V
Moldon Polyurethane 700 — 3500 | 45° to +180° vV (v |V |V |V |V |V |V |V |V
Endura® 1000 — 1200 45° 1t +230° v vV iv (Vv |V |V |V |V |V |V
Maxim® 600 — 1400 45° fo +180° v Vi iv (v |V |V |V |V |V |V
Polyolefin 75 — 900 45° 1 +180° v v |V v |V
ThermoTECH® 250 45° o +525°2 v | v |V |V |V |V (Vv [V |V |V
Thermo® 300 — 1100 70° 1o +525°* v v |V v |V
Phenolic 300 — 3500 | 45° fto +180° v v | v v | v
Cast Iron 200 — 3000 | 45° fto +180° v v
Forged Steel 1400 — 4500 45° 1o +180° v v
\-Groove 800 — 6000 | 45° to +500° v v

1180° intermittent service; 120° continuous service *See Wheel Section (pages 80-109) for information

2525° intermittent service; 490° continuous service regarding higher operating temperature ranges.

3525° intermittent service; 480° continuous service
Performa Chemical Chart
Substance Rating Substance Rating Substance Rating  Substance Rating
Organics & Solvents Methyl ethyl ketone F Acetic, 75% G Alkalies
Acetone G Qakite (floor cleaner) E Acetic, glacial G Tartaric F
Alcohol, bLIt_vI G Orangeve X Baric G Ammonium hydmx'{de G
Alcohol, ethyl G Naptha F Butyric G
Alcohol, methyl G Nitrobenzene X Chromic F Calcium hydroxide G
Aniline G Phenol X Citric G Potassium hydroxide G
Benzene X Tuluene X Fluoboric G Sodium hydroxide G
Bravo (wax stripper diluted) E Trichloroethylene X Hydrobromic, 25% G
Carbon disulfide X Varsol X Hydrochloric, 10% G Acids
Carbon tetrachloride X Vestalene (detergent diluted) E Hydrofluaric F Acid salts GF
Chlorobenzene X Urine E Lactic F
Chloroform X Nitric, 5% G Alkaline salts G
Colson 45 lubricant G Gases Nitric, 65% X Neutral salts G
Enclean SS-2 (parts cleaner) X Carbon dioxide G Oleic G Miscellaneous salts:
Ethyl acetate F Carbon monoxide G Oleum X Potassium dichromate G
Ethylene chloride G Chlorine, wet F Oxalic G Potassium permanganate G
Ethylene dichloride F Chlorine, dry F Phosphoric, 25% G Salt water G
Ethyl ether G Hydrogen sulfide G Phosphoric, 85% G Sodium cyanide G
Formaldehyde, 37% G Sulfur dioxide, wet F Sulfuric, 10% G Sodium ferricyanide G
Gasoline X Sulfur dioxide, dry F Sulfuric, 78% F Sodium hypochlorite G
Heptane X Acids Tannic G
Methylene chloride X Acetic, 10-50% G

E=Excellent G=Good F=Fair X=Unacceptable

IMPORTANT NOTICE - CHEMICAL RESISTANCE CHART GUIDELINES
This chart lists an extensive range of chemicals, solvents and gases. Examine the listings
in this chart to determine if your application is considered compatible with Performa

wheels. Ratings are at 72°F. Concentrations of agueous solutions

are saturated except where noted. Information in this chart is based on laboratory
tests and results may vary in actual caster applications. Field testing is recommended
to confirm compatibility with your particular application. For information on the
compatibility of other fluids and chemicals, please contact the factory.



OPERATING CONDITIONS
é /& o/ & Wheel Selection Guide
§/ & 58 >/ &/ 8
§/8/&/5/8/8/§ &/ 8
&/§ se}‘ S é’;’ g‘?‘ $/5/ 4/ &/ F/ W | camoe
§/8/8/s/E/E ‘§‘ §/§/8 g METER PAGE WHEEL TYPE -
RATINGS | NUMBER (&)
v v v v v (v |v | v | v | 6sespn 80-85 | Performa® Rubber D
v (v | v v v v |v | v | v| eesa 89 Trans-forma® TJ
v v |v v v (v |v | v | v | sasn 89 Trans-forma® LT N
v (v |V v v v |V v |V 40(x5)D 90 Trans-forma® HD
v (v |v v v (v |v | v | v | o0 91 Moldon Rubber ()
v v v iv | v v | v 70(5)D 92 Moldon Nylon =
vilv |v | v |v v v v | v 75009550 | 93 Triumph® g
v v v v v i v |iv | v 55(5)D 94-95 | Polyurethane HI-TECH®
v v | v |V |V v v |V v 45(x5)D 96-97 Moldon Polyurethane °
v v v iv | v v v |v 63(5)D 98 Endura® o
v i iviviviv|iv| v | v 855D 99 Maxim®
v v | v v v | v v 70(5)D 100-101 | Polyolefin
vi ivivivi iv v v iv v |v|v| Bes; 102 ThermoTECH®
v i iv v iviv v v | v 85(+5)D 103 Thermo®
v | v v v |v 90(5)D 104-105 | Phenolic
viviv iv| v | v = 106-107 | Cast Iron
v |V |V |V |V v - 108 Forged Steel
viviv v v | v = 109 V-Groove

**Intermittent contact at room temperature only.  ***Consult factory for harsh chemicals.

Red crowned tread: 75 (+5) Shore A, Brown crowned tread 90 (+5) Shore A, Red round tread: 89 (+5) Shore A, Blue round tread 95 (+5) Shore A.

The above chart is designed to provide the user with a general comparison of Colson wheel types under a varierty of floor
surfaces and operating conditions. For specific applications or unusual conditions, please consult factory.

Wheel Hardness Chart

DUROMETER RUBBER POLYURETHANE PLASTIC
SCALES

AUTO TIRE

TRANS-FORMA LT RUBBER SOLE

RUBBER HI-TECH

PERFORMA/TRANSFORMA
TRANSFORMA HD

MOLD. RUBBER
THERMOTECH®
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INNER TUBE

POLYURETHANE (HI-TECH)

POLYOLEFIN

a TEXTBOOK COVER
MAXIM®/THERMO
NYLON/PHENOLIC

SHOREA SCALE 20 30 40 50 60 70 80 90
SHORE D SCALE 35 5
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Wheel Selection

Performa” Rubber Performa” Rubber Performa® Rubber
Flat Tread Round Tread Conductive

For 1-8 Series Casters For 2-6 Series Casters For 2-6 Series Casters

Grey or black non-marking thermoplastic elastomer Grey non-marking thermoplastic Grey non-marking conductive

tread bonded to polyolefin core. Polyolefin core is ribbed elastomer tread bonded to polyolefin thermoplastic elastomer tread bonded

for added strength on 3-7 Series Wheels (see core. Polyolefin core is ribbed for to polyolefin core. Polyolefin core

pages 80-84). added strength on 5 Series Wheels is ribbed for added strength on 3-5
(see pages 82, 85). Series Wheels (Consult factory)

(See pages 86-87).

Performa“ Rubber Moldon Rubber

Handtruck Cast Iron Core Trans-forma” Rubber
LT HD

(7p)
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4-5 Series Wheels For 4-8 Series Casters For 4 & 6 Series Casters

(Not used in casters) Cushion rubber tread bonded to Thermoplastic elastomer tread chemically
New models with precision bearing! cast iron core (See page 91). bonded to polyolefin core. Available in
Round or flat, black or grey non-marking flat or round. Constructed of recycled
thermoplastic elastomer tread bonded to materials (See pages 89-90).

ribbed polyolefin core (See page 88).

Triumph® .
P Phenolic Light Duty Rubber

For 4 & 6 Series Casters For 2-8 Series Casters For 1 & 2 Series Casters
Polyurethane tread mechanically and chemically bonded Molded macerated fabric filled {From Left to Right) 2 Series Rubber
to light weight aluminum core. Round or crown tread with with phenolic resin plastic HI-Tech bonded to polyolefin core;
durometer and color options (See page 93). (See pages 104-105), 1 Series Hard or Soft Rubber

(See page 90).

12



Polyurethane HI-TECH"

For 1-8 Series Casters

Red polyurethane tread mechanically locked to
polyolefin core. Polyolefin core is ribbed for added

Moldon

Polyurethane
Cast Iron Core

For 6 & 7 Series Casters
Polyurethane tread bonded
to cast iron core (See

strength on 3-7 Series Wheels (See pages 94-95). page 97).

Endura Solid”
Elastomer

For 4 & 6 Series Casters
Special solid elastomer
material allows easier rolling
under heavy loads (See
page 98).

ThermoTech”

For 2 Series Casters
Quiet rolling, non-marking,
floor protection and handles
the heat! (See page 102).

Maxim®

For 3-6 Series Casters

Exclusive ultra tough thermo-
plastic resists hard impacts and
drop-shocks (See page 99).

Cast Iron

For 2-8 Series Casters
Strong, high grade cast iron
steel (See pages 106-107).

Moldon
Polyurethane

Aluminum Core

For 4 & 6 Series Casters
Polyurethane tread bonded
to aluminum core

(See page 96).

Polyolefin

For 1-6 Series Casters

Durable polyolefin wheels. Polyolefin
core is ribbed for added strength on
3-5 Series Wheels (See pages 100-101).

Forged Steel

For 4-8 Series Casters
Dropped forged, heavy-duty
steel wheels (See page 108).

Moldon Nylon
Aluminum Core

(7p)
=
Q
[ ]
For 4 & 6 Series Casters ,
Nylon tread bonded :-
to aluminum core
(See page 92). c
=
D
s
(7p)
(4°)
Thermo® —

For 2, 4 & 6 Series Casters
Handles extreme
temperatures even

under heavy loads

(See page 103).

V-Groove

For 4-7 Series Casters
Cast iron wheels V-grooved
for use on inverted angle iron
track (See page 109).

13



Brakes and Swivel Locks

Caster Options

Capacity up to 145 Ibs each

The ends of the brake spring
are crimped so they grab the
wheel at four contact points,
which provides extra holding
power on a variety of wheel
surfaces. This side locking

1 Series Side Lock Brake

3", 4" and 5" caster models.
1 Series brakes cannot be
used with thread guards. To
order this brake with a caster
specify "BRK 3" (see pages
22-31). To field install this

Wheel Kit Swivel
Dia. Number  Radius

(75 Ibs Capacity Models)
3" 11.3000 211/1g"

(145 Ibs Capacity Models)
3" 11.3200 3"

4" 11.4200 39/16"

5" 115200  41/16"

brake is easily operated with brake, see kit numbers.

foot action and available on

L Series Side Lock Brake

Capacity up to 150 lbs each

This brake design grabs the wheel to provide
strong holding power on both L Series TPR
and Polyolefin wheels. It is Available on LTS
and LGR casters for 2" models only and is
easily operated with foot action. The swivel
radius of the caster is 1-13/16" including the

brake. The L Series side locking brake

is not field installable. To order this brake
with a caster, add "001" to the end of the part
number (Example; LGR0251242001).

See pages 32-33.

L Series Top Lock Brake

Capacity up to 150 lbs each

The L Series Top Lock brake provides reliable
braking action under a variety of operating
conditions. This brake is available on 3", 4',
and 5" models for all L Series products—LTP
(Swivel Only), LGS and LGR casters. Foot

action easily operates the brake. L Series
Top Lock brakes are not field installable.
To order the brake with a caster, add "001"

to the end of the part number (Example;
LGR3351242001). See pages 32-33.

2 Series Total Lock® Brake
Capacity up to 325 Ibs each

Wheel Kit Swivel
Dia. Number  Radius

312" 52023.03 491"

Colson's Total Lock brake The brake is easily operated = -
locks the wheel and swivel with foot action. It works on ;. ggggggg i?{ ,f1a"
simultaneously, The brake 31/2" 4" and 5" 2 Series :

design features durable models. To order this brake

metal construction with with a caster, specify "BRK5"

a thermoplastic pedal (see pages 34-47). To field

and provides virtually install the brake, see kit

maintenance free operation. numbers.



2 Series Top Lock Brake Wheel  Kit Swivel

Capacity up to 325 Ibs each D|1a. _ Number B?g'“ﬁ

Colson Top Lock brakes and disengage. To order the 23{,2 ggggggg g = *’; ,',5

provide positive braking brake with a caster, specify 31/ 52020'93 35,{ L cn

action on all types of wheels. "BRK1" (see pages 34-47). To 3" 52020‘9 4 311 =

A special cam activated field install the brake, see kit 5 52023'55 375/16"

brake mechanism locks numbers. ' °

firmly and is easy to engage E E—
[ Kitincludes solid axle. | -

S

2 Series Top Lock Brake (Stfainless Steel) Wheel Kit Swivel ""

Capacity up to 325 Ibs each Dk:.' Number de"f‘s

Constructed of polished with 2 Series Stainless Steel 331 /o ggg} i'g; 31}’:::, m

stainless steel, Colson's 2 swivel forks only. To order with 2 0521489 35 G Q

Series Stainless Steel Top Lock a caster, specify "BRK1" (see i 0521490  41/15"

brake provides positive, reliable
braking under a variety of harsh
operating conditions. Compatible

page 48). To field install the
brake, see kit numbers.

<)

Capacity up to 325 Ibs each

This brake is constructed of durable stainless

2 Series Total Lock® Brake (Stainless Steel)

radius of the caster is 5" including the brake.

steel and ideally suited for wet or corrosive
conditions. Heavy loads are held securely
with the simple toe operation. The swivel

The brake's riveted design is not field
installable. To order it with a caster, specify
"BRK4" (see page 48).

Capacity up to 325 Ibs each
Constructed of durable, light-
weight engineered thermoplastics,
this brake is ideally suited for

wet or corrosive conditions.

The simple toe operation holds
heavy loads securely. And, an
advanced design brake pad

holds a variety of wheel types.

2 Series Tech Lock® Brake (Stainless Steel,

Wheel Kit Swivel

Dia. Number  Radius
, ; 4" 05215.54 55/8"
With only two moving parts, the B 0521555  61/a"

brake is virtually maintenance
free. Temperature range: -30°F
to +250°F. To order on a caster,
specify "BRK2" (see page 48).
To field install this brake, see kit
numbers.



Brakes and Swivel Locks

Capacity up to 210 Ibs each

The LoPro brake design places a positive
locking force against the wheel hub to hold
loads securely. A large foot pedal makes the
brake easy to operate and provides easy
foot placement.

2 Series LoPro Side Lock Brake

This brake is not field installable and
is only available on the 3" model.

The swivel radius of the caster is 2 11/16"
including the brake. To order this brake with
a caster, specify "BRK3." See page 49.

®

2 Series Directional Lock
Capacity to 325 Ibs each

Lock the swivel for straight tracking on all

2 Series top plate swivel casters. The foot-
activated directional lock engages simply and
securely into lead or trailing position and is
compatible with a full range of wheels. The
swivel radius is 4 3/16" for 2 1/2", 3", and
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31/2"and 4 15/16" for 4" and 5" models.
The directional lock is not field
installable. To order with caster, change the
4th digit of the caster model number to "1"
(example: 2.05156.91). See pages 46-47.

&

B> Series Side Lock Brake
Capacity to 350 Ibs each

This side locking brake design grabs the wheel
to provide reliable holding power. Available

on all GDP swivel model casters, it is easily
operated with foot action. The brake is not

field installable. To order the side locking
brake with a caster, add "001" to the end of
the part number (Example: GD3356142001).
See pages 50-51.

3 Series Top Lock Brake
Capacity up to 400 Ibs each
All swivel casters in the 3
Series line are available with
brakes. Colson's Top Lock
brake gives positive braking
action on all types of wheels
by engaging a rubber brake
shoe directly against the
tread surface of the wheel.

A self-compensating spring

maintains the effectiveness of i
the brake throughout the life of 5o
the wheel. Thread guards can 6"
also be used with this brake.

The brake pedals are rugged

.090 steel & zinc plated. To

order on a caster, specify

"BRK1". See pages 52-55.

Wheel Kit Swivel
Dia. Number  Radius
a” 0521014  311/18"
0521005  3'3/16"
0522561 418"
0522562 435/g"



4 Series Side Lock Brake

Capacity up to 1400 Ibs each

Colson's 4 Series Side Lock
brake design places a positive
locking force against the
wheel hub to hold loads
securely. The Larger foot

pedal makes the brake easier
to operate, provides better
foot placement, and can be
actuated from either end of the
pedal for greater convenience.

This brake is available on
Colson 4 Series casters
equipped with roller bearings
or one-piece Delrin bearing
models only. To order the
brake with a caster specify,
"BRK3" (see pages 56-59).
To field install the brake,

see kit numbers. US. Patent
5,402,864,

Wheel Kit

Dia. Number

4"-5" 05128.30'
05128.322*

6"-8" 05128.29'
05128.31%*

Wheel Brakes Work On
"Nylon, Moldon Polyurethane, Moldon

Rubber, Steel, Phenolic

*Performa, Polyolefin, Polyurethane
HI-Tech, Endura, Maxim, Thermo,
Trans-forma

*Includes Torrington-style roller bearing.

4 Series Stainless steel side lock brake kits: On one-piece Delrin bearing wheel models #05214.24;
On roller bearing wheel models #05214.30. See pages 60-61.

/ﬁ

4& _é Series Enforcer Side Lock Brake

Capacity up to 1500 Ibs each

This new Side Lock brake
is designed for Colson 4 &
6 Series Enforcer casters to
accomodate a thicker leg.
The brake places a positive
locking force against the
wheel hub to hold heavy loads
securely. A larger foot pedal
makes the brake easier to
operate and provides better
foot placement. The brake
can be actuated from either

end of the pedal for greater
convenience and is available
on Colson 4 & 6 Series
Enforcer casters with wheels
that are roller or one-piece
Delrin bearing equipped only.
To order the brake with a
caster, specify "BRK3" (see
pages 62-63 and 66-67). To
field install the brake, see kit
numbers.

Wheel Kit

Dia. Number

4"-5" 05128.40'
05128.42%*

6"-8"  05128.39'
05128.41%"

Wheel Brakes Work On
"Nylon, Moldon Polyurethane, Moldon
Rubber, Steel, Phenolic

*Performa, Polyolefin, Polyurethane
HI-Tech, Endura, Maxim, Thermo,
Trans-forma

*Includes Torrington-style roller bearing.

4 Series Top Lock Brake

Capacity up to 1400 Ibs each

Colson 4 Series forks include
a special notch for easy
installation of Top Lock
brakes. The brake is cost
effective and provides reliable
braking under a variety of
operating conditions. Colson
4 Series Top Lock brakes are

available on 4 series casters
except models with 3 1/4" or
V-Groove wheels. To order it
with a caster, specify "BRK7"
(see pages 56-59). To field
install the Top Lock brake, see
kit numbers.

Wheel Kit Swivel
Dia. Number  Radius
4" 0594414  39/16"
5" 0594415  41/4"

6" 0594416 5"
8" 0594418 6/
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Brakes and Swivel Locks

= .
4 Series Top Lock Brake (Stainless Steel} Wheel Kit Swivel
—" Capacity up to 1250 Ibs each - Number H‘:_d':'s
Constructed of polished brake is compatible with 4 4,, D528 = ’fs,,
: : ; : ; 5 0521475 51/8
stainless steel, Colson's Series Stainless Steel swivel i =
; : : - 6 0521476 5
3-piece 4 Series Stainless forks only. To order this brake g 0521478 61/2"
m Steel Top Lock brake provides  with acaster, specify "BRK7" '
= positive, reliable braking (see pages 60-61). To field
under a variety of harsh install the Top Lock brake,
o operating conditions. The see kit numbers.
3
s
=3 . o
- 4 Series Swivel Tech Lock® Brake Miool, Miber:  Niwiber Sadoe
o Capacity up to 1250 Ibs each Standard  Stainless Radius
n Gfanll
Constructed of durable, of wheel types. The Tech 4,, 0504444 05044.54 6 Ef
3 . . . 5 05944.45 0594495 65/8
light-weight engineered Lock brake provides - -
3 7 . H 05944.46 0594496 7%
m thermoplastics, this brake  virtually maintenance free —g3 T
s ; S 05944.48 (0594498 87/16
il is ideally suited for wet or operation with only two
w corrosive conditions. The moving parts. Temperature  numbers. This brake is
simple toe operation holds ~ range: -30°F to +250°F. available on all 4 Series
m heavy loads securely. To order the brake with casters, except with a
o With an advanced brake a caster, specify "BRK2" Swivel Lock or 4 Series
pad design, the brake is (see pages 56-61). Tofield  Enforcer models. U.S.
compatible with a variety install the brake, see kit Patent 288285.
4 Series Rigid Tech Lock® Brake Kit Kit _
capac'ny to 1400 Ibs each Wheel Number Number Swivel
) ) ) Dia.  Standard Stainless Radius
S_pfeclally engineered for  mechanical lock securely  ~gw ™ (5ga486 05044.87 73 T
rigid caster models only,  fastens the Tech Lock
the contemporary design  brake to the fork. To
features thermoplastic order this brake with a
construction to resist caster, specify "BRK2"
rust and corrosion. (see pages 56-61).
A grip ridge for the
4 Series Total Lock® Brake Wheel  Kit Swivel
Capacity up to 1250 Ibs each Dia.  Number Radius
; ] N : 4" 0590612  65/8"
With a press of the foot, resist rust and corrosion. This i o
; : 5 05906.11 7 1/18
lock both the wheel and brake is not available on 4 o E
L i . . 6 05906.09 73/s
swivel in any position. The Series Enforcer models. A grip - i
: : A 8 0590613 81/2
low angle pedal design ridge for the mechanical lock

makes foot access easy for

convenient operation, and the
contemporary design features
thermoplastic construction to

securely fastens the brake
to the fork. To order with a
caster, specify "BRK4" (see
pages 56-59).

4 & 6 Series Tread Lock Brake p— g;ieﬁs
cagacny up o 1500 Ibs a?ch ; 4 Series 6 Series Enforcer
Availableon 4and6  Thisbrakeisnot  wWheel Kit Swivel  Swivel  Swivel
Series casters, this available with Dia. Number Radius Radius  Radius
adjustable brake V-groove wheel 4" 0594424 55/1" 53/8" 53/1g"
can be installed in models or 2-1/2 5" 05944.25 65/8" 69/1%" 61/
the field or ordered tread width wheels. 6"  05944.26 75/16"  71/8" 67/8"
assembled onto To order it with 8" 05944.28 812" 89/16"  83/8"
the caster. The toe a caster specify,

activated brake
features positive
engagement via
rubber faced plate.

"BRK1" (see pages

| Replacement Brake Pad Model Number: 05944.45 |

56-67). To field
install the brake,
see kit numbers.



Brakes and Swivel Locks

= .
4 Series Top Lock Brake (Stainless Steel} Wheel Kit Swivel
—" Capacity up to 1250 Ibs each - Number H‘:_d':'s
Constructed of polished brake is compatible with 4 4,, D528 = ’fs,,
: : ; : ; 5 0521475 51/8
stainless steel, Colson's Series Stainless Steel swivel i =
; : : - 6 0521476 5
3-piece 4 Series Stainless forks only. To order this brake g 0521478 61/2"
m Steel Top Lock brake provides  with acaster, specify "BRK7" '
= positive, reliable braking (see pages 60-61). To field
under a variety of harsh install the Top Lock brake,
o operating conditions. The see kit numbers.
3
s
=3 . o
- 4 Series Swivel Tech Lock® Brake Miool, Miber:  Niwiber Sadoe
o Capacity up to 1250 Ibs each Standard  Stainless Radius
n Gfanll
Constructed of durable, of wheel types. The Tech 4,, 0504444 05044.54 6 Ef
3 . . . 5 05944.45 0594495 65/8
light-weight engineered Lock brake provides - -
3 7 . H 05944.46 0594496 7%
m thermoplastics, this brake  virtually maintenance free —g3 T
s ; S 05944.48 (0594498 87/16
il is ideally suited for wet or operation with only two
w corrosive conditions. The moving parts. Temperature  numbers. This brake is
simple toe operation holds ~ range: -30°F to +250°F. available on all 4 Series
m heavy loads securely. To order the brake with casters, except with a
o With an advanced brake a caster, specify "BRK2" Swivel Lock or 4 Series
pad design, the brake is (see pages 56-61). Tofield  Enforcer models. U.S.
compatible with a variety install the brake, see kit Patent 288285.
4 Series Rigid Tech Lock® Brake Kit Kit _
capac'ny to 1400 Ibs each Wheel Number Number Swivel
) ) ) Dia.  Standard Stainless Radius
S_pfeclally engineered for  mechanical lock securely  ~gw ™ (5ga486 05044.87 73 T
rigid caster models only,  fastens the Tech Lock
the contemporary design  brake to the fork. To
features thermoplastic order this brake with a
construction to resist caster, specify "BRK2"
rust and corrosion. (see pages 56-61).
A grip ridge for the
4 Series Total Lock® Brake Wheel  Kit Swivel
Capacity up to 1250 Ibs each Dia.  Number Radius
; ] N : 4" 0590612  65/8"
With a press of the foot, resist rust and corrosion. This i o
; : 5 05906.11 7 1/18
lock both the wheel and brake is not available on 4 o E
L i . . 6 05906.09 73/s
swivel in any position. The Series Enforcer models. A grip - i
: : A 8 0590613 81/2
low angle pedal design ridge for the mechanical lock

makes foot access easy for

convenient operation, and the
contemporary design features
thermoplastic construction to

securely fastens the brake
to the fork. To order with a
caster, specify "BRK4" (see
pages 56-59).

4 & 6 Series Tread Lock Brake p— g;ieﬁs
cagacny up o 1500 Ibs a?ch ; 4 Series 6 Series Enforcer
Availableon 4and6  Thisbrakeisnot  wWheel Kit Swivel  Swivel  Swivel
Series casters, this available with Dia. Number Radius Radius  Radius
adjustable brake V-groove wheel 4" 0594424 55/1" 53/8" 53/1g"
can be installed in models or 2-1/2 5" 05944.25 65/8" 69/1%" 61/
the field or ordered tread width wheels. 6"  05944.26 75/16"  71/8" 67/8"
assembled onto To order it with 8" 05944.28 812" 89/16"  83/8"
the caster. The toe a caster specify,

activated brake
features positive
engagement via
rubber faced plate.

"BRK1" (see pages

| Replacement Brake Pad Model Number: 59044.45 |

56-67). To field
install the brake,
see kit numbers.



7&8
7 & 8 Series Enforcer® Tread Lock Brake Sodes
Ga!Jaclty lll:l to 4500 Ibs each Wheel  Kit Swivel
This toe activated Tread V-Groove wheel models. To Dia. Number  Radius*
Lock brake features positive order with a caster, specify 6" 05329.99 83/4"
engagement via a single "BRK1" (see pages 68-71). To 8" 05329.39 93/4"
rubber faced plate. Itis field install the brake, see kit 10" 05320.40 10 3/4"
available on 7 & 8 Series numbers. 12" 05329.41 11 3/4"

Enforcer casters, except on

*Standard load height only. |

4-8 Series Swivel Locks
Capacity up to 6000 Ibs each

Swivel locks quickly convert swivel casters to rigid casters for straight-line tracking. A spring-loaded, hand
= operated plunger is engaged to fit into slots on the swivel raceway. To engage the lock, simply pull
— out plunger and turn until spring action inserts plunger in notches on raceway. To disengage the
lock, simply pull out the plunger and turn so plunger is not
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Welded Models inserted in notches on raceway. Colson offers 3 types

Series Mounting Code  of hand operated swivel locks: Welded, Bolt-On

4 Series (Standard) MTG51 and I(ingplnless.

4 Series (w/ MTG2 Top Plate) MTG52

A Series (iw/ MTG4 Top Piats) MTG54 Welded Swivel Locks: Colson's welded swivel locks are

6 Series (Standard) MTG52 factory installed only. They lock in 90° intervals on 4 and
6 Series casters. To order the lock, see the "Welded
Models" chart.

Bolt-On Swivel Locks: The bolt-on swivel locks are field
Field installable only but require that the fork yoke base have

SBOH On Models g‘ﬂtlllmiﬂg IMns;aIII " notches at 90° intervals. They are available on 4-6 Series
eries ode odel No. . i

casters. To order the lock, see the "Bolt-On Models" chart.
4 Series (Standard) MTG61 05213.61

4 Series (w/ MTG2 Top Plate) MTG62 — 05213.62

4 Series (w/ MTG4 Top Plate) MTG64 — 05313.64 Kingpinless Swivel Locks: Colson Kingpinless Enforcer

6 Series (Standard) MTG62  05256.62 casters have notches in the raceway, so it is possible to
field install swivel locks for kingpinless models. They lock
in 90° intervals. Simply bolt the swivel lock on when you
install on equipment. This swivel lock is availble on 4, 6, 7
and 8 Series Enforcer casters. To order the lock, see the

o~ "Kingpinless Models" chart.
. Kingpinless Models Mounting  Field Install
Series Code Model No.
4 & 6 Series Enforcer (Standard) MTG61 05213.61

4 & 6 Series Enforcer (w/ MTG2 Top Plate)  MTG62 05213.62
4 & 6 Series Enforcer (w/ MTG4 Top Plate)  MTGG64 05213.64
7 & 8 Series Enforcer (Standard) MTGB1 05278.61
7 & 8 Series Enforcer (v MTG2 Top Plate)  MTG62 05278.62
7 & 8 Series Enforcer (iw/ MTG3 Top Plate)  MTG63 05278.63

" " NOTE: Foot Activated Swivel Lock is field installable but requires
Foot Activated Swivel Locks | notches in caster fork yoke base at 90° intervals.
Capacity to 1400 Ibs each

No more back strain from bending down to activate a swivel lock. When the foot pedal is in the "up”
position, a stainless steel spring forces a pin into one of the four slots on the swivel fork. This effectively locks the
swivel in one of four positions at 90° intervals. To disengage the lock, simply press down on the foot pedal for free
swiveling action. It's that easy! With this innovative product, you can quickly and easily convert swivel casters to
rigid casters for straight-line tracking. When you need greater maneuverability, you can quickly convert from the
rigid position back to full swivel. Quick. Easy. Less stress and strain. The Colson Ergonomic Advantage™.

Series Mounting Code Field Install Model No.
4 Series Swivel Top Plate (7 12" tread width/* MTG81 05213.66
4 Series Swivel Top Plate (2" tread width)* MTG81 05213.66
4 Series Enforcer Kingpinless Swivel Top Plate* MTG81 05213.66
4 Series Stainless Steel Swivel Top Plate* MTG81 05213.67

*4" x 4 1/2" Standard fop plate only. 19



Fork Options

DirtBan Swivel Seals

Kit
Keep dirt out and lube in for longer caster life. Series Number
Seals are recommended for swivel action. They offera 2 Series
applications where casters high resistance to grease, Swivel 52020.90
and equipment are exposed oils, chemicals, detergents 4 Series Swivel

to regular washings such as
hospitals, food processing
plants, restaurants, meat
packaging plants, laundries,
bakeries and more. The
seals keep dirt out of the
swivel raceway and lubricant
in. Colson polyurethane
DirtBan seals help casters
run smoother and last longer
with very little drag on the

and water. To order on caster, UPPer Raceway 5100077

specify "SEAL". To field install 4 Series Swivel

the seals, simply remove Lower Raceway 5100176
the caster wheel and place

seals in the upper and lower

raceway. No special tools are

needed. The DirtBan swivel

seals are available on 2 and 4

Series casters. To field install

the seals, see chart.
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2 & 3 Series Dust Caps

Protects swivel raceway from harmful debris.

Keep dust and debris out of the raceway for models only. To order the dust caps with a
smoother operation and longer service life. caster, specify "DG1". Dust caps are not
Dust caps are available on 2 and 3 Series field installable.

20

Plastic & Metal Thread Guards

Designed to keep lent, thread and other soft materials out of bearings.

Certain industries and institutions find that Plastic thread guards are more flexible
excessive amounts of lint, thread and other ~ and will not rust or corrode making them

soft materials have a tendency to work ideal for wash down applications. Metal
into caster wheel bearings. Wheel thread thread guards have a zinc plated finish on

) guards help overcome this problem. The 1-3 Series wheels and a galvanized finish
thread guard does not revolve and thus for 4-7 Series models to protect against
forces thread to deposit away from the corrosion. To order on a caster, specify
wheel bearing, not to mention it greatly "TG1" for metal and "TG2" for plastic thread

improves the caster's appearance. Colson guards. To check for availability on caster
offers both plastic and metal thread guards.  models consult factory. (see page 114)



Delrin® Bearing

Delrin, a DuPont engineered plastic, is

extremely durable under a wide range

of temperature and humidity conditions,

as well as is corrosion resistent. Wheels

with the Delrin bearings are well suited for

applications where brine conditions, steam cleaning,

or where excessive water or liquids are present. One piece
or two piece Delrin bearing models are available (shown with
spanner bushing). To order, see page 112.

Annular Ball Bearing

Annular ball bearings are precision type
bearings with machined, hardened raceways.
This bearing is for applications where maximum
rolling ease and quiet operation are needed and
best suited for light to medium duty loads.

The bearing is pre-assembled, and the entire unit
is mounted in the wheel.

Precision Sealed Ball Bearing

Recommended for maximum rolling ease
with no maintenance lubrication required, ,
this quiet operating bearing is for
medium duty to heavy duty loads. This
bearing is available on all Endura Solid
Elastomer and 2" tread width non
conductive Performa Rubber wheels
and is standard on all Triumph wheels.
Now available for Performa hand truck wheels!
To order, see page 112.

Pedestal Precision Ball Bearing

This bearing is perfect when excellent
rolling ease and quiet operation are
required for your application. There

is no maintenance grease required.
The integrated spanner bushing
makes installation easy. Now
available in stainless steel, too!
To order, see page 112.

Stainless
Steel Model

Plain & Sleeve Bearing

Plain and sleeve bearings provide a
metal sleeve inserted in a wheel to rest
directly on the axle. This option is

only recommended when rolling ease is
less critical.

Bronze Bearing

The bronze bearing is durable under
a wide range of temperature and

humidity conditions and is corrosion
resistant. It is highly recommended for
high heat or wet applications (shown with
spanner bushing). To order, see page 112.

Caster Options

Roller Bearing

The roller bearing is capable of
carrying a greater load than the
same size diameter ball bearing.
It has a split outer race shell into
which the roller assembly is inserted.
Standard Colson roller assembly features
hardened steel rollers enclosed in a thermoplastic
case on 1-1/2" and 2" tread width wheels. Metal cage

roller bearings are available (Specify WB29) and are standard

on wheels with tread widths of 2-1/2" and larger. Combination
seal/thrust retainer washers protect the bearing from dirt, water,
and chemicals. They also help absorb thrust friction (Note:

roller bearing must be used with hardened spanner bushing or
hardened shaft). To order, see page 112.

Torrington-Style Roller Bearing

Colson's Torrington-style caged
drawn cup bearings have a steel
cage that provides inward retention
of the needle rollers. This design
provides maximum cage strength
consistent with long service life. This
bearing is available on 2" tread width wheels
only. (Note: Must be used with hardened spanner
bushing or hardened shaft.) To order, see page 112.
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7 &y

Series
« Wood Furniture Stem
+ Capacity up to 75 Ibs each

Standard Dimensions

Standard Features

- Zinc plated finish is attractive and - 5/;5" shouldered axle
durable with 1/4" nut

+ Full double ball hardened « “Colson 45" multi-temp
raceways for better performance ﬁrea.se lubricates in extreme
and greater durability ot and cold temperatures

Standard Mounting

» For use on wood fumniture that + Standard No.20 pressed
can accept a 34" diameter hole steel adapter (Part #50011)

approximately 1 5/¢" deep with toothed base is supplied Swivel Cross Section

- Stem size: 3/ diameter x

1 1/4" long Fork Leg Spacing 15/s2"

Colson 1 Series Casters « Wood Furniture Stem  Capacity to 75 Ibs

Capacity Stem
Wheel | Tread | Each Wheel Caster Load Swivel Weight

Dia. | Width | (Pounds)| Wheel Descriptions Bearing Models - Height Radius | (Pounds)
78| 7 60 Performa Rubber Delrin 1.01652.441 21/2 13/4 [ 1/2
75 Polyolefin Delrin 1.01652.52 21/2 13/4 12
Performa Rubber Delrin 1.02252.441 21/ 115/15 /2
o 7" - Polyolefin Delrin 10225252 21/ 1506 | 12
/ Cushion Rubber Ball 1.02252.45 21/ 1fie | l2
Hard Rubber Ball 10225255 | 211/ 156 | 12
Performa Rubber Delrin 1.03052.441 31318 29/18 34
3" g 75 Polyurethane HIF-TECH Delrin 1.03052.91 313/48 29/16 34
Polyolefin Delrin 1.03052.53 313/15 29/16 J 34

Caster Brake Wheel Option

Side Lock Thread Guards

(See page 14) Available (See page 114) Available on some models.
on all 3" models. Field Brake & NSF options cannot be used with
installable (Specify thread guards (Specify TG1 for metal or T6G2
BRK3). for plastic).

Fork Option Wheel Selection

Performa Poa'urethane
NSF Listed Flat Tread Polyolefin FTECH Cushion Rubber  Hard Rubber

(See page 3) All models except
thread guards (Specify FSI). O ,
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+ Capacity up to 145 Ibs each

« Expanding Stem Adapter Standard Dimensions

Standard Features

« Zinc plated finish is attractive + 5/4¢' shouldered axle
and durable with 1/4' nut

+ Full double ball hardened « “Colson 45" multi-temp it p Wheel
raceways for better performance  grease lubricates in extreme s ) Diameter
and greater durability hot and cold temperatures i » :

Standard Mounting

+ Turning of octagon on upper - To order, select caster model
raceway expands rubber adapter  number and specify stem
inside of round or square tubing adapter size by code number Swivel Cross Section

for a tight, permanent fit g?g; n"é?h”?}é'?% options chart : Fork Leg Spacing 15/s2"

Colson 1 Series Casters « Expanding Stem Adapter - Capacity to 145 Ibs each

Capacity Stem
Wheel | Tread = Each Wheel Caster Load Swivel Weight
Dia. = Width | (Pounds)  Wheel Descriptions Bearing Models Height Radius | (Pounds)
100 | Polyurethane HI-TECH Delrin 1.03367.91 37/8 21318 11/4
3" 7rg" 15 Performa Rubber Delrin 1.03367.441 37/g 213/16 11/4
Polyolefin Delrin 1.03367.53 378 213/16 11/a
125 Polyurethane HI-TECH Delrin 1.04367.91 47/ 37/16 1172
4" UES 135 Performa Rubber Delrin 1.04367.441 47/ 37/18 11/2
Polyolefin Delrin 1.04367.53 47/ 37/18 172
140 Delrin | 105367.91 | 578 | 4/ | 13/4
5 e - Delrin 1.05367.441 57/8 41/16 13/4
Polyolefin Delrin 1.05367.53 57/ 41/16 13/4

Note: Expanding adapter temperature rating is at 180°F.

Wheel Option Mounting Options

(See page 115)

Side Lock (See page 14) Thread Guards
Available on all models. Field (See page 114) Available on some models. Inside c#::z%nhgers
installable (Specify BRK3). Brake & NSF options cannot be used with Diameter
thread guards (Specify TG1 for metal or T62 of Tube | Round | Square
for plastic). Tubing | Tubing

3Bt |MTGA0 | -
Tfg"-15/+" | MTG41 | MTG51
1"-11/%"  |MTG42 | MTG52
118" - 13/1" |MTG43 | MTG53
11/4"-15/1" |MTG44 | MTG54

. . 13/6"- 17/5s" | MTG45 | MTG55
Fork Option Wheel Selection 112" 191" mgﬁ -

15/d" - 11/46" -

g Performa Polyurethane Stems are 2'"/+" long. Stem size less
— i Flat Tread Polyolefin I-TECH < fott 11
(See page 3) All models except atapter /2= RO X 2/

thread guards {Specify FSI).
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Series

« Grip Ring Stem
- Capacity up to 75 Ibs each

Standard Dimensions

: Stem
'Size
Standard Features
- Zinc plated finish is attractive and - 5/+¢" shouldered axle
durable with 1/4" nut el }I;ogd
= Full double ball hardened + “Colson 45" multi-temp Diat,-}.eé?er aight

raceways for better performance ﬁrease |ubricates in extreme

and greater durability ot and cold temperatures

Standard Mounting

- - Swivel Cross Section
= Spring 3rlp on top of stemholds - MTG52; 7/48" x 1 2/z"

caster firmly in place long with grip ring Fork Leg Spacing 15/s2"

Colson 1 Series Casters « Grip Ring Stem - Capacity to 75 Ibs each

Capacity Stem
Wheel | Tread | Each Wheel Caster Load Swivel Weight

Dia. | Width | (Pounds)| Wheel Descriptions Bearing Models - Height Radius | (Pounds)
78| 7 60 Performa Rubber Delrin 1.01651.441 21/2 13/4 [ 1/2
75 Polyolefin Delrin 10165152 21/2 13/4 12
Performa Rubber Delrin 1.02251.441 21/ 115/15 /2
o 7" - Polyolefin Delrin 10225152 21/ 1506 | 12
/ Cushion Rubber Ball 1.02251.45 21/ 15/6 | 5/a
Hard Rubber Ball 10225155 | 211/ 115/16 | 5/8
Performa Rubber Delrin 1.03051.441 31318 2908 i 34
3" g 75 Polyurethane HIF-TECH Delrin 1.03051.91 313/48 296 | 34
Polyolefin Delrin 1.03051.53 313/15 2% | Y4

Caster Brake Wheel Option Mounting Options

Side Lock Thread GuardsA i il MTG1: 3/8"x 1 9/45" long
(See page 14) Available (See page 114) Available on some models. T ity 4 Bl
onall 3"';models, Field Brake & NSF aptions cannot be used with MTG2: ﬁ_ 16 I’f 1 f 16" long
installable (Specify BRK3). thread guards (Specify TG1 for metal or T62 MTG50: 7/16" x 1" long
for plastic). MTG51: 7/16"x 1 29/32" long less grip ring

Fork Option Wheel Selection

Performa Poa'urethane
NSF Listed Flat Tread Polyolefin FTECH Cushion Rubber  Hard Rubber

(See page 3) All models except
thread guards (Specify FSI). O ,
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)
Series
+ Grip Ring Stem
+ Capacity up to 145 Ibs each

Standard Dimensions

A
Stem
’ Size

Standard Features

+ Zinc plated finish is attractive + 5/15" shouldered axle
and durable with 1/4" nut

+ Full double ball hardened - “Colson 45" multi-temp
raceways for better performance  grease lubricates in extreme
and greater durability hot and cold temperatures

Load
Wheel © Height

Diameter

Standard Mounting

Swivel Cross Section

- Spring grip on top of stem holds - MTG52; 7/44" x 129/37"
Fork Leg Spacing 15/z"

caster firmly in place long with grip ring

Colson 1 Series Casters * Grip Ring Stem - Capacity to 145 Ibs each

Capacity Stem
Wheel | Tread = Each Wheel Caster Load Swivel Weight
Dia. = Width | (Pounds)  Wheel Descriptions Bearing Models Height Radius | (Pounds)
100 Polyurethane HI-TECH Delrin 1.03351.91 33/a 213/16 1
3" g ok Performa Rubber Delrin 1.03351.44 33/4 213/16 11/8
Polyolefin Delrin 1.03351.53 33/4 213/16 11/8
125 | Polyurethane HITECH | Delrn | 10435191 | 4%s | 37/ | 1/s
4" g 135 Performa Rubber Delrin 1.04351.441 43/4 3716 13/8
Polyolefin Delrin 1.0435153 43/4 37/16 13/8
140 Polyurethane HI-TECH Delrin 1.05351.91 53/4 41/18 11/4
o g 145 Performa Rubber Delrin 1.05351.44 53/a 41/1p 15/8
Polyolefin Delrin 1.05351.53 53/4 41116 11/8

Caster Brake Wheel Option Plastic Adapters

Thread Guards Snap easily in place to reduce distortion and
Side Lock (See page 14) (See page 114) Available on some models. damage to furniture and equipment tubing.
Available on all models. Field Brake & NSF options cannot be used with
installable (Specify BRK3). thread guards (Specify TG1 for metal or TG2 Plastic adapters are non-conductive. First
for plastic). specify MTG51: (7/16" x 1 29/32") less grip

ring, then specify plastic adapter code from

Mounting Options -~

——r MTG53: (No. 50810): Fits 7/8" x 18 ga.
MTG2: 7/16"x 1 1/2" long wall round tubing or any .D. from 3/4"

MTG51: 7/16" x 1 29/32" long less grip ring to 51/64".
MTG55: (No. 50865): Fits 1" x 14

i 5 ga. wall round tubing or any 1.D.
Futk Option Wheel Selection from 53/64" 10 55/64".

) Berioma Polvurethane MTG56: (No. 50916): Fits
—NSrListad Flat Tread Polyolefin FTECH 1"x 16 ga. wall round
(See page 3) All models except ) tubing or any 1.D. from

thread guards (Specify FSI). - , 57/64" to 29/32".

L
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Series
« Straight Thread Stem
- Capacity up to 75 Ibs each

Standard Dimensions

3/a

Standard Features

- Zinc plated finish is attractive and - 5/;5" shouldered axle
durable with 1/4" nut

+ Full double ball hardened « “Colson 45" multi-temp
raceways for better performance ﬁrea.se lubricates in extreme
and greater durability ot and cold temperatures

Standard Mounting
- MTG55: /4" diameter- 16UNC x 1 1/4" long threaded 1 1/g"

Swivel Cross Section
IMPORTANT: | caster stem s to be screwed into customer equipment, the customer
must add a washer to the stem that will cover the incomplete threads and support
the upper race. The stem shoulder must fit tightly against the customer equipment.

Fork Leg Spacing 15/s"

Colson 1 Series Casters - Straight Thread Stem - Capacity to 75 |bs each

Capacity Stem
Wheel | Tread | Each Wheel Caster Load Swivel Weight
Dia. | Width | (Pounds)| Wheel Descriptions Bearing Models - Height Radius | (Pounds)
15780 7 60 Performa Rubber Delrin 1.01654.441 | 21/2 13/4 I 3/8
/81 18" 75 | Polyolefin Delin | 10165452 | 21/2 % | Ys
Performa Rubber Delrin 102254441 | 21146 1516 | 3
o 7l - Polyolefin Delrin 1.02254.52 21118 115/16 | 38
/8 ' Cushion Rubber Ball 1.02254.45 211/16 115/16 /2
Hard Rubber Ball 10225455 | 2"/ 115/16 12
Performa Rubber Delrin 1.03054.441 | 313/1p 29/16 5/8
3 7rg" 75 Polyurethane HI-TECH Delrin 1.03054.91 313/18 29/16 5/8
Polyolefin Delrin 1.03054.53 313/1p 206 | s

Caster Brake Wheel Option Mounting Options

Side Lock Thread Guards MTG51: 3/¢" diameter - 24NF x 11/16" long
(See page 14) Available (See page 114) Available on some models.
on all 3" models. Field Brake & NSF options cannot be used with
installable (Specify BRK3). thread guards (Specify TG1 for metal or TG2
for plastic).

Fork Option Wheel Selection

Performa PoHurethane
NSF Listed Flat Tread Polyolefin TECH Cushion Rubber  Hard Rubber
(See page 3) All models except
thread guards (Specify FSI).
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« Straight Thread Stem "!!-" Standard Dimensions

» Capacity up to 145 Ibs each

3/s

Standard Features
- Zinc plated finish is attractive + 5/45" shouldered axle
and durable with /4" nut

« Full double ball hardened « “Colson 45" multi-temp
raceways for better performance.  grease [ubricates in extreme
and greater durability hot and cold temperatures

Standard Mounting
- 3/8" diameter - 16UNC x 1 /2" long threaded 1 3/g"

Swivel Cross Section
Fork Leg Spacing 1%/

IMPORTANT: If caster stem is to be screwed into customer equipment, the customer
must add a washer to the stem that will cover the incomplate threads and support

the upper race, The stem shoulder must fit tightly against the customer equipment.

Colson 1 Series Casters * Straight Thread Stem - Capacity to 145 Ibs each

Capacity Stem
Wheel | Tread = Each Wheel Caster Load Swivel Weight
Dia. = Width | (Pounds)  Wheel Descriptions Bearing Models Height Radius | (Pounds)
100 Polyurethane HI-TECH Delrin 1.03354.91 33/a 213/16 11/8
3" 7g" ok Performa Rubber Delrin 1.03354.441 33/4 213116 11/8
Polyolefin Delrin 1.03354.53 33/4 213/16 11/8
125  |Polyurethane HITECH | Delin | 10435491 | 434 | 375 | 138
4" g 135 Performa Rubber Delrin 1.04354.441 43/4 3716 13/8
Polyolefin Delrin 1.04354.53 43/4 376 13/8
140 Polyurethane HI-TECH Delrin 1.05354.91 53/4 41/18 15/8
o g 145 Performa Rubber Delrin 1.05354.441 53/a 41/1p 15/8
Polyolefin Delrin 1.05354.53 53/4 41116 15/8

Wheel Option

Thread Guards
Side Lock (See page 14) (See page 114) Available on some models.
Available on all models. Field Brake & NSF options cannot be used with
installable (Specify BRK3). :hree:d gua;rds (Specify TG1 for metal or TG2
or plastic).

Fork Option Wheel Selection
Performa Polyurethane
- NSF Listed Flat Tread Polyolefin I-TECH
(See page 3) All models except
thread guards {Specify FSI).
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Series
- Square Stem
« Capacity up to 145 Ibs each

Standard Dimensions

Standard

Standard Features

- Zing plated finish is attractive and - 3/+¢" shouldered axle
durable with 1/4" nut

- Full double ball hardened * “Colson 45" multi-temp
raceways for better performance  grease lubricates in extreme
and greater durability hot and cold temperatures

Wheel
Diameter

Standard Mounting

* Designed for easy installationon - Standard Stem 2" long by
the inside of angle iron legs or 3/4" square with 3 mounting

against flat surfaces holes /4" diameter

- Stems may be bolted or riveted
against any flat vertical surface

Swivel Cross Section
Fork Leg Spacing 15/a"

Colson 1 Series Casters « Square Stem + Capacity to 145 Ibs each

Capacity Stem
Wheel | Tread | Each Wheel Caster Load Swivel = Weight

Dia. | Width | (Pounds)| Wheel Descriptions Bearing Models Height Radius | (Pounds)
100 Polyurethane HI-TECH Delrin 1.03370.91 33/4 213/16 11/4
3" g w5 | Performa Rubber Delrin 103370441 | 334 21316 11/4
Polyolefin Delrin 1.03370.53 334 213/16 1174
125 Polyurethane H-TECH Delrin 1.04370.91 43[4 37/16 11/2
4" | e 135 | Performa Rubber Delrin 104370441 |  4%/4 3718 11f2
Polyolefin Delrin 10437053 | 4%4 37/16 1172
140 | Polyurethane HI-TECH Delrin 10537091 | 534 41/18 13/4
5" Ig" 145 Performa Rubber Delrin 1.05370.441 53/4 41/16 13/4
Polyolefin Delrin 1.05370.53 53/4 4/16 13/4

Caster Brake Wheel Option Mounting Options

Side Lock Thread Guards MTG1: Optional Square Stem: 2" long
(See page 14) Available on (See page 114} Available on some models. x /8" square with 1 mounting hole
all models. Field installable Brake & NSF options cannot be used with 17/64" diameter.
(Specify BRK3). thread guards (Specify TG1 for metal or TG2

for plastic). MTG1

L
|

Fork Option Wheel Selection

Performa Polyurethane
NSF Listed Flat Tread Polyolefin I-TECH

(See page 3) All models except ,

thread guards (Specify FSI).

28



+ Small Top Plate Swivel and Rigid
+ Capacity up to 75 Ibs each

Standard Features

+ Zinc plated finish is attractive

» 5/ shouldered axle
and durable

with 1/4' nut Standard Dimensions

+ Full double ball hardened + “Colson 45" multi-temp Bolt Bolt
raceways for better performance grease |ubricates in extreme Dia. 19/ Dia. 3/
and greater durability hot and cold temperatures ‘afﬁ\’zl: 15 ’(15 5 e 21/l |
13!161" 17/32 11;_ */s
L ol y L
be—31/s—l

Standard Mounting
+ Rigid caster mounting holes do not match swivel

Fork
Spac

Swivel Cross Section

Le
ingg1 SES

Colson 1 Series Casters * Small Top Plate Swivel and Rigid - Capacity to 75 Ibs each

Capacity Swivel Top | Rigid Top
Wheel | Tread = Each Wheel | Plate Caster | Plate Caster = Load | Swivel Weight
Dia. = Width | (Pounds) Wheel Descriptions = Bearing Models Models Height = Radius = (Pounds)
15 ,,- S 60 Performa Rubber Delrin 1.01666.441 | 1.01610.441 29/18 | 13[4 3/8
/8 8 75 Polyolefin Delrin 1.01666.52 10161052 | 2%/16 | 13/4 38
Performa Rubber Delrin 1.02266.441 | 1.02210.441 '_ 23/a | 115/18 1/2
Zren - Polyolefin Delrin 102266.52 | 1.02210.52 | 23/a | 115/1s 1/2
2| " Cushion Fubber | Ball | 10226645 | 10221045 | 2% | 1% | /2
Hard Rubber Ball 1.02266.55 | 1.02210.55 | 23/a | 115/t 1f2
Performa Rubber Delrin 1.03066.441 - | 378 | 29/t 3/4
3 | /8" | 75  Polyurethane HI-TECH | Delrin | 10306691 |  — 37s | )6 | ¥4
Polyolefin Delrin 1.03066.53 - 378 | 2916 34
Caster Brake Wheel Option
Thread Guards
(See page 114) Available on some models.
ﬂ,‘;ﬁaﬁfgﬁf 3'319‘:;:;} Brake & NSF options cannot be used with
models, Field installable thread guards (Specify TG1 for metal or TG2
(Specify BRK3). for plastic).
For i i
Gk hiton Wheel Selection
~——— NSF Listed Performa ) PoHurethane )
(See page 3) All models except Flat Tread Polyolefin ITECH Cushion Rubber ~ Hard Rubber
thread guards {Specify FSI). :
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Series
- Top Plate Swivel and Rigid
« Capacity up to 75 Ibs each

Standard Dimensions

Standard Features
- Zing plated finish is attractive and - 3/+¢" shouldered axle LAR?E TOP PLATE y 3fg
durable with 1/4" nut Faied  pow — 2 .
- Full double ball hardened » “Colson 45" multi-temp 1 13)‘4 E}a. 1 1 7/a
raceways for better performance  grease lubricates in extreme 0 o/ ¥ 64 3 R
and greater durability hot and cold temperatures 3 —l l— 3 —l
= Lc;fad 1
Standard Mounting Height g Wheel !
iameter
+ Rigid caster available with 3" diameter wheel only l ¥
Fork Leg ”
Spacing 15/32
Swivel Cross Section
Colson 1 Series Casters = Top Plate Swivel and Rigid - Capacity to 75 Ibs each
Capacity Swivel Top | Rigid Top
Wheel | Tread | Each Wheel | Plate Caster | Plate Caster | Load | Swivel = Weight
Dia. | Width | (Pounds) Wheel Descriptions | Bearing Models Models | Height Radius | (Pounds)
1580 | g 60 Performa Rubber Delrin 1.01656.441 - 29716 | 13/4 1/2
75 Polyolefin Delrin 1.01656.52 - 2916 | 13/4 1/2
Performa Rubber Delrin 1.02256.441 - 2374 | 115/18 1/2
i 75 - Polyqlefin Delrin 1.02256.52 - 23/4 | 115/18 1/2
Cushion Rubber Ball 1.02256.45 - 2204 | 115/18 5/8
Hard Rubber Ball 1.02256.55 - 234 | 17518 5/8
Performa Rubber Delrin 103056.441 | 103010.441 | 378 | 2%/16 34
3" 7rg" 75 Polyurethane HI-TECH | Delrin 1.03056.91 10301091 | 378 | 2% 34
Polyolefin Delrin 1.03056.53 | 1.03010.53 | 37a | 2% 3/a
Caster Brake Wheel Option
Side Lock Thread Guards
(See page 14) Available on (See page 114} Available on some models.
all 3" swivel models. Field Brake & NSF options cannot be used with
installable (Specify BRK3). thread guards (Specify TG1 for metal or TG2
for plastic).
Fork Option Wheel Selection
Performa Polyurethane
NSF Listed Flat Tread Polyolefin |-TECH Cushion Rubber  Hard Rubber
(See page 3) All models except
thread guards (Specify FSI). 0
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+ Large Top Plate Swivel and Rigid
« Capacity up to 145 Ibs each

Standard Features

- Zinc plated finish is attractive -+ 514" shouldered axle / o Standard Dimensions
with 1/4" nut ]

and durable

* Full double ball hardened - .090" steel top plate
raceways for better performance

and greater durability * “Colson 45" multi-temp

grease |ubricates in extreme
hot and cold temperatures

Diameter

¥

Fork Leg
@ Spacing 15/a2"

Swivel Cross Section Mounting Bolt 5/1¢”

Colson 1 Series Casters * Large Top Plate Swivel and Rigid + Capacity to 145 Ibs each

Capacity Swivel Top | Rigid Top
Wheel | Tread = Each Wheel | Plate Caster | Plate Caster Load | Swivel Weight
Dia. = Width | (Pounds)  Wheel Descriptions = Bearing Models Models Height = Radius = (Pounds)
3 ' 100 Polyurethane HI-TECH | Delrin 1.03356.91 1.03008.91 334 | 213/ 11/4
g 125 Performa Rubber Delrin 1.03356.441 | 1.03008.441 @ 33/4 | 213/16 11/4
Polyolefin Delrin 103356.53 | 1.03008.53 | 334 | 21318 11/a
125 Polyurethane HI-TECH | Delrin 1.04356.91 10400891 | 434 | 3716 11/2
4" g 145 Performa Rubber | Delrin~11.04356.441 | 1.04008.441 | 4%}4 | 3he | 12
Polyolefin Delrin 1.04356.53 10400853 | 43/4 | 37/16 11/2
140 Polyurethane HI-TECH | Delrin 1.05356.91 10500891 5314 | 4116 13/4
5 g s Performa Rubber | Delrin [1.05356.441 | 1.05008.441 54 | 46 | 13,9'1
Polyolefin Delrin 1.05356.53 1.05008.53 | 53/4 | 41/16 13/4

Caster Brake Wheel Option

Thread Guards
Side Lock {See page 114 ) Available on some models.
(See page 14) Available on all Brake & NSF options cannot be used with
swivel models. Field installable thread guards (Specify TG1 for metal or TG2
(Specify BRK3). for plastic).

Fork Option Wheel Selection

Performa Polyurethane
(See page 3) All models except s Tread Polyslefin HE
thread guards {Specify FSI). :

a1



- Zinc plated finish is attractive

" Light Duty Casters

Series

Top Plate Swivel and Rigid
Threaded Stem

Grip Ring Stem

Capacity up to 150 Ibs each

Standard Features

and durable

+ Full double ball hardened

32

raceways for better performance

+ Standard models feature

- All models NSF approved

riveted axle; brake models
feature nut and bolt

and greater durability and RoHS compliant

Standard Dimensions

Top Plate (LTP)

25/64

Threaded Stem (LTS)

Swivel

/32
Stem Size

Grip Ring Stem (LGR)

Swivel Cross Section

Swivel Cross Section Mounting Bolt 5/16"
Caster Brake Fork Option
~— Side Lock
(See page 14) Available on :‘qiz ;i;;:dm All models
LTS and LGR casters for 2" NSF approved

models only. Brake is not
field installable. To order
with caster, add "001" to

the end of the part number
{Example: LGR0251242001).

Top Lock

(See page 14) Available on
3", 4" and 5" models for

all L Series products—LTP
(Swivel Only), LGS and LGR
casters. Brake is not field
installable. To order with
caster, add "001" to the end
of the part number (Example:
LGR3351242001).

>

Polyolefin

Wheel Selection

TPR




Colson L Series LTP Casters « Top Plate Swivel and Rigid - Capacity to 150 Ibs

Capacity Swivel Rigid

Wheel Tread = Each Wheel Top Plate | Top Plate Load | Swivel Weight
Dia. | Width | (Pounds)| Wheel Descriptions | Bearing Models Models Height | Radius | (Pounds)
3| By 90 TPR Plain LTP3356142 | LTP3308142 | 33/4 | 23/4 3/4

/ 110 Polyolefin Plain LTP3356152 | LTP3308152 | 33/4 | 23/4 3/4
4| 5 115 TPR Plain LTP0456142 | LTP0408142 | 413/16| 35/16

A 140 Polyolefin Plain LTP0456152 | LTP0408152 | 413/16| 35/
R 125 TPR Plain LTP0556142 | LTP0508142 | 513/16| 33/16 11/a

/16 150 Polyolefin Plain LTP0556152 | LTP0508152 | 513/16| 35/16 11/4

Colson L Series LTS Casters * Threaded Stem + Capacity to 150 Ibs

Capacity Threaded
Wheel | Tread | Each Wheel Wheel | Stem Caster | Load | Swivel | Weight Stem
Dia. | Width | (Pounds) Descriptions Bearing Models Height | Radius | (Pounds) Size
2" | s/4" | 8D TPR Plain  |LTS0254542 | 217/32 | 113/16 | 1/a | 35 0% NCX
g | e 20 TPR Plain LTS3354542 | 31/2 | 219/32 | 3/ 3/8" dia. 1BNC X
/%" 10 Polyolefin Plain  |LTS3354552 | 31/2 | 21%/s2 | 3/a | 11/2'long
4 15}’16" 115 TPR Plain ‘I LTS0454342 411]'15 39]'32 1/2" dia. 13NC x
140 Palyolefin Plain LTS0454352 | 411/16 | 39/32 1172 lang
s | 1y |12 TPR Plain LTS0554342 | 52332 | 33/4 11/4 | 12" dia. 13NC x
/8" 50 Polyolefin Plain LTS0554352 | 52332 | 33/4 11/s | 11/2'long
Colson L Series LGR Casters + Grip Ring + Capacity to 150 Ibs
Capacity Grip Ring
Wheel | Tread | Each Wheel Wheel | Stem Caster | Load  Swivel | Weight | Stem
Dia. | Width | (Pounds) Descriptions Bearing Models Height | Radius | (Pounds) | Size
2 | a4 | 80 TPR Plain LGRO251242 | 217/s2 | 11316 | /s | [l
g | 1y 90 TPR Plain LGR3351242 | 31/2 | 219/32 | 3/a 7116 dia. x
%" 1 Polyolefin Plain | LGR3351252 | 31/2 | 219/s2 | 3/a | !3/8ong
o | sy |18 TPR Plain LGRO451342 | 45/8 | 3932 | 1 7/16" dia. x
AT Polyolefin Plain | LGRO451352 | 45/8 | 3%32 | 1 L17{52"lang
5| 15/ 125 TPR Plain | LGRO551342 | 55/8 | 3%/4 18 | 7716" dia.x
150 Polyolefin Plain  |LGRO551352 | 55/8 | 834 | 11/4 |117/32'Iong

33



* Pipe Thread Stem
« (Gapacity up to 325 Ibs each

Standard Features ; \ Standard Dimensions

+ Zing plated finish s attractive + Grease holes on wheel
and durable bearing for greater

+ Full double ball hardened dieatadio
raceways for better performance - “Colson 45" multi-temp
and greater durability grease |lubricates in
extreme hot and cold
temperatures

o Jfgh

/9" hollow axle with lock nut

Standard Mounting

; T g ; Fork Le
+ Fits Standard 3/4" Pipe * The pipe thread stem - Spacingg 19/6"
Coupling screws directly lntoi a -
. : standard pipe coupling
gglet%ciugieg;mrgtaiaf for a rigid and permanent _ _
B iiendod S fit with full swivel action Swivel Cross Section

approximately 1 1/1g"

Easy Installation

* The 7/1g" hex nut beneath the lower raceway
makes it fast and easy to install these casters
on a wide variety of equipment

Wheel Option

Thread Guards
(See page 114) Available on many models
(Specify TG1 for metal or TG2 for plastic).

Caster Brake
Top Lock Wheel Selection

(See page 15) Available Performa
on all models with solid Performa Performa Performa Conductive
axle only. Field installable Flat Tread Round Tread Conductive Flat Round
{Specify BRK1).

Total Lock

(See page 14) Locks
wheel and swivel
simultaneously.

Fits 31/2", 4"and 5"

models. Field installable . Polyurethane
(Specify BRKS), Polyolefin Thermo ThermoTech E?I’I-TECH

Fork Option Q .

NSF Listed
(See page 3) All models except
thread guards (Specify FSI). Cast Iron

Dust Cap
(See page 20) Specify DG1.

Rubber HI-TECH Phenolic

AxlefNut Options

AX1 Zerk Axle (not available
with top lock brake)

AX2 Solid Axle

NT1 Thick Lock Nut

&
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Colson 2 Series Casters - Pipe Thread Stem - Capacity to 325 Ibs

Capacity

Wheel | Tread Load | Swivel | Weight
Digs. | Wi |80l | “Whoel Descriptions Bearing | Caster Models | Helght | Radius |(Pounds)
125 Performa Rubber (Conductive/Flat) Ball 2.02253.445 COND | 4 28/ | 13/a
140 Performa Rubber (Fiat) Delrin 2.02253.441 4 2Bf32 | 13/4
Performa Rubber (Fla Ball 2.02253.445 4 2B/32 | 13/4
" N Polyolefin Delrin 2.02253.53 4 2Bf32 | 13/4
22" | AYa" | 200 o iefin Ball 2.02253.55 4 2 13::32 1 3::4
250 Polyurethane HI-TECH Delrin 2.02253.91 4 2B/ | 11/2
Polyurethane HI-TECH Ball 2.02253.95 4 2B/32 [ 11/2
300 Cast Iron Sleeve 2.02253.12 4 218/32 | 21/8
174" | 300 Phenolic Roller 2.02253.319 4 28B/32 | 13/4
150 Rubber HI-TECH Plain 2.03353.42 41/4 | 221/33 2
30 11/4" 200 Polyurethane HI-TECH Plain 2.03353.92 4174 | 221732 2
Polyolefin Delrin 2.03353.52 4174 | 221/3p 2
115/32' | 300 Phenalic Roller 2.03353.309 4174 | 22132 | 23/a
Performa Rubber (Conductive/Round) Ball 2.03253.565 COND | 413/ | 229/32 | 21/4
15/16" 210 Performa Rubber (Round) Delrin 2.03253.561 413/16 | 229/32 | 21/4
Performa Rubber (Round) Ball 2.03253.565 413716 | 229732 | 21/4
225 Performa Rubber (Conductive/Flat) Ball 2.03253.445COND | 4%3/15 | 229/3p | 21/4
230 Polyolefin Delrin 2.03253.53 413716 | 229/32 | 21/8
Polyolefin Ball 2.03253.55 413/46 | 229/32 | 21/8
317"  Performa Rubber (Fat Delrin 2.03253.441 413/16 | 229/32 | 21/8
14" 250 Performa Rubber (flat) Ball 2.03253.445 41B8/15 | 229/3 | 21/8
Polyurethane HI-TECH Delrin 2.03253.91 413116 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03253.95 A3/ | 229/32 | 13/4
i Thermo Plain 2.03253.562 HT 413/46 | 229/32 | 31/8
Cast Iron Sleeve 2.03253.12 413/46 | 229/32 3
250 ThermoTech Teflon 2.04253.613 H 51/a | 3732 3
Performa Rubber (Conductive/Flat) Ball 2.04253.445 COND | 5/4 | 37/32 21/4
Polyolefin Delrin 2.04253.53 51/a | 3732 21/4
075 Polyolefin Ball 2.04253.55 51/4 | 3732 21/4
Polyurethane HI-TECH Delrin 2.04253.91 51/a | 3732 2
4" 14" Polyurethane HI-TECH Ball 2.04253.95 51/a | 3732 2
Performa Rubber (Fiat) Delrin 2.04253.441 51/4 | 37/32 21/4
300 Performa Rubber (fat) Ball 2.04253.445 51/4 | 37/32 21/4
Thermo Plain 2.04253.52 HT 51/4 | 3732 31/4
CastIron Sleeve 2.0425312 51/a | 3732 31/2
11 /4" 250 ThermoTech Teflon 2.05253.613 H 65/16 | 313/16 3
Performa Rubber (Conductive/Flat) Ball 2.05253.445 COND 65/16 | 313/16 3
15/16" | 250 Performa Rubber (Conductive/Round} Ball 2.05253.565 COND 65/16 | 313/16 3
Performa Rubber (Round) Delrin 2.05253.561 65/16 | 313/16 3
Performa Rubber (Round) Ball 2.05253.565 65/16 | 313/16 3
Polyolefin Delrin 2.05253.53 65/16 | 313/16 | 23/a
a" Polyolefin Ball 2.05253.55 65/16 | 313/16 | 23/4
300 | Polyurethane HI-TECH Delrin 2.05253.91 65/16 | 313/16 | 27/2
14" Polyurethane HI-TECH Ball 2.05253.95 65/16 | 313/16 | 21/2
Cast Iron Sleeve 2.05253.12 65/16 | 313/16 | 33/4
Performa Rubber (Fat) Delrin 2.05253.441 65/16 | 313/16 | 23/4
325 Performa Rubber (Flat) Ball 2.05253.445 65/16 | 313/16 | 23/a
Thermo Plain 2.05253.52 HT 65/16 | 313/16 | 33/4
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- Zinc plated finish is attractive

+ Full double ball hardened

» 3/g" hollow axle with lock nut

+ Turning of hex nut beneath

36

- Expanding Adapter Stem
« (Gapacity up to 325 Ibs each

Standard Features

+ Grease holes on wheel
bearing for greater
convenience

and durable

» “Colson 45" multi-temp
grease |lubricates in
extreme hot and cold
temperatures

raceways for better performance
and greater durability

Standard Mounting

+ To order, select caster
model number and specify
stem adapter size by code
number from mounting
option chart below

lower raceway expands
rubber adapter inside of
round or square tubing for a
tight, permanent fit

Standard Dimensions

Wheel
Diameter

Fork Leg
Spacing 1%h¢"

Swivel Cross Section

Caster Brake

Top Lock

(See page 15) Available

on all swivel models

with solid axle only. Field
installable (Specify BRK1).

Total Lock

(See page 14) Locks
wheel and swivel
simultaneously. Fits
31/2" 4" and 5" swivel
models. Field installable
(Specify BRKS).

Fork Option

NSF Listed

(See page 3 | All models except
thread guards and cast iron
wheels (Specify FSI).

Swivel Dust Cap
(See page 20) Specify DC1.

AxlefNut Options
AX1 Zerk Axle
AX2 Solid Axle

NT1 Thick Lock Nut {not available
with top lock brake)

Mounting Options Wheel Option

(See page 115)
Mountin
Dgg;igfar Code Numhgers
of Tube | T | Sobimg
34" -B" [MTG4D | -
Tlg"-1/" | MTG41 | MTGS1
115" MTG42 | MTGS2
1" -1316" | MTG43 | MTG53
1d"-15/" | MTG44 | MTG54
138" -17/" | MTG45 | MTGS55
192" -196" |MTG46 | -
19g" - 11" [MTG47 | -

Stems are 2"/1" long. Stem size less
adapter: /2"~ 13UNC x 2"/ 1"

Wheel Selection

Performa
Flat Tread

Cast Iron

Performa
Round Tread

Rubber HI-TECH

Thread Guards

(See page 114} Available on many
models. Specify TG1 for metal or

TG2 for plastic.

Polyolefin

Phenolic

Polyurethane
-TECH




Colson 2 Series Casters « Expanding Adapter Stem - Capacity to 325 Ibs

Capacity
N | weamesiors | ST A R O
(Pounds)
140 Performa Rubber (Flat) Delrin 2.02267.441 4 213/32 | 13/4
Performa Rubber (Flat) Ball 2.02267.445 4 213/32 | 13/4
" " Polyolefin Delrin 2.02267.53 4 218/32 | 13/4
272" | 174" | 200 Pl lefin Ball 2.02267.55 4 |2%/3 | 13/
250 Polyurethane HI-TECH Delrin 2.02267.91 4 213/32 | 11/2
Polyurethane HI-TECH Ball 2.02267.95 4 28/ | 11/2
300 Cast Iron Sleeve 2.0226712 4 213/32 | 21/8
176" | 300 Phenolic Roller 2.02267.319 4 2132 | 13/4
150 Rubber HI-TECH Plain 2.03367.42 4174 | 22132 2
3 11/4" 200 Polyurethane HI-TECH Plain 2.03367.92 4174 | 221/32 2
Polyolefin Delrin 2.03367.52 4174 | 22132 2
115/32' | 300 Phenolic Roller 2.03367.309 414 | 22132 | 23/a
15/16" 210 Performa Rubber (Round) Delrin 2.03267.561 49/ | 229/32 | 21/4
Performa Rubber (Round) Ball 2.03267.565 49/ | 229732 | 21/4
230 Polyolefin Delrin 2.03267.53 49/ | 229732 | 2/8
Polyolefin Ball 2.03267.55 49/16 | 229/32 | 21/8
Performa Rubber (Fiat) Delrin 2.03267.441 49/16 | 229/32 | 21/8
31" 11/4" 950 Performa Rubber (Flat) Ball 2.03267.445 49/ | 229732 | 21/8
Polyurethane HI-TECH Delrin 2.03267.91 49/ | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03267.95 49/16 | 229/32 | 13/4
300 Cast Iron Sleeve 2.0326712 49/16 | 229/32 3
Polyolefin Delrin 2.04267.53 51/4 | 3732 21/4
275 Polyolefin Ball 2.04267.55 51/4 | 37/32 21/4
Polyurethane HI-TECH Delrin 2.04267.91 51/4 | 37/32 2
4" 11/4" Polyurethane HI-TECH Ball 2.04267.95 51/a | 3732 2
300 Performa Rubber (Flat) Delrin 2.04267.441 51/4 | 3732 21/4
Performa Rubber (Flat) Ball 2.04267.445 51/a | 3732 21/4
Cast Iron Sleeve 2.0426712 51/4 | 373 312
15/16" 250 Performa Rubber (Round) Delrin 2.05267.561 65/16 | 313/16 3
Performa Rubber (Round) Ball 2.05267.565 65/16 | 313/16 3
Polyolefin Delrin 2.05267.53 65/16 | 313/16 | 23/a
Polyolefin Ball 2.05267.55 65/16 | 313/16 | 23/a
5" 300 Polyurethane HI-TECH Delrin 2.05267.91 65/16 | 313/16 | 212
11/4" Polyurethane HI-TECH Ball 2.05267.95 65/16 | 313/16 | 21/2
Cast Iron Sleeve 2.05267.12 65/16 | 313/16 | 33/a
395 Performa Rubber {Flat) Delrin 2.05267.441 65/16 | 313/16 | 23/4
Performa Rubber (Flat) Ball 2.05267.445 65/16 | 313/16 | 23/4
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Standard Features

- Zinc plated finish is attractive

and durable

+ Full double ball hardened

raceways for better performance
and greater durability

3.0

+ 3/g" hollow axle with lock nut

- Grip Ring Stem
« (Gapacity up to 325 Ibs each

« Grease holes on wheel

bearing for greater
convenience

+ “Colson 45" multi-temp

grease lubricates in
extreme hot and cold
temperatures

Standard Dimensions

Yoo

Wheel
Diameter

Standard Mounting
- Standard grip ring stem is 2-
3/4¢" long with 55" diameter

- Stem features spring grip
at top to hold caster
securely in tubing

+ Assures tight fit and
easy swivel action

Fork Leg
@Sp&mng 196"

Swivel Cross Section

Wheel Option

Thread Guards
(See page 114) Available on many
models. Specify TG1 for metal or

Mounting Options

MTGS5: 2 3/16" long x 3/4" dia. (.75)
MTG6: 2 3/1g" long x 13/15" dia. (.812)
MTG7: 2 3/1g" long x 27 /3" dia. (.845)
MTG8: 2 3/15" long x 7/g" dia. (.865)

Caster Brake

Top Lock ;
(See page 15) Available TREarpest. MTGS: 2 3/1g" long x 1" dia. (1.00)
on all swivel models
with solid axle only. Field
installable (Specify BRK1). 2
Wheel Selection
Performa
Performa Performa Performa Conductive
Flat Tread Round Tread Conductive Flat Round

Total Lock

(See page 14) Locks wheel
and swivel simultaneously.

Fits 3 1/2", 4" and 5" swivel
models. Field installable.

Note: When mounted in
tubing, brake will function
as wheel brake only.
(Specify BRKS).

Polyurethane
Polyolefin ThermoTech |I-TECH

Cast Iron

@

Thermo

Fork Option

NSF Listed

(See page 3) All models except
thread guards and cast iron
wheels (Specify FSI).

Swivel Dust Cap

(See page 20) Specify DC1. Rubber HIFTECH

Phenolic

AxlefNut Options

AX1 Zerk Axle (not available
with tap lock brake)

AX2 Solid Axle

NT1 Thick Lock Nut
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Colson 2 Series Casters « Grip Ring Stem - Capacity to 325 Ibs

Capacity

"iec | it | Esch Wihapl DostAiptions B‘::rai:lg Citoe Wbidels Hl'ﬂf:;ﬂt Radius (m%gl
(Pounds)
125 Performa Rubber (Conductive/Flat) Ball 2.02251.445 COND 334 |2/ | 13/a
140 Performa Rubber (fiat) Delrin 2.02251.441 33/4 | 2B/32 | 13/4
Performa Rubber (fiat) Ball 2.02251.445 334 |28/ | 13/4
i - Polyolefin Delrin 2.02251.53 334 | 2B/fz2 | 13/a
272" | 14" | 200 o iefin Ball 2.02251.55 334 | 21/32 | 13/4
250 Polyurethane HI-TECH Delrin 2.02251.91 334 |28z | 11/2
Polyurethane HI-TECH Ball 2.02251.95 334 |28/ | 11/2
300 Cast Iron Sleeve 2.0225112 334 |28/ | 21/8
171" | 300 Phenolic Roller 2.02251.319 33/a | 2WB/32 | 13/a
150 Rubber HI-TECH Plain 2.03351.42 4 221/32 2
30 114" 200 Polyurethane HI-TECH Plain 2.03351.92 4 221/32 2
Polyolefin Delrin 2.03351.52 4 221/32 2
115/32" | 300 Phenolic Roller 2.03351.309 4 221/32 | 23/4
Performa Rubber (Conductive/Round) Ball 2.03251.565 COND 49/16 | 229/32 | 21/4
15/16" 210 Performa Rubber (Round) Delrin 2.03251.561 49/16 | 22932 | 21/4
Performa Rubber (Round) Ball 2.03251.565 49/16 | 229/32 | 21/4
225 Performa Rubber (Conductive/Fiat) Ball 2.03251.445 COND 49/16 | 229/32 2
230 Polyolefin Delrin 2.03251.53 49/16 | 229/32 | 21/8
Polyolefin Ball 2.03251.55 49/16 | 229/32 | 21/8
315" Performa Rubber (fiat) Delrin 2.03251.441 49/16 | 228/32 | 21/8
14" 950 Performa Rubber (Fiat) Ball 2.03251.445 49/16 | 229/32 | 21/8
Polyurethane HI-TECH Delrin 2.03251.91 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Ball 2.03251.95 49/16 | 229/32 | 13/a
Thermo Plain 2.03251.52 HT 49/16 | 229/32 | 27/
300 Castiron Sleeve 20325112 4516 | 22932 | 3
250 ThermoTech Teflon 2.04251.613 H 5 3732 3
Performa Rubber (Conductive/Flat) Ball 2.04251.445 COND 5 3732 21/4
Polyolefin Delrin 2.04251.53 5 3732 21/4
275 Polyolefin Ball 2.04251.55 5 3 732 27/4
4" 114" Polyurethane HI-TECH Delrin 2.04251.91 5 3732 2
Polyurethane HI-TECH Ball 2.04251.95 5 3732 2
Performa Rubber (Fiay) Delrin 2.04251.441 5 3732 214
300 Performa Rubber (Flat) Ball 2.04251.445 5 3 732 27/4
Thermo Plain 2.04251.52 HT 5 3 7/32 38
Cast Iron Sleeve 2.0425112 5 3732 31/2
114" 250 ThermoTech Teflon 2.05251.613 H 61/16 | 313/16 3
Performa Rubber (conductive/Flat) Ball 2.05251.445 COND 61/16 | 313/16 3
Performa Rubber (Conductive/Round) Ball 2.05251.565 COND 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round) Delrin 2.05251.561 61/16 | 313/16 3
Performa Rubber (Round) Ball 2.05251.565 61/16 | 313/16 3
Polyolefin Delrin 2.05251.53 61/16 | 313/16 | 23/a
Polyolefin Ball 2.05251.55 61/16 | 313/16 | 23/a
Tl 300 Polyurethane HI-TECH Delrin 2.05251.91 61/16 | 313/16 | 21/2
11/4" Polyurethane HI-TECH Ball 2.05251.95 61/16 | 313/16 | 21/2
Cast Iron Sleeve 2.05251.12 61/16 | 313/16 | 33/a
Performa Rubber (Fiat) Delrin 2.05251.441 61/16 | 313/16 | 23/a
325 Performa Rubber (Fiat) Ball 2.05251.445 61/16 | 313/16 | 23/a
Thermo Plain 2.05251.52 HT 61/16 | 313/16 | 312
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Series

« Straight Thread Stem
« (Gapacity up to 325 Ibs each

Standard Features

- Zinc plated finish is attractive « Grease holes on wheel

+ Full double ball hardened

+ 3/g" hollow axle with lock nut

and durable bearing for greater
convenience

raceways for better performance - “Colson 45" multi-temp
and greater durability grease lubricates in
extreme hot and cold
temperatures

40

Standard Mounting

» MTG 53: 1/5" diameter « Easy Installation: The

40

—13UNC X 1 1/2" long, /48" hex nut beneath the

threaded 1 3/g" lower raceway makes it
fast and easy to install
these casters on a wide
variety of equipment

Wheel
Diameter

Standard Dimensions

fa"

Swivel Cross Section

Caster Brake

Top Lock

(See page 15) Available

on all swivel models

with solid axle only. Field
installable (Specify BRK1).

Total Lock

(See page 14) Locks wheel
and swivel simultaneously.
Fits 3 1/2", 4" and 5" swivel
models. Field installable
(Specify BRKS).

Fork Option

NSF Listed

(See page 3] All models except
thread guards and cast iron
wheels (Specify FSI).

Swivel Dust Cap
(See page 20) Specify DG1.

AxlefNut Options

AX1 Zerk Axle (not available
with tap lock brake)

AX2 Solid Axle

Wheel Option

Mounting Options

MTG10: /2" 13UNC x 3/4" long threaded

Thread Guards . MTG11: 1/2" 13UNC x 1" long threaded
{593 ?BQSE 11‘{? 5|\_’El1|3fh|e Ogtg}aﬂy MTG12: 1/2" 20UNF x 3/4" long threaded
models. Specify or metal or B 3

T62 for plastic, MTG13: 9/g" 11UNC x 1 9/4" long threaded

MTG14: 5/g" 18UNF x 1 3/4" long threaded
MTG15: 3/4" 10UNC x 1 3/4" long threaded
MTE50; 1/2" 20UNF x 1 1/2" long threaded

Wheel Selection
Performa
Performa Performa Perform Cunductrve
Flat Tread Round Tread Conductwe Flat Round
Polyurethane
Polyolefin Thermo ThermoTech |I-TECH

Cast Iron

@ Rubber HKTECH Phenolic

NT1 Thick Lock Nut

IMPORTANT: If caster stem is to be screwed into customer equipment, the customer must add a
washer to the stem that will cover the incomplete threads and support the upper race. The stem
shoulder must fit tightly against the customer equipment.




Colson 2 Series Casters - Straight Thread Stem - Capacity to 325 Ibs

Capacity

Wheel | Tread ;i Load | Swivel | Weight
Dia. | Width | pcath Wheel Descriptions Boirog | Castor Models | Helght | Radius | (Pounds)
125 Performa Rubber (conductive/Flat) Ball 2.02254.445COND | 33/a | 21/32 | 13/4
140 Performa Rubber (Flat Delrin 2.02254.441 33/a | 2B/32 | 13/a
Performa Rubber (Flat Ball 2.02254.445 33/4 | 21332 | 13/a
" " Polyolefin Delrin 2.02254.53 33/a | 213/32 | 13/4
22" | VY8 | 200 Ipsoiefin Bal 2.02254.55 334 | 2%8/3 | 13/a
_— Polyurethane HI-TECH Delrin 2.02254.91 3Bfa |2V | 112
Polyurethane HI-TECH Ball 2.02254.95 33/4 | 2B/ | 11/2
300 Cast Iron Sleeve 2.0225412 33/a | 2MBjm | 21/8
176" | 300 Phenolic Roller 2.02254.319 33/a | 2Bf32 | 13/4
150 Rubber HI-TECH Plain 2.03354.42 4 221/32 2
30 114" 200 Polyurethane HI-TECH Plain 2.03354.92 4 221/3p 2
Polyolefin Delrin 2.03354.52 4 22132 2
115/32" | 300 Phenolic Roller 2.03354.309 4 221/32 | 23/4
Performa Rubber (conductive/Round) Ball 2.03254.565 COND | 49/ | 22932 | 214
15/18" 210 Performa Rubber (Round) Delrin 2.03254.561 49/16 | 229/32 | 214
Performa Rubber (found) Ball 2.03254.565 49/16 | 229/32 | 21/4
225 Performa Rubber (Conductive/Flat) Ball 2.03254.445 COND | 49/16 | 229/32 2
230 Polyolefin Delrin 2.03254.53 49/ | 229732 | 21/8
Polyolefin Ball 2.03254.55 49/16 | 229732 | 21/8
31" Performa Rubber (Flat tread) Delrin 2.03254.441 /16 | 22932 | 2Vs
114" 950 Performa Rubber (Flat tread) Ball 2.03254.445 49/16 | 229732 | 21/8
Polyurethane HI-TECH Delrin 2.03254.91 49/16 | 229732 | 13/a
Polyurethane HI-TECH Ball 2.03254.95 49/16 | 229732 | 13/a
Thermo Plain 2.03254.52 HT 49/16 | 229732 | 31/8
300 Castiron Sleeve 2.0325412 4916 | 22932 | 3
250 ThermoTech Teflon 2.04254.613 H 5 3 732 3
Performa Rubber (Conductive/Flat) Ball 2.04254.445 COND 5 3732 21/4
Polyolefin Delrin 2.04254.53 5 3732 214
275 Polyolefin Ball 2.04254 .55 5 3732 21/4
4" 11/4" Polyurethane HI-TECH Delrin 2.04254 91 5 3732 2
Polyurethane HI-TECH Ball 2.04254.95 5 3732 2
Performa Rubber (Flat) Delrin 2.04254 .441 5 3732 214
300 Performa Rubber (Flat) Ball 2.04254.445 5 3 732 21/4
Thermo Plain 2.04254.52 HT 5 3732 31/4
Cast Iron Sleeve 2.0425412 5 3732 31/2
1V 250 ThermoTech Teflon 2.05254 613 H 61/16 | 313/16 3
Performa Rubber (Conductive/Flat) Ball 2.05254.445COND | 61/16 | 313/16 3
Performa Rubber (onductive/Round) Ball 2.05254,565 COND | 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round) Delrin 2.05254.561 61/16 | 313/16 3
Performa Rubber (Round) Ball 2.05254.565 61/16 | 313/16 3
Polyolefin Delrin 2.05254.53 61/16 | 313/16 | 23/a
5" Polyolefin Ball 2.05254.55 61/16 | 313/16 | 23/4
300 Polyurethane HI-TECH Delrin 2.05254.91 61/16 | 313/16 | 21/2
114" Polyurethane HI-TECH Ball 2.05254.95 61/16 | 313/16 | 21/2
Cast Iron Sleeve 2.05254.12 61/16 | 313/16 | 33/4
Performa Rubber (Flat) Delrin 2.05254.441 61/16 | 313/16 | 23/a
325 Performa Rubber (Flat) Ball 2.05254.445 61/16 | 313/16 | 23/a
Thermo Plain 2.05254.52 HT 61/16 | 313/16 | 33/4
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« Square Stem Swivel & Rigid
- Capacity up to 325 Ibs each

Standard Features ' _ Standard Dimensions

» Zing plated finish is attractive + Grease holes on wheel S A"
and durable bearing for greater 44017/
- Full double ball hardened i

raceways for better performance  + “Colson 45" multi-temp
and greater durability grease lubricates in

S : extreme hot and cold
- 3/4" hollow axle with lock nut temperatures

Standard Mounting

+ 2 1/4¢" long x 3/4" square with 3 mounting holes

750 i i Mounting
7 64 diameter : : - @ Hole 17/g4"
+ Designed for easy installation on the inside of angle
iron legs or against flat surfaces Fork Leg
- Stems may be bolted or riveted against any flat Swivel Cross Section Spacing 1°/3¢'

vertical surface

Caster Brake Wheel Option

Mounting Options

MTG1: Square Stem 2 1/1g" /8"
Thread Guards long x I?,Fs“ square with 1 A
(See page 114) Available on many mounting hole 17/g4" diameter. T1
models. Specify TG1 for metal or
Top Lock T62 for plastic. MTG3: Octagon Stem BJ4" 4170
(See page 15) Available 21/15" long X 3/4" j A e o1 14
on all swivel models octagon with 3 211" g}{n
with solid axle only. Field mounting holes o 55"
installable (Specify BRK1). : 17/g4" diameter. 3/g"
Wheel Selection
Performa
Performa Performa Performa Conductive
Flat Tread Round Tread Conductive Flat Round

Total Lock

(See page 14) Locks wheel
and swivel simultaneously.
Fits 3 1/2", 4"and 5" swivel
models. Field installable
(Specify BRKS).

Polyurethane
Polyolefin Thermo ThermoTech |-TECH

Fork Option Q .
NSF Listed

(See page 3) All models except
thread guards and cast iron
wheels (Specify FSI).

Cast Iron

Swivel Dust Cap :
(See page 20) Specify DC1. Rubber HFTECH Phenolic
AxlefNut Options

AX1 Zerk Axle (not available

with tap lock brake)

AX2 Solid Axle

NT1 Thick Lock Nut
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Colson 2 Series Casters * Square Stem Swivel & Rigid + Capacity to 325 Ibs

Wheel| Tread | 5322cY ; ok Load |Swivel | Weight
Dia. | Width (PE:ﬁzs) Wheel Descriptions Bﬂ::lg ci:‘g:lmsgde:;s c:;g;:.’ I?li-:::ln;ls Height | Radius {Pougds)
125 Performa Rubber (Conductive/Fiat) Ball 2.02270.445 COND = 33%a | 2W/32| 15/8
140 Performa Rubber (Flat) Delrin 2.02270.441 = 33/a | 2832 | 15/8
Performa Rubber (Flat) Ball 2.02270.445 = 334 | 2Bfz2| 15/8
i i Polyolefin Delrin 2.02270.53 - 33/a | 2832 | 15/8
272" | Y4 | 200 Toriefin Ball 2.02270.55 = 34 | 2032 | 158
250 Polyurethane HI-TECH Delrin 2.02270.91 - 334 | 21832 15/8
Polyurethane HI-TECH Ball 2.02270.95 = 334 | 232 | 15/8
300 Cast Iron Sleeve 2.02270.12 = 33/4 | 213/32 2
176" | 300 Phenolic Roller 2.02270.319 = 33/a | 2Wf32 | 15/8
150 Rubber HI-TECH Plain 2.03370.42 = 4 221/33 2
3 174" 200 Polyurethane HI-TECH Plain 2.03370.92 = 4 221/32 2
Polyolefin Delrin 2.03370.52 = 4 221/32 2
115/32' | 300 Phenolic Roller 2.03370.309 - 4 22132 | 23/4
Performa Rubber (Conductive/Round) Ball 2.03270.565 COND - 49/16 | 229/32| 214
15/16" | 210 Performa Rubber (Round) Delrin 2.03270.561 = 496 | 229432 214
Performa Rubber (Round) Ball 2.03270.565 B 49716 | 229/32| 214
225 Performa Rubber (Conductive/Flat) Ball 2.03270.445 COND - 49/16 | 229/32 2
930 Polyolefin Delrin 2.03270.53 = 49/16 | 229/32| 17/8
31" Polyolefin Ball 2.03270.55 - 49/16 | 229/32| 178
11/4" Performa Rubber (Flat) Delrin 2.03270.441 = 49/16 | 228/32 2
950 Performa Rubber (Flat) Ball 2.03270.445 = 49/16 | 229/32 2
Polyurethane HI-TECH Delrin 2.03270.91 = 4916 | 229/32| 27/8
Polyurethane HI-TECH Ball 2.03270.95 = 49/16 | 228/32| 27/8
300 Thermo Plain 2.03270.52 HT = 49/16 | 228/32| 278
Cast Iron Sleeve 2.03270.12 = 4%/16 | 229/32 3
250 ThermoTech Teflon 2.04270.613 H < 5 373 3
Performa Rubber (Conductive/Flat) Ball 2.04270.445 COND = 5 3732 24
Polyolefin Delrin 2.04270.53 = 5 3732 21/8
275 Polyolefin Ball 2.04270.55 = 5 3732 218
| /4" Polyurethane HI-TECH Delrin 2.04270.91 = 5 3732 | 2Vs
Polyurethane HI-TECH Ball 2.04270.95 = 5 3732 28
Performa Rubber (Flat) Delrin 2.04270.441 = 5 3732 2Va
300 Performa Rubber (Flat) Ball 2.04270.445 = 5 373 214
Thermo Plain 2.04270.52 HT - 5 3732 3l/8
Cast Iron Sleeve 2.0427012 - 5 373 338
11},4.. 250 ThermoTech Teflon 2.05270.613 H 2.05280.613H 61/16 | 313/16 3
Performa Rubber (conductive/Flat] Ball 2.05270.445 COND | 2.05280.445 COND 61/16 | 313/16 3
Performa Rubber (Conductive/Round) Ball 2.05270.565 COND 2.05280.565 COND 61/16 | 313/16 3
15/16" | 250 Performa Rubber (Round) Delrin 2.05270.561 2.05280.561 61/16 | 313/16 3
Performa Rubber (Round) Ball 2.05270.565 2.05280.565 61/16 | 313/16 3
Polyolefin Delrin 2.05270.53 2.05280.53 B1/16 | 313/16 | 21/2
5" Polyolefin Ball 2.05270.55 2.05280.55 61/16 | 313/16 212
300 Polyurethane HI-TECH Delrin 2.05270.91 2.05280.91 61/16 | 313/16 | 212
11,(4” Polyurethane HI-TECH Ball 2.05270.95 2.05280.95 61/16 | 313/18 212
Cast Iron Sleeve 2.05270.12 2.05280.12 61/16 | 313/16 | 334
Performa Rubber (Fiat) Delrin 2.05270.441 2.05280.441 61/16 | 313/16 | 234
325 Performa Rubber (Fiat) Ball 2.05270.445 2.05280.445 61/16 | 313/16 | 23/4
Thermo Plain 2.05270.52 HT 2.05280.52 HT 61/16 | 313/16 312
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+ Modular Stem
« Capacity up to 325 Ibs each

Standard Features

- Zinc plated finish is attractive + Grease holes on wheel Stand Dimensions
and durable bearing for greater
 Full double ball hardened NN
raceways for better performance - “Colson 45" multi-temp
and greater durability grease lubricates in Load
T ; extreme hot and cold Heiaht
3/g" hollow axle with lock nut temperatures Diamater eig
Standard Mounting 4 Forkleg .
+ Colson modular stem casters feature a /2" hollow rivet . Spacing 1%/
which will accept a wide variety of mounting stems (even b i
a standard 1/2" bolt will work) _
+ You can supply the mounting fasteners or stems — we supply Swivel Cross Section
the casters

Caster Brake Wheel Option

Top Lock Thread Guards
fsge page 15) Avallable on {See page 114) Available on many
all swivel models with solid models. Specify TG1 for metal or

axle only. Field installable TG2 for plastic.
(Specify BRK1).
Wheel Selection
Performa

Performa Performa Performa Conductive
Total Lock Flat Tread Round Tread Conductive Flat Round
(See page 14) Locks wheel -
and swivel simultaneously. 4
Fits 3 1/2", 4" and 5" swivel
models. Field installable )
(Specify BRKS), /

Polyurethane
Polyolefin Thermo ThermoTech |I-TECH

Fork Option
NSF Listed
(See page 3) All models except
thread guards and cast iron : /
wheels (Specify FSI).

Swivel Dust Cap

(See page 20) Specify DG1.
Cast Iron
AxlefNut Options

AX1 Zerk Axle (not available Rubber HFTECH Phenalic
with top lock brake)

AX2 Solid Axle

NT1 Thick Lock Nut
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Colson 2 Series Casters * Modular Stem - Capacity to 325 Ibs

Wheel | Tread |C2Pacity - Load |Swivel | Weight
Dia. | Width | poath Wheel Descriptions Bearing | Caster Models | Height | Radius | (Pounds)
125 Performa Rubber (Conductive/Flat) Ball 2.02250.445 COND | 33/4 | 213/32 | 11/2
140 Performa Rubber (Flat) Delrin 2.02250.441 33/a |28z | 11/2
Performa Rubber (Flat) Ball 2.02250.445 33/4 | 2Wf32 | 11/2
a ~ Polyolefin Delrin 2.02250.53 33/a | 28Bf32 | 11/2
202" | A | 200 Fpiefin Ball 2.02250.55 334 | 21/32 | 11/2
250 Polyurethane HI-TECH Delrin 2.02250.91 33/a | 2W/32 | 11/4
Polyurethane HI-TECH Ball 2.02250.95 33/4 |28z | 11/a
300 Cast Iron Sleeve 2.02250.12 33/a | 21/32 | 2
1716" | 300 Phenolic Roller 2.02250.319 334 | 2W/32 | 11/2
150 Rubber HI-TECH Plain 2.03350.42 4 221732 2
3 11/4" 200 Polyurethane HI-TECH Plain 2.03350.92 4 221/32 2
Polyolefin Delrin 2.03350.52 4 221/32 2
115/32' | 300 Phenolic Roller 2.03350.309 4 221/32 | 23/4
Performa Rubber (Conductive/Round) Ball 2.03250.565 COND | 49/16 | 229/32 2
15/16" 210 Performa Rubber (Round) Delrin 2.03250.561 49/16 | 229/32 2
Performa Rubber (Round) Ball 2.03250.565 49/16 | 229/32 2
225 Performa Rubber (Conductive/Flat) Ball 2.03250.445COND | 4916 | 229732 | 13/4
230 Polyolefin Delrin 2.03250.53 4916 | 229/32 | 13/4
315" Polyolefin Ball 2.03250.55 49/16 | 229/32 | 13/4
Performa Rubber (Flat) Delrin 2.03250.441 49/16 | 229/32 | 13/4
11/4" 250 Performa Rubber (Fiat) Ball 2.03250.445 49/16 | 229/32 | 13/4
Polyurethane HI-TECH Delrin 2.03250.91 4916 | 229/32 | 13/a
Polyurethane HI-TECH Ball 2.03250.95 49/16 | 229/32 | 13/4
300 Thermo Plain 2.03250.52 HT 49/16 | 229/32 | 23/4
Cast Iron Sleeve 2.03250.12 49/16 | 229/32 | 27/s
250 ThermoTech Teflon 2.04250.613 H 5 3732 3
Performa Rubber (Conductive/Flat} Ball 2.04250.445 COND 5 3732 21/8
Polyolefin Delrin 2.04250.53 5 3732 21/8
275 Polyolefin Ball 2.04250.55 5 3732 21/8
4" 114" Polyurethane HI-TECH Delrin 2.04250.91 5 3732 17/8
Polyurethane HI-TECH Ball 2.04250.95 5 3732 17/8
Performa Rubber (Fiat) Delrin 2.04250.441 5 3732 28
300 Performa Rubber (Flat) Ball 2.04250.445 5 3732 21/8
Thermo Plain 2.04250.52 HT 5 3732 31/s
Cast Iron Sleeve 2.04250.12 5 3732 31/8
114" 250 ThermoTech Teflon 2.05250.613 H 61/16 | 313/16 3
Performa Rubber (Conductive/Flat) Ball 2.05250.445 COND | 61/16 | 313/16 | 23/a
Performa Rubber (Conductive/Round) Ball 2.05250.565 COND | 61/16 | 313/16 | 23/4
15/16" | 250 Performa Rubber (Round) Delrin 2.05250.561 61/16 | 313/16 | 23/a
Performa Rubber (Round) Ball 2.05250.565 61/16 | 313/16 | 23/a
Polyolefin Delrin 2.05250.53 61/16 | 313/16 | 21/4
5" Polyolefin Ball 2.05250.55 61/16 | 313/16 | 21/4
300 Polyurethane HI-TECH Delrin 2.05250.91 61/16 | 313/16 | 24
114" Polyurethane HI-TECH Ball 2.05250.95 61/16 | 313/16 | 21/4
Cast Iron Sleeve 2.05250.12 61/16 | 313/16 | 31/2
Performa Rubber (Flat) Delrin 2.05250.441 61/16 | 313/16 | 21/2
325 Performa Rubber (Flat} Ball 2.05250.445 61/16 | 313/16 | 21/2
Thermo Plain 2.05250.52 HT 61/16 | 313/16 | 31/4
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Standard Dimensions

+ Top Plate Swivel & Rigid
« (Gapacity up to 325 Ibs each

Standard Features

+ Zing plated finish s attractive + Grease holes on wheel
and durable bearing for greater

- Full double ball hardened N
raceways for better performance - “Colson 45" multi-temp
and greater durability grease |ubricates in

3/g" hollow axle with lock nut &ggg}gg?é;ﬂd cold

Fork L
Spacineég1 #he"
Swivel Cross Section Mounting Bolt /15"

Optional Top Plates

# 27 Top Plate (Swivel)
(Specify MTG27)

g bolt dia.
35&

Wheel Option T
O

Caster Brake

3% 255 3

—L Y v
Top Lock Thread Guards ey
(See page 15) Available on (See page 114) Available on many :
all swivel models with solid models. Specify TG1 for metal or
axle only. Field installable TG2 for plastic. # 35 Top Plate (Swivel)
(Specify BRK1). (Specify MTG35)
/s bolt dia.

—Total Lock % L 33—
(See page 14) Locks wheel Wheel Selection
and 3\'3“*7‘] simuftaneously. # 59 Top Plate (Swivel)
Fits 3 /2", 4" and 5" swivel Performa Performa Performa (Specify MTG59).
models. Field installable Flat Tread Round Tread Conductive Flat i
(Specify BRKS). g

[ —

—— Directional Lock
(See page 16) Available with
standard top plate only. For
optional top plates, consult

factory. To order with caster, Performa
change 4th digit to "1" Conductive
(Example: 2.05156.91). Round Polyolefin Thermo ThermoTech
Note: No Dust Cap Available.
Fork Option
NSF Listed
(See page 3) All models except
thread guards and cast iron
wheels (Specify FS). Fohuraiiane Cast Iron
Swivel Dust Cap Rubber HIFTECH Phenalic
(See page 20) Specify DC1.
AxlefNut Options
AX1 Zerk Axle (not available
with tap lock brake) -
AX2 Solid Axle

NT1 Thick Lock Nut
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Colson 2 Series Casters * Top Plate Swivel & Rigid + Capacity to 325 Ibs

Wheel | Tread | CaPaCity . i iai Load | Swivel | Weight
Dia. | Width | pcach | Wheel Descriptions Bearing | CasterModels | (Caster Models | Height | Radius | (Pounds)
125 Performa Rubber (Conductive/Flat) Ball 2.02256.445 COND 2.02208.445 COND 37/ | 213/32 15/8
140 Performa Rubber (Fiat) Delrin 2.02256.441 2.02208.441 37s | 2Bf32| 15/8
Performa Rubber (Fiat) Ball 2.02256.445 2.02208.445 378 | 21832 | 15/8
21 | 114 200 Polyoleﬁn Delrin 2.02256.53 2.02208.53 37 | 2Bz | 15/8
Polyolefin Ball 2.02256.55 2.02208.55 37fg | 21Bf32| 15/8
250 Polyurethane HI-TECH Delrin 2.02256.91 2.02208.91 378 | 21332 15/8
Polyurethane HI-TECH Ball 2.02256.95 2.02208.95 37fs | 2Bf32 | 15/8
300 Cast Iron Sleeve 2.02256.12 2.0220812 37/s | 21332 2
171" 300 Phenolic Roller 2.02256.319 2.02208.319 378 | 21332 15/8
150 Rubber HI-TECH Plain 2.03356.42 2.03308.42 418 | 221/32 2
3 114" 200 Polyurethane HI-TECH Plain 2.03356.92 2.03308.92 Alg | 2232 2
Polyolefin Delrin 2.03356.52 2.03308.52 418 | 221/32 2
115/33' | 300 Phenolic Roller 2.03356.309 2.03308.309 Alg | 2232 | 23/4
Performa Rubber (Conductive/Round) Ball 2.03256.565 COND 2.03208.565 COND 411 | 22932 | 27/4
15/16" | 210 Performa Rubber (Round) Delrin 2.03256.561 2.03208.561 4115 | 229/32 | 21/4
Performa Rubber (Round) Ball 2.03256.565 2.03208.565 AN/16 | 229/32| 21/4
225 Performa Rubber (conductive/Flat) Ball 2.03256.445 COND | 2.03208.445 COND 41/1 | 229/32 2
230 Polyolefin Delrin 2.03256.53 2.03208.53 Af1e | 22932 | 178
31" Polyolefin Ball 2.03256.55 2.03208.55 416 | 229732 | 17/8
Performa Rubber (Flat) Delrin 2.03256.441 2.03208.441 A/ | 22932 2
1" 250 | Performa Rubber (Fla Ball 2.03256.445 2.03208.445 A11/16 | 229/32 2
Polyurethane HI-TECH Delrin 2.03256.91 2.03208.91 A1 | 22932 178
Polyurethane HI-TECH Ball 2.03256.95 2.03208.95 A5 | 229/30 | 17/g
300 Thermo Plain 2.03256.52 HT 2.03208.52 HT A5 | 229/30 | 2/g
Cast Iron Sleeve 2.03256.12 2.0320812 AM/15 | 229/32 3
250 ThermoTech Teflon 2.04256.613 H 2.04208.613 H 518 | 3732 3
Performa Rubber (Conductive/Flat) Ball 2.04256.445 COND 2.04208.445 COND 58 | 3732 214
Polyolefin Delrin 2.04256.53 2.04208.53 518 | 3732 21/8
975 Polyolefin Ball 2.04256.55 2.04208.55 518 | 3732 28
4" 14 Polyurethane HI-TECH Delrin 2.04256.91 2.04208.91 518 | 3732 21/8
Polyurethane HI-TECH Ball 2.04256.95 2.04208.95 518 | 3732 21/8
Performa Rubber (Fiat) Delrin 2.04256.441 2.04208.441 58 | 3732 214
300 ' Performa Rubber (Fi) Ball 2.04256.445 2.04208.445 58 | 3732 | 2V
Thermo Plain 2.04256.52 HT 2.04208.52 HT 58 | 3732 31/
Cast Iron Sleeve 2.04256.12 2.0420812 518 | 3732 33/8
174" | 250 ThermoTech Teflon 2.05256.613 H 2.05208.613 H 63/16 | 313/16 3
Performa Rubber (Conductive/Flat) Ball 2.05256.445 COND | 2.05208.445 COND 63/16 | 313/18 3
Performa Rubber (Conductive/Round) Ball 2.05256.565 COND | 2.05208.565 COND 63/16 | 313/ 3
15/16" | 250 Performa Rubber (Round) Delrin 2.05256.561 2.05208.561 63/16 | 313/16 3
Performa Rubber (Round) Ball 2.05256.565 2.05208.565 63/16 | 313/16 3
Polyolefin Delrin 2.05256.53 2.05208.53 63/16 | 313/16 | 212
5" Polyolefin Ball 2.05256.55 2.05208.55 63/16 | 313/16 212
300 Polyurethane HI-TECH Delrin 2.05256.91 2.05208.91 6316 | 313/16 | 21/2
11/4" Polyurethane HI-TECH Ball 2.05256.95 2.05208.95 63/16 | 313/16 21/2
Cast Iron Sleeve 2.05256.12 2.05208.12 63/16 | 313/16 | 33/4
Performa Rubber (Fiat) Delrin 2.05256.441 2.05208.441 63/16 | 313/16 | 23/4
325 Performa Rubber (Flat) Ball 2.05256.445 2.05208.445 63/16 | 313/16 | 234
Thermo Plain 2.05256.52 HT 2.05208.52 HT 63/16 | 313/16 | 31/2

6" forks available. Gonsult factory.
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- Stainless Steel Top Plate
Swivel & Rigid

« Capacity up to 325 Ibs each

Standard Features

- Polished 304 grade stainless
steel finish handles the most
punishing, corrosive conditions

+ Double ball raceways for better
performance and greater

» Designed to perform
in the most hostile
environments

« If rustis a problem...
Colson stainless steel

Standard Dimensions

durability is the solution
* All component parts, including Fork Le
spanner bushing, axle and nut Spacing 1%/

are stainless steel

Swivel Cross Section

Mounting Bolt 5/

Colson 2 Series Casters + Stainless Steel Top Plate Swivel & Rigid - Capacity to 325 Ibs

Wheel | Tread |Capacity - SwivelTop | Rigid Top | | ;aq | swivel | weight
e | Weith {Pﬁgl'}s} Wheel Descriptions B":::}:L Plate Caster | Plate Caster | ikt | R (Pounds)
150 | Rubber HI-TECH Plain 2.33456.42 2.33408.42 4/ | 31/8 15/8
3 Va' | oo | Polyolefin Delrin 2.33456.544 233408544 | 41/s | 31/s 15/8
Polyurethane HI-TECH Plain 2.33456,944 2.33408.944 | 4'fs | 38 15/8
Polyolefin Delrin 2.03456.544 2.03408544 | 4116 | 338 15/8
114" 250 Polyurethane HI-TECH Delrin 2.03456.944 2.03408.944 | 4116 | 338 17/8
KRS Performa Rubber (fiat) Delrin | 2.03456.444 | 2.03408444 | 47/16 | 338 13/4
300 | Thermo Plain 2.03456.52 HT | 2.03408.52HT| 41/16 | 338 15/8
154" 210 Performa Rubber (Round) Delrin 2.03456.564 2.03408564 | 4116 | 338 13/4
250 | ThermoTech Teflon | 2.04456.613H | 2.04408.613H| 57/8 | 35/ 3
975 Polyolefin Delrin 2.04456.544 2.04408544 | 518 | 35/ | 21/s
4" |1y Polyurethane HI-TECH Delrin 2.04456.944 2.04408.944 | 5'/s | 35/ | 21/s
300 Performa Rubber (Fiat) Delrin 2.04456.444 2.04408.444 51/ | 3516 21/4
Thermo Plain 2.04456.52 HT | 2.04408.52HT| 51/ | 335/16 21/4
250 | ThermoTech Teflon | 2.05456.613H | 2.05408.613H| 63/16 | 41/16 3
. 300 Polyolefin Delrin 2.05456.544 2.05408544 | 63/16 | 41/ 25/a
., 174 Polyurethane HI-TECH Delrin 2.05456.944 2.05408.944 | 63/16 | 41/16 | 25/s
5 995 Performa Rubber (Fiat) Delrin 2.05456.444 2.05408.444 | 6316 | 41/ 23/4
Thermo Plain 2.05456.52 HT | 2.05408.52HT| 63/16 | 41/16 | 23/a
154" 250 Performa Rubber (Round) Delrin 2.05456.564 2.05408.564 | 6316 | 4l/16 | 23/4

[ Hollow King Pin: For hollow king pin on swivel casters only, change 6th digit to "0" (Example: 2.04450.613 H). Consult factory for 6" sizes. |

Caster Brake

Top Lock

Tech Lock

Total Lock

(See page 15) Riveted
design is not field installable.
Locks wheel and swivel.
Available on all swivel
models (Specify BRK4).

(See page 15) Available on
all 3" swivel models. Not
recommended for high-
temp applications. Field
installable (Specify BRK1).

|See page 15)
Available on 4" and
5" swivel models.
Field installable
(Specify BRK2).

_

2 4

Wheel Selection

Performa Performa
Flat Tread Round Tread

Fork Option

Polyureth
ThermoTech |¥E1[Ec|-|a“e

Palyolefin Thermo NSF Listed
(See page 3) Available on

all models (Specify FSl).

Rubber HI-TECH
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- LoPro Top Plate Swivel

& Rigid
« Capacity up to 210 Ibs each

Standard Features

+ Zinc plated finish is attractive
and durable

« Heat treated full double ball
hardened raceways

+ |deal for business
machines, stock picking
carts, warehouse dollies
and housekeeping carts

- Thread guards standard

* Low profile design offers low load o'y models. but are

height and quick swivel response

not available with 3"

Standard Dimensions —

3

3116y

213/15

213/45

brake option

Fork Leg
Spacing 111"

=]

Swivel Cross Section

Mounting Bolt 5/1"

Colson 2 Series LoPro Top Plate Swivel & Rigid « Capacity to 210 Ibs

Capacity | -
Wheel | Tread _— Wheel Swivel Top Plate | Rigid Top Plate | Load |Swivel | Weight
: : Each p gid Top Fla : :
Dia. | Width (Pou:ds} Whael Dascriplons Bearing Caster Models Caster Models | Height | Radius | (Pounds)
215" | 1vg" 120 | Cushion Rubber Nylon* 2.02689.44 2.02688.44 35/16 | 23/s 1
175 Hard Rubber Nylon* 2.02689.54 2.02688.54 35/ | 238 1
3 125 Cushion Rubber Nylon* 2.03689.44 2.03688.44 3% | 216 | 11/2
14" | 210 Hard Rubber Nylon* 2.03689.54 2.03688.54 31316 | 21116 | 11/2

*Nylon bearing with powdered metal bushing. ‘

Wheel Selection

Caster Brake

e — Cushion Hard
< — .
- side Lock Rubber Rubber
(See page 16) Easy to
engage and disengage
with a touch of the pedal
R (3" models only). To order
- specify BRK3.
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L:ght Duty Casters

Series

+ Top Plate Swivel and Rigid
« Capacity to 350 lbs

Standard Features

+ Zinc plated finish s attractive
and durable

« Single ball hardened raceway
riveted and coined for superior
durability

+ Nickel plated rivet helps
prevent binding

2" Swivel

<255
27

Ve 1is

Standard Dimensions

+ Standard models feature

riveted axle, brake models
feature nut and bolt

+ All models NSF approved

and RoHS compliant

2'," Swivel
3%he

2'/>" Rigid

—— 4 T fie—

=y
_= 1 *

1 (@] 2V
—— o)y
ﬂ

3" Swivel
-4k
3 a2

4" Swivel

-« 5l —

3" Rigid 4" Rigid
6Ya
5
x4
13s 8] 3%
—-e (o] 1
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Side Lock

{See page 16) Available

on all GDP swivel model
casters. Brake is not field
installable. To order with
caster, add "001" to the

end of the part number
(Example: GDP0456152001).

Wheel Selection

Hard
Polyolefin Rubber




G Series Light Duty Casters « Top Plate Swivel and Rigid - Capacity to 350 Ibs

Capacity Swivel Rigid
Wheel | Tread | Each Wheel Wheel Top Plate Top Plate Load | Swivel = Weight Swivel Rigid Plate
Dia. | Width | (Pounds) Descriptions | Bearing Models Models Height | Radius | (Pounds) Plate Size Size
- 17/g"x294" | 11/2"x221/3p"
" . o Bolt holes: Boit holes:
3/4 90 TPR Plain | GDP0256142 | GDP0208142 | 21/2" | 111/ /2 15/16'x 2 1/g" 15/16"x2 1/g"
Mtg. bolt: 1/4" Mtg. bolt: 1/4"
f P " i ol es: oles:
2 Hard Rubber | Plain | GDP02561652 | GDP02081652 | 21/2" | 111/16 1/2 Bra'x2 g | 157182 1/g"
Mtg. bolt: 1/4" Mtg. bolt: 1/4"
1" 150
Uit | e
H ] 1" olt holes: olt holes:
Polyolefin Plain | GDP0256152 | GDP0208152 | 21/2" | 111/ 1/2 15/16'x2 1/g" 15/1"x2 1/g"
Mtg. bolt: 1/4" Mtg. bolt: 1/4"
23/4"x313/16" | 21/4"x47/16"
. " " Bolt holes: Bolt holes:
Hard Rubber Plain GDP25561652 | GDP25081652 ' 33/1" | 21/4 3/4 13/4'% 3" 11/16"x3 1/"
1 5 Mtg. bolt: 5/15" Mitg. bolt: 5/18"
212" | 11/8"
23/4"x313/96" | 21/4"'x47/18"
. it - Bolt holes: Bolt holes:
Polyolefin Plain | GDP2556152 | GDP2508152 | 33/1"| 21/4 3/4 13/4'x 3" 117163 1/2"
Mtg. bolt: 5/1g" Mtg. bolt: 5/18"
i ar " Dles; t holes:
180 TPR Plain | GDP3356142 | GDP3308142 |313/16"| 23/8" | 11/a | L3007, 131" x 4"
Mtg. bolt: 5/1g" Mtg. bolt: 5/1g"
31/g"x41/g" 21/2"x45/16"
m " : " " Bolt holes: Bolt holes:
3 1174 Hard Rubber Plain GDP33561652 = GDP33081652 |3 13/16" 23/s 11/4 23/g"x33/g" 1316 x 4"
- Mtg. bolt: 5/1g" Mtg. bolt: 5/18"
31/g"x41/g" 21/9"x45/16"
. y e T 1 Bolt holes: Bolt holes:
Polyolefin Plain GDP3356152 | GDP3308152 3 13/16"| 23/8 11/4 23/8"x3 3/g" 13/1g"x 4"
Mtg, bolt: 5/1g" Mtg. bolt: 5/16"
4'x51/g" 31/g'x61/4"
Hard Rubber | Plain | GDP04561652 = GDP04081652 | 5" | 331" 3 Pl hoks TS
Mtg. bolt: 3/g" Mtg. bolt: 3/8"
4 |15/" | 350
4'x51/g" 31/g'x61/4"
Polyolefin | Plain | GDP0456152 | GDPO408152 = 5" | 33/1" | 3 bl ke
Mitg. bolt: 3/g" Mitg. bolt: 3/g"
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* Round or Square Stem
« (Gapacity up to 800 Ibs each

Standard Features

- Zinc plated finish is attractive * Reinforcing washer on
and durable upper & lower raceway

+ Full double ball hardened - Grease holes: wheel _
raceways for better performance bearing Standard Dimensions

and greater durability

+ “Colson 45" multi-temp : e
- 3/g" hollow axle with lock nut grease iut?n'cates inm ~ E’_ﬁﬂ ol
. ; extreme hotand co all il v

- Permanent rivet king 3 B/ P 2

pin construction temperatures /e -4

A { Load
c 4 Wheel 2

Standard Mounting Diamater Height
- Square Stem - MTG31 Four 7/g4" diameter holes are drilled ' - f .. .

in square stem, two per side. 2 7/2" long x 7/g" square ' N Fork Le

g
Spacing 17/s"

Swivel Cross Section

Caster Brake Mounting Options

Round Stem - Select size and specify by
code number when ordering.

Top Lock :

[Sge page 16) Available MTG7: 2 1/2" long x 3/4" diameter
on all swivel models. Field MTG: 2 /5" long x 7/g" diameter
installable (Specify BRK1). MTG11: 21/2" long x 1" diameter

Fork / Wheel Options Wheel Selection

—NSF Listed
(See page 3) All models except Performa Performa Polyurethane

thread guards and cast iron Flat Tread Conductive Polyolefin HETECH

wheels {Specify FSI}.

Dust Cap
(See page 20) Specify DC1.

Thread Guards

(See page 114) Available on
many models (Specify TG1
for metal or TG2 for plastic.

Lube Upﬁons Fork Wheel ) Cast Iron Maxim
No Grease GRF1 | GRW1 Phenolic

Double Grease GRF2 | GRW2 =
300° Continuous | GRF3 | GRW3

500° Continuous | Gonsult Factory

Axle/Nut Options

AX1 Zerk Axle

AX2 Solid Axle
NT1 Thick lock nut
AX1 Thin lock nut

Thermo
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Colson 3 Series Casters = Round or Square Stem + Capacity to 800 Ibs

Optional Bearings

Wheel | Tread | Capacity - ool o Order info Load | Swivel | Weight
Dia.” | Width | pcacd | Wheel Descriptions bl e e chart) Helght | Radius | (Pounds)
250 Performa Rubber (Flat/Grey) 3.00314.449 Delrin, PPBB 45/16 | 31/8 21/2
200 Polyolefin 3.00314.809 Delrin, PPBB 45/16 | 31/8 21/2
3 1 Polyurethane HI-TECH 3.00314.909 Delrin, PPBB 45/16 | 31/8 21/2
400 Phenolic 3.00314.309 Delrin, PPBB 45/1 | 31/8 212
Cast Iron 3.00314.109 Delrin, PPBB 45/16 | 31/ 33/4
600 Thermo 3.00314.819 HT Plain, Bronze 45/15 | 31/8 21/2
255 Performa Rubber (Conductive Flat) 3.00414.449 COND PPBB 53/16 | 35/8 223
325 Performa Rubber (Fiat/Grey) 3.00414.449 Delrin, PPBB 53/16 | 35/8 22/3
375 Polyolefin 3.00414,809 Delrin, PPBB 53/16 | 358 23/4
A 1z Maxim 3.00414.509 Delrin, Bronze, PPBB 53/16 | 35/8 23/a
400 Polyurethane HI-TECH 3.00414.909 Delrin, PPBB 53/16 | 35/8 23/4
Phenolic 3.00414.309 Delrin, PPBB 53/16 | 35/8 23/4
Cast Iron 3.00414.109 Delrin, PPBB 53/16 | 35/8 4
700 Thermo 3.00414.819 HT Plain, Bronze 53/16 | 35/8 23/4
280 Performa Rubber (Conductive Fiat) 3.00514.449 COND PPBB 63/16 | 37/8 3
350 Performa Rubber (Flat/Grey) 3.00514.449 Delrin, PPBB 63/16 | 37/8 3
5" 1 Polyolefin 3.00514.809 Delrin, PPBB 63/16 | 37/8 3
400 Polyurethane HI-TECH 3.00514.909 Delrin, PPBB 63/16 | 37/8 3
Phenolic 3.00514.309 Delrin, PPBB 63/16 | 37/8 3
Cast Iron 3.00514.109 Delrin, PPBB 63/16 | 37/8 41/
800 Thermo 3.00514.819 HT Plain, Bronze 63/16 | 37/8 3
300 Performa Rubber (Conductive Fiat) 3.00614.449 COND PPBB 73/16 | 45/8 4
375 Performa Rubber (Flat/Grey) 3.00614.449 Delrin, PPBB 73/16 | 45/8 4
6" 1 Polyolefin 3.00614.809 Delrin, PPBB 73/16 | 45/8 312
400 Polyurethane HI-TECH 3.00614.909 Delrin, PPBB 73/16 | 45/8 31/2
Phenolic 3.00614.309 Delrin, PPBB 7316 | 45/8 312
Cast Iron 3.00614.109 Delrin, PPBB 73/16 | 45/8 53/4
— © \
® ,,,,

Wheels feature roller
bearings in above chart. To
order optional bearings, see
information to the right. To
order caster with no wheel
bearing, Consult Factory.

Roller Bearing

(Specify WB29).

(Specify WSR2).

Sealed metal retainer
washer (Specify WSR3).

Metal cage roller bearing

Metal thrust & retainer
washers (Specify WSR1).

Sintered iron step washers

Delrin Bearings

For standard two-piece
bearing change ninth
digit to “1” (Example:
3.00614.441).

Pedestal Precision
Ball Bearing (PPBB)
To order change 9th
digitto "5" (Example:
3.00614.445),

Bronze

To order, change the
9th digit in model

number to “4” (Example:

3.00414.504)
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- Zinc plated finish is attractive

« Full double ball hardened

* Top Plate Swivel & Rigid
« (Gapacity up to 800 Ibs each

Standard Features

and durable

raceways for bett

and greater durability
- 3/g" hollow axle with lock nut
+ Permanent rivet king

pin construction

* Grease holes: wheel
bearing

+ “Colson 45" multi-temp
grease |ubricates in
extreme hot and cold
temperatures

- 164 steel top plate

er performance

- Reinforcing washer on
upper & lower raceway

54

for swivel models

5/g ==

Standard Dimensions ]

35/a >

I X AT K
33fs 256 3 25/
i- o s ¥ ¥ ¥

'f

313718

's) o_{

b 45/a —

Swivel Cross Section

Fork Leg
Spacing 17/g"

Mounting Bolt 3/a"

Caster Brake

Fork /| W

—— NSF Listed

Top Lock

(See page 16) Available

on all swivel models. Field
installable (Specify BRK1).

heel Options

(See page 3) All models except
thread guards and cast iron
wheels {Specify FSI}.

Dust Cap
(See page 20) Specify DC1.

Thread Guards

(See page 114) Available on
many models (Specify TG1 for
metal or TG2 for plastic).

Lube Options Fork | Wheel
No Grease GRF1 | GRW1
Double Grease GRF2 | GRW2
300° Continuous | GRF3 | GRW3
500° Continuous | Gonsult Factory
Axle/Nut Options

AX1 Zerk Axle

AX2 Solid Axle

NT1 Thick lock nut

AX1 Thin lock nut

Wheel Selection

Performa
Flat Tread

Performa

1 Polyurethane
Conductive

Polyolefin HETECH

Phenolic Cast Iron Maxim Thermo




Colson 3 Series Casters - Top Plate Swivel & Rigid « Capacity to 800 Ibs

Dia. | Width (Pounds) Caster Models Caster Models below charty | Height | Radius | (Pounds)
250 Performa Rubber (Flat/Grey) 3.00317.449 3.00308.449 Delrin, PPBB 41/2 | 31/s 3
300 Polyolefin 3.00317.809 3.00308.809 Delrin, Plain, PPBB | 41/2 | 31/s 23/4
3 1 Polyurethane HI-TECH 3.00317.909 3.00308.909 Delrin, PPBB 41/2 | 31/8 3
400 Phenolic 3.00317.309 3.00308.309 Delrin, PPBB 41/2 | 31/8 23/4
Cast Iron 3.00317.109 3.00308.109 Delrin, PPBB 41/2 | 31/8 41/4
600 Thermo 3.00317.819 HT 3.00308.819 HT Plain, Bronze 41/ | 31/8 23/4
255 Performa Rubber (Conductive Flat) 3.00417.449 COND | 3.00408.449 COND | PPBB 53/8 | 35/8 3112
325 Performa Rubber (Fiat/Grey) 3.00417.449 3.00408.449 Delrin, PPBB 53/8 | 35/s 31/2
375 Polyolefin 3.00417.809 3.00408.809 Delrin, Plain, PPBB | 53/8 | 35/8 3
4" 11/ Maxim 3.00417.509 3.00408.509 Delrin, Bronze, PPBB | 53/8 | 35/s 31/a
400 Polyurethane HI-TECH 3.00417.909 3.00408.909 Delrin, PPBB 53/8 | 35/8 31/4
Phenolic 3.00417.309 3.00408.309 Delrin, PPBB 53/a | 35/8 31/4
Cast Iron 3.00417.109 3.00408.109 Delrin, PPBB 53/8 | 35/8 41/2
700 Thermo 3.00417.819 HT 3.00408.819 HT Plain, Bronze 53/s | 35/8 3
280 Performa Rubber (Conductive Fiat) 3.00517.449 COND | 3.00508.449 COND| PPBB 63/8 | 41/8 31/2
350 Performa Rubber (Flat/Grey) 3.00517.449 3.00508.449 Delrin, PPBB 63/8 | 41/8 31/2
9" 115" Polyolefin 3.00517.809 3.00508.809 Delrin, Plain, PPBB | 63/8 | 41/s 31/4
agp | Polyurethane HI-TECH 3.00517.909 3.00508.909 Delrin, PPBB 63/s | 41/8 312
Phenolic 3.00517.309 3.00508.309 Delrin, PPBB 638 | 41/8 31/4
Cast Iron 3.00517.109 3.00508.109 Delrin, PPBB 63/8 | 41/8 5
800 Thermo 3.00517.819 HT 3.00508.810 HT Plain, Bronze 638 | 47/8 31/4
300 Performa Rubber (Conductive Fiat) 3.00617.449 COND | 3.00608.449 COND| PPBB 73/8 | 45/8 33/4
375 Performa Rubber (Flat/Grey) 3.00617.449 3.00608.449 Delrin, PPBB 738 | 45/8 33/
6" 1 Polyolefin 3.00617.809 3.00608.809 Delrin, Plain, PPBB | 73/8 | 45/8 3
400 Polyurethane HI-TECH 3.00617.909 3.00608.909 Delrin, PPBB 73/8 | 45/8 334
Phenolic 3.00617.309 3.00608.309 Delrin, PPBB 73/8 | 45/8 33/4
CastIron 3.00617.109 3.00608.109 Delrin, PPBB 73/8 | 45/8 6
® .’ @

Wheels feature roller
bearings in above chart. To
order optional bearings, see
information to the right. To
order caster with no wheel
bearing, Consult Factory.

Roller Bearing

(Specify WB29).

(Specify WSR2).

Sealed metal retainer

Metal cage roller bearing

Metal thrust & retainer
washers (Specify WSR1).

Sintered iron step washers

Delrin Bearings

For standard two-piece
bearing change ninth
digit to “1" (Example:
3.00617.441).

washer (Specify WSR3).

Pedestal Precision
Ball Bearing (PPBB)
To order change 9th
digitto "5" (Example:
3.00617.445).

Bronze

To order, change the
9th digit in model

number to “4" (Examp!e:
3.00417.504).
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* Top Plate Swivel & Rigid
- (Gapacity up to 800 Ibs each

Standard Features

- Attractive zinc plated finish
+ Full double ball hardened

« 1/2" hollow axle with grease zerk
- Plastic seal/retainer washer

- 1/4" steel top plate for durability

56

+ Grease fittings: wheel
bearing and swivel
raceway

+ “Colson 45" multi-temp
grease |ubricates in
extreme hot and cold
temperatures

raceways
and lock nut

{roller bearing models)

Caster Brake

—Tread Lock
(See page 18)
Available on all
swivel casters
except 3"
diameter models
(Specify BRK1).

Fork / Wheel Options

—— NSF Listed
(See page 3) All models except
swivel lock, thread guards,
forged steel and cast iron core
wheels (Specify FSI).

— -

—— Foot Activated Swivel Lock
(See page 19) Available on all
swivel casters with standard
top plate (Specify MTG81).

-

——Hand Activated Swivel Lock
(See page 19) Available on all
swivel casters in Bolt-On or
Welded design.

DirtBan Swivel Seal
(See page 20) Not available on
swivel lock models (Specify

SEAL).

Thread Guards

(See page 114} Available on

many models (Specify TG1 for

metal or TG2 for plastic.

Axle/Nut Options

AX2 Solid Axle

NT1 Thick lock nut

Lube Options Fork | Wheel
No Grease GRF1 | GRW1
Double Grease GRF2 | GRW2
300° Continuous | GRF3 | GRW3
500° Continuous | Consult Factory

Wheel Selection

Performa
Flat Tread

Phenolic

Standard Dimensions

[e—35/5 == fe—35/5 =
» T G
—Tech Lock 5fg 4
(See page 18)
Available on all swivel = - '{
casters except 3"
diameter and swivel
lock models. Rigid
6" model available
(Specify BRK2).
Fork Leg
Spacing 21/2"
—— Total Lock Swivel Cross Section  Mounting Bolt 36"
(See page 18)
Available on %
4,5 6'&8" Optional Top Plates
swivel models
(Specify BRK4).

#2 Top Plate (Specify MTG2).

Bolt dia. =511
1/2" !-‘ 415116_)‘-||

A A b -f
3% 276 @ 41k
Xy Yoo ol 4

Top Lock
(See page 17) 61—l
Available on 4",
5',6"and 8" :
swivel models #4 Top Plate (Specify MTG4).
(Specify BRK7). Bolt dia.
" 41fa >
1/2 i |
= ol f
41/g @ 5
Xlo o }
le 51—l
Performa Polyurethane
Conductive Polyolefin HITECH
Cast Iron Maxim Thermo




Colson 4 Series Casters « Top Plate Swivel & Rigid « Capacity to 800 Ibs

Capacity Swivel Top Plate | Rigid Top Plate |Optional Bearings . Weight Ibs
wg::"' \Tmrfd?: Each Wheel Descriptions Roller Bearing Roller Bearing ?[}rder inlormaﬁog Hl;goiagt :::?:; (Rigingaduct
i (Pounds) Caster Models Caster Models below chart) 9 ; 11b)
225 Performa Rubber (Conductive/ Fiat) 4.03109.449 COND [4.03108.449 COND | PPBB 518 | 3/ 31/4
250 | Performa Rubber (Fiat/Grey) 4.03109.449 4.03108.449 Delrin, PPBB 518 | 31/16 31/4
gn _— Polyolefin 4.03109.819 4.03108.819 Delrin, Plain, PPBB | 58 | 31/16 33/4
11725 300 [pojyurethane HI-TECH 4.03109.919 4.03108.919 Delrin, PPBB 518 | 31/16 | 31/a
425 | Castiron 4.03109.119 4.03108.119 Delrin, PPBB 518 | 3/1 5
Phenolic 4.03109.319 4.03108.319 Delrin, PPBB 58 | 31/18 33/4
600 [Thermo 4.03109.819 AT |4.03108.819 HT Plain, Bronze 518 | 3116 | 434
255 Performa Rubber (Conductive, Fiat) 4.04109.449 COND {4.04108.449 COND | PPBB 55/8 | 3916 33/4
325 Performa Rubber (FatGrey) 4.04109.449 4.04108.449 Delrin, PPBB 55/8 | 3916 33/4
375 | Polyolefin 4.04109.819 4.04108.819 Delrin, Plain, PPBB | 55/8 | 39/1s 43/4
4 |1 400 | Polyurethane HI-TECH 4.04109.919 4.04108.919 Delrin, PPBB 55/8 | 3916 4
500 Cast Iron 4.04109.119 4.04108.119 Delrin, PPBB 55/8 | 3916 51/4
Phenolic 4.04109.319 4.04108.319 Delrin, PPBB 55/8 | 3916 33/4
600 Thermo 4.04109.819 HT 4.04108.819 HT Plain, Bronze 55/8 | 3916 43/4
Maxim 4.04109.519 4.04108.519 Delrin, Bronze, PPBB | 55/8 | 39/16 33/4
280 Performa Rubber (Conductive/Fiat) 4.05109.449 COND |4.05108.449 COND PPBB 61/2 | 41/4 41/8
350 | Performa Rubber (Fat/Grey) 4.05109.449 4.05108.449 Delrin, PPBB Bl/2 | 41/a 41/8
450 | Polyolefin 4.05109.819 4.05108.819 Delrin, Plain, PPBB | 61/2 | 41/4 41/8
5 |11/ 500 Polyurethane HI-TECH 4.05109.919 4.05108.919 Delrin, PPBB 61/2 | 41/4 41/
Cast Iron 4.05109.119 4.05108.119 Delrin, PPBB B1/2 | 41/a 51/2
600 | Phenolic 4.05109.319 4.05108.319 Delrin, PPBB 61/2 | 41/4 33/4
Thermo 4.05109.819 HT 4.05108.819 HT Plain, Bronze 61/2 | 41/a 43/4
300 Performa Rubber (Conductive,Flat) 4.06109.449 COND |4.06108.449 COND PPBB 712 |5 5
375 | Performa Rubber (Fiat/Grey) 4.06109.449 4.06108.449 Delrin, PPBB 72 |5 5
6 |11z 500 | Polyolefin 4.06109.819 4.06108.819 Delrin, Plain, PPBB | 71/2 | 5 41/8
/ goo | Polyurethane HI-TECH 4.06109.919 4.06108.919 Delrin, PPBB 712 |5 5
Cast Iron 4.06109.119 4.06108.119 Delrin, PPBB /2 |5 61/2
800 Phenolic 4.06109.319 4.06108.319 PPBB 72 |5 4174
350 Performa Rubber (Conductive/Fat) 4.08199.449 COND |4.08198.449 COND | PPBB 9l/2 | 6lf2 53/4
8 |11 500 | Performa Rubber (Fiat/Grey) 4.08199.449 4.08198.449 Delrin, PPBB 9l/2 | 612 53/4
600 | Polyolefin 4.08199.819 4.08198.819 Delrin, Plain, PPBB | 97/2 | 61/2 41/2
800 Polyurethane HI-TECH 4.08199.919 4.08198.919 Delrin, PPBB 9l/2 | 612 53/4

[ All 4 Series swivel forks are notched to accomodate four position swivel locks. ‘

Bearing Options

Wheels feature roller
bearings in above chart. To
order optional bearings, see
information to the right. To
order caster with no wheel
bearing, consult factory.

¢, €.
. L7

Roller Bearing Delrin Bearing Pedestal Precision
Metal cage roller bearing  For standard two-piece Ball Bearing (PPBB)
(Specify WB29). bearing change ninth To order change 9th
Metal thrust & retainer digit to “1" (Example: digitto "5" (Example:
Sintered iron step washers
(Specify WSR2).
Sealed metal retainer
washer (Specify WSR3).

Bronze Bearing

To order, change the 9th
digit in model number to
“4" (Example:
4.05109.814 HT).
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* Top Plate Swivel & Rigid
« Gapacity up to 1250 Ibs each

Standard Features
- Attractive zinc plated finish

+ Full double ball hardened
raceways

« 1/2" hollow axle with grease zerk
and lock nut

» Plastic seal/retainer washer
(roller bearing models)

1/4" steel top plate for durability

+ Grease fittings: wheel
bearing and swivel
raceway

“Colson 45" multi-temp
grease |ubricates in
extreme hot and cold
temperatures

Fork / Wheel Options

—— NSF Listed
(See page 3) All models except swivel

Standard Dimensions

——Tread Lock le—35/p — le—35/5 —=

L ) il f ) il

. | Il b |
lock, thread guards, forged steel and fﬁ:\;.reaﬁ apfﬂeuféu x a1 P 417
cast iron core wheels (Specify FSI). swivel casters except 3 25/ @ 4 3 25;_? 4
< v ¥ ¥
3 1/4" diameter and iw;_o.. 4 141;2—0- 4

V-Groove models.

—— Foot Activated Swivel Lock (Specify BRK1),

(See page 19) Available on all swivel
casters with standard top plate

(Specify MTG81). — Tech Lock”

(See page 18) Available
on all swivel casters

i

~1 ——Hand Activated Swivel Lock

(See page 19) Available on all swivel
casters in Bolt-On or Welded design.

DirtBan Swivel Seal
(See page 20) Not available on swivel
lock models (Specify SEAL).

Thread Guards

(See page 114} Available on many
models (Specify TG1 for metal or TG2
for plastic).

Load Height Option

6" dia. models with 7 1/4" load height.

Only Side Lock brakes (Specify
LH7.25).

Axle/Nut Options
AX2 Solid Axle
NT1 Thick lock nut

Lube Options Fork | Wheel

No Grease GRF1_| GRW1

Double Grease GRF2 | GRW2

300° Continuous | GRF3 | GRW3

500° Continuous | Consult Factory

except 3 1/4" diameter,
V-Groove and Swivel
Lock models. 6" rigid
model available
(Specify BRK2).

Side Lock

(See page 17)
Available on all swivel
roller bearing or one
piece Delrin models
except 3 1/4" diameter
(Specify BRK3).

— Total Lock
(See page 18)
Available on 4", 5", 6"
& 8" swivel models
except 3 1/4" diameter
and V-Groove wheels
(Specify BRK4).

Top Lock

|See page 17)
Available on 4", 5", 6"
and 8" swivel models
except \-Groove
(Specify BRK7).

Fork Leg
Spacing 21/2"

Swivel Cross Section  Mounting Bolt 56"

Optional Top Plates

#2 Top Plate (Specify MTG2).

41

| 4

#4 Top Plate (Specify MTG4).

Bolt dia.
120 < 42 >

T o
4/g @
X i o0

l«—51/2—>

|e— 1 |

Wheel Selection

Performa Performa Performa Performa Performa Moldon
Flat,lGrey Flat/Black Round Conductwe Flat Conductive Round Rubber Polyolefin |:|gfag:j?gﬂﬁd Tgﬁi?iﬁﬁ"ﬁ’guﬂﬁ Hgtn :ﬁgrﬂ"&ﬁg

XX XX XX ]

Polyurethane Polyurethane Polyurethane Forged Steel Moldon Trium
i<Tech Iron uminum Phenolic Thermo or Cast Iron \-Groove Maxim Endura Nylon Crown al Fluund

aerel I I X I,




Colson 4 Series Casters - Top Plate Swivel & Rigid - Capacity to 1250 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight Ibs
Wheel |Tread| Each Roller Bearing | Roller Bearing (Order information Load | Swivel | (Rigid Deduct
Dia. |Width | (Pounds) Wheel Descriptions Caster Models | Caster Models below chart) Height | Radius 15 Ibs)
n 0 Phendlic 4.03109.339 4.03108.339 Delrin, PPBB 33/16 43/4
31/4"| 2 700 I Wjaxim 4.03109.530 403108530 Delrin’ Bronzs, PPBB 3376 | 43/4
200 Rubber Lictive 4,04109.450 COND__| 4.041 :ﬁ%CDND 3 39/16 53/4
rma Rubber ) 4.04109.459.2 4.04108.459.2 glrin, Prec. Ball, PPBB 39/16 53/4
Performa Rubber (Flat/ Grey) 4.04109.459 4.04108.459 Delrin, Prec. Ball, PPBB 39/16 5 3/4
400 | Transforma LT (Raf) 4.04109.4B9 4,04108.4B9 Delrin, PPBB 39716 5 3/
Trans-forma i 404109.4E9 4.04108.4E9 Delrin, ;;EB :9_}{‘5 5:::1
- {Castiron 40410 7 404108 7 )elr B 39/16 71/4
500 yolefin 4.04 ’%% 1,.1‘.:,38 rin, Plain, PPBE :§/ 41/2
600 Trans-forma HD {Flat] 4.04109.4 4.04108.4F9 rin, PPBB 39/16 53/4
4" 2" Polyurethane HI-TECH 404109.929 4.04108.929 Delrin, PPBB 39/16 43/4
700 Moldon Polyurethane (Aluminum core 4.04109.939 4.04108.939 Delrin, PPBB 39/16 51/4
Moldon Polyurethane (Cast iron core) 404109.949.7 4.04108.949.7 iﬂn’n. PPEE FrID / 39/16 7 j:;
' 4.04 4041085 i ¥ 5 39/16 4
800 ic 404109, 1..1‘.:,E§ el_nn.;%ge 5/8 Esgf‘: 53/4
rmo 4.04109.839 HT 4,04108.839 HT ain, Bronze 5/8 39/16 G 3/4
\fu Solid El 404 %g;}gm 40 :E'Q%EN J%ﬁ"?rJeI:EBlppaﬁ : gjg %55
Endura Soli tomer 4,04109. 404108, elrin, Prec, Ball, 8 39/16 5
1000 | Gastiron 1041091 404108139 elrin, PPBB 8 [ 39/16 | 77/8
25 405109.459 COND | 4.05108.459 COND | PPBB 61/2 41/4 61/8
0 405109.649.7 4.05108.649.7 Delrin, PPBB 61/2 41/4 81/8
5 405109, . z.-s;;g@z JEIri_n.PPEB" ::% i“ff‘ 6 5
L0511 R 4.05108.4 lil ) 0 1/4 0 1/8
500 tgtg_ 45 405108 4 erin,g*ec,%rggg 61/2 41/4 61/8
4,05109.4E9 4,05108.4E9 Jelrin, PPEB 61/2 41/4 61/8
650 4,05109.839 4.05108.839 Delrin, Plain, PPBB 61/2 41/4 47/8
750 Trans-forma HD (Flati 4,05109.4F9 4.05108.4F9 Delrin, PPBB 61/2 41/4 61/8
. : Polyurethane HFTECH 4.05100.929 4.05108.929 Delrin, PPBB 61/2_|_41/4 43/4
5 2 :@_%539 zi% n, Bronze, PPBB 61/2 | 41/4 412
ura Solid Elastomer 4.05109.839 EN 4.05108.839 EN in, Prec 61/2 41/4 53/4
Moldon Polyurethane (Aluminum core] | 4.05109.939 4.05108.939 Jelrin, PPBB 61/2 41/4 61/8
1000 Moldon Pa%mhanei()astimn core) 405109.949.7 4.05108.949.7 Delrin, PPBE 61/2 41/4 81/8
Moldon Nylon 405109.939.3 4,05 39.3 Delrin, PPBE 61/2 41/4 91/4
| Phenolic igg_ JQ.339HT 4.05 'g%HT Delrin, PPBEB 6 ::% i ?ﬂ _Jg:';f
.05109.839 405108, ain, bronze 0 1/4 b 3/4
ron 405109139 z,Ig‘;_;;Sg rin, PPBB 61/2 | 41/4 87/
1250 | Forged Steel 4.05109.239 4,05108.239 elrin, PPBE 61/2 41/4 91/4
400 Trans-forma LT (Round) 406109.589 4.06108.589 Delrin, PPBE 71/2 5 61/8
410 |_Performa Rubber Conductive 406109.459 COND | 4.06108.459 COND 71/2 5 61/8
Performa Rubber (Round,Conductive 4.06109.559 COND | 4.06108.559 COND | PPEB 71/2 5 61/8
|_Performa Rubber ofn'dﬂ 4,06109.559 4,06108.559 elrin, Prec. Ball. PPB8 71/2 5 6 1/8
450 rans-forma ) 4.06109.5E9 4,06108.5E9 rin, PPBB 71/2 5 6 1/8
n Rubber (Castiron core] 4.06109.649.7 4.06108.649.7 elrin, PPBB 7172 5 101/2
ot TN BT P P AR A el
rma Rubber i 459, 4,06108. glrin, Prec. 5 61/8
600 rma Rubber (Flat/Grey) 4.06109.45 4.06108.459 elrin, Prec, Ball PPBB 71/2 5 61/
Trans-forma (Flat] 4,06109.4E9 4.06108.4E9 Delrin, PPBB 71/2 5 61/8
650 Trans-forma HD (Round) 4,06109.5F9 4.06108.5F9 Delrin, PPBB 71/2 5 /8
2 . 700 Polyolefin 4.06109.839 4,06108.839 Delrin, Plain, PPBE 71/2 5 51/2
6 2 _Polyurethane HIFTECH 4.06109.929 4.06108.929 Delrin, PPBB 112 5 5
gop | ransforma HD (Fat 4.06109.4F9 4.06108.4F9 Delrin, PPBB 7172 5 61/8
Triumph (Round/Blue}” 4.06109.961 4.061 Prec. Ball 7172 5 71/2
riumph (Round/Red)* 4,06109.96TS 4.06 [S Prec. Ball 71/2 5 132
1100 | Endura Solid Eﬁmer 4.06109.839 EN 4.06108.830 EN Delrin, Prec. Ball PPBB_ | 71/2 5 7
| Maxim 4 530 40 39 Delrin, Bronze, PP 71/2 5 4374
Moldon Polyurethane (Aluminum core) | 4.06109.939 4,06108.939 Delrin, PPBE 7172 5 71/2
|_Moldon ne (Cast iron core] 4,06109.949.7 4,06108.949.7 Delrin, PPB 71/2 5 101/2
1200 | Moldon Nylon 4.06109.939.3 4,06108.939.3 Delrin, PPB 71/2 5 91/4
Phenolic 406109.339 4,06108.339 Delrin, PPB 71/2 5 o)
roove 4.06109.739 4,06108.739 Delrin, PPB 71/2 D 101/2
Cast Iron 4, 139 4.06108.139 Delrin, PPB 71/2 5 3/4
1250 ed _ 4,06109.239 4.06108.239 Jelrin, PP 7172 5 101/4
|_Performa Rubber (Hat/Conductive 4.08199.459 COND | 4.08198.459 COND 91/2 61/2 61/4
500 | PerformaRubber onductive 4.08199.559 COND | 4.08198.559 COND 2 6 1/2 61/4
Moldon Rubber (Castiron core 408199.649.7 4,08198.649.7 Delrin, PPBB /2 61/2 131/4
600 Performa Rubber 4,08199.559 4 550 Delrin, Prec. Ball, PP /2 6 1/2 JL
675 orma Rubber 4.08199.459.2 4 8.450.2 elin, Prec. Ball, PPBB 91/2 51/2 /4
Parforma Rubber ey) 4.08199.459 4 8.459 Jelrin, Prec. Ball, PPBB 91/2 61/2 JL
900 yolefin 4.08199.839 4.08198.839 elrin, Plain, P 91/2 | _61/2 3/2
1000 yurethane HFTECH 4.08199.929 : 8.929 rin, PPEB 91/2 61/2 53/4
g | o [ Endura Solid Elastomer 4.08199.830 EN 4.08198 839 EN Delrin, Prec. Ball PPBB 01/2 | 61/2 53/2
riumph (Crown/Brown)* 4,08199.93T] 4 8.93T Il 91/2 61/2 JE
1200 | Triumph (Crown/Red)* 4.08199.93TS 4 91/2 61/2 /4
| Trium| nd/Blue]* 4.08199.96TF 4 Prec. Ball 91/2 6 1/2 /4
riumph (Round/Red)* 4.08199.96TS 4 Prec. Ball 91/2 | _61/2 81/
axim 4.08190.53 4 elrin, Bronze, PPEB /2 61/2 51/2
‘Mgg%ﬂik“mmmm N@ mmumwae} ﬁ%%’&%? i Do PR : f:% Lf:% 131’;44
oldon Polyuretha ast ron core! | 949, Delrin, PPBE 4 i
1250 oidon Nyion 1.08199.939.3 4.08708.039. Delrin. PPBE /2612 |91/
Phenolic 408199.339 4] B.3 Delrin, PPBE /2 61/2 1/2
stiron 4.08199.139 4] B Delrin, PPBE /2 1/2 21/2

*Triumph wheels available with Precision ball bearing only. All 4 Series swivel forks are notched to accomodate four position swivel locks. |

searing optons JI N Q “ € €, &

Wheels feature roller

Bodrings inbove Roller Bearing Torrington Roller  Delrin Bearing Precision Ball ~ Pedestal Precision  Bronze Bearing
chart: To evdderoptionai Metal cage roller bearing (Specify WB29), ~ Bearing For standard two-piece Bearing Ball Bearing (PPBB) 15 order, change
i Y ; Metal thrust & retainer washers Torrington style  bearing change 9th Toorderchange To order change 9th  the 9th digitin
bearings, see information (Specify WSR1). roller bearing digitto “1” (Example: 8th and 9th digit to"5" (Example: model number
to the right. To order with retainer 4.06109.921). digits to “P5”  4.06109.4E5). to *4" (Example:

caster with no wheel Sintered iron step washers (Specify WSR2). - (specify WB19).  gne.piece with steel thrust (Example 4.06109.534).

bearing, consult factory. (Sseséi%?&tsaﬁl‘gtainer washer washers (Specify WB11).  4.06109.4P5). 59



- Stainless Steel Top Plate
Swivel & Rigid

« Capacity up to 1250 Ibs each

Standard Features

* Polished stainless steel * Permanent rivet king pin
(Grade 304) with 5/g" diameter rivet

+ 1/2" stainless steel hollow + Grease fittings: wheel
axle with grease zerk, nut bearing and swivel raceway

and lock st * “Colson 45" multi-temp
- 1/4" standard steel top grease lubricates in extreme
plate for durability hot and cold temperatures

Standard Dimensions

=35/ —| —35/5 —
3= pesisee]
L} B ] _f LI S L wf
Caster Brake 325/ @ 4 3 2%/ 4
J_é:;. o _{ Ny XYl o i
. . . P — e 41/2— le—a1/2—
; 3'"—Teu:h Lock® "9 — + —Side Lock - ——Top Lock [ ——r
(See page 18) (See page 17) (See page 18)
Available on all Stainless steel < New stainless
swivel and 6" design available on steel design
rigid casters all swivel casters available on .
(Specify BRK2). with one-piece all swivel models S —
Delrin bearing or (Specify BRK7). Fork Leg

roller bearing only Spacing 21/2"

(Specify BRK3).
Swivel Cross Section  Mounting Bolt 3"

Wheel Selection

Fork / Wheel Options

—— NSF Listed Performa Performa Performa Performa Performa
(See page 3) All models Flat/Grey Flat/Black Round/Grey ~ Conductive Flat Conductive Round

except swivel lock, thread :

guards, forged steel and cast
iron core wheels (Specify FSI).
Transforma  TransformaHD TransformalT  Polyurethane
Flatand Round  Flatand Round ~ Flat and Round Hech

" E % ——Foot Activated Swivel Lock
A (See page 19) Available on all

swivel casters with standard
top plate (Specify MTG81).

DirtBan Swivel Seal
(See page 20) Not available

on swivel lock models Phenalic Thermo Maxim Endura
(Specify SEAL).

Thread Guards

(See page 114) Available on

many models (Specify TG1

for metal or TG2 for plastic).
60



Colson 4 Series Casters - Stainless Steel Top Plate Swivel & Rigid - Capacity to 1250 Ibs

Wheel | Tread Capacity o Swivel Top Plate Rigid Top Pla!e Load | Swivel| Weight
D, W] peich, | WheolDesoriptins | 3 Ralerbeantn | 53 Hee rewa” | Beanng | ot Radus (Founs)
300 Performa Rubber (Fiay/Conductive} | 4.04109.459 COND SS | 4.04108.459 COND SS | PPBB 55/8 | 3% 53/4
Performa Rubber (Fat/Black) 4.04109.459.2 S§ 4.04108.459.2 SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 53/
400 | Performa Rubber (FayGrey) | 4.04109.459 SS 4,04108.459 SS Delrin, Brornze, PPBB|  5°/8 | 3%/16 | 594
Trans-forma LT (Flat 4.04109.4B9 SS 4.04108.4B9 SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 53/
Trans-forma (Flat 4.,04109.4E9 SS 4.04108.4E9 SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 | 53/4
4" o1 500 Polyolefin 4.04109.839 S8 4.04108.839 SS Delin, Broree, P pPee|  5°/8 | 3%/16 4142
600 |_Trans-forma HD Far 4,04109.4F9 SS 4.04108.4F9 SS Delrin, Bronze, Plain | 5°/8 | 3%/16 | 55%/4
Polyurethane HI-TECH 4.04109.929 SS 4.04108.929 SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 43/
Maxim 4,04109.539 SS 4.04108.539 SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 | 534
800 Phenolic 4.04109.339 S8 4.04108.339 SS Delrin, PPBB 558 | 3% 53/
Thermo 4.04109.839 HT SS 4.04108.839 HT SS Plain, Bronze | 5%8 | 3% | 5%/
1000 Endura Solid Elastomer 4,04109.839 EN SS 4.04108.839 EN SS Delrin, Bronze, PPBB|  5°/8 | 3%/16 53/4
325 Performa Rubber (Fiat/Conductive)| 4.05109.459 COND SS | 4.05108.453 COND SS | PPBB 6'/2 4'/a 6'/s
450 | Trans-forma LT (Flay 4.05109.4B9 SS 4.05108.4B9 SS Delrin, Bronze, PPBB| 671/2 | 417 | 61/8
Performa Rubber (Fayslack | 4.05109.459.2 SS 4.05108.459.2 SS Delrin, Bronze, PPBB| 6172 | 41/a 6'/s
500 | Performa Rubber (Fayerey) | 4.05109.459 SS 4.05108.459 SS Delrin, Bronze, PPBB| 6'/2 | 41/4 61/8
Trans-forma (Flat) 4.05109.4E9 SS 4.05108.4E9 8S Delrin, Bronze, PPBB| 6172 | 41/a 61/
5o on 650 Polyolefin 4.05109.839 SS 4.05108.839 SS Delfn Bronze, PinpPes 6172 | 4[4 47/8
750 Trans-forma HD (Fiat 4.05109.4F9 SS 4,05108.4F9 SS Delrin, Bronze, PPBB| 6172 | 41/a 61/s
Polyurethane HI-TECH 4.05109.929 SS 4.05108.929 SS Delrn, Bronze, PPBB|  6/2 4/ 47/8
Maxim 4.05109.539 SS 4.05108.539 SS Delrin, Bronze, PPBB|  61/2 | 47/a 57/8
1000 Phenolic 4.05109.339 S8 4.05108.339 SS Delrin, PPBB 6'/2 474 57/8
Thermo 4.05109.839 HT SS 4.05108.839 HT SS Plain, Bronze | 67/2 414 57/8
Endura Solid Elastomer 4.05109.839 EN SS 4.05108.839 EN SS Delrin, Bronze, PPBB|  61/2 474 57/8
400 | Trans-forma LT (Round) 4.06109.5B9 SS 4.06108.5B9 SS Delrin, Bronze, PPBB|  7'/2 5 7'/8
410 Performa Rubber (Fiay/Conductive)| 4.06109.459 SS 4.06108.459.2 55 PPBB 712 5 61/8
450 Performa Rubber (Round/Grey) | 4.06109.559 SS 4.06108.559 SS Delrin, Bronze, PPBB|  71/2 5 7'/8
Trans-forma (Round) 4,06109.5E9 SS 4.06108.5E9 SS Delrin, Bronze, PPBB|  7'/2 5 78
500 Trans-forma LT (Fiat) 4.06109.4B9 SS 4.06108.4B9 SS Delrin, Bronze, PPBB|  7/2 5 71/8
Performa Rubber (Fiat/Black) 4.06109.459.2 55 4.06108.459.2 SS Delrin, Bronze, PPBB|  77/2 5 7'/
600 Performa Rubber (Fat/Grey) 4.06109.459 SS 4.06108.459 SS Delrin, Bronze, PPBB|  7/2 5 7/8
g o Trans-forma (Flat 4.06109.4E9 SS 4.06108.4E9 SS Delrin, Bronze, PPBB| 71/2 5 78
650 Trans-forma HD {Round) 4.06109.5F9 SS 4.06108.5F9 SS Delrin, Bronze, PPBB|  77/2 5 78
700 Polyolefin 4,06109.839 S5 4.06108.839 SS Delin, Bronze, PlanPPos| 7/ 2 5 5/2
900 Polyurethane HI-TECH 4.06109.929 SS 4.06108.929 SS Delrin, Bronze, PPBB| 7 1/2 5 5
Trans-forma HD (Fat 4.06109.4F9 SS 4.06108.4F9 SS Delrin, Bronze, PPBB| 7 '/2 5 78
1100 Endura Solid Elastomer 4.06109.839 EN SS 4.06108.839 EN SS Delrin, Bronze, PBB|  7/2 5 6
Thermo 4.06109.839 HT SS 4.06108.839 HT SS Plain, Bronze | 7'/2 5 6
1200 Maxim 4.06109.539 SS 4.06108.539 SS Delrin, Bronze, PPBB|  7/2 5 6
Phenolic 4,06109.339 S5 4.06108.339 SS Delrin, PPBB | 77/2 5 6
500 Performa Rubber (Fiat/Conductive)| 4.08199.459 COND SS | 4.08198.453 COND SS | PPBB 9ly2 | 62 6'/4
600 Performa Rubber {Round/Grey) | 4.08199.559 SS 4.08198.559 SS Delrin, Bronze, PPBE| 9'/2 | 61/2 8l/s
675 | Performa Rubber (FiayBck | 4.08199.459.2 S 4.08198.459.2 SS Delrin, Bronze, PPRB| 9'/2 | 6/2 8'/s
Performa Rubber (Fiat/Grey} 4.08199.459 SS 4.08198.459 SS Delrin, Bronze, PPBB| 9'/2 | 61/2 81/8
g" o 900 Polyolefin 4.08199.839 SS 4,08198.839 SS Deln, Bronze, Pain ppps|  91/2 | 61/2 53/
1000 Polyurethane HI-TECH 4,08199.929 S5 4.08198.929 5S Delrin, Bronze, PPBB| 9'/2 | 61/2 53/4
1200 Endura Solid Elastomer 4.08199.839 EN SS 4.08198.839 EN SS Delrin, Bronze, PPBB| 97/2 | 61/2 6%/4
1250 Maxim 4,08199.539 SS 4.08198.539 55 Delrin, Bronze, PPRB| 91/2 | 61/2 6%/4
Phenolic 4.08199.339 SS 4.08198.339 5§ Delrin, Bronze, PPRB|  97/2 | 61/2 6%/4

| All 4 Series swivel forks are notched to accomodate four position swivel locks. |

Bearing Options

Wheels feature roller
bearings in above

chart. To order optional
bearings, see information
to the right. To order
caster with no wheel
bearing, consult factory.

%

Roller Bearing

Stainless Steel cage roller
bearing (Specify WB29).
Stainless Steel thrust &
retainer washers

(Specify WSR1).

“eo

Delrin Bearing

For standard two-piece
bearing change 9th

digitto “1" (Example:
4.06109.921 SS).
One-piece with steel thrust
washers (Specify WB11).

Pedestal Precision
Ball Bearing (PPBB)

To order change 9th
digit to "5" (Example:
4.06109.925 SS).
Available in stainless

steel; consult factory.

Y
‘G

Bronze Bearing
To order, change
the 9th digit in
model number to
“4" (Example:
4,06109.534 SS).
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Standard Features
- Attractive zinc plated finish

+ Full single ball hardened raceway

+ Formed fork legs feature
robotic welding

« 175" hollow axle with grease
zerk and lock nut

- Plastic seal/retainer washer

Series
ENEFgrrer

= Kingpinless Top Plate Swivel & Rigid
- Capacity to 1400 Ibs

5/16" swivel steel top plate
for durability, rigid top plate
114" steel

+ Grease fittings: wheel bearing
and swivel raceway

+ “Colson 45" multi-temp grease
lubricates in extreme hot and
cold temperatures

Standard Dimensions

(roller bearing models) <—35/a — [e—35/a -
: E | . Il i | _T
3250 @ 4 3 258 4
X Yo o X Lo ol
Caster Brake Fork / Wheel Options
— .
——Tread Lock —— Hand Activated Swivel
(See page 18) Available Lock (See page 19)
on all swivel casters Available on all swivel
except \-Groove models Cﬁtsgeftsé Sdpezlftyo M";gg'
Specify BRK1). with standard top plate,
o MTG62 with #2 top plate R i
and MTGE4 with #4 )
top plate. Swivel Cross Section  Mounting Bolt 3/a"
Optional Top Plates
— #2 Top Plate (Specify MTG2)
e — Sl Lock —— Foot Activated Swivel Dl [ e 2
E 3 u 2 Lock (See page 19)
| {0 g 17) Available on all swivel )
Available on all swivel casters with standard 37,
models equipped with top plate (Specify ‘l
roller or one-piece Mggsﬂ . ¥
Delrin bearing only ' |<— 67—
(Specify BRK3).
#4 Top Plate (Specify MTG4)
Bolt
Thread Guards o1y ",
(See page 114) Available i e et
on many models (Specify
Extended Lead Fork T61 for metal or T62
for plastic).
Available on 6" and 8" models
with 9 1/2" & 10 1/4" load height
respectively (Specify EL). Also =
specify load height. Axle / Nut Options
AX2 Solid Axle
NT1 Thick lock nut
Wheel Selection
Performa Performa Performa Performa Performa Moldan
Flat/Grey Flat/Black Round Conducmre Flat Conductive Round  Rubber Palyolefin F|T323a“r?a’%r0"&ﬁd Eg{'iﬁﬁ"ﬁ‘;‘uﬂg ng i”,fﬁ“,{’oau.ﬂ
Polyurethane Polyurethane Polyurethane Fo ed Steel Moldon
iTech Iron uminum Phenalic lron V-Groave Maxim Endura Nylon me%”gm Round

%



Colson 4 Series Casters + Enforcer Top Plate Swivel & Rigid - Capacity to 1400 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight Ibs
Wheel |Tread| Each Roller Bearing | Roller Bearing (Order information Load | Swivel | (Rigid Deduct
Dia. |Width| (Pounds) Wheel Descriptions Caster Models | Caster Models below chart) Height | Radiu 1.5 Ibs)
300 Performa Rubber (Flat/Conductive) | 4.04189.459 COND | 4.04108.459 COND | PPBB 55/8 | 39/16 5 3/4
|_Performa Rubber (Flat/Black) 4.04189.459.2 4.04108.459.2 Delrin, Prec. Ball, PPBB 55/8 39/16 5 3/4
|_Performa Rubber (Fat/Grey) 4.04189.459 4.04108.459 Delrin, Prec. Ball, PPBB 5 5/8 39/16 5 3/4
400 | Trans-forma LT (Hat) 4,04189.4B9 4,04108.4B9 Delrin, PPBB 55/8 | 39/16 5 3/4
|_Trans-forma (Flat) 4.04189.4E9 4.04108.4E9 Delrin, PPB 5 5/8 39/16 5 3/4
Moldon Rubber (Cast iron core) 4.04189.649.7 4.04108.649.7 Delrin, PPBE 5 5/8 39/16 €
500 Palyolefin 4,04189.839 4,04108.839 elrin, Plain, PPBB 55/8 | 39/16 41/
" \ 600 Trans-forma HD (Flat) 4.04189.4F9 4.04108.4F9 Delrin, PPBB 55/8 | 39/16 53/4
4 2 Polyurethane HIFTECH 4,04189.929 4,04108.929 Delrin, PPB 55/8 | 39/16 43/4
700 Moldon Polyurethane (Aluminum core)| 4.04189.939 4.04108.930 elrin ::E 55/8 39/16 51/4
Moldon Polyurethane (Cast iron core) | 4.04189.949.7 4.04108.949.7 Delrin, PPB 55/8 39/16 6
|_Maxim 4,04189.539 4,04108.539 Delrin, Bronze, PPBB 55/8 39/16 51/8
800 Phenolic 4.04189.339 4.04108.339 Delrin, PPBB 55/8 | 39/16 53/4
V-Groove 4,04189.739 4.04108.739 Delrin, PPBE 55/8 39/16 81/8
er 4,041 108
1000 |-Endura Solid Elastome 04189.839 EN 4,04108.839 EN Jelrin, Prec. Ball, PPBB 55/ 39/16 53/4
C 4 '4% 4 48_;,1 in, PPBB 55/8 | 39/ 77/8
325 Performa Rubber (Flat/Conductive) | 4.05189.459 COND | 4.05108.459 COND 1/2 37/8 61/8
00 Moldon Rubber (Castiron core 4.05189.649.7 4.05108.649.7 Delrin, PPBB 61/2 37/8 7
5 Trans-forma LT (Fat 4.05189.4B9 4.05108.4B9 elrin, PPB 6 1/2 37/8 61/8
Performa Rubber (Flat/Black) 4.05189.459.2 4.05108.459.2 Delrin, Prec. Ball, PPBB 6 1/2 37/8 61/8
500 [ Performa Rubber (Flat/Grey) 4.05189.459 4.05108.459 Delrin, Prec. Ball, PPBB 61/2 | 37/8 6 1/8
Trans-forma (Flat] 4,05189.4E9 4,05108.4E9 elrin, PPBB 61/2 | 37/8 6 1/8
650 Polyolefin 4.05189.839 4.05108.839 Delrin, Plain, PPBB 61/2 37/8 47/8
750 Trans-forma HD (Flat/Grey) 4.05189.4F9 4.05108.4F9 Delrin, PPB 61/2 37/8 61/8
Polyurethane HI-TECI 4.05189.929 4,05108.929 Delrin, PPBB 61/2 37/8 43/4
5" o Maxim 4.05189.539 4.05108.539 Delrin, Bronze, PPBB 61/2 | 37/8 51/2
Endura Solid Elastomer 4,05189.839 EN 4.05108.839 EN Delrin, Prec. Ball, PPBB 61/2 37/8 5 3/4
Moldon Polyurethane {Aluminum core)| 4.05189.939 4,05108.939 Delrin, PPB 61/2 | 37/8 6 1/8
1000 Moldon Polyurethane =Castir0n core) | 4.05189.949.7 4.05108,949.7 Delrin, PPB 61/2 37/8 7
Moldon Nylon 4.05189.939.3 4.05108.939.3 Delrin, PPE 61/2 | 37/8 9 1/4
|_Phenolic 4.05189.339 4.05108.339 Delrin, PPB 61/2 | 37/8 5 3/4
Cast Iron 4.05189.139 4.05108.139 Delrin, PPBB 61/2 | 37/8 87/8
1400 For ] 4.05189 239 4.05108.239 .%_rn. PPBB 6 1/2 37/8 91/
400 rans-forma LT (Round) 4.06189.5B9 4.06108.5B9 Delrin, PPBB 71/2 45/8 6 1/8
410 | Performa Rubber (Flat/Conductive) | 4.06189.450 COND | 4.06108.450 COND | PPBB 71/2 | 45/8 61/
Performa Rubber (Round/Conductive] | 4.06189.559 COND | 4.06108.559 COND | PPB AR T 45/8 6 1/8
|_Performa Rubber (RoundjGrey) 4.06189.559 4.06108.559 elrin, Prec. Ball, PPBB 72 45/8 6 1/8
450 Trans-forma EHound] 4.06189.5E9 4.06108.5E9 Delrin, PPB 71/2 45/8 61/8
oldon Rubber [Castiron core] 4,06189.649.7 4.06108.649.7 elrin, PPB 7172 45/
500 | Trans-forma LT (Flat] 4.06189.4B9 4.06108.4B9 Delrin, PPEE 71/2 45/ 61/8
Performa Rubber EFIaI{BIack] 4.06189.459.2 4.06108.459.2 Delrin, Prec. Ball, PPBB TRl 45/8 61/8
600 Performa Rubber (Flat/Grey) 4.06189.459 4.06108.459 Delrin, Prec. Ball, PPBB 71/2 45/8 61/8
Trans-forma ‘Hat‘p 4.06189.4E 4.06108.4E9 Delrin, PPB 71/2 | 45/8 61/8
650 Trans-forma HD {Round) 4.06189.5F9 4.06108.5F9 Delrin, PPBB 71/2 | 45/8 61/8
700 Polyolefin 4.06189.839 4.06108.839 Delrin, Plain, PPBB 71/2 45/8 51/2
6" o Polyurethane HI-TECH 4.06189.929 4,06108. Delrin, PPBB 71/2 | 45/8 5
900 |_Trans-forma HD (Flat) 4.06189.4F9 4.06108. Delrin, PPBB 71/2 45/8 61/8
|_Triumph (Round,Blue}* 4.06189.96TF 4.06108.96TF Prec. Ball 71/2 45/8 71/2
Triumph (Round/Red)* 4.06189.96TS 4,06108.96TS Prec. Ball 71/2 45/8 71/2
1100 | Endura Solid Elastomer 4.06189.8 4.06108.839 EN Delrin, Prec. Ball, PPBB| 7 1/2 | 45/8 7
Maxim 4.06189.5 4.06108. Delrin, Bronze, PPBB 71/2 45/8 53/4
Moldon Polyurethane {Alurninum care)| 4.06189 4.06108.939 Delrin, PPBB 71/2 | 45/8 71/2
_Moldon Polyurethane (Cast iron core) | 4.06189.949.7 4.06108.949.7 Delrin, PPBB 71/2 4 5/8 9
1200 [ Moldon Nylon 4,06189.939.3 4,06108.939.3 Delrin, PPBB 71/2 | 45/8 91/4
_Phenolic 4.06189.339 4.06108,339 Delrin, PPBB 71/2 45/8 7
V-Groove 4.06189.739 4.06108.739 Delrin, PPBB 71/2 45/8 10 1/2
1400 |Castlron 4.06189.139 4,06108. Delrin, PPBB 71/2 | 45/8 9 3/4
Forged 4.06 4.06 '%%'3 Delrin, PPB 71/2 45/8 1/4
| Performa Rubber (Fat/Conductive 4.08189.459 COND | 4.08 5'2 COND [P 91/2 /8 1/4
500 Performa Rubber (Round/Conductive] | 4.08189.559 COND | 4.08198.559 COND BB 91/2 61/8 1/4
&0 3é0 don H:ﬁb%rfCﬁlm%Enreg 4, %.94513.7 é.g g:.qug.?’ Jg]lgmiaPPB%nt ;r;g ;: 61}
ITorma RUDDer (Roun ey, 4. ol 4. 0. irn, rrec. 1 ) 1/4
675 rforma Rubber (Flat/Black] 4,08189.459.2 4,08198.459.2 elrin, Prec. Ball, PPOE 1/2 1/8 61/4
rforma Rubber (Flat/Grey) 4.08189.45 4.08198.45 elrin, Prec. Ball, PP 1/2 61/8 61/4
900 Polyolefin 4.08189.839 4.08198.839 Delrin, Plain, PPBB 01/2 61/8 5 3/4
1000 olyurethane HFTECH 4.08189.929 4.08198.929 elrin, PPBB 1/2 6 1/8 5 3/4
g o " Endura Solid Elastomer 4.08180.830EN | 4.08198.830 EN elrin, Prec. Ball, PPBB 1/2 | 61/8 /2
|_Triumph (Crown/Brown)* 4.08189.93] 4,08198.93] rec. Ball 91/2 | 61/8 8 1/4
1200 | Triumph (Crown/Red}* 4.08189.93T5 4.08198.93T5 Prec. Ball 91/2 6 1/8 B 1/4
|_Triumph (RoundBlue)* 4,08189.96] 4.08198.961 rec. Ball 91/2 | 61/8 8 1/4
riumph {Round/Red]* 4,08189.96TS 4.08198.96TS Prec. Ball 91/2 61/8 8 1/4
Maxim 4.08189.539 4.08198.539 Delrin, Bronze, PPBB 01/2 61/8 51/2
| Moldon Polyurethane {Alummum core]| 4.08189.93 4.08198.939 Delrin, PPBB 91/2 | 61/8 81/4
1250 Moldon Polyurethane (Cast iron core) | 4.08189.949.7 4.08198.949.7 Delrin, PPBB /2 61/8 11
Moldon Nylon 4,08189.939.3 4.08198.939.3 Delrin, PPB /2 6 1/8 91/4
Phenolic 4,08189.339 4.08198.339 Delrin, PPB 1/2 61/8 81/2
CastIron 4.08189.139 4.08198.139 Delrin, PPB /2 651/8 12172

[ *Triumph wheels available with Precision ball bearing only. ]

..‘
Bearing Options Q & @Y—
g @

Wheels feature roller bearings Roller Bearing anrlngéon ] Delrin Bearing Precision Ball Pedestal Precision Bronze Bearing
in ab_ove l‘.‘:hﬂﬂ.‘. To ordqr optional Metal cage (Specify WB29). Roller Bearing For standard two- To order change Ball Bearing (PPBB} To order change
bearings, see information to the Metal thrust & retainer Torrington style piece bearing 8th and 9th digits To order change 9th digit 9th digit to
tight. To order caster with no washers (Specify WSR1). rg{!;r earing with Ehgqga Em lgit Lng&ﬁﬁ"g(%asmpla to “5”(Example 4.06189.456). :1466{1 xam !‘a:
wheel bearing, consult factory. Sintered iron step ookl f 0618 E%Tf & ' AR ’ i,

g Raaly WORE) i S One-piece with steel

Sealed metal retainer A A

washer (Specify WSR3). (Specify WB11). 63



* Top Plate Swivel & Rigid
« Capacity up to 1500 Ibs each

Standard Features

- Attractive zinc plated finish + Heat treated bolt and nut
30
+ Full double ball hardened King pin with %/4" diameter bolt

raceways + Grease fittings: wheel

» 1/2" hollow axle with grease zerk ?ff;i:}g and swivel
and lock nut sy

- Plastic seal/retainer washer “Colson 45" multi-temp

{roller bearing models) g;‘iraes;iéui?;jtcségscg}id

- 5/45" steel top plate for durability temperatures
(1/4" rigid top plate)

Fork / Wheel Options Standard Dimensions

——NSF Listed 514 r—suq—-
(See page 3) All models except swivel M .‘415”15""}

lock, thread guards, forged steel and t_ x A o J
cast iron core wheels (Specify FSI). RAC 27 3% 2716 41
L o — Y = o
le—g1—!

T

e —— Hand Activated Swivel Lock

(See page 19) Available on all swivel
casters in Bolt-On or Welded design.

Wheel
Diameter |

- Fork Leg Sacmg
Thread Guards 21/2* for 1'/z" and 2"

(See page 114} Available on many tread widths.
models (Specify TG1 for metal or TG2 Fork Leg Spacing
for plastic). 3"for 21z tread width,

Swivel Cross Section  Mounting Bolt /2" dia.

Axle/Nut Options
AX2 Solid Axle (2" tread width)
NT1 Thick lock nut

NT2 Thin lock nut Caster Brake

Lube Options Fork | Wheel —Tread Lock
No Grease GRF1 | GRW1 ﬁ:j“—l ;&gﬂ‘ofa]"
Double Grease GRF2 GRW2 swivel casters with
300° Continuous | GRF3 | GRW3 2"tread widths
500" Continuous | Consult Factory except V-Groove
models (Specify
BRK1).
Wheel Selection
Performa Performa Performa Performa Performa Moldon H #
Flat/Grey Flat/Black Round Conductwe Flat Conductive Round Rubber Polyolefin Fga:ﬁg%rurﬂﬁd Tgﬁg?inﬁrﬂ’guﬁ'ﬁ Hﬁt” 2.{3"&1,15
Polyurethane Polyurethane Polyurethane ed Steel Moldon Triumph
i<Tech Iron uminum Phenolic Thermo or ast Iran \-Groove Maxim Endura Nylon Crown and Round

¢ @@!CQQQ!




Colson 6 Series Casters « Top Plate Swivel & Rigid - Capacity to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight Ibs
U\I;hlgel Eﬁ'ﬁ Each Wheel Descriptions Roller Bearing Roller Bearing (Order information HL;agt g:}r:; (Rigid Deduct
) (Pounds) Caster Models Caster Models below chart) 9 1.5 1bs)
300 rforma RUDDer (Condustive Fiat 5.04209.453 COND B.04208. PER B o5/8 578 YAVE]
Performa Rubber fFiat/Black 6.04209.459.2 6.04208.459.2 Delrin.Prec. Ball, PPEB 55/8 5/8 714
"Performa Rubber Fiat/G .04209.450 6.04208.459 Delrin.Prec, Ball, PPBB 55/8 5f8 71/a
400 Trans-forma LT at .04200.489 5.04208.489 Delrin, PPEE 55/8 58 71/4
Trans-forma (Fiat .04209.4EQ 6.04208.4E9 Delrin, PPBB 55/8 S/8 pirpn
“Moldon Ruﬁﬁer Cast iron oore) .04209.640.7 6.04208.649.7 ]éTrn PPBE 55/8 S/ 9T/4
500 Polyolefin .04209.839 6.04208.839 ain, Delrin, PPEB 55/8 5/a 714
4" - 600 | Jrans-forma HE] Fa .04209.4F9 6.04208.4F9 Delrin, PPBB 55/8 5/8 714
vure ane .04209.920 6.04208.920 elrin, PPBB 55/ B 2
2 “Poly h H 209.929 208.92 | 5/ 5/ pilf
700 I ethane ( 14209,93 6.04208,939 n. PPBR 578 58 72
14209,949. 7 6,04208.949.7 n, PPBR 55/8 35/8 91/q
142 5 in, | PPEB S/a 358 63/8
800 14209, h n, 53/8 33/8 71/4
.04209.839 HT 6.04208,839 HT 58 3508 B1/a
.04209.73 6.04208.7 n, 55/8 33/ 11
1000 .04209.839 EN 830 EN n, rec,Bgll. PPEB 53/8 35/8 71/4
.04209.1 5.04208.1 elrin, PPBB 55/8 35/8 9
325 ;! 5209.459 COND 6.05208.459 COND PPB 61/2 45/16 9
400 Moldon Rubber izast iron core} 6.05208.649.7 Delrin. PPBB 61/2 45/15 117/a
450 Trans-forma LT (Fiat 6.05208.4B9 Delrin. PPBB 61/2 45/18 G
Performa Rubber (Fiat/Blac 5.05208.459. Delrin.Prec. Ball, PPEB 61/2 45/18
500 Performa Rubber (Fiat/Gi 6.052 Delrin.Prec. Ball. PPBB 61/2 45/18
Trans-forma ey 05208 Jelrin, PPBB 2 | 451
650 05208 Jelrin, Plain, PPBB T2 [ 4516 9
750 5208 Jelrin, PPEB 12 45/18 81/
05208 elrin, PPBB T2 45/18 9
05208 Jelrin, Bronze, PPBB T2 45/18 63/a
5" 2" 05208 Jelrin, Prec, Ball, PPBB 2 45/16 8
A e A AR
0 n BR 2 4 3] 4
1000 6 05708 3 n 1o 4 5,-']5 v
gz T n, Ez :g::@ 8
6. i iam, ze 2 16 :
ast Iron 6.05208.139 5%“5 e | 457 103/a
1500 Forged Steel 6.05208.239 Efnn PPEB 12 45/16 117/4
400 Trans-forma LT {pound) 6.06208.589 Delrin, PPBB 712 43/4 73/4
" Performa Rubber (Conductive/Flat) b. 5.06208.450 COND PPEB 712 43/4 73/4
410 Performa Rubber (conductive/Round) 5. )62{}9 559 COND 6.06208.559 COND PFBEB 772 433 73/4
' Performa Rubber Round/Grey! 5.06209.559 5.06208.559 Delrin.Prec. Ball, PPBB 71/2 43f4 73/4
450 Trans-forma Round) 5.06209.5E9 5.06208.5E9 Delrin. PPEE 71/ 43/4 7%/4
WMoldon Rubber (castiron core) 5.06209.649.7 5.06208.649.7 Delrin. PPE 71/2 43/ 12774
500 Trans-forma LT (it 5.06200.4B9 5.06208.4B9 Delrin. PPB 712 43/ 73/4
Performa Rubber [Fiat/Black 6.06209.459.2 6.06208.459.2 Delrin. Prec. Ball, PPBB 712 43]4 73[4
600 Performa Rubber Fiat/Grey 5.06209.459 6.06208.459 Delrin. Prec. Ball, PPBB 712 43f4 73/4
Trans-forma jray 6.06209.4E9 65.06208.4E9 Delrin. P 7172 43]4 734
650 Trans-forma HD mound) 6.06209.5F9 6.06208.5F9 Delrin, PPEB 7102 43]3 73/4
700 Palyol 6. 6.06208.83 n. Delrin, PPBB 72 43[4 81/2
6 2" ﬁh{g HI-TECH b 553 g S50 ok in Eheh g{;_;a jgj:d ?:;:4
ans-lor Qﬂﬂﬁgﬂ 0, R 0, ), 1n, 2 4 4
900 Aoue Bl 6 L981F 6. F ec. Bl 72| 4% 97/
S S 72 434 91/a
1100 .839 EN 830 EN . Prec. Ball, PPEE FAIF] 43/4 91/a
539 06208, In, Bron 22 43/4 71/
.939 6. 5 Jelrin, PPBB Zl2 | 4%/4 914
.940.7 6,06208,949,7 n, PPBE 12 43/ 121/2
1200 3 5, 39.3 n, FAlF] 43/4 91/q
; 'Epn. 712 43/4 91/
6. 739 6.0 7 gljn. 712 43/4 2
i 139 6.06208.139 Jelrin, 72 43[4 212
1500 6.06209.239 6.06208.239 elrin, PP T2 | 43/ 121/2
212" i i 6.06258.369 = 7z 43/ 101/a
1500 ["Cast Iron 6.06259169 6.06258.169 — 712 | 4% 153/4
Performa Rubber (conductive/Fiat 65.08299.459 COND 6.08298.459 COND PPEB 912 61/4 1/2
500 Performa Rubber (Coaductive /Round! 65.08299.559 COND 6.08298.559 COND FPEB 912 671/4 172
Moldon Rubber (cast iron core 65.08299.649.7 6.08298.649.7 Delrin, PPBB 9172 61/4 61/a
600 Performa Rubber [Round/Grev) 5.08299.550 5 .560 Delrin, Prec. Ball, PPBB 0 1/2 61/ /2
" Performa Rubber Flat/8lacki 5.08299.450.2 5.08298.450.2 Delrin, Prec. Ball, PPBB 01/2 61/4 /2
675 [ ‘Performa Rubber ety 6.08299.459 6.08298.459 Delrin, Prec. Ball. PPBB__| 9 1/2 | 61/4 12
a00 Polyalefin 6.08299.839 6.08208.839 Plain, Delrin, PPBB 9172 61/4 0/s
1000 Polyurethane HI-TECH 6.08299.920 6.08298.929 ]1 nn PPRB gi/2 61/1 I1/2
2" "Endura Solid Elastomer 6.08299.839 EN 6.08298.839 EN Delrin, Prec. Ball, PPBE g1/2 61/ 112
riumph (Grown/ Brawn) * 6.08209.93TF B. .93TF Prec. Ball 97/2 61/4 1i/z
1200 i (Red)* b S : S Prec 912 61/4 12
s, Lo — : o e
riumph (Round/Red)™ b. L9615 i 9618 eC. g1/2 61/4 2
8" Phenolic 6.08299.339 6.08298.339 Delrin. PPBB 91/7 61/ /2
1400 [Wiaxim 6.08299.539 6.08298.539 Delrin. Bronze. PPBB 912 | b61/a 3
Moldon Polyurethane (uminum core) 6.08299.939 65.08298.939 Delrin. PPEE g1/ 61/4 T/4
6 m:]gon Eallyureﬁzane (Cast iron core} 6. .949, g%%gg; g %le n ;; 1;’2 i :::4 [ :§4
1 oldon Mylon il .939. 5.0 .939. elrin 2 61/4 4
Cast Iron 6.08299.130 6.08298.139 Delrin. PPI 1/2 61/4 67/a
21; " ' Phenolic 6.08259.369 6.08258.369 = 91/2 61/ 3174
2 1500 [TCastlron 5.08250.169 6.08258.169 - g1/2 61/2 18
| " Phenolic 6.10259.369 6.10258.369 = 112 725/3 143/4
10" | 27/2" | 1500 |Gastivon 610250169 610258169 = i1z | 750 | 2212

| *Triumph wheels available with Precision ball bearing only. |

Cocarng ptons Tl Q ©W G & &

Wheels feature roller Roller Bearing Torrington Roller Delrin Bearing Precision Ball Pedestal Precision Bronze Bearing
bearings in above Metal cage roller bearing (Specify WB29). Bearing For standard two-piece Bearing Ball Bearing (PPBB) T4 order, change
chart. To order optional Metal thrust & retainer washers Torrington style  bearing change 9th To order change To order change 9th  the 9th digitin
bearings, see information (Specify WSR1). roller bearing digit to “1” (Example: 8th and 9th digits  digitto"5" (Example: model number
titkan glht T ord Sintered iron step washers (Specify with rgta'mer 6.06209.931). to “P5” (Example 6.06209.4F5). to “4” (Example:
wits with. Topeet WSR2). (Specify WB19).  One-piece with steel thrust  6.06209.5P5). 6.06209.534).

. ; washers (Specify WB11).  Note: Performa 6" to 65
bearing, consult factory. Sealed metal retainer washer 8" capacity decreases

(Specify WSR3). (See wheel section).



Colson 6 Series Casters « Top Plate Swivel & Rigid - Capacity to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight Ibs
U\I;hlgel E&ﬁ Each Wheel Descriptions Roller Bearing Roller Bearing (Order information HL;agt g:}r:; (Rigid Deduct
) (Pounds) Caster Models Caster Models below chart) 9 1.5 1bs)
300 rforma RUDDer (Condustive Fiat 5.04209.453 COND B.04208. PER B o5/8 578 YAVE]
| Performa Rubber (Fiat/Black) 6.04209.459.2 6.04208.459.2 Delrin.Prec. Ball, PPEB 55/8 5/8 714
| Performa Rubber (Fiat/G 6.04209.459 6.04208.459 Delrin.Prec. Ball, PPBB 55/8 5f8 71/a
400 Trans-forma LT Fat 5.04200.489 5.04208.489 Delrin, PPEE 55/8 58 71/4
Trans-forma (Fiat 6.04209.4E9 6.04208.4E9 Delrin, PPBB 558 S/8 pirpn
“Moldon Ruﬁﬁer Cast iron oore) 6.04209.649.7 6.04208.649.7 Delrin, PPER 55/8 S/ g7/a
500 Polyolefin 6.04209.839 6.04208.839 ain, Delrin, PPEB 55/8 Sf8 7i/a
4" . s00 | IransformaH 6.04209.4F9 6.04208.4F9 Delrin, PPBB 55/8 5/a Ay
2 ﬁ"ﬁruré"hane H 6.04200.979 6.04208.979 elrin, PPBB 55/a 5[5 712
700 olyuretha T 0 %g o 7 .04 EEEh 7 h- bpBE 5;8 q;{s 5:’:*2
| M€ (Castiran core} 14 : ) n E g 8 4
42 0. In, | . PPER 53/8 358 63/8
200 IC 14209, 0 1, 551"3 ¢51’5 71/4
14209,839 HT ; 2/g | 358 B1/4
ndura SOl El LR < " Dot Bl PP | 8%/s | 3577
) D, n, £rec, Ball, 8 a9/8 4
1000 %Et ron 42091 6. elrin, PPBB 55/s | 35/8 g
325 | Performa Rubber (conduciive Fiat 6.052 6 PPR 612 | 4% 9
400 Moldon Rubber izast iron core} 5.052 B. Delrin. PPBB 61/2 45/15 117/a
450 Trans-forma LT 5.052 i Delrin. PPEB 61/2 45/18 G
Performa Rubber (Fiat/Blac 65.05209. Delrin.Prec. Ball, PPEB 61/2 45/18
500 Performa Rubber (Fiat/Gi 6.05209 Delrin Prec. Ball. PPEB 61/2 45/18
Trans-forma (Fiay 6.05209 Jelrin, PPBB e [ 4518
650 Polyolefin 6.05209 Jelrin, Plain, PPBB 1z 45/16 g
750  |-Polyurethane HI-TECH 6.05209 Jelrin, PPBB 2 1| 45 81/2
Trans-forma HD fay 6.05209 Jelrin, PPBB e 1 451 g
05209 Jelrin, Bronze, PPRB iz 4516 63/a
5" 2" 05209 Jelrin, Prec, Ball, PPBB 2 45/16 8
fin-pogs o
5 n 2 45/18 4
1000 5 g|_[ n 1o 4 5;]3 f
52 n. Ez 4 g@ 8
(05209, iam, ze 2 45/18 :
ast Iron 6.0 3?53, elrin, 2 4516 10374
1500 | Forged Steel 6.05209. E elrin, PPBB Tf2 4516 117/4
Performa Rubber (ConductiveFla 65.06209.459 COND 5.06208.459 COND PPBB 712 43/4 734
410 Performa Rubber (Conductive/Round) 6.06209.553 COND 6.06208.553 COND PPEB 712 43]4 734
Performa Rubber [Round/Grev) 6.06209.559 6.06208.559 Delrin.Prec. Ball, PPBB 712 43/4 73/4
450 Trans-forma (Round) 6.06209.5E9 6.06208.5E9 Delrin. PPBB 71/2 43f4 73/4
Moldon Rubber (castiron core) 5.06209.640.7 5.06208.649.7 Delrin. PPBE 71/2 43/ 121/4
500 Trans-forma LT (Fiat 65.06209.4B9 5.06208.4B9 Delrin, PPBE 712 43/ 73/4
Performa Rubber [Flat/Black) 5.06209.459.2 5.06208.459.2 Delrin, Prec. Ball, PPBB 712 43/4 73/4
600 Performa Rubber (Fiat/ Grey} 65.06209.459 65.06208.459 Delrin, Prec. Ball, PPBB 712 43]4 73(4
Trans-forma jFat) 6.06209.4E9 6.06208.4E9 Delrin. PPEB 712 43]4 73(a
650 Trans-forma HD found) 6.06209.5F9 6.06208.5F9 Delrin. PPEB 7102 43]4 73[4
5 700 PoEvoFeﬂn TR 6.062 3"15%8 6.0620 H?g W;}n EPInn PPEB ;1::2 4 2::4 g:‘éz
i vurethane HE- 5 0 506208 in 2 43/4 4
6" | Trans-forma HD iy 6.06209.4F0 6 j%%;_;j% elrin, PPBB 72| a3/ 3/4
o, T S m—— 10— o o
b ! b ec 2 43/4 4
100 bngucaﬁgu r 6.06209.839 EN 6.06208 elrin, Prec aﬁt P‘F‘a 712 | 43/ 91/4
6.06209.539 0.06208.5 elrin, Bronze 7z | a3 778
ygmhgng_mumnummm b 3 939 6.0620 g__hrn 33;; 7172 43[4 91/4
cory) b 949.7 6.062 n. PPBR 712 | 43/ 121/2
1200 3 030.3 5 g% Jelrin, PPRB 712 43/4 91/q
hgu,QILc 3 6.06208 Jelrin, PPBB 1z 43/ 914
b 739 6.0620 %_Hn PPBE 7102 43]4 2
b 139 606208 n. PPBR 12 | 434 2173
1500 [For I 6.06209.239 6.06208.2 elrin, PPBR 71| 430 212
215" | Phenolic 9,369 6258 = 712 43/4 107/
/2 1500 [Cast Iron 6.06259169 6.06258. — 772 | 43/ 153/4
Performa Rubber (Conductive Flat 6.08299.453 COND 6.08298.453 COND FPEB g1/2 61/a /2
500 Performa Rubber (Conductive/Round; 6.08299.553 COND 6.08298.553 COND PPEB g/ 61/4 1/2
Moldon Rubber icastiran core) 65.08299.649.7 65.08298.649.7 Delrin. PPEB g/ 61/4 61/a
600 Performa Rubber Round/rey) 5.08299.559 5.08298.559 Delrin, Prec. Ball, FPBB g1/2 61/4 1/2
| Performa Rubber (Flat/Blacki 5.08299.450.2 5.08298.450.2 Delrin. Prec. Ball, PPBB /2 1/a /2
675 [ Performa Rubber sty 6.08299.459 6.08298.459 Delrin, Prec. Ball PPBB__| 91/2 | 61/4 />
a00 Polyolefin 65.08299.839 6.08298.839 Plain, Delrin, PPEB 91/2 61/4 07/s
1000 Polyurethane HIFTECH 6.08299.920 5.08298.929 Delrin, PPBB g1/2 61/4 )1/2
2" | Endura Solid Elastomer 65.08299.839 EN 5.08298.839 EN Delrin, Prec. Ball, PPBB 91/2 61/4 11/2
[riumph (Crowny Brawni * 4.08299.93TF 4.08298.93TF Prec. Ball g2 61/4 11/2
1200 Triumph (Growny Reg) * 4.08299.93TS 4.08298.93TS Prec. Ball 91/2 61/4 11/2
Tl riumph (Round/Blue) 4.08299,96TF 4 %M F ;frec g }; 2 : :ﬁd 1 :::2
rmm;ih o) o)~ [ S 4.08298,96TS ec 91/ 61/4 2
8" Phenolic 6.08299.339 6.08298.339 Delrin, PPBR gi/2 61/4 T2
1400 [Wiaxim 6.08299.539 6.08298.530 Delrin. Bronze. PPBB 97/ | 61/4
Moldon Polyurethane aluminum core) 65.08299.939 65.08298.939 Delrin. PPBB 0 1/2 61/4 111/4
i mggun Eollyureﬁ:ane (Cast iron core| 6. %gg% ggg 6. g%%gg %g}r n ;; B g :}’2 i ::‘[4 ‘?::’;1
1 oldon Nylon 6. .9 5.0 X rin. PPBB N 61/4 4
Cast Iron 65.08299.139 5.08298.139 Delrin. PPEB gi/2 61/a [
21; " | Phenolic 6.08259.369 6.08258.369 = 91/2 61/4 31/a
2 1500 [Cast Iron 6.08250.169 6.08258.169 - 91/2 61/4 18
| " Phenolic 6.10259.369 6.10258.369 = 1112 725/32 143/4
10" | 27/2" | 1500 | Gastiron 610250169 610258169 = 111z | 7502 | 2212

| *Triumph wheels available with Precision ball bearing only. |

Cocaring Opons YR 3 Q % G &% &

Wheels feature roller Roller Bearing Torrington Roller Delrin Bearing Precision Ball Pedestal Precision Bronze Bearing
bearings in above Metal cage roller bearing (Specify WB29). Bearing For standard two-piece Bearing Ball Bearing (PPBB) T4 order, change
chart. To order optional Metal thrust & retainer washers Torrington style  bearing change 9th To order change To order change 9th  the 9th digitin
bearings, see information (Specify WSR1). roller bearing digit to “1” (Example: 8th and 9th digits  digitto"5" (Example: model number
titkan glht T ord Sintered iron step washers (Specify with rgta'mer 6.06209.931). to “P5” (Example 6.06209.4F5). to “4” (Example:
wits with. Topeet WSR2). (Specify WB19).  One-piece with steel thrust  6.06209.5P5). 6.06209.534).

. ; washers (Specify WB11).  Note: Performa 6" to 65
bearing, consult factory. Sealed metal retainer washer 8" capacity decreases

(Specify WSR3). (See wheel section).



Colson 6 Series Casters + Enforcer Kingpinless Top Plate Swivel & Rigid - Capacity to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight lbs
\&g}:el Twrf;: Each Wheel Descriptions Roller Bearing Roller Bearing (Order information Hl';:agt ::2;?; (Rigid Deduct
' (Pounds) Caster Models Caster Models below chart) 9 2 lbs}
300 Performa Rubber (conductive Flat) 5.04289.459 COND ; PPBB 53/8 315/30 /4
Performa Rubber (Fiayslacx) 5.04289.459.2 B. Delrin, Prec. Ball. PPEB 55/8 375732 7174
Performa Rubber at/Grey) .04289.459 : Delrin, Prec. Ball. PPBB 55/8 315732 71/a
400 [Trans-forma LT (Fat .04289.4B9 i Delrin, PPBB 55/8 | 315/3: | 714
Trans-forma (Fat .04289.4E9 A Delrin, PF PPBB 5/8 315732 7fa
Moldon Rubber {cast iron core) .04289.649.7 : Delrin, PF 55/8 375/32 8
500 Polyolefin ,2423_9,6 ES 6. Plain, Del Qeln n, PPBB °§jﬁ 3 12}{32 ;:}( 4
_for 0 4F9 B, Delr| 5°/8 312/33 2
600 -EET%{ ane J}%_E% 29 5. Delrin 55/8 315732 712
" ) on Pol urethanemmmncn_; 6.04289.939 G. Delrin, PPBB 55/8 31532 7ij2
4 2 700 Moldon olyurethane (cast ron com) 6.04289.949.7 5. Delrin, PPBB 55/8 315732 9i/s
6.04289.530 6. Delrin, Bronze, PPBB 55/a | 315/m | 57/s
Phenohc 6.04289.339 6. Delrin. PPBB 59/8 319/3 /4
800 [V-Groove 5.04289.739 . Delrin, PPBB 55/ | 315/ | 11
Endura Solid Elastomer 5.04289.839 EN 6. Delrin. Prec. Ball. PPEB 59/8 375732 /s
1000 [Gastiron 6.04289.139 6. Delrin, PPBB 55/8 | 315/12 g
325 Performa Rubber (conductive Flaty 5.05289.459 COND 6 PPBB 1f2 329/32 $
400 Moldon Rubber (Gastiron core} .05289.649.7 Delrin. PPBB if2 32937 :
450 Trans-forma LT {fat) .05289.4B9 Delrin, PPBB 1f2 3%9/32 !
Performa Rubber {Fatlacki .05289.459.2 Delrin, Prec. Ball, PPBB 1f2 32932 g
500 Performa Rubber at/Grey) .05289.459 Delrin, | Prec Ball, PPBB /2 329737 g
Trans-forma (Fat) .05289.4E9 Delrin, | 12 329737 9
650 Polyolefin .05289.839 ’Iam. Qelnn. PPEB 12 329732 .
750 HITECH 05989929 Delr V2 | 3% | 81z
Trans-forma HD (rat) 5.05289.4F9 Delrin, PPBB 6 1/2 329/32 9
im 6.05289.539 Delrin, Bronze, PPBB 6i/2 | 3%/3 | 61/
5" 2 Endura Solid Elastomer 6.05289.839 EN Delrin, Prec. Ball, PPBE 61/2 3% /32 8
Moldon Polyurethane i core} 6.05289,939 Delrin, PPEB 61/2 3%/32 834
1000 Moldon Polyurethane (cast son core) 6.05289.949.7 Delrin, PPBB 61/2 329(3p 111/4
Moldon Nyfon 5.05280.939.3 Delrin, PPEB 61/2 379732 8
| Phenolic 5.05289.339 Delrin, PPBB 61/2 329732 8
Castlron 5.05289.139 Delrin, PPBB 61/2 32932 103/
1500 Forged Steel 5.05289.239 Delrin, PPBB G1/2 329/32 11774
400 Trans-forma LT (Round) 6.06289.5B9 3 Delrin, PPBB 71/2 411/16 73/4
| Performa Rubber jconduetive Flat) 6.06289.459 COND 06208.459 COND PPBB 712 411 /15 73/4
410 Performa Rubber (conductive Round) 6.06289.559 COND 5.06208.559 COND PPBB 7i/2 47T/ 734
|_Performa Rubber (round/Grey) .06289.559 5.06208.559 Delrin, Prec. Ball, PPBB 712 411 /15 73/4
450 Trans-forma (Round) .06289.5EF 5.06208.5E9 Delrin, PPB 12 411/ 73/4
Moldon Rubber (zast iron core} .06289.649.7 6.06208.649.7 Delrin, PPBE 12 411746 14
500 Trans-forma LT ¢ 5.06289,4B9 6.06208.4B9 Delrin, PPBB 712 ENVET 73/4
erforma [ {Flat/Black) 06289.459.2 06208.459.2 Delrin, Prec, Ball, PPBB 71f2 41116 73/a
600 Performa Rubber (Fiat/grey) .06289.459 .06208.459 Delrin, Prec. Ball. PPBB 712 411748 73/4
Trans-forma (Fian 6.06289.4E9 06208.4E9 Delrin, PPBB 71/2 411/15 73/4
650 Polyolefin 6.06289.839 6.06208.839 Delrin, PPBB 712 411716 10
700 | Polyolefin 6.06289.839 6.06208.839 Plain, Delrin, PP 7> | 4T |10
G |_Polyurethane HITECH 5.06289.929 6.06208.929 Delrin, PPEB 7o | 41/ 9
6! 2 900 ["rans-forma HO it 06289 4F 06208.4F9 clrin, PPBB 71> | 4116 | 734
L1 uumpnmamm 65289,96TF 06208.96TF Prec. Ball 712 41 /16 91/4
0628 S 06208.96TS Prec, Bal| 712 411716 q1/4
1100 I:ndj.l_ta_iuuﬂ_ﬂaslmr 06289.839 EN 06208.839 EN Jelrin, Prec. Ball, PPBB 712 4115 q1/4
Maxim 6289.530 06208.539 el 712 411/16 65/8
|_Moldon Polyurethane (suminum cors) 06289.93 06208.939 elrin, PPBB 712 411716 91/4
| Moldon Polyurethane (Cast iron cors) 06289.949.7 5.06208.949.7 Delrin, PPBB 712 411716 121/2
1200 [Moidon Nyfon 6.06280.939.3 5.06208.930.3 Delrin. PPEB 712 AT/ 91/4
Phenalic 5.06289.33 5.06208.339 Delrin, PPBB 712 A1 /16 91/4
\-Groove 6.06289.7 3 5.06208.739 Delrin, PPBB 712 411/ 2
Cast Iron 6.06289.139 6.06208.139 Delrin, PPBB 71/ 411/ 21/
1500 ["Forged Steel 6.06289.239 6.06208.239 Delrin, PPBB 712 | 471/ 121/2
| Performa Bubber (conduciive Fiat) 08289.459 COND 5.08278.459 COND PPBB 101/s 12 81/
500 AUbber (Conduciive Round) 08289.559 COND 08278.559 COND PPEB 101/8 12 81/2
Moldon Rubb: i 08289.649.7 08278.649.7 elrin, PPBB 10'/8 12 167/4
600 Performa Rubber ound/Grey) 08289.559 08278.559 in. | 107/s | 61/2 81/2
| Performa Rubber lay/Black) .08289.459.2 6.08278.459.2 elrin, Prec. Ball, PPBB 107/ 61/2 B1/»
675 ["Performa RuDDET (Fiaytre) 6.08289.459 6.08278.459 Delrin, Prec. Ball, PPBB 107/ _| 61/ 81/2
900 | Polyolefin 6.08280.830 6.08278.839 lain, Delrin. PPBB 107/s | 61/2 101/4
. 1000 Polyurethane HI-TECH 6.08289.929 6.08278.929 Delrin, PPBEB 1018 | 61/2 91/
8 2" _Endur: 08289.839 EN 08278839 EN | . PPBB 10%/s | 61/2 112
| Triumph (crown, B ™ 8289.93TF 08298.93TF P | 10Ys | 61/2 11172
1200 | Triumph (crown/Red)* 5.08289.93TS 6.08298.93TS P 10/ | 61/» 117/4
| Triumph ifound/Blue)™ 5.08289.96TF 6.08298.96TF Prec. Ball 1071/a 61/2 1/4
Triumph (RoundRed) * 6.08289.96TS 6.08298.96TS Prec. Ball 101/8 61/2 1/4
Waxim 6.08289.539 Delrin, Bronze, PPEB 107/s 61/2 7/2
1400 [Phenolic 6.08289.339 Delrin. PPBB 107/8 | 61/2 12
?’EpldonhPalyureihane {Rsminum core) 6.08 %gg g g%: D elrm_é;TBB 10 1! [ b 1 ; 2 1 ::4
riumph (crown* .08289.9 Prec. 107/s 61/2 2
1500 [ Moldon Polyurethane (cast ion core) 08289.949.7 Delrin, PPEB 101/a [ &7/2 61/4
Moldon Nylon 08289.939.3 Delrin, PPBB 01/a 61/2 111/4
Castlron 08289.139 Delrin, PPBB 0/s 61/2 167/4
[ *Triumph wheels available with Precision ball bearing only. | ]
¢ ‘© Y
Bearing Options - @
Wheels feature roller Roller Bearing Torrington Roller Delrin Bearing Precision Ball Pedestal Precision  Bronze Bearing

bearings

chart. To order optional
bearings, see information
to the right. To order
caster with no wheel

in above

bearing, consult factory.

Metal cage roller bearing (Specify WB29).

Metal thrust & retainer washers
(Specify WSR1).

Sintered iron step washers (Specify

WSR2).

Sealed metal retainer washer
(Specify WSR3).

Bearing
Torrington style
roller bearing
with retainer
(Specify WB19).

For standard two-piece ~ Bearing

bearing change 9th To order change
digit to “1” (Example: 8th and 9th digits
6.06289.931). to “P5" (Example
One-piece with steel thrust  6-06289.4P5).
washers (Specify WB11).  Note: Performa 6" to

8" capacity decreases
(See wheel section).

Ball Bearing (PPBB) g order, change

To order change 9th

the 9th digit in

digitto "8" (Example: model number

6.06289.4F5).

to “4” (Example:
6.06289.534).
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Series
ENFOrCEr - -

+ Kingpinless Top
Plate Swivel & Rigid

« (Capacity up to 1500 Ibs each

Standard Features

- Attractive zinc plated finish - 3/1g" steel 1&0;} plate for
- 1/4" fork leg thickness durability (/4" rigid top plate)
: « Grease fittings: wheel bearing
« Single ball hardened : ;
swivel raceway and swivel raceway

+ Multi-temp grease lubricates
in extreme hot and cold
temperatures

- 1/9" hollow axle with grease
zerk and lock nut

* Plastic seal/retainer washer
(roller bearing models)

Fork / Wheel Opti
ork / Wheel Options Standard Dimensions Optional Top Plates
—— NSF Listed

(See page 3) All models except swivel -—5‘#44-| -—51#44'| # 1 Top Plate
lock, thread guards, forged steel and < 415416 < 415418 (Specify MTG1)
cast iron core wheels (Specify FSI). - -f P i) p . ’
3%2 fis O 412 3%2 r;a 412 le—35/a —>|
= il o _I_ r—a———é
%‘a § —— Hand Activated Swivel Lock 5 ooull ?;
' (See page 19) Available on all swivel ‘s
casters. Specify MTG61 with standard B s (o) _{
top plate, MTG62 with #2 top plate le— a1/ —al
and MTG64 with #4 top plate.
Thread Guards _ | # 4 Top Plate
(See page 114) Available on many Fork Leg Spacing 21/ (Specify MTGA4).
maodels (Specify TG1 for metal or : Mounting Bolt /2" .
TG2 for plastic). Swivel Cross Section i
Load Height Option RIE o1
Optional 9 /2" load height (6 1/4" A1/ 5
swivel radius) available for 8" swivel & Caster Brake Yl o J
rigid casters {Specify LH9.5). = <51/
AxlefNut Options y " Tread Lock
AX2 Solid Axle - (See page 18) Available
NT1 Thick lock nut on all swivel casters ™ side Lock
NT2 Thin lock nut ? except \XGroove models T (See page 17) Available
. (Specly BAK1). on all swivel models
Lube Options Fork | Wheel equipped with roller
No Grease GRF1 | GRWH1 or one-piece Delrin
Double Grease | GRF2 | GRW2 'é'if.?;;-‘ only (Specity
300° Continuous | GRF3 | GRW3 i
500° Continuous | Gonsult Factory
Wheel Selection
Performa Performa Performa Performa Performa Moldon %
Flat/Grey Flat/Black Round Conductive Flat Conductive Round Rubber Polyolefin FL?Q.?J?{O"J‘;‘.[. }ﬁ:?i;ﬂ’&”guﬁg E{gt”ﬁﬁﬂ’ﬁ%ih}
Polyurethane Polyurethane Pol urethane ) Forged Steel Moldon Triunrgph
ITech Aluminum Phenolic or Cast Iron V-Groove Maxim Endura Nylon Crown and Round
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Colson 6 Series Casters + Enforcer Kingpinless Top Plate Swivel & Rigid - Capacity to 1500 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight lbs
\&g}:el Twrf;: Each Wheel Descriptions Roller Bearing Roller Bearing (Order information Hl';:agt ::2;?; (Rigid Deduct
' (Pounds) Caster Models Caster Models below chart) 9 2 lbs}
300 Performa Rubber (conductive Flat) 5.04289.459 COND ; PPBB 53/8 315/30 /4
Performa Rubber (Fiayslacx) 5.04289.459.2 B. Delrin, Prec. Ball. PPEB 55/8 375732 7174
Performa Rubber at/Grey) .04289.459 : Delrin, Prec. Ball. PPBB 55/8 315732 71/a
400 [Trans-forma LT (Fat .04289.4B9 i Delrin, PPBB 55/8 | 315/3: | 714
Trans-forma (Fat .04289.4E9 A Delrin, PF PPBB 5/8 315732 7fa
Moldon Rubber {cast iron core) .04289.649.7 : Delrin, PF 59/8 375/32 8
500 Polyolefin ,2423_9,6 ES B, Plain, Del Qeln n, PPBB °§jﬁ 3 12}{32 ;:}( 4
_for 0 4F9 B, Delr| 5°/8 312/33 2
600 -EET%{ ane J}%_E% 29 5. Delrin 55/8 315732 712
" ) on Pol urethanemmmncn_; 6.04289.939 G. Delrin, PPBB 55/8 31532 7ij2
4 2 700 Moldon olyurethane (cast ron com) 6.04289.949.7 5. Delrin, PPBB 55/8 315732 9i/s
6.04289.530 6. Delrin, Bronze, PPBB 55/a | 315/m | 57/s
Phenohc 6.04289.339 6. Delrin. PPBB 59/8 319/3 /4
800 [V-Groove 5.04289.739 . Delrin, PPBB 55/ | 315/ | 11
Endura Solid Elastomer 5.04289.839 EN 6. Delrin. Prec. Ball. PPEB 59/8 375732 /s
1000 [Gastiron 6.04289.139 6. Delrin, PPBB 55/8 | 315/12 g
325 Performa Rubber (conductive Flaty 5.05289.459 COND 6 PPBB 1f2 329/32 $
400 Moldon Rubber (Gastiron core} .05289.649.7 Delrin. PPBB if2 32937 :
450 Trans-forma LT {fat) .05289.4B9 Delrin, PPBB 1f2 3%9/32 !
Performa Rubber {Fatlacki .05289.459.2 Delrin, Prec. Ball, PPBB 1f2 32932 g
500 Performa Rubber at/Grey) .05289.459 Delrin, | Prec Ball, PPBB /2 329737 g
Trans-forma (Fat) .05289.4E9 Delrin, | 12 329737 g
650 Polyolefin .05289.839 ?Iam. Qelnn. PPEB 12 329732 .
750 HITECH 05989929 D V2 | 3% | 81z
Trans-forma HD (rat) 05289.4F9 6. :elr n, PPBB 6 1/2 329/32 9
im 6.05289.539 . Delrin, Bronze, PPBB 6i/2 | 3%/3 | 61/
5" 2 Endura Solid Elastomer 6.05289.839 EN i Delrin, Prec. Ball, PPBE 61/2 3% /32 8
Moldon Polyurethane i core} 6.05289,939 6. Delrin, PPEB 61/2 3%/32 834
1000 Moldon Polyurethane (cast son core) 6.05289.949.7 6. Delrin, PPBB 61/2 329(3p 111/4
Moldon Nyfon .05289.939.3 B. Delrin, PPEB 61/2 379732 8
| Phenolic 5.05289.339 . Delrin, PPBB 61/2 329732 8
Castlron 5.05289.139 6. Delrin, PPBB 61/2 32932 103/
1500 Forged Steel 5.05289.239 6 Delrin, PPBB G1/2 329/32 11774
Performa Rubber (conductive Flat) 6.06289.459 COND 6 PPBB 72 41/ 73/4
410 Performa Rubber (conductive Round) 6.06289.559 COND PPBB 712 47T/ 73/4
Performa Rubber mound/Grey) 6.06289.559 Delrin, Prec. Ball. PPBB 712 AT /16 73/4
450 Trans-forma (Round) 06289.5E9 Delrin. PPEB 712 AT /16 73/4
Moldon Rubber (cast iron core) 06289.649.7 Delrin. PPBB 712 411/16 14
500 Trans-forma LT (it 5.06289.4B9 Delrin. PPBB 712 41145 73/4
Performa Rubber (Flay8lac 5.06289.459.2 Delrin. Prec. Ball. PPBB 712 411746 73/4
600 Performa Rubber fFiat/arey) .06289.459 Delrin, Prec. Ball, PPBB 71/2 411/ 73/4
Trans-forma (Fat .06289.4E9 Delr| ﬂ,ﬂPBB 712 4116 73/4
650 Polyolefin 6.06289.839 Delrin. PPBB 71/2 AT /16 10
700 Polyolefin 6.06289.839 Plain. Delrin. PPBB 712 417/ 10
| Polyurethane HITECH 6289.929 Delrin, PPEB 712 A1 /15 9
6" | 2 900  [Trans-forma HD it 6289.4F9 Delrin, PPBB 71 | 4T/ | 733
| Triumph {Round/8lus) * 6289.96TF Prec. Ball 71/2 411/16 91/4
[riumph Round;Red) * 6289.96TS Prec. Ball 712 41176 91/a
1100 Endura Solid Elastomer 6289.839 EN Delrin, Prec. Ball, PP 712 411/18 91/4
m 289.539 Delrin, Bronze, PPBB 72 | 4T/ [ 658
_Moldon Polyurethane (Auminum core} 6289 elrin, PPBB 112 4116 | 9l
1000 Fliodon ;ovu[emam_@s;m 1%%%;3;; B.ILJJ.._EEB_B ;};? 4]:?&‘ ;{(‘»’2
on Nylon 6 Delrin, PPBE 2 411716 4
Phenolic 5.06289.339 Delrin, PPEB 712 AT1/1g 9i/s
\-Groove 5.06289.739 Delrin, PPBB 712 411/ 2
Cast Iron 5.06289.139 Delrin, PPBB 71/2 AT /16 21/
1500  ["Forged Steel 6.06289.239 Delrin, PPBB T2 | 477/ 1212
|_Performa Rubber (Conduciive Fiat} 08289.459 COND PPBB 10Ys | 61/2 81/2
500 ["Performa Rubber iconductive Round] 08289.559 COND PPBB 101/s /2 8i/2
Moldon Rubber (cast iron core) 08289.649.7 Jelrin, PPBB 101/8 1/2 16174
600 Performa Rubber [Round/Grey) 08289.559 1018 /2 B1/2
67 |_Performa Rubber (Flay/Black) 08289.459.2 rin, Prec. Ball, PPBB 107/ 61/2 81/2
5 Performa Rubber (Flayrey) 289.459 Delrin, Prec. Ball. PPBB 107/s 61/2 B1/2
900 Polyolefin 289.839 Plain, Delrin, PPBB 107/ 61/2 101/4
1000 Polyurethane HI-TECH 6.08289.929 Delrin, PPEB 107/8 61/2 91/
8" 2 | Endura Solid Elastomer 6.08289.839 EN elrin, Prec. Ball, PPBB 1078 | 67/2 1/2
| Triumph (Crown/Brown* 4,08289.93TF Prec. Ball 07/a | 612 T2
1200 | Triumph (Crown/Red)* 4.08289.93TS Prec. Bal 0/a 61/2 N
e 408083 96 b Bl /1L
Triumph (RoundRed) ™ 4.08289.96T5 rec /8 51/2 4
Maxim 6.08289.539 Delrin, Bronze, PPEB 107/ | 61/2 2
1400 [Phenolic 6.08289.339 Delrin, 0f/s | 61/2 12
WTMTononhPolyuremane {Aominum core .93 , Delrin H g}_ﬁa ;]_:;2 4 ::4
riumph (Crown) .93 Prec. 01/a 61/2 2
1500 Moldon Polyurethane (castiron cors .08289.949.7 Delrin, PPEB 01/a 61/2 6174
Moldon Nylon 08289.939.3 Delrin, PPBB 01/s 61/2 1774
Cast Iron 08289139 Delrin. PPEB 0lfs | 61/2 B7/4
| *Triumph wheels available with Precision ball bearing only. |
¢ ‘© Y
Bearing Options - @
Wheels feature roller Roller Bearing Torrington Roller Delrin Bearing Precision Ball Pedestal Precision  Bronze Bearing

bearings in above

chart. To order optional
bearings, see information
to the right. To order
caster with no wheel
bearing, consult factory.

Metal cage roller bearing (Specify WB29).

Metal thrust & retainer washers
(Specify WSR1).

Sintered iron step washers (Specify

WSR2).

Sealed metal retainer washer
(Specify WSR3).

Bearing
Torrington style
roller bearing
with retainer
(Specify WB19).

For standard two-piece

bearing change 9th

digit to “1” (Example:

6.06289.931).

One-piece with steel thrust
washers (Specify WB11).

Bearing

To order change
8th and 9th digits
to “P5" (Example
6.06289.4P5).

Note: Performa 6" to
8" capacity decreases
(See wheel section).

Ball Bearing (PPBB) g order, change
To order change 9th  the 9th digitin
digitto "8" (Example: model number
6.06289.4F5). to “4” (Example:
6.06289.534).
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Se ries
ENEFOrrer

« Kinpinless Top

Plate Swivel & Rigid
+ Capacity up to 6000 Ibs each

Standard Features

« Attractive zinc plated finish
- Single ball hardened swivel

raceway construction

- 3/4" solid axle with nut
- 5/4g" steel top plate
- Formed fork legs

68

feature robotic welding
inside and out for
consistent quality

+ Fork Ieus 3/g" thick

+ Recessed zerk grease

+ Multi-temp grease

x21/5" w:de

fitting on swivel raceway
to prevent damage, grease
fitting on wheel bearing for
easy maintenance

lubricates in extreme hot
and cold temperatures

Caster Brake

o 1 — Tread Lock

|See page 19)
Available on all
swivel casters except
V-Groove models
(Specify BRKT).

Fork / Wheel Options

——NSF Listed

(See page 3] Some models
NSF approved, consult factory,

4 stes " —Hand Activated Swivel Lock
(See page 19) Available on all
swivel casters. Specify MTG61
with standard top plate and Forged Steel
MTG62 with #2 top plate. iR

Nut Options
NT1 Thick lock nut

Performa
Flat/Black

Polyurethane
FTech

Load Height Option

Wheel Load Swi.

Dia.  Ht. Rad.  Specify
g 8 47/ LH8.0
8" 10-1/2' 65/ LH105
10" 12-1/2" 81/g LH125
12" 151/2" 101/g LH155

Moldon Rubber
Cast Iron

Polyurethane
ast Iron

V-Groove

Wheel Selection

Phenolic

61/a—
[—5%—|
=8 &

X

el LU

74

k]

Fork Leg Spacing 31/2'

Swivel Cross Section Mounting Bolt /2"

Optional Top Plates

# 2 Top Plate
(Specify MTG62).

fe—51/4:
415n;|
1

o L
»H, O

be— B Ys—s




Colson 7 Series Casters + Enforcer Kinpinless Top Plate Swivel & Rigid - Capacity to 6000 Ibs

to the right.

| Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings : Weight Ibs
“3;:9' L’;’dﬁ Each Wheel Descriptions Roller Bearing Roller Bearing (Order information Hl;’i;fﬂ g::;;’lfs' {Rigig Deduct
: (Pounds) Caster Models Caster Models below chart) 5 Ibs}
1600 | Phenolic 7.06689.369 7.06688.369 Delrin, Roller T2 | 434 131/2
21/2" 9500 Cast Iron 7.06689.169 7.06688.169 Delrin, Roller 71/2 43/4 20
6" V-Groove 7.06689.769 7.06688.769 Delrin, Roller 71/2 43/4 24
4000 |Forged Steel 7.06689.269 7.06688.269 Delrin, Roller T2 | 434 24
680 | Moldon Rubber (Cast Iron Core) 7.06689.679.7 7.06688.679.7 Delrin, Roller 71/2 43/4 17
3" 2000 | Phenolic 7.06689.379 7.06688.379 Delrin, Roller 712 43/4 141/4
2040 | Moldon Polyurethane (Cast iron Core) 7.06689.979.7 7.06688.979.7 Delrin, Roller 72 | 434 191/4
6000 |V-Groove 7.06689.789 7.06688.789 Delrin, Roller 712 43/4 211/a
21/2"| 2000 |Phenolic 7.08689.369 7.08688.369 Delrin, Roller 101/8 | 6%/16 151/2
840 | Moldon Rubber (Cast iron Core) 7.08689.679.7 7.08688.679.7 Delrin, Roller 101/8 | 69/16 243/4
g" Phenolic 7.08689.379 7.08688.379 Delrin, Roller 101/a | 6916 161/2
3" 9500 Moldon Polyurethane (CastonCore) | 7.08689.979.7 7.08688.979.7 Delrin, Roller 101/8 | 6916 273/4
Cast Iron 7.08689.179 7.08688.179 Delrin, Roller 107/8 | 69/16 273/4
V-Groove 7.08689.779 7.08688.779 Delrin, Roller 101/8 | 6916 311/4
4500 |Forged Steel 7.08689.279 7.08688.279 Delrin, Roller 101/s | 69/16 311/a
91757 1000 | Performa Rubber (Fiat/Black) 7.10689.459.2 7.10688.459.2 Delrin, Roller 111/2 | 75/8 181/4
/2 1200 | Polyurethane HIF-TECH 710689.959 7.10688.959 Delrin, Roller 111/2 | 75/8 181/4
2500 | Phenolic 7.10689.369 7.10688.369 Delrin, Roller 11172 | 75/8 191/2
10" 1000 | Moldon Rubber (Cast Iron Core) 710689.679.7 710688.679.7 Delrin, Roller 111/2| 75/8 251/4
an 2900 |Phenolic 710689.379 710688.379 Delrin, Roller 111/2| 75/8 191/2
3000 Moldon Polyurethane (Cast kron Core) 7.10689.979.7 7.10688.979.7 Delrin, Roller 111/2| 75/8 e
Cast Iron 7.10689.179 710688179 Delrin, Roller 111/2 | 75/8 31172
4500 |Forged Steel 710689.279 710688.279 Delrin, Roller 112 | 75/8 3712
1140 | Moldon Rubber (Cast Iron Gore) 712689.679.7 712688.679.7 Delrin, Roller 131/2| 9l/s 283/
1700 Performa Rubber (Flat/Black; 7.12689.459.2 7.12688.459.2 Delrin, Roller 131/2| 91/8 221/a
100 3 Polyurethane HI-TECH 7.12689.989 7.12688.989 Delrin, Roller 131/2 | 9/8 221/4
3000 | CastIron 712689179 712688179 Delrin, Roller 131/2| 9i/s 353/4
Phenolic 7.12689.379 7.12688.379 Delrin, Roller 131/2| 9l/8 243/a
3500 \Moidon Polyurethane (castroncorel | 7.12689.979.7 | 7.12688.979.7 | Delrin, Roller 1372 9ifs | 40
. - ¢
Bearing Options % it
Wheels feature roller Roller Bearing Delrin Bearing
bearings in above Metal cage roller bearing (Specify WB29).  For standard two-piece
chart. To order optional Metal thrust & retainer washers bearing change 9th
bearings, see information (Specify WSR1). c?hggetgg!as{ﬁxample,
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Series -- " -
ENFOrcer

« Kinpinless Top
Plate Swivel & Rigid

+ Capacity up to 6000 Ibs each

Standard Features
- Attractive zinc plated finish - Fork legs 3/g" thick
x 3" wide

» Single ball hardened swivel
raceway construction . Eece-ssed zerk grease
e . itting on swivel raceway
/" solid axle with nut to prevent damage, grease
- 3/g" steel top plate fitting on wheel bearing for

. Formed fork legs easy_ maintenance
feature robotic welding * Multi-temp grease
inside and out for lubricates in extreme hot
consistent quality and cold temperatures

Caster Brake Wheel Selection Standard Dimensions

e 61— B/
o Performa Moldon Rubber 1
.~ ' ——Tread Lock : 2l 1z

(See page 19) Flat/Black Cast Iron Phenalic s

Available on all 41/ 3308 51z 418 3% 5
swivel casters except x D5 0 } =0 ,5
V-Groove models

(Specify BRK1).

Fork Leg Spacing for 212"
and 3" tread width: 312"

Polyurethane Polyurethane
Iech Cast Iron Cast Iron Swivel Cross Section

Mounting Bolt /2"

Optional Top Plates

Fork / Wheel Options

s
5 = ——Hand Activated Swivel Lock
f‘ ,E:\SBE‘}I |:||:1|ge 19]” o # 2 Top Plate
vailable on all swivel casters. i
[ b Specify MTG61 with standard s 5 (bpeally BIGE)
& top plate, MTG62 with #2 top 51/4—>
' plate or MTG63 with #3 415018
™ top plate. L
L T 2714 O ;[,rg
Nut Options Forged Steel Vi ol
NT1 Thick lock nut e 61—
Load Height Option # 3 Top Plate
Wheel Load  Swi. (Specify MTG3).
Dia. Ht Rad. Specify
6" 8" 47/3 LHB.0 < Bz >
8" 10-1/2" 65/g LH105 < 6 =
10" 12-1/2" 81/g LH125 —= 1%
12" 151/2" 10/ LH155 4z 4Vfg @ 6
Lo ol ¥
le—71/2—>
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Colson 8 Series Casters + Enforcer Kinpinless Top Plate Swivel & Rigid - Capacity to 6000 Ibs

Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings Weight Ibs
WI;::eI Twr&a“c: Each Wheel Descriptions Roller Bearing Roller Bearing (Order information HLe?;:t g:::r:; {Higlg Deduct
> (Pounds) Caster Models Caster Models below chart) 5 Ibs)
1600 |Phenolic 8.06689.369 8.06688.369 Delrin, Roller 72 | 438 131/2
212" 9500 Cast Iron 8.06689.169 8.06688.169 Delrin, Roller 72 | 438 20
,,,,,,, __|V-Groove 8.06689.769 18.06688.769 | Delrin, Roller | 72 | 438 | 20
6" 4000 |Forged Steel 8.06689.269 8.06688.269 Delrin, Roller 712 | 438 24
680 | Moldon Rubber (Cast iron Core) 8.06689.679.7 8.06688.679.7 Delrin, Roller 72 | 438 17
3" 2000 |Phenolic 8.06689.379 8.06688.379 Delrin, Roller 72 | 43/8 141/4
2040 |Moldon Polyurethane (Cast iron Core) 8.06689.979.7 8.06688.979.7 Delrin, Roller 712 | 43/s 191/4
6000 |V-Groove 8.06689.789 8.06688.789 Delrin, Roller 712 | 438 211/4
21/2" | 2500 |Phenolic 8.08689.369 8.08688.369 Delrin, Roller 101/ | 63/16 151/2
840 |Moldon Rubber (Cast Iron Core} 8.08689.679.7 8.08688.679.7 Delrin, Roller 101/8 | 63/16 243/4
Phenolic 8.08689.379 8.08688.379 Delrin, Roller 107/8 | 63/16 161/2
8" g 2500 |Moldon Polyurethane (castionCoe) | 8.08689.979.7 8.08688.979.7 Delrin, Roller 101/8 | 6316 273/4
Cast Iron 8.08689.179 8.08688.179 Delrin, Roller 101/8 | 6316 273/
4500 |Forged Steel 8.08689.279 8.08688.279 Delrin, Roller 101/8 | 63/16 31/a
2500 |V-Groove 8.08689.779 8.08688.779 Delrin, Roller 101/8 | 6316 311/4
21/" 1000 |Performa Rubber iFiat/Black) 8.10689.459.2 8.10688.459.2 Delrin, Roller 11/2 | 738 181/4
1200 |Polyurethane HI-TECH 8.10689.959 8.10688.959 Delrin, Roller 111/2 | 73/8 181/a
10" 2500 |Phenolic 8.10689.369 8.10688.369 Delrin, Roller 111/2 | 73/8 191/2
1000 |Moldon Rubber (Cast Iron Gore) 8.10689.679.7 8.10688.679.7 Delrin, Roller 111/2 | 738 251/a
2900 |Phenolic 8.10689.379 8.10688.379 Delrin, Roller 1/2 | 73/8 191/2
3" 3000 Moldon Polyurethane (Cast iron Core) 8.10689.979.7 8.10688.979.7 Delrin, Roller 111/2 | 73/8 3l
Cast Iron 8.10689.179 8.10688.179 Delrin, Roller 1M1/2 | 738 3112
4500 |Forged Steel 18.10689.279 8.10688.279 Delrin, Roller 11/2 | 73/8 371/2
3 1140  |Moldon Rubber (Cast iron Core) 8.12689.679.7 8.12688.679.7 Delrin, Roller 131/2 | 87/8 283/
1700 Performa Rubber (Flat/Black) 8.12689.459.2 8.12688.459.2 Delrin, Roller 131/2 | 87/8 221/a
12" Polyurethane HI-TECH 812689.989 8.12688.989 Delrin, Roller 131/2 | 87/ 221/a
3000 |Castlron 812689.179 8.12688.179 Delrin, Roller 131/2 | 87/8 353/4
3500 Phenolic 8.12689.379 8.12688.379 Delrin, Roller 131/2 | 87/8 243/4
Moldon Polyurethane (CastkonCore) | 8.12689.979.7 8.12688.979.7 Delrin, Roller 131/2 | 87/8 40
. . ¢
Bearing Options @
Wheels feature roller Roller Bearing Delrin Bearing
bearings in above Metal cage roller bearing (Specify WB29).  For standard two-piece
chart. To order optional Metal thrust & retainer washers bearing change 9th digit
bearings, see information (Specify WSR1). ?Ogségxggﬁle'

to the right.
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Casters for Special Applications

With more than 35,000 different casters, Colson probably has the caster you need as a standard. However, if you have a
unique problem that requires a special caster solution, Colson engineers will work with you to design a practical solution.
Whether you need to develop a new caster concept or modify an existing product to meet new standards, Colson has the
engineering experience and technology to bring your concept from a working design, to tested sample, to finished product.
So, contact us with your special requirements. Check out some of our most unique products below. Each was specially
designed by Colson's expert staff.

Special threaded stem
caster used on food
service equipment .

| Shock absorbing
- caster used on floor
cleaning machines.

Specialty Casters

Plain stem caster with 2"
diameter wheel for use on
mabile safety ladders.

Caster with conductive
rubber wheel used on
missile stands.
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Business Machine Casters

Top Plate Swivel
Capacity up to 1200 Ibs each

s

700 b model

500 Ib model |

Standard Features

- Corrosion resistant zinc finish + Ultra-tough, thermoplastic
+ Hardened double ball raceways ;Ur!]t?glﬁ 'Sﬁﬁfﬁﬁﬂd Impacts
- Operating temperature rating dynamic load

-45°F to 180°!

Typical Applications

* Vending machines, computer racks, server cabinets or
anywhere overall load height is restricted

Performance Options
- Consult factory for rigid, brake and additional finish options

Business Machine Casters « 500 Ib Top Plate

Capacity 26 to
Wheel Tread Each Wheel Wheel | Swivel Top Plate = Load @ Swivel 3V
Dia. |Width (Pounds)| Descriptions | Bearing = Caster Models | Height Radius | Weight Ibs
3" |19/t 500 |GlassFilledNylon| Roller | S$4.3305351 | 4lfs | 2% | 21ja ¥ 2%,
1
e 3 "he > Mounting
bolt %
Business Machine Casters « 700 Ib Top Plate
Capacity 3%
Wheel | Tread | Each Wheel Wheel | Swivel Top Plate | Load  Swivel
Dia. |Width (Pounds) Descriptions | Bearing | Caster Models | Height Radius | Weight Ibs T
3" [113/1"| 700 |GlassFilledNylon| Roller | S$43307351 | 331/;2| 2% | 21/ 2% 3%
2 v
le— 4" —>| Mounting
bolt %
Business Machine Casters + 1200 Ib Top Plate
Capacity ) . 3%
Wheel Tread  Each Wheel Wheel | Swivel Top Plate Load @ Swivel
Dia. |Width | (Pounds) | Descriptions | Bearing | Caster Models | Height | Radius | Weight Ibs T
3" [19%/16" 1200 |GlassFilled Nylon| Roller | $43312351 | 41/s 2122 | 3 2% 3%

2

l«— 4" —>| Mounting
bolt %

———+—-—. - Specialty Casters
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Convertible Hand Truck

Capacity up to 250 Ibs each
2 Series

Standard Dimensions

1

~ v

13@3:. 0
tol— |22
1136y

LqLd ! f
Height o Wheel
l Diameter

'

Standard Features
- Zinc plated finish is attractive and durable
- 3/5” Bolted Axle
- Features polyolefin thread guard
+ Available with side lock brake

+ Compatible with many different nationally
branded convertible hand trucks

Standing Mounting

* 1" %2 1/>" long stem with one mounting
hole, .40" diameter

Specialty Casters

Colson Convertible Hand Truck Casters + 2 Series « Capacity to 250 Ibs

| Capacity
Wheel | Tread Each Wheel Stem Caster | Load Weight
Dia. Width | (Pounds) | Description Wheel Bearing Model Height | Swivel Radius | (Pounds)
5" | 15/%' | 250 | TPR(Round) | Centered Precision Ball | 205551568 | 57/8 | 3%/ | 2

Caster Brake Wheel Option

Side Lock Thread Guards

Brake is not Standard polyolefin thread guard.
field installable

(Specify BRK1).
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Stainless Steel Precision

Top Plate Swivel & Rigid
Capacity up to 300 Ibs each
2 Series

Standard Features

- Ergonomically friendly and durable stainless
steel precision swivel raceway for maximum
roll and swivel ease

+ All companent parts stainless steel to handle
the most punishing, corrosive conditions

+ Maintenance free, permanently sealed,
precision bearing in metal housing

- Zero end play of swivel mechanism

- 515" steel top plate for maximum durability
- High Impact Strength

Typical Applications

- Typical applications include medical
applications, autoclave operations or where
wash down of equipment is required

Colson 2 Series Casters - Stainless Steel Precision « Capacity to 300 Ibs

Standard Dimensions

Height

i

Diameter

|

Fork Leg
Spacing 1%/8"

Mounting Bolt 5/16"

Swivel Cross Section

' Capacity
Wheel | Tread  Each Wheel Swivel Top Plate Rigid Top Plate Load | Swivel | Weight
Dia. | Width | (Pounds) Wheel Descriptions Bearing Caster Models Caster Models Height | Radius |(Pounds)
' o7 | Polyolefin Delrin 2 X5456,544 2.05448 544 636" | 313/16" | 2%
5 | 11 Polyurethane HI-TECH Delrin 2 X5456,944 2.05448,944 636" | 313/16" | 298
g0p  Performa Rubber (Flat Tread)  Delrin 2.X5456.444 2.05448.444 631" | 316" | 2%
| TPE Hi-Temp Precision Ball 2.X5456.414 H 205448.414H | 63/16" | 313/16" | 21/4
Wheel Selection
Performa Polyurethane
Flat Tread Polyolefin TPE HITEMP FTECH

.- Specialty Casters
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Kick Stop® Casters

Standard Dimensions

4"=63mm

5"=72mm
"—29mm n_
5'-39mm 2,=35mm

Tread
Width

=24

4
}5":28

90° Swept Radius

Diameter | ©n swivel models

About Kick Stop

Colson Kick Stop casters give you the benefits of twin-wheel design with the convenience of a foot brake to lock both wheel and swivel simultaneously. This modern
design features two wheels that spin independently of each other for easier turning in tight spots and for improved stability. Custom colors are available to match your
equipment (Consult factory).

Standard Features

* Foot brake easily engaged;
mechanically locks both swivel
and wheel rotation

- Strong pressure diecast metal
construction for lasting
performance and maximum
reliability

+ Precision axle built to exacting
tolerances for smooth operation
and extended service life

+ Aluminum die cast body and
wheel centers

+ Standard finish is white or ball
burnished and lacquered

Specialty Casters

Typical Applications

+ Medical and diagnostic equipment,
computer equipment, electronic equipment
and high-tech products

Colson Kick Stop® Casters « Capacity to 175 Ibs
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Wheel | Tread Capacity Model Nember Approx. Load  Swivel
Dia. | Width Each | Wheel Type Bearing Kick Stop Brake Free Swivel Fitting Type | Wt. Ea. | Height = Radius
oy Threaded '
reade
3 19/32" 132lbs Polyurethane | Roller | 02.3502.409.064.2001.0805 | 02.3504.409.064.0001.0805 Mot amm | 771 36" | 216"
(75mm) | (15mm)  (70kg) | Black x15mm long | (:35kg) | (91mm) | (65mm)
Polyurethane | Roller | 02.3502.409.064.3001.0702 | 02.3504.409.064.0001.0702
Black Rubber | poier | 02.4502.409.007.3001.0402 | 02.4504.400.007.0001.0402 | Total Lock
4" [19/32" 132Ibs | (Anti-static) Threaded 1781bs | 434" | 39
(100mm) (15mm) - (70kg) Roller | 02.4502.409.007.2001.0105 | 02.4504.409.007.0001.0105 T;02:1:11?Iinmm (81kg) |(120mm) (S0mm) Swive
Grey Rubber | peirin | 02.4502.401.007.2001.0105 | 02.4504.401.007.0001.0105 4 SRy
E&ii‘fngfr Roller | 02.5502.409.017.3001.0402 | 025504409.017.0001.0402 | Threaded Total Lock
(1231'1m} 156;#3" 1;'05|bs Miexomm | 3lbs | 5" aT:v\ﬂ'vel
| 16"
eiont) {o0ka) Grey Rubber | Roller | 025502409.017.2001.0105 | 02.5504409017.00010105 | X20mm long {1-36kg) (14Bmm N
Delrin | 02.5502.401.017.2001.0105 | 02.5504.401.017.0001.0105

Note: Kick Stop casters have improved load capacity with harder wheel types. Consult factory. Changes to above caster specifications can be considered to suit individual
requirements. Such modifications may depend on the size of order and are subject to special guotation and delivery. All specifications and dimensions are accurate for present
manufacturer but subject to change without notice. Kick Stop casters are covered by worldwide patents and designs.

Extended lead time, consult factory.



Standard Dimensions

gff_g&!n Caster
"_30mm ’
5'=41mm "WIdth
= 4"=58mm
4"=M10x15 5'—66mm
5°=M12x20 =
Load
Height L
L ° Swept ,| i} le
l— Wheel Radius  Tgag
Diameter on swivel \width
models

About Contour Solus

These Euro-Design casters combine a sleek, of the foot releases the caster for free swiveling
modern look with the functionality of the Total and rolling ease in any direction (Free swivel
Lock brake mechanism. With a simple press of models also are available which have no

the foot, you can lock both wheel and swivel braking action). The unique shell design of the
simultaneously in any position. Another press Contour Solus helps keep dirt out of the internal

mechanism of the caster for a long service life. For
routine maintenance, the outer shell can be removed
from the caster for access to the internal braking
mechanism.

Standard Features

Foot brake easily engaged;
mechanically locks both swivel
and wheel rotation

+ Aluminum shell hides nuts
and bolts

+ Quiet operation

+ Precision axle built to exacting
tolerance for smooth operation
and extended life

* Precision bearings reduce
maintenance and improve
maneuverability

- Choose from a wide variety
of colors

Typical Applications

+ Medical and diagnostic equipment,
computer equipment, electronic equipment
and high-tech products
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Colson Contour Solus Casters « Capacity to 242 |bs

Model Number
Wheel | Tread | capacity Approx. = Load | Swivel
Dia. | Width = Each = Wheel Type | Bearing Contour Solus Brake Free Swivel Fitting Type Wt.ea. | Height | Radius
v 115/32" | 220lbs | Grey Sealed M10 x 15 mm long| 15/8 Ibs | 519/32" | 3 13/16"
(100mm) (30mm)  (100kg) | Polyurethane| Precision °>402404064.2001.0805 32.4404.404.064.0001.0805 oo oy pin fixing| (.79kg) |(142mm) (100mm)
" |121/3"  242ibs | Grey Sealed M12 x 20 mm long| 2 5/8 Ibs | 6 13/16" | 4 15/16"
(125mm) (32mm) | (110kg) | Polyurethane| Precision > >*02-404007:2001.0805 32.5404.404.007.0001.0805 | o oy pin fixing| (1.30kg) | (173mm) (125mm)

Note: Extended lead time, consult factory.

77



Evolution® Casters

Top Plate Swivel & Rigid
Capacity up to 1400 Ibs each
7 Series

Evolution casters from Colson are the industry's
toughest maintenance free caster for harsh towing
applications. Automotive, tire manufacturers, and
anyone who needs a caster that can hold up in
dynamic towing applications will be especially

Specialty Casters

Standard Features

+ Zinc plated finish

- Designed for dynamic
towing applications

- Maintenance free, precision
swivel raceway

212" wide

Standard Dimensions

(%7 (<%
T —~ 7 T Y]
338 27| O A1) 33jg 27l O 41/
v Y ol { v Ay ol 4

e 5 14—
Wheel
Diameter C
¥
Fork Leg Spacing 21/2"
Mounting Bolt 1/2'
Swivel Cross Section

About Evolution

interested in this product. The notched yoke base
is made from 1045 hot drop forged steel, which
gives strength and dependability in this very robust
fork. The precision radial bearing is large at 31/2"
in diameter and is sealed on bath sides for an

« 5/+¢" steel top plate for
maximum durability

+ Fork legs 5/1g" thick

+ 1/2" hollow axle with grease

zerk and lock nut

Typical Applications

- Excellent for automotive, tire manufacturing
and aviation industries

Wheel Selection

Performa Performa Performa Performa Performa

Flat/Grey Flat/Black Round Conductive Flat Conductive Round
Polyurethane Forged Steel

uminum Phenolic or Cast Iron \-Groove

J_.
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exceptionally smooth swivel. This fork makes up part
of an ergonomically friendly caster that confidently
handles shock loads, easily starts and stops,
effortlessly moves over thresholds, and reliably
negotiates uneven surfaces.

Moldon
Rubber

Pol

rethane
TECH

Polyurethane
Iron

Triumph

Crown and Round




Capacity Swivel Top Plate | Rigid Top Plate | Optional Bearings
Wheel |Tread | Each Roller Bearing Roller Bearing (Order information Load @ Swivel Weight
Dia. |Width | (Pounds) Wheel Descriptions Caster Models Caster Models below chart) Height  Radius (Pounds)

Performa Rubber (Conductive/Flat) 7.08579.459 COND 7.08578.459 COND |PPBB 101/4 614 | 113/4
500 | Performa Rubber (conductive/Round) | 7.08579.559 COND | 7.08578.559 COND | PPBB 10'a | 614 | 113/4
Moldon Rubber (Cast iron core) 7.08579.649.7 7.08578.649.7 Delrin, PPBB 104 | 614 | 171/2
600 | Performa Rubber (Round/Grey) 7.08579.559 |7.08578.559 Delrin, Prec.Ball, PPBB | 10'/4 | 67/4 | 113/4
675 Performa Rubber (Fiat/Black} 7.08579.459.2 7.08578.459.2 Delrin, Prec.Ball, PPBB | 101/4 | 614 | 113/4
Performa Rubber (Fiat/Grey) 7.08579.459 7.08578.459 Delrin, Prec.Ball, PPBB | 101/4 | 614 | 113/4
900 | Polyolefin 7.08579.839 7.08578.839 Delrin, Plain, PPBB 1014 | 614 | 111/4
8" 2 1000 | Polyurethane HI-TECH 7.08579.929 7.08578.929 Delrin, PPBB 1014 | 6V/4 | 113/4
Endura Solid Elastomer 7.08579.839 EN 7.08578.839 EN | Delrin, Prec.Ball, PPBB | 101/4 614 | 123/4

| Triumph (crown/Brown)* 7.08579.93TF 7.08578.93TF Prec. Ball 101/s | 61a | 14

1200 | Triumph (Crown/Red)™ 7.08579.93TS 7.08578.93TS Prec.Ball 101/4 61/4 14

Triumph (Round/Biue) * 7.08579.96TF 7.08578.96TF Prec. Ball 10Y4 | 67/4 | 14

Triumph (RoundRed)* 7.08579.96TS 7.08578.96TS Prec.Ball 101;‘4—| 61/a 14
Maxim 7.08579.539 7.08578.539 Delrin, Bronze, PPBB | 10'/4 | 64 | 113/4

Moldon Polyurethane (auminum core) | 7.08579.939 7.08578.939 Delrin, PPBB 104 | 67/4 12
1400 Moldon Polyurethane (castiron core) | 7.08579.949.7 7.08578.949.7 Delrin, PPBB 1014 | 6Y4 | 171/2
Moldon Nylon 7.08579.939.3 7.08578.939.3 Delrin, PPBB 10/4 61/4 | 122/3

Phenolic 7.08579.339 7.08578.339 Delrin, PPBB 101/4 61/ 13

Cast Iron 7.08579139 7.08578139 Delrin, PPBB 101/4 | 67/4 17

*Triumph wheels available with Precision ball bearing only. Precision ball bearings recommended
for tow-line applications. Consult factory for special towing and brake requirements.

Bearing Options

Wheels feature roller bearings in above chart. To order
optional bearings, see information below.

®

Roller Bearing

Metal cage roller bearing (Specify WB29).
Metal thrust & retainer washers

(Specify WSR1).

Sintered iron step washers (Specify

WSR2).

%

X3
@ .
Torrington Roller  Delrin Bearing Precision Ball
Bearing For standard two-piece Bearing
Torrington style bearing change 9th To order change
roller bearing digit to “1” (Example: 8th and 9th digits
with retainer 7.08579.451.2). to “P5" (Example
(Specify WB19).  gne-piece with steel thrust ~ 7-08579.8P5 EN).

Sealed metal retainer washer

(Specify WSR3).

washers (Specify WB11).

Pedestal Precision
Ball Bearing (PPBB)
To order change 9th
digit to "5" (Example:
7.08579.555).

Bronze

To order, change
the 9th digit in
model number
to “4" (Example:
7.08579.534).
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Colson Evolution Casters « 7 Series = Capacity to 1400 Ibs
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Performa Rubber Wheels  yzri o Separates Colson

from the Competition?
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PROVING CASTERS AND WHEELS IS ALWAYS ON OUR MIND

Your reputation is riding on your casters. Think about it. What happens to your satisfied customers if the casters on your equipment fail?
Colson can help. We think about casters all of the time, and we lead our industry with remarkable innovations perfectly suited for a wide
range of applications.

Take Performa caster wheels for example. These much imitated but never duplicated wheels are the envy of the industry. Performa is
the ultimate in uncompromising wheel performance. They protect equipment and cargo with a silent, soft cushion ride similar to rubber
wheels. They handle heavy loads and glide effortlessly across the floor similar to hard tread wheels. Plus, these wheels deliver superior
non-marking floor protection.

During our 125-year legacy of leadership, Colson has reinvented the wheel time-after-time to give each customer the perfect caster for
their particular application. Your reputation is riding on our casters. Ours is to. Call or visit our website today.
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Use the Performa
Wheel In Many

Applications:

Factories - Anywhere

Hospitals equipment must
move easily

Schools and efficiently!

Restaurants

Warehouses

Maximum impact resistance and
shock absorption help protect

equipment, cargo and flog

Performa wheels handle tough
environments-inside or outside,
in hot or cold temperatures—

Absorbs shock to provide a cushion ride that
protects your equipment, cargo and floors

Superior impact resistance (better than cast iron
core moldon rubber wheels)

Resists “flat spotting” even when equipment
rests under a load over time

Silent operating to prevent distracting and
annoying wheel noise

Handles tough environments (inside or outside)
without corrosion

Performa conductive wheels available

Maximum low temperature flexibility for superior
performance even in freezing temperatures

Maximum resistance to chemicals, acids, bases,
alcohols, water and steam

Custom colors available, consult factory

Makes your equipment easier to handle and
more responsive

Lasting performance even in the most
punishing applications

without corrosion.

Performa wheels reject floor
debris including metal shavings,
chips, sand and gravel.

T .
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Performa Rubber Wheels

Flat Grey Tread Performa wheels offer the advantages of both hard and soft tread materials in a single
Capacity up to 325 Ibs each wheel. Like a hard tread wheel, Performa rolls easily and is very durable. Like a soft
1-2 Series tread wheel, it rolls quietly, protects floors and resists impacts with a cushion ride.

It also features maximum weatherability, low temperature flexibility, resistance to
chemicals, water and steam, and rejects floor debris such as metal shavings. Non-
marking thermoplastic elastomer tread is permanently bonded to durable polyolefin
wheel core.

Temperature range: -45°F to +180°F intermittent service (120°

continuous service).

Hardness: 65(+5) Durometer Shore A scale.

Colson Performa Rubber Wheels - Flat Grey Tread + 1-2 Series * Capacity up to 325 Ibs each

o —
(&b
— Wheel Spanner Bushing
m [ Capacity Bore Thread Guard ’
Wheel ' Tread Wheel Model | Bearin Hub . Weight
e Each | Bearing 9 Less Bore | Length | TG1: Metal
(I Dia. ' Width | (pounds) N Bore | gearing | Length TG2: Plastic | (PoUnds)
— 156" 76'[ 60 |elin 100001441 | S8 | V2 | 1@ | - | - - T
m 2 | g 75  |Delrin 1.00002.441 5/16" 12" 11/32" - - - 14
D ' Delrin 2.00002.441 2| 29sg | et | 3 | A - a
141 1441
= L L I 200002445 | % | - |1 | - = - Y
; 3" | 7" | 125 |Delrin 100003.441 6" | 3%ed" | 132 | S | 17e4" | T61:5785203 | Va
312 - el 250 Delrin 2.00003.441 1/2" 29/3" | 17/1g" 3fg" 112" | TG1:57854.01 38
_ /4 Ball 2.00003 445 38" — [ - — | 162:57852.39 | 2
" 135 |Delrin 1.00004.441 7/18" 3fpa" | 11/32" 516" 17/64" - 1/a
"1 Delrin 2.00004.441 V2 | D" | 16 | 38 | 172 : 58
/e300 gy 200004445 | Y& | - | 172 | - = | Te1:5785401
| 78" | 145 |Delrin 100005.441 The' | 39ed' | 13" | S | 174" | T62:5785242 | Y
B 1a| 325 Delrin 2.00005.441 1/2" 29/3" | 17/1g" 3fg" 11/2" | TG1: 57866.03 34
Ball 2.00005.445 38" - 172" = = TG2; 57852.43 fa

Wheel Options

+ Delrin Bearing Less Bushing:
Specify “WB01B”.

+ Thread Guards: Specify “TG1”
(metal), “TG2” (plastic).

+ Custom colors to match your
equipment (consult factory).

Round Grey Tread
Capacity up to 250 Ibs each
2 Series

Colson Performa Rubber Wheels - Round Grey Tread * 2 Series « Capacity up to 250 Ibs each

Wheel Spanner Bushing
Capacity Bore Thread Guard .
Wheel | Tread - Wheel Model | Bearing Hub ; Weight
: E Each | Bearing Less Bore | Length | TG1: Metal
Dia. | Width (Pounds) Number Bore Bearing Length TG2: Plastic (Pounds)
Delrin 2.00003.561 172" 239" | 171" 3g" 112" - 2
1 pan 5 pll
372 Vel 20 e 2,00008.565 Yo | - |1 | - - = 58
Delrin 2.00005.561 Uk 29/39" 17/16" 3g" 112" | TG1:57854.01 | 78

5" | 196" 250

Ball 2.00005.565 3/g" = 112" = - | TG2: 57852.39 1
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Performa Rubber Wheels

Flat Grey Tread

Capacity up to 675 Ibs each

3-5 Series

Performa wheels offer the advantages of both hard and soft tread materials in a
single wheel. Like a hard tread wheel, Performa rolls easily and is very durable.
Like a soft tread wheel, it rolls quietly, protects floors and resists impacts with a

cushion ride. It also features maximum weatherability, low temperature flexibility,

resistance to chemicals, water and steam, and rejects floor debris such as metal

/i shavings. Non-marking thermoplastic elastomer tread is permanently bonded to
. durable polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service (120° =
continuous service). c
Hardness: 65(+5) Durometer Shore A scale, o =
—
Colson Performa Rubber Wheels - Flat Grey Tread + 3-5 Series « Capacity up to 675 Ibs each U
Wheel Spanner Bushing QJ
Capacity Bore Thread Guard
Wheel| Tread | “Each | Bearing | " omber | Cond | Less | Hub | Bore | Length | 'ygy: peta oo D
. (Pounds) Of¢ | earing | Length TG2: Plastic w
Delrin 3.,00003.441 34" 13/16" | 158" g 17/g" - 3/a
Roller 3.00003.449 34" 13/15" | 15/8" 3/8" 17/g" = 1 —
" 14q0
R 400003441 | Y4 | By | 19 | Y2 | 271" = 3 (ab)
Roller 4.00003.449 3/q" 13/18" | 158" 12" 27/16" = 1 m
Delrin 3.00004.441 /4" | 13he" | 198" 38" 17/g" - 1 :
| s Roller 3.00004.449 34" | 13/8" | 158" 3fg" 17/¢" = 11/4
/2 Delrin 4.00004.441 3/q" 13/15" | 15/8" 1f2" 27/16" = 1 g
4" Roller 4.00004.449 34" 13/16" | 158" 12" 27/16" = 11/a
Delrin 5.00004.451 34 | 13ps' | 2316 | Y2 | 276" - 11/
oM 400 |Roller 5.00004.459 34" 130" | 231" | 1/ 27/16" = 11f2
PPBB 5.00004.455 15" 138" | 276" = = ~ 11/2
Delrin 3.00005.441 3/4" 13/16" | 158" g 17/g" = 11/4
| g |ROller 300005449 | 34" | 138" | 158 | e | 17" - 112
2 Delrin 4,00005.441 34" 13/16" | 158" 172" 27/18" = 11/a
5" Roller 4.00005.449 ya' | 13pe | 158 | ' | 27" - 112
PPBB 5.00005.455 if2" 13/16" | 276" = = 161 57852.35 112
2" | 500 |Delrin 5.00005.451 Sa Ve’ | 298 | Y2 | 216" | oo peeagg | 1U2
Roller 5.00005.459 34" 136" | 231" 12" 27/18" ' ' 112
Delrin 3.00006.441 34" [ 13/16" | 158" 38" 17/g" = 11f2
{1 375 Roller 3.00006.449 34" | 13/18" | 15/8" 3/g" 178" = 13/4
/2 Delrin 4.00006.441 34" 13/16" | 15/8" 172" 27/18" = 11/2
) Roller | 400006449 | 3/4" | 13" | 15/8" | /2" | 27" | = 134
15 3l 7 f1elt - - 3
500 PPB!B 5.00006.455 /2 136" | 2716 161 59042.07 13/4
Nt Delrin 5.00006.451 314" 136" | 29/16" 1f2" 27/16" T62: 57852.29 13/4
600 Roljer 500006459 | 3/4' | 136" | 2% | Y2 | 2pe | oo oo 13
1| 500 Delrin 4,00008.441 34" 13/16" | 15/8" 1/2" 27/16" = 21/a
2 Roller | 400008449 | 3/4" | 13" | 158" | 12" | 2)w" - { 2
g" 500 |PPBB 5.00008.455 12" 13" | 27/1" - = T61: 57852.04 21/2
2" Delrin 5.00008.451 34" 136" | 23/16" 172" 27/16" TGZ: 57852‘30 21f2
675 [Roller 5.00008.459 ya | 136" | Bpe | 12 | 27ee" ' ' 21/2
Wheel Options
« Delrin Bearing Less Bushing: + Precision Sealed Ball Bearing - Torrington style with Hytrel + Roller bearing sealed metal
Specify “WBO1B", (2" tread width): To order, retainer (2" tread width): retainer washer: Specify
- 1-Piece Delrin Bearing with change 8th and 9th digits in Specify “WB19". “WSR3".
Bushing (2" tread width): wheel model to "P5" (Example . gojier Bearing less Bushing: - Thread Guards: Specify “TG1”
Specify “WB11", 5.00006.4P5). Specify “WBO9B”. (metal), “T62” (plastic).
- 1-Piece Delrin Bearing less * Pedestal Precision Ball Bearing . pojier pearing metal thrust - Custom colors to match your
Bushing (2" tread width): (PPBB) also avallable in & retainer washers: equipment (consult factory).
Specify “WB11B". stainless steel (consult factory). Specify “WSR1”,

- Metal cage roller bearing:
Specify “WB29".

- Roller bearing sintered iron step

washers: Specify “WSR2".

83



Performa Rubber Wheels

Performa wheels offer the advantages of both hard and soft tread materials in a single
wheel. Like a hard tread wheel, Performa rolls easily and is very durable. Like a soft
tread wheel, it rolls quietly, protects floors and resists impacts with a cushion ride.

It also features maximum weatherability, low temperature flexibility, resistance to
chemicals, water and steam, and rejects floor debris such as metal shavings.
Thermoplastic elastomer tread is permanently bonded to ribbed polyolefin wheel core
and is non-marking.

Temperature range: -45°F to +180°F intermittent service (120° continuous service).
Hardness: 65(+5) Durometer Shore A scale.

Flat Black Tread
Capacity up to 1700 Ibs
each 5-7 Series

Colson Performa Rubber Wheels - Flat Black Tread - 5-7 Series  Capacity up to 1700 Ibs each

Wheel Selection

Wheel Spanner Bushing
Capacity Wheel Model Bore Thread Guard .
yieel | Meal| “Each | Bearing Number | BeAMNG | joos | HUD | pore | pengtn | TGI: Metal (mgg;}
. (Pounds) "® | Bearing LeNO! TG2: Plastic
PPBB 5.00004.455.2 172" 13/16" | 27/16" = = = 11/2
4" o 400 [)elrin 5.00004.{51.2 3/q" 13/16" | 23/16" 112" 27/18" = 11/4
Roller 5.00004.459.2 34" 113" | 238" 17" 218" = 112
PPBB 5.00005.455.2 172" 13/16" | 27/18" = = ; 112
5 | 2| 500 |Delin 5000054512 | Yo | 19 | 8w | Vo | T | o oo
Roller 5.00005.459.2 34" 1 1318" | 23/18" 172" 276" ’ ’ 11/2
500 |PPBB 5.00006.455.2 112" | 138" | 27/16" = - | 161: 59042.07 13/4
6" 2" Delrin 5.00006.451.2 3t 11306 | 238" 12" 27/16" TGQ: 5?852.29 13[4
600 Roffer 5000064502 | 34 | Ve | Bfe | | he | o 19a
500 |PPBB 5.00008.455.2 172" 13/18" | 27/18" = = : 212
8" 2" Delrin 5.00008.451.2 34" | 13/16" | 23/18" 172" 27/1g" 13; ggggggg 212
675 Roller 500008450.2 | 34 | Bhe | 2%y | 2 | 2pe | oo 212
10" falh Delrin 7.00010.451.2 1 115/46" | 31/4" 34" RIS = 6
2/Z| 1000 [Rojier 7000104592 | 1" | 1%/ | 31/a | 3 | 312 - 61/a
12" = Delrin 7.00012.451.2 1" 115/16" | 31/4" 3fq" 3" = 7
S A T 7000124592 | 1" | 1% |31/a | 3 | 32 - "2
Wheel Options
+ Delrin Bearing Less Bushing: Specify + Pedestal Precision Ball Bearing (PPBB) + Roller bearing sintered iron step wash-
“WBO01B", also available in stainless steel ers: Specify “WSR2".
- 1-Piece Delrin Bearing with Bushing (2" (consult factory). - Roller bearing sealed metal retainer
tread width): Specify “WB11", + Metal cage roller bearing: washer: Specify “WSR3",
+ 1-Piece Delrin Bearing less Bushing (2" Specify “WB29". + Thread Guards: Specify “TG1" (metal),
tread width): Specify “WB11B". + Torrington style with Hytrel retainer “TG2” (plastic).
+ Precision Sealed Ball Bearing (2" tread (2" tread width): Specify “WB19". - Custom colors to match your equipment
width): To order, change 8th and Sth + Roller Bearing less Bushing: (consult factory).
digits in wheel model to "P5" (Example Specify “WB09B".
5.00006.4P5.2).

+ Roller bearing metal thrust
& retainer washers: Specify “WSR1".
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Performa Rubber Wheels

Round Grey Tread

Capacity up to 600 Ibs each

5 Series

Performa wheels offer the advantages of both hard and soft tread materials in a
single wheel. Like a hard tread wheel, Performa rolls easily and is very durable.
Like a soft tread wheel, it rolls quietly, protects floors and resists impacts

with a cushion ride. It also features maximum weatherability, low temperature

flexibility, resistance to chemicals, water and steam, and rejects floor debris such
as metal shavings. Thermoplastic elastomer tread is permanently bonded to ribbed

polyolefin wheel core and is non-marking.

Temperature range: -45°F to +180°F intermittent service
(120° continuous service).

Hardness: 65(=5) Durometer Shore A scale.

Colson Performa Rubber Wheels « Round Grey Tread 5 Series « Capacity up to 600 Ibs each

Wheel Spanner Bushing
Wheel Tread |Copacly | = WheoModel | Bearing | [orc | Hub | Bore | Length | 'mormer | Weight
Dia. | Width Bore | : Length P : (Pounds)
(Pounds) | Bearing TG2: Plastic
PPEB 5.00006.555 172" [ 136" | 27/18" = = . 158
6" | 2| 450 |Delrin 5.00006.551 a4 | 136" | 286" | /2" | 27" IE; 2?2‘5'33; 198
Roller 5.00006.559 3q" 13/16" | 23/16" 1f2" 276" : : 158
500 |PPBB 5.00008.555 172" ‘ 13/16" | 27/18" = = : 21/4
8" " Delrin 5.00008.551 340 138" | 231" 12" 276" Ig; :;:ggg 21/4
600 Roller 500008559 | & | U | D6 | 2 | 2pe | oo 214
Wheel Options
- Delrin Bearing Less Bushing: - Precision Sealed Ball « Torrington style with Hytrel - Roller bearing sealed metal
Specify “WBO1B", Bearing: To order, change retainer (2" tread width): retainer washer: Specify
- 1-Piece Delrin Bearing with 8th and 9th digits in wheel Specify “WB19". “WSR3".
Bushing (2" tread width): model to "PS" (Example - Roller Bearing less Bushing:  + Thread Guards: Specify
Specify “WB11". 5.00006.4P5). Specify “WBO9B”. “TG1” (metal), “TG2”
+ 1-Piece Delrin Bearing less ~ * Pedestal Precision Ball - Roller bearing metal thrust & (plastic).
Bushing (2" tread width): Bearing (PPBB) also retainer washers: Specify - Custom colors to match your
Specify “WB11B". available in stainless “WSR1", equipment (consult
steel (consult factory). factory).

Specify “WB29".

+ Metal cage roller bearing:

Roller bearing sintered

iron step washers: Specify
“WSR2".

—
=

I;
©

=
@

(7p

[
®

=
I

85



Performa Conductive Rubber Wheels

Flat Grey Tread
Capacity up to 200 Ibs each

2 Series

Many computer manufacturers and electronics companies require conductive wheels
on assembly carts to eliminate static build-up and discharge. Although conductive
caster wheels have existed for years, almost all of them mark floors. Colson has
solved this problem with our selection of Performa Conductive Wheels. These models
combine a soft cushion ride with a non-marking tread design. All wheels feature

a cushion grey Performa tread bonded to a black Polyolefin wheel core. Performa
Conductive wheels have been rigorously tested and approved by an independent

lab and meet the requirements of federal specification FF-C-88C. This specification
requires an average electrical resistance of less than 250,000 ohms. For other wheel
sizes, please consult factory for availability.

Hardness: 75(+5) Durometer Shore A scale.

Colson Performa Conductive Rubber Wheels - Flat Grey Tread - 2 Series « Capacity up to 200 Ibs each

Wheel Selection

Round Grey Tread o
Capacity up to 250 Ibs each .
2 Series

/A

Note: Extended delivery item. Consult Factory.

Wheel Spanner Bushing
i (1m0 OB | | [ B [y | T T |
a. | Width | (pynds) Bore | pgaring | Length TG2: Plastic | (Pounds)
22" [ 1" 125 |Bal  |200002445COND | &' | - | 1 | - = I = s
372 |1 225 |Bal  |200003a4sC0ND | Y | - |t | - " - 112
a [1y] 20 [Bal  [200004445c0N0 | e | - [ [ - = = 34
5° 1" 250 |Bal |20000s.445C0ND | Yz | - | 1 | - - - Is

Colson Performa Conductive Rubber Wheels + Round Grey Tread - 2 Series « Capacity up to 250 Ibs each

Wheel Spanner Bushing .
Capacity Bore Thread Guard
Wheel | Tread - Wheel Model | Bearing Hub s Weight
Each Beari Less Bore | Length | TG1: Metal

Dia. | Width | poungsy | 0 | Number Bore | pearing | Lenoth | T62: Plastic | (Pounds)
32" |15me" | 210 Ball 2.00003.565 COND | 3/g" - 112" - - - 5/8

B 146" | 250 Ball 2.00005.565 COND | 3/s" = 112" - = = 1

Note: Extended delivery item. Consult Factory.
IMPORTANT NOTICE
A5 all |s Infurlous to compounds and Impairs the electrical conductivity of these products, contact with oll showld be avolded, of the tread ¢ may decreasa with, among other things, service and contact with lubricants, waxes, polishes
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Performa Conductive Rubber Wheels

Flat Grey Tread ; Many computer manufacturers and electronics companies require conductive
Capacity up to 500 Ibs each wheels on assembly carts to eliminate static build-up and discharge. Although
3-5paSertiy(;s p 4 conductive caster wheels have existed for years, almost all of them mark floors.

Colson has solved this problem with our selection of Performa Conductive Wheels.
These models combine a soft cushion ride with a non-marking tread design. All
wheels feature a cushion grey Performa tread bonded to a black Polyolefin wheel
core. Performa Conductive wheels have been rigorously tested and approved

by an independent lab and meet the requirements of federal specification FF-C- :
88C. This specification requires ap average electrical resistance of k_ass }I_mn °
250,000 ohms. For other wheel sizes, please consult factory for availability. B —
Hardness: 75(x5) Durometer Shore A scale. ot
Colson Performa Conductive Rubber Wheels * Flat Grey Tread * 3-5 Series + Capacity up to 500 Ibs each o
Wheel _ Spanner‘Bushing 2
Wheel | Tread caEI:::lw Bearing wh;:lm'::rd & Bearing E:;: Hub | pore | Length “;rﬁﬂaidﬂﬁ:l::d ok QJ
Dia. | Width | o0unds) Bore | Boaring | Length T62: Plastic | (POUNds) N
3" [ 172" 225 |Roller 4,00003.449 COND | 3/4" | 13/16" [ 1 5/g" 12" ' 276" = 1
1 255 Roller 3.00004.449 COND | 3/4" | 13/16" 158" g 17f" = 11/a E
. Roller 4.00004.449 COND 3/4" 13/16" | 15/8" 12" 27/18" = 11/
4 i PPBB 5.00004.455 COND | /2" | 13/16" | 27/16" - - - 1% QJ
2 300 Roller 5.00004.459 COND 34" 13/16" | 23/16" 2" | 27" - 11 :
11" 280 Roller 3.00005.449 COND 34" 13/16" | 158" 35" _. 17/g" - 114 ;
| Roller 4,00005.449 COND | 3/4" | 13/16" | 15/8" 2" | 276" = 11/a
g o 425 PPBB 5,00005.455 COND | /2" | 13/1" : 27/16" =} = = 1'%
Roller  [5.00005.459 COND | 3/4" | 13/16" | 23/16" | 12 | 27/1" - 1712
- ;’2"[ q0o |Roller |3.00006.449 COND 34" | 136" 15/8" 3fg" 17/8" - 134 '
. Roller 4.00006.449 COND 3" 1316" | 15/8" 12" 27)1" = 13/
? " PPBB 5.00006.455 COND | /2 | 13/18" | 27/16" - - - 134
2 A0 Roller 5,00006.459 COND | 3/4" | 13/1" 23/16" 12" 27/16" = 13/
172" 350 |Roller 4.00008.449 COND | 3/4" | 13/1" | 15/&" 2| 27" = 21/a
8" . PPBB  [5.00008455COND | 1/ | 131" | 27p6" | - | - - 21/
2 800 |noler  |5.00008.459 COND 34" | 13/18" | 28/18" | 2" | 276" - 212

Note: Extended delivery item. Consult Factory. @//[i:I:1R0[s}{(i];&}) - Pedestal Precision Ball Bearing (PPBB) also available in
stainless steel (consult factory).

Round Grey Tread
Capacity up to 500 Ibs each
5 Series

Wheel Options

- Pedestal Precision Ball Bearing (PPBB) also available in
stainless steel (consult factory).

Note: Extended delivery item. Consult Factory.

Colson Performa Conductive Rubber Wheels + Round Grey Tread « 5 Series + Capacity up to 500 Ibs each

Wheel Spanner Bushing
Capacity Wheel Model Bore Thread Guard .
yiheel | Meal| “Each | Bearing Number | BEANNG | egs | HUb | gore | Lengtn | TGI:Metal | eldfl
: (Pounds) '€ | Bearing  Lenot TG2: Plastic
wi | g | g PPBB |5.00006.555COND | /2" | 134" | 278" | - - - 15/8
Roller | 5.00006.559 COND | 3/4" | 131" | 23/1" 172" 27/16" - 15/8
g | o 500 PPBB | 5.00008.555COND | 172" | 13f1" | 27/18" = = - 21/4
Roller | 5.00008.559 COND | 3/4" | 13f16" | 23/16" 1/ 270" = 212
IMPORTANT NOTICE
A5 o is injurious to compounds and impairs the electrical conductivity of these products, contact with oif should be avoided, G i istics of the tread may decrease with, among other things, service and contact with lubricants, waxes, polishes B?
and cleanknyg materals used for floor maintenance, Since Colsen fas tral thes: dl ™ express or implied, of elther I lity, fitness or otk raspact o the laval of conductivity of the product, are made.



Performa Hand Truck Wheels

Center Hub Design. This black tread wheel is a light weight, high performance hand truck
wheel that rolls longer, quieter and smoother without marking floors. The exclusive wheel
design features a zerk fitting for the wheel bearing and provides maximum rolling ease

for greater maneuverability on the job. The exclusive wheel tread material won't pick up
gravel or floor debris, and this wheel performs better than a pneumatic tire...yet never goes
flat! Like all of our Performa models, the wheel provides maximum shock absorption for a
cushion ride and will not flatspot... even under load. The materials give superior weather
resistance and lower temperature flexibility, as well as a high resistance to chemicals,
acids, water and steam.

Flat Tread
Capacity up to 350 Ibs each
4 Series

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 55(x5) Durometer Shore A Scale.

Colson Performa Hand Truck Wheels - Flat Tread - 4 Series + Capacity up to 350 Ibs each

Wheel Selection

Black T_read Models Wheel Hub
Capacity Wheel Model | Specify . Bore | Length | Length | Thread Guard .
Vgl::el Ei?ﬁ': Each | Bearing Number Bore |Bearing| oo Lesg: wrﬂ: TG1: Metal (m'ﬂﬂi)
) (Pounds) Code | Bore | pearing | Bearing | Bearing| TG2: Plastic
' None | 4.00008.486.2 | None N/A | 13/8" 15/8" | 17fg" - 21/
8" 172" 350 |PPBB | 4.00008.485.2 WB625 5/g" 13/8" 15/8" | 17/8" = 21/a
PPBB ' 4.00008.485.2 WB750 3/ 13/8" 15/8" | 17/g" = 214
Round Tread Offset hub design. This black or grey tread wheel is a light weight, high performance
Capacity up to 500 Ibs each 4 hand truck wheel that rolls longer, quieter and smoother without marking floors.
5 Series The exclusive wheel design features a zerk fitting for the wheel bearing and provides

maximum rolling ease for greater maneuverability on the job. The exclusive wheel tread
material won't pick up gravel or floor debris, and this wheel performs better than a
pneumatic tire...yet never goes flat! Like all of our Performa models, the wheel provides
maximum shock absorption for a cushion ride and will not flatspot... even under load.
The materials give superior weather resistance and lower temperature flexibility, as well
as a high resistance to chemicals, acids, water and steam.

Temperature range: -45°F to +180°F intermittent service (120°
continuous service).

Hardness: 55(x5) Durometer Shore A Scale.

Colson Performa Hand Truck Wheels + Round Tread + 5 Series + Capacity up to 500 Ibs each

Black Tread Models Wheel Hub
Capacity Wheel Model | Specify Bore | Length | Length | Thread Guard
“;]hi:e' Twrf;g Each | Bearing Number Bore B‘;?:::g Less | Less | With | TG1: Metal (migg;}
| (Pounds) Code Bearing | Bearing | Bearing| TG2: Plastic
PPBB 5.00008.585.2 WB625 5/g" 13/g" 13f4" | 2" - = 21/4
., . PPBB 5.00008.585.2 WB750 34 13/g" 134" | 2" = 21/4
8 2" | 500 none 50000859.2 | None | N/A | 13/s" | 2y = 21/4
PPBB | 5.00008595.2 | WB625 | S/8" | 138" 2 21/ - 21/a
PPBB 5.00008.595.2 WB750 g 13/g" 2 21" | = 21/4
Grey Tread Models
|None 5.00008.586 None N/A 13/g" 13/4" | N/A == 21/4
PPBB 5.00008.585 WB625 5/g" 13/g" 134" | 2" = 21/4
8 PPBB 5.00008.585 WB750 34" 13/g" 134" | 2" = 21/4
4 2" 500
None 5.00008.596 None N/A | 138" " 21/ - 21/a
PPBB 5.00008.595 WB625 | 5/g" 138" 2 21/4" - 21/4
PPBB 5.00008.595 WB750 3/4" 13/8" 2" 21" = 21/
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Made with Grade 5 recyclable material to help protect our environment,
this is the perfect lower cost replacement for moldon rubber or TPR
wheels. The LT wheel is manufactured using co-injection molding on

our state of the art equipment that chemically bonds the TPE material

1o a sturdy polyolefin core. The multi-purpose design is well suited for a
variety of applications including (but not limited to): dumpster/trash bins,
lumber carts and flower carts.

Trans-forma® LT Wheels

Flat or Round Black Tread
Capacity up to 500 Ibs
5 Series

Wheel Options

- Pedestal Precision Ball Bearing (PPBB) Temperature range: 45" F to +180"F

also available in stainless steel
Hardness: 80(=5) Durometer Shore A scale. =
(consult factory). c
Colson Trans-forma” LT Wheels * 5 Series + Capacity up to 500 Ibs each o emmm
Flat Tread Models | Wheel Spanner Bushing o
Capacity ' Bore '
Wheel | Tread | Each Wheel Model | Bearing | Less | Hub Thread Guard | Weight (ab)
Dia. | Width | (Pounds) | Bearing Number Bore | Bearing | Length | Bore | Length = TG1: Metal (Pounds) Er—
Delin | 5.00004.4B1 | 34" 13" | 236" Tyt 27/16" | TG1:57852.12 1 m
. PPBB | 500004485 | /' | 13w [ 27/ - — | TG1:5785212 1
oL F | %0 T Roler | 500004480 | e | 1% | 2% | 2 | 27w | Tat57212 | (Jp)
Less Bearing | 500004.4B6 | — 196" | 296" = — TG1: 5785212 1
Delin | 5.00005.481 | 34" | 13%" | 2% Ty 27/1" | TG1:52007.94 11 r—
g - . PPBB | 500005485 | /2" | 1% | 27p — = TG1: 52007.94 14 m
Roller | 5000054B9 | 34" | 1% | 2% 2 27" | TG1:52007.94 1l
Less Bearing | 5.00005.4B6 | — 136" | 231" = — TG1: 52007.94 174 m
Delrin 5.00006.4B1 Yo' | 134" | 238" 12" 27/16" | TG1:57852.45 13/g"
- 5 it PPBB 5.00006.4B5 | 1% | 2V 5 — | TG1:57852.45 138" :
____Roller | 5.00006.4B9 | 3a' 136" | 231" 2" | 27/w" | T61:57852.45 138"
. Less Bearing | 5.00006.4B6 | — 130" | 236" - — TG1: 57852.45 139"
Round Tread Models
Delrin 5.00006.5B1 34 138" | 238" V2L 27/16" | TG1:57852.45 139"
i - PPBB 5.00006.5B5 175" 136" | 2172 - - TG1: 57852.45 13/g"
6 2 400 Roller 5.00006.589 3¢ [ 138 | 2% | 2 | 27w | TG1:57852.45 13/8"
Less Bearing | 5.00006.5B6 — 138" | 231" - — TG1: 57852.45 138"

Trans-forma® Wheels This quiet rolling, non-marking marvel rejects floor debris while providing
a shock absorbing, cushion ride that helps protect your valuable cargo.
It's the perfect lower cost replacement for more expensive TPE and

TPR wheels. The Trans-forma wheel is manufactured using co-injection
molding on our state of the art equipment that chemically bonds the TPE
material to a sturdy polyolefin core. The multi-purpose design is well
suited for a variety of applications including (but not limited to): laundry
carts, medical equipment, electronic equipment, material handling carts
and nursery carts.

Temperature range:-45°F to +180°F

Flat or Round Grey Tread
Capacity up to 600 Ibs
5 Series

Wheel Options

- Pedestal Precision Ball Bearing (PPBB)
also available in stainless steel

(consult factory). Hardness: 65(5) Durometer Shore A scale.
Colson Trans-forma” - 5 Series « Capacity up to 600 Ibs each
Flat Tread Models | Wheel Spanner Bushing
| Capacity ] Bore
Wheel | Tread | Each Wheel Model | Bearing | Less Hub Thread Guard | Weight
Dia. | Width |(Pounds) | Bearing Number | Bore |Bearing| Length | Bore | Length ~ TG1: Metal (Pounds)
' Delrin 500004461 | 3/a" [ 187" | 236" | /2" | 27/w" | TG1:57852.2 1
o o 400 PPBB_ 500004485 | Y2 | 19w’ | 22 = — | Te1:57852.12 1
Roller 500004.4E9 | %4 [ 1% [ 2% | T2 | 27/w%" | TGi:5785212 1
| Less Bearing | 5.00004.4E6 — 138" | 2% - - TG1: 57852.12 1
| Delrin | 5.00005.4E1 Sg' | 188" | 23" | /2" | 27/16" | TG1:52007.94 1174
. ., PPBB | 5.00005.4E5 | Tp' | 13 | 27 - — | T61:52007.94 1174
3 2 500 Roller | 500005469 | 3/4' | 13/18' | 23/ | 1/2' | 27/1' | TG1:52007.94 174
Less Bearing | 5.00005.4E6 | — 13/6" | 231" - — | T61:52007.94 1174
Delrin | 500006461 | 34" | 13 [ 23" | /2" | 27/1" | TG1:57852.45 138"
- s il PPBB | 5.00006.4E5 g | 1% | 27> — — | TG1:57852.45 138"
Roller | 5.00006.4E9 S | 13 | 236" | Tj2' | 27/1" | TG1:57852.45 13"
: Less Bearing | 5.00006.4E6 = 1356 | 2% = — | TG1:57852.45 198"
Round Tread Models
| Delin | 5.00006.5E1 Yt | 138 | 286" | M2t | 278" | TG1:57852.45 158"
i 5 i PPBB | 5.00006.5E5 2t [ 1% | 2V — — | TG1:57852.45 1%/8"
Roller |  5.00006.5E9 S0 [ 138" | 2% | 172" | 27/16" | TG1:57852.45 198" 89
Less Bearing |  5.00006.5E6 — 139" | 231" — — | TG1:57852.45 138"




Wheel Selection

90

Trans-forma® HD Wheels

Flat or Round Grey Tread
Capacity up to 900 Ibs
5 Series

Wheel Options

+ Pedestal Precision Ball Bearing (PPBB) also
available in stainless steel (consult factory).

If you are looking for a lower-cost replacement for polyurethane...
look no further, This engineering miracle is non-marking and
offers good ergonomic performance. Plus, it does not break down
in water/steam, and it does not squeak like polyurethane wheels.
Since it is made in the USA, like our other Trans-forma wheels,
the lead times are much better than competitive wheels. The
multi-purpose design is well suited for a variety of applications
including (but not limited to): food processing, poultry process-
ing, dairy carts, laundry carts, and in plant mobility equipment.
Temperature range: -45°F to +180°F

Hardness: 40(£5) Durometer Shore D scale.

Colson Trans-forma” HD Wheels + 5 Series * Capacity up to 900 Ibs each

Flat Tread Models Wheel Spanner Bushing
Caéactty : Bore
Wheel | Tread ch Wheel Model |Bearing | Less Hub Thread Guard | Weight
Dia. | Width | (Pounds) | Bearing Number Bore |Bearing | Length Bore | Length | TG1: Metal (Pounds)
Delrin 5.00004.4F1 3/a" | 13/1" | 23/16" | /2" 27/16" | TG1:57852.12 1
2 o g0 | PPBB | 5.00004.4 F5 | 15" [ 13pe [ 27" | — | — [T61:5785202 | 1
__Roller | 5.00004.4F9 4™ 136" [2%" | TP | 27/16" [ 16G1:57852.12 1
Less Bearing | 5.00004.4F6 — 19" [ 23" | — | — [G1: 5785212 1
Delrin 5.00005.4F1 34" 3f16" | 23/16" | 172" 27/16" | TG1: 52007.94 /4"
5 o 750 FPBB 5.00005.4F5 ES 3" | 217" — | — | TG1:52007.94 1fq"
Roller | 5.00005.4F9 34" et | 230" | 1" | 27/ | TG1:5200794 | 11/4"
Less Bearing | 5.00005.4F6 — 19" [ 23" | — | — G1:5200794 174
Delrin 5.00006.4F1 34" 3f16" | 23/46" | 172" 27/16" | TG1:57852.45 13/g"
6 o 900 _PPBB 5.00006.4F5 2 e [l [T o [ —— U TEI6/85245 ] 13/
Roller | 5.00006.4F9 fa 1138 | 236" | 12" | 27/16" | TG1:57852.45 | 138"
Less Bearing | 5.00006.4F6 e 13/16" | 23/16" e G1:5785245 |  13/¢"
Round Tread Models i
Delrin 5.00006.5F1 34" T 1376" [23/6" | /2" [ 27/16" [TG1:57852.45 | 13/g"
& o 650 PPBB 5.00006.5F5 /2" [ 137" [ 271/" — | _— |TGI*57852.45 13/8"
Roller 5.00006.5F9 34" 3" | 23/16" | T/2" [ 27/16" | TG1:57852.45 13/8"
Less Bearing | 5.00006.5F6 == 13/16" | 23/16" = = G1:57852.45 13/¢"

Cushion & Hard Rubber Wheels

Capacity up to 100 Ibs each
1 Series

Colson Cushion & Hard Rubber Wheels * 1 Series *

Conventional-style rubber wheels. Provides good floor
protection and quiet operation.

Temperature range: -20°F to +160°F.

Hardness: Soft Tread 70 (+5) Durometer Shore A Scale,
Hard Tread 75 (£5) Durometer Shore D Scale

Capacity up to 100 Ibs each

Wheel | Spanner Bushing
Capacity Bore ' Thread Guard
Wheel | Tread | Each Wheel Model | Bearing | Less Hub TG1: Metal Weight
Dia. Width | (Pounds) | Bearing Number Bore |Bearing| Length | Bore | Length | TG2: Plastic (Pounds)
Soft Tread | |
) 75 Ball Joonads | s | - |wme | - - - | n
1l ?flrsll H rdT ad T T
100 Ball looo0oee | et | - |[wpEe | - = - | ¥

Rubber HI-TECH Wheels

Capacity up to 150 Ibs each
2 Series

Colson Rubber HI-TECH Wheels - 2 Series « Capacity up to 150 Ibs each

Thermoplastic cushion rubber tread bonded
to rugged polyolefin core.

Temperature range: -45°F to +120°F.
Hardness: 65(+5) Durometer Shore A scale.

Spanner Bushing
Bore Thread Guard
Wheel | Tread Wheel Model | Bearing | Less Hub TG1: Metal Weight
Dia. | Width | (Pounds) | Bearing Number Bore |Bearing | Length | Bore | Length | TG2: Plastic | (Pounds)
3" |14 | 150 | Plain 2.00003.42 - 2 [ re | oye | aip - | 3



Moldon Rubber Cast Iron Wheels

Capacity up to 1140 Ibs each

5-7 Series

Colson Moldon Rubber Cast Iron Wheels  5-7 Series * Capacity up to 1140 Ibs each

Moldon rubber is bonded to a cast iron core. These wheels are
quiet in operation and absorb shock and vibration. They help
prolang equipment life and protect cargo.

Temperature Range: -45°F to +160°F.

Hardness: 70(=5) Durometer Shore A scale.
Zerk Fitting: Zerk grease fitting in hub is standard on 7 Series.
Finish: Black painted cast iron wheel core.

 —
&
Wheel Spanner Bushing | Weight m
(Pounds) o
Wheel | Tread | Capacity | Bearing Wheel Model | Bearing | Bore Hub Bore | Length | Thread Guard
Dia. |Width | Each Number Bore Less | Length TG1: Metal m
(Pounds) Bearing TG2: Plastic w
. . | Delrin | 5.00004.6417 | 3/a" [ 138" | 236" | 12" | 27/16" | - 43/s
4 2" | 400 [TRoller | 5.00004.649.7 | 3/&" | 136" | 23h6" | V2 | 278" | B 43 —
" . Delrin | 5.00005.6417 | 3/4' | 136" | 236" | Vo' | 271" - 5
5 2" | 400 Roller | 5000056497 | 34" | 1% | 246" | 2" | 276" | = 5 8
" | Delrin | 5.00006.6417 | 3/a" | 13ne" | 238" | 12" | 27jse" | B 558
2' | 0 poler | 5000066497 | 3a | 13w | 26 | Vr | 27/ - 558 L=
6' [ 272" 540 | Roller | 6.00006.669.7 | 3/4" | 13/16" | 23/a" | 12" 3" = 10
| ggp |_Delrin 7.00006.671.7 ™ [ 1Ppe’ | 3y | S | 359 | - 107
| Roller | 7.00006.679.7 1" [ABpe" | 34T | 34" | 32 - 101/2
; Delrin 5,00008.641.7 34" | 13/18" | 23/16" 12 | 27/ | = 91/
2 | 500  [TRoller | 5000086497 | 3/4" | 131 | 28f8" | 2 | 27f16" - 97/
8 [ 272" 670 | Roller | 6.00008.669.7 | 3/4" | 131" | 234" | 1" | = 11
5 | Delrin 7.00008.671.7 " [1®pe’ | 3/ | 34 | 372 | B 1112
3| 840 Roller | 7.00008.679.7 " [1Bpe" | 34" | 34 | 312 | - 1112
21/2" 790 | Roller | 6.00010.669.7 | 3/&" | 131" | 23" | 2 g | - 123/4
10 ., | Delrin 7.00010.671.7 1" [Bpe" | 34" | 34" | 312" | - 13
3" | 1000 “Roller | 700010.679.7 T [1B/6" | 3Ya" | 34" | 32" | = 13
. . Delrin 7.00012.671.7 1" [15pe" | 3y | 34 | 31 | - 16
12' | 3" | 1140 TRojler | 7.00012.679.7 " [1%B/1" | 38" | 34" | 312" | - 16

Wheel Options

+ Delrin Bearing Less Bushing:
Specify “WB01B”.

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):

Specify “WB11”.

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):

Specify “WB11B”.

Specify “WB29".

+ Metal cage roller bearing:

+ Torrington style with Hytrel

retainer (2" tread width):

Specify “WB19”.

Specify “WB09B”.

+ Roller Bearing less Bushing:

“WSR1”.

+ Roller bearing metal thrust
& retainer washers: Specify

« Roller bearing sintered iron step
washers: Specify “WSR2”.

+ Roller bearing sealed metal retain-
er washer: Specify “WSR3”.

« Pedestal Precision Ball Bearing

(PPBB): Available on 2"

tread width wheels. To order
change ninth digit in model
number to “5" (Example:
5.00006.645.7). Also available
in stainless steel, consult
factory.
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Moldon Nylon Aluminum Core Wheels

Brown nylon tread is molded in, around and through slots
in an aluminum wheel core. This mechanical tread lock
system helps prevent tread bond failures under harsh
operating conditions found in meat packing and food
processing industries. A nylon wheel is recommended

for applications requiring a high resistance to water, oils,
gasoline, grease and certain salt solutions. Nylon is also - -
resistant to paints and lacquers, cosmetic preparations, Wheel Core Cut-a-Way
detergents, aerosol preparations and animal and vegetable

fats. Note: Nylon tread wheels bonded to a thermoplastic

wheel core are available, consult factory

Temperature range: -45°F to +180°F (If metal retainer washer used,
temperature range is -45° to +250° F).

Hardness: 70(+5) Durometer Shore D scale.

Capacity up to 1500 Ibs each
5 Series

Colson Moldon Nylon Aluminum Core Wheels « 5 Series + Capacity up to 1500 Ibs each

Wheel Spanner Bushing
Capacity Wheel Model : Bore Thread Guard
Wheel | Tread Bearing Hub . Weight
Each | Bearing Number Less Bore | Length | TG1: Metal
Dia. | Width (Pounds) Bore | gearing | Lenoth (Pounds)

Delrin 5.00005.931.3 34| 13/16" | 23/18" 2" | 27/18" | TG1:57852.11 2
Roller 5.00005.939.3 34" | 13/16" | 23/18" 2" | 27/16" | TG1:57852.11 2

Delrin 5.00006.931.3 34" | 1318" | 23/16" 12" | 271" | TG1:52001.86 22/3
Roller 5.00006.939.3 g | 13f16" | 23/1" W' | 276" | TG1:52001.86 22/3

Delrin 5.00008.931.3 34" 13/18" | 23/1" VES 27/16" | TG1: 57852.04 32/3
Roller 5.00008.939.3 34" 13/16" | 23/16" 2" 27/16" | TG1: 57852.04 32/3

Wheel Options

ol 2! 1000

Wheel Selection

6" 2 1200

8" 2" | 1500

+ Delrin Bearing Less Bushing: - Metal cage roller bearing: + Roller bearing metal thrust + Pedestal Precision Ball Bearing
Specify “WBO01B”. Specify “WB29”. & retainer washers: Specify (PPBB): To order change ninth
- 1-Piece Delrin Bearing with ~ + Torrington style with Hytrel “WSR1”. digit in mode! number to “5
Bushing (2" tread width): retainer (2" tread width): - Roller bearing sintered iron step (Example: 5.00006.935.3).
Specify “WB11”. Specify “WB19”. washers: Specify “WSR2”. Also available in stainless
steel, consult factory.
+ 1-Piece Delrin Bearing less + Roller Bearing less Bushing: « Roller bearing sealed metal
Bushing (2" tread width): Specify “WB09B”. retainer washer: Specify “WSR3”.
Specify “WB11B”.
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Triumph™ Wheels

Crown and Round Tread
Capacity up to 1200 Ibs each
5 Series

Dia.

Width

only from Colson. The wheels include precision ball bearings for maximum

rolling ease. Triumph polyurethane tread is chemically and mechanically bonded

to aluminum core. Wheels come in various colors and durometers. You can

choose crown or round tread designs. These wheels are specially designed for

tow-line application. Wheels do not skid or mark the floor.
Temperature Range: -40°F to +180°F.

Wheel | Tread | Capacity

Each
(Pounds)

Bearing

Wheel Model
Number

Top Hat Spanner
Bushing

Length

Weight
(Pounds)

Red Polyurethane - Durometer 75 Shore A
g | 2 | 1200 |prec.Ban| 5000089315 | 12 | 27| a3

Brown Polyurethane + Durometer 90 Shore A
8" | 20 | 1200 |prec.Ball| 5.0000893TF | 172 | 274" | 4%s

Top Hat Spanner
Capacity Wheel Model |—oorng
Wheel | Tread  “3PaC e, e Weight
; : Each | Bearing Number g
Dia. | Width | ooy ey Bore | Length | (Pounds)
Red Polyurethane - Durometer 80 Shore A
6" 2" 900 Prec.Ball | 5.00006.96TS 12" 271" 3
g" 2" 1200 Prec. Ball | 5.00006.96TS 1/2" 27/18" 43/g
Blue Polyurethane - Durometer 95 Shore A
6" 2! 900 Prec. Ball | 5.00008.96TF 12" 27/18" 3
8" 2" 1200 | Prec.Ball | 5.00008.96TF 12" 27/16" 43fg

Triumph wheels are a new generation of ergonomically friendly wheels available

—
=
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©
=
T
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Moldon Polyurethane HI-TECH Wheels

Capacity up to 300 Ibs each

1-2 Series

Colson Moldon Polyurethane HI-TECH Wheels - 1-2 Series * Capacity up to 300 Ibs each

Polyurethane tread is bonded to a polyolefin core.

Tread is molded in, around and through a ribbed

extension of the core to prevent debonding. Standard
colors are maroon tread on grey core, A very attractive,

all purpose wheel. Resistant to most chemicals,
solvents, water and acids.

Temperature range: -45°F to +180°F.
Hardness: 55(+5) Durometer Shore D scale.

Wheel Core

Wheel Spanner Bushing
Capacity Wheel Model Bore Thread Guard
Wheel | Tread . Bearing Hub . Weight
Dia. | Width (Psz:gs) Bearing Number Bots Baﬁg Length Bore | Length | TG1: Metal (Pounds)
Delrin 2.00002.91 12" 29/3p" 17/16" 3g" 112" /4
1t 10 -
2f | 14 20 gy 20000295 | &' | - | 192 | - = | Tehamn2 g
3 78" | 100 Delrin 1.00003.91 76" | S | 1Va' | 5/ | 17/e4" | TG1:57852.03 | V3
/4" 200 Plain 2.00003.92 = 11/2" 17/16" 3/g" 1" = 38
Delrin 2.00003.91 2| B | 176" 3/g" 11/2" 38
| g0 - .
3| 1Ya | 250 i 55000565 o - 1o = = !TG1.57854.U1 Vs
/g 125 Delrin 1.00004.91 /18" /g 132" 571" | 17/64" = /2
4" Delrin 2.00004.91 13" /30" | 176" 3/g" 112" /2
1y A
14 4 Ball 2.00004.95 e | - | 1y | - [ TEETEAN
/8" 140 Delrin 1.00005.91 18" 5/g" 11/32" 518" | 17/s4" = /2
B! el 300 Delrin 2.00005.91 172" 293" | 178" 3/g" 11/2" | TG1: 57866.03 3/4
/ Ball 2.00005.95 3/g" = 112" = = TG2: 57852.43 3/4

Wheel Options

+ Delrin Bearing Less Bushing: Specify “WBO01B”,
« Thread Guards: Specify “TG1” (metal), “TG2" (plastic).
+ Custom colors to match your equipment (consult factory).




Moldon Polyurethane HI-TECH Wheels

Capacity up to 1700 Ibs each

3-7 Series

Temperature Range: -45°F to +180°F.

Hardness: 55(=5) Durometer Shore D scale.

Colson Moldon Polyurethane HI-TECH Wheels - 3-7 Series + Capacity up to 1700 Ibs each

Industrial strength polyurethane tread is bonded to a
“ribbed” polyolefin core. This design adds strength for
loads subjected to shock and hard impacts. Tread is
molded in, around and through a ribbed extension of the
core to prevent debonding. Standard colors are maroon
tread on grey core. Not recommended for conditions
of continuous operation such as tow-line, etc.

Wheel Core

icE—
(&
Wheel Spanner Bushing m
Capacity Wheel Model . Bore Thread Guard
Wheel | Tread Bearing Hub : Weight D
Each Bearing Number Less Bore | Length | TG1: Metal
Dia. | Width (Pounds) Bore Bearing Length (Pounds) w
Delrin 3.00003.901 3/g" 13/16" | 158" 3/g" 17/g" = 34
3 | 12| 300 Roller 3.00003.909 3/4" 138" | 15/8" 3/g" 17/g" = 1 m
Delrin 4.00003.911 34" 131" | 15" 1/2" 27/16" = 34
Roller 4.00003.919 3/ 136" | 15/8" 12" 271" = 1 m
Delrin 3.00004.901 3 13/18" | 159/g" 3/g" 17/g" - 1 :
2 | 400 Roller 3.00004.909 3/4" 136" | 15/8" 3/g" 17/g8" . 114
a Delrin 4.00004.911 3/4" 13/16" | 15/8" 1/2" 27/16" T61: 57852.23 1
Roller 4.00004.919 34 136" | 158" 72" 27/16" ' ' 11/4
. Delrin 5.00004.921 3q 138" | 23/16" 172" 27/16" . 11/a
g o Roller 5.00004.929 314" 13718" | 23/16" 172" 2716" TR 112
x 3 n 3 1 5 gl 3 n Tia" 1
Delrin 3.00005.901 3}4“ 13}15“ 1 5,!8“ 3,-’3“ 1?f8“ T61: 5785210 1 1{4
12" | 500 Roller 3.00005.909 /4 13/18 13/8 /8 17/8 112
5 Delrin | 400005911 | &' | %' | 1% | V2 | 2w | oo oo | 1Y
Roller 4,00005.919 34" | 13h6" | 158" 2" | 271" ' ' 11/2
; Delrin 5.00005.921 3/4" 13/16" | 23/16" 1/2" 27/16" . 11/4
. 1 Roller 5.00005.929 3/ 136" | 23/16" 2" | 276" L 112
~ Delrin |  3.00006.901 | 8/4" | 1%he" | 158" | 38" 17/8" : 1
12| 600 Roller 3.00006.909 3/4" 136" | 15/8" 3/g" 17/g" Tal;878ns00 13/4
6" Delrin 4.00006.911 3/4" 13/18" | 15/g" 1/2" 271" T61: 5200186 11/2
Roller 4.00006.919 314" 136" | 158" Vid 27/18" ’ ) 13/4
; Delrin 5.00006.921 34" 136" | 23/16" 112" | 271" ) 15/8
2 %00 Roller 5.00006.929 3 136" | 23/16" 172" 2718" T61:52001.86 178
Delrin 4.00008.911 3/q 138" | 158" 112" 27/1g" 21/
1yqtl .
8" 17 0 Roller 4.00008.919 34" 13/18" | 15/8" 1 27/16" TRI=A78AR00 21/2
. Delrin 5.00008.921 3/q 13/18" | 23/16" 172" 27/16" : 212
- Ll Roller 5.00008.929 34" 13f16" | 23/16" 2" 27/16" Telzoreaz 23/4
Delrin 7.00010.951 1" 115/18" | 314" 3/q" 32" = 6
it 1741
0 252 1200 Roller 7.00010.959 " 115/16" | 31/4" 3/a" 31" = 61/4
5 n 15 f4p! 1 pam G 1M —
10 | g 1700 Delrin 7.00012.981 1. 115/18 3{4I f4| 3/2. 7
Roller 7.00012.989 1" 115/18" | 314" 3y 312" = 72

Wheel Options

+ Delrin Bearing Less Bushing:
Specify “WBO1B”.

+ 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11".

+ 1-Piece Delrin Bearing less

Bushing (2" tread width):
Specify “WB11B”.

- Metal cage roller bearing:
Specify “WB29”.

+ Torrington style with Hytrel
retainer (2" tread width):
Specify “WB19”.

+ Roller Bearing less Bushing:

Specify “WB09B”.

+ Roller bearing metal thrust & retainer
washers: Specify “WSR1”,

+ Roller bearing sintered iron step
washers: Specify “WSR2”.

+ Roller bearing sealed metal retainer
washer: Specify “WSR3".

+ Thread Guards: Specify “TG1" (metal).

+ Custom colors to match your equip-

ment (consult factory).

+ Pedestal Precision Ball Bearing

(PPBB): Available on 1 1/2" and 2"

tread width models. To order change

ninth digit in model number to “5”

{Example: 5.00006.925). Also avail-

able in stainless steel, consult factory. 95
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Capacity up to 1500 Ibs each

5 Series

Moldon Polyurethane

Aluminum Core Wheels

Colson Moldon Polyurethane Aluminum Core Wheels * 5 Series * Gapacity up to 1500 Ibs each

A light-weight, ultra-durable wheel, it has a very high strength-to-weight
ratio and is capable of long service under heavy loads. Maroon color polyurethane
is permanently bonded to aluminum core.

Temperature range: -45°F to +180°F.

Hardness: 95(x5) Durometer Shore A scale.
Finish: Aluminum.
Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8 Series wheels.

Wheel Spanner Bushing
Capacity Wheel Model ; Bore i
Wheel | Tread Bearing Hub Thread Guard | Weight
2 : Each | Bearing Number Less Bore | Length :
Dia. |Width (Pounds) Bore Bearing Length TG1: Metal | (Pounds)
4 o 700 Delrin 5.00004.931 34" 136" | 23/18" 12" 278" = 23/
Roller 5.00004.939 3y 1318" | 23/16" 2" 27/16" - 238
" ! _ Delrin | 500005931 | /4" | 1Yse" | 206" | Vo' | 201" | ., s
. ¢ 1000 Roller 5.00005.939 314" 13/6" | 23/16" 12" 27(18" TRl areRam 238
i i Delrin 5.00006.931 3y 136" | 23/16" 2" 27/16" ; 25/8
J 2 120 Roller 5.00006.939 3" 13/16" | 23/16" 12" 276" Tat:oe00100 25/8
" " Delrin 5.00008.931 3y 1316 | 23/16" 12" 27/16" . 414
8 2 e Roller 5.00008.939 3" 138" | 23/18" 12" 27(1g" e, 414

Wheel Options

+ Delrin Bearing Less Bushing:

Specify “WBO01B".

+ 1-Piece Delrin Bearing with

Bushing (2" tread width);
Specify “WB11”.

+ 1-Piece Delrin Bearing less

Bushing (2" tread width);
Specify “WB11B”.

+ Metal cage roller bearing:

Specify “WB29".

retainer (2" tread width):
Specify “WB19”.

+ Roller Bearing less Bushing:

Specify “WB09B”.

+ Roller bearing metal thrust
& retainer washers: Specify

+ Torrington style with Hytrel
* Roller bearing sintered iron step

“WSR1”.

washers: Specify “WSR2”.

+ Roller bearing sealed metal

retainer washer (except 8
Series): Specify “WSR3".

+ Thread Guards: Specify “TG1"
(metal).

- Pedestal Precision Ball Bearing

(PPBB): To order change ninth

digit in model number to “5"
(Example: 5.00006.935). Also
available in stainless steel,
consult factory.



A strong, ultra-durable wheel, it has a very high strength-to-weight ratio
and is capable of long service under heavy loads. Maroon color polyurethane
is bonded to cast iron core.

Temperature Range: -45°F to +180°F.
Hardness: 95(+5) Durometer Shore A scale.
Finish: Silver paint (wheel core).

Moldon Polyurethane

Cast Iron Core Wheels

Capacity up to 3500 Ibs each
5-7 Series

Colson Moldon Polyurethane Cast Iron Core Wheels * 5-7 Series + Capacity up to 3500 Ibs each

icE—
(&
Wheel Spanner Bushing E
Capacity Wheel Model . Bore Thread Guard A
v[‘;?:e' Twrfd?ﬂ Each | Bearing Number B;?:::g Less LH“bh Bore | Length | TG1: Metal (m'gdhg} w
: (Pounds) Bearing | L&"0t T62: Plastic
. i Delrin 5.00004.941.7 34 13/18" | 23/16" 12" 27/1g" = 43/4 P
4 i | w Roller 5.00004.949.7 3y 136" | 23/16" /2" 27/16" = 434 m
H 3 Ul 3 " 3 1 1 n ?’ 1 —_
& | o | j00p | 00in | 5000059417 | ¥a | 1y’ | 2%se' | Y2 | 2 5 D
Roller 5.00005.949.7 3" 13018 | 23/16" 1f2" 27/16" =2 5 :
o | 1200 Delrin 5.00006.941.7 34 13/18" | 23/16" 12" 27/1g" = 55/8
Roller 5.00006.949.7 34" 13/16" | 23/16" 12" 271" = 55/8
6" | 22" | 1620 Roller 6.00006.969.7 34" 136" | 23/4" 12" 3 - 10
3 | 2040 Delrin 7.00006.971.7 1! 115/18" | 31/4" 3/g" 312" - 107/
Roller 7.00006.979.7 1" 115/1" | 314" 3g" 312" - 1012
o | 1500 Delrin 5.00008.941.7 34 13716" | 23/16" 12" 27/16" = 91/s
Roller 5.00008.949.7 34" 13/16" | 23/16" 7" 27/1g" - 91/s
8" | 22" | 1700 Roller 6.00008.969.7 3/4" 136" | 23/4" 112" 3" = 11
3 | 2500 Delrin 7.00008.971.7 T 115/16" | 314" 3 312" = 112
Roller 7.00008.979.7 1 115/16" | 31/4" 3/ 31" - 112
i n 154" 74" 3, 1M =iz
10" 3 3000 Delrin 7.00010.971.7 1 1 ,!1al 3 f4l ;ql 3 ,!2. 13
Roller 7.00010.979.7 1" 115/1" | 31/4" 34" 3" = 13
i " 154" | 144" 3y, 1fan =
1o 3" | 3500 Delrin 7.00012.971.7 1 115/16" | 314 /4 312 16
. Roller 7.00012.979.7 7" 115/1" | 314" 3/q" 31" = 16
Wheel Options
- Delrin Bearing Less Bushing: - Metal cage roller bearing: - Roller bearing metal thrust + Pedestal Precision Ball Bearing
Specify “WB01B”, Specify “WB29". & retainer washers: Specify (PPBB): Available on 2" fread
- 1-Piece Delrin Bearingwith - Torrington style with Hytrel “WSR1”. width wheels. To order change
Bushing (2" tread width): retainer (2" tread width): - Roller bearing sintered iron step fh digitin model number to
Specify “WB11”. Specify “WB19”. washers: Specify “WSR2”. 5" (Example: 5.00006.945.7).
) . . . . . Also available in stainless steel,
- 1-Piece Delrin Bearing less - Roller Bearing less Bushing: - Roller bearing sealed metal consult factory.
Bushing (2" tread width): Specify “WB09B”. retainer washer: Specify “WSR3".
Specify “WB11B”.
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Endura Solid Elastomer Wheels

When you need a wheel to roll easily under heavy loads, Colson offers the perfect
solution. Endura wheels out-perform most conventional caster wheels on the
market. The secret is Colson’s solid “monoform” wheel construction. With this
unigue design, wheel tread and core are molded as a single unit. This eliminates
wheel tread separation and bond failure.

Capacity up to 1200 Ibs each
5 Series

Colson's exclusive solid elastomer compound delivers greater durability than
conventional metal, rubber, plastic, polyurethane and phenolic wheels,

Colson's severe and comprehensive test procedures prove Endura wheels outlast
competitive solid elastomer wheels by more than 50%! In fact, these new caster
wheels handle maximum loads with minimum tread wear— even after extensive use.

Colson test results show that Endura wheels start rolling, keep rolling and swivel
easier than our competitors.

Even in continuous operation, these wheels produce extremely low heat build-up
making them perfect for tow-line applications (precision ball bearings required).

Not only are Endura wheels strong and easy rolling, but they resist most chemicals,
oils, greases, petroleum products and solvents. In addition, Endura non-marking
wheels offer excellent resistance to chipping, cracking and flat-spotting. Superior
impact strength and abrasion resistance further enhance durability.

Temperature range: -45F° to +230°F.
Hardness: 63(%5) Shore D Scale.

Wheel Selection

Colson Endura Solid Elastomer Wheels - 5 Series « Capacity up to 1200 Ibs each

Wheel Spanner Bushing
Capacity Wheel Model Bore
Wheel | Tread . Bearing Hub Thread Guard | Weight
Each | Bearing Number Less Bore | Length | 'hread Liua
Dia. |Width (Pounds) Bore Bearing Length TG1: Metal | (Pounds)

Delrin 5.00004.831.EN 34" 13/18" | 23/16" 172" 27/18" 13/8
4" 2" 1000 Roller 5.00004.839.EN 3/4" 13/16" | 23/16" 12" 27/16" | TG1: 5785211 13/8
Prec.Ball* | 5.00004.8P5.EN - - 23/16" 172" 27/1g" 13/8
Delrin 5.00005.831.EN 34" 13/16" | 23/18" 112 27/16" 13/4
5! 2 1000 Roller 5.00005.839.EN 3/4" 13/16" | 23/16" 172" 27/16" | TG1:52007.94 13/4
Prec.Ball* | 5.00005.8P5.EN = = 23/1g" 12" 27/18" 13/4

Delrin 5.00006.831.EN 314" 13/18" | 23/18" 1/2" 27/18" 2

6" 2" 100 Roller 5.00006.839.EN 34" 13/18" | 23/16" 172" 27/16" | TG1:57551.05 2

Prec.Ball*| 5.00006.8P5.EN - - 23/16" /2" 271" 2
Delrin 5.00008.831.EN 34" 13/16" | 23/16" 112 27/16" 34
8" 2" 1200 Roller 5.00008.839.EN 34" 13/16" | 23/16" 12" 27/16" | TG1:57551.05 34
Prec.Ball* | 5.00008.8P5.EN = - 23/1g" 12" 27/18" 31/4

*Spanner bushing included. Part number is 56525.02.

Wheel Options

+ Delrin Bearing Less Bushing: - Metal cage roller bearing: + Roller bearing metal thrust + Thread Guards: Specify
Specify “WBO1B”. Specify “WB29”. & retainer washers: Specify “TG1” (metal).

+ 1-Piece Delrin Bearing with + Torrington style with Hytrel “WSR1”. + Pedestal Precision Ball Bearing
Bushing (2" tread width): retainer (2" tread width): « Roller bearing sintered iron step (PPBB): To order change ninth
Specify “WB11”. Specify “WB19”. washers: Specify “WSR2". digit in roller bearing model

+ 1-Piece Delrin Bearing less - Roller Bearing less Bushing: ~ + Roller bearing sealed metal number to “5" (Example:
Bushing (2" tread width): Specify “WBOOB”. retainer washer: Specify “WsR3».  9-00006.835.EN). Also available
Specify “WB11B”. in stainless steel, consult factory.
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Maxim Wheels

Capacity up to 1400 Ibs
3-5 Series

Colson Maxim Wheels + 3-5 Series * Capacity up to 1400 Ibs each

each l

Colson Maxim Wheels feature an exclusive, ultra-tough thermoplastic
compound that resists hard impacts and drop-shocks. The wheel is impervious
fo most chemicals, solvents, salts, gases, alkalines and steam cleaning and

does not absorb water. When compared to other hard tread wheels, Maxim
wheels require less force to roll and swivel. It is ideal for many industrial
and institutional applications and is NSF listed for the food service industry.

The wheel is non-marking.

Temperature range: -45°F to +180°F (normal). To +350°F if you
specify a bronze or roller bearing with mid-temp grease.

Hardness: 85(%5) Durometer Shore D scale.

=
=
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Wheel Spanner Bushing
Capacity Wheel Model Bore i
Wheel | Tread T Bearing Hub Thread Guard | Weight
; ; Each |Bearings Number Less Bore | Length :
Dia. | Width (Pounds) Bore | pearing Lenath TG1: Metal | (Pounds)
34 o 700 Delrin 5.00003.531 3/4" 136" | 23/18" 1/2" 27/18" = 5/8
Roller 5.00003.539 34" 136" | 238" 172" 27/16" = | 3/
11/"| gop | Delin | 3.00004501 34" | 1% | 15" | I 178" - | 78
Roller 3.00004.509 3/4" 13/6" | 15/8" 3" 17/8" - | /g
o 112" 600 Delrin 4.00004 511 34" 136" | 158" 112" 27/15" - | g
Roller 4.00004519 I8 | 16 | 19" | 2 | 2716 - [ s
o 800 Delrin 5.00004.531 34" 13/16" | 236" 172" 27/1g" = | 1
Roller 5.00004.539 34" 136" | 238" 17" 27/16" = [ 1
5 o 1000 Delrin 5.00005.531 3/4" 13/18" | 236" 13" 27/16" | TG1:57852.45 ] 11/4
Roller 5.00005.539 34" 136" | 238" 12" 276" | TG1:57852.45 |  11/4
6" o | 1200 Delrin 5.00006.531 3/q" 136" | 236" 112" 27/16" | TG1:57852.46 | 112
Roller 5.00006.539 34" 136" | 238" 112" 276" | TG1:57852.46 | 112
8 o | a0 | _Delrin 5.00008.531 3 | 136" | 236" | 2 | 276 - ] 2
Roller 5.00008.539 314" 136" | 236" 12" 27/16" = | 2

Wheel Options

+ Delrin Bearing Less Bushing:

Specify “WBO1B”.

+ 1-Piece Delrin Bearing with

Bushing (2" tread width):
Specify “WB11”.

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):
Specify “WB11B”.

Specify “WB19".

+ Roller Bearing less Bushing:

Specify “WB09B”.

« Roller bearing metal thrust

« Torrington style with Hytrel
retainer (2" tread width):

+ Roller bearing sealed metal
retainer washer: Specify “WSR3”.

+ Bronze Bearing: To order, change
9th digit in model number to “4”
(Example: 5.00006.534).

& retainer washers: Specify

“WSR1”.

+ Pedestal Precision Ball Bearing

(PPBB): To order change 9th digit
in model number to “5” (Example:
5.00006.535). Also available in
stainless steel, consult factory.
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Wheel Selection

100

Capacity up to 300 Ibs each
1-2 Series

Polyolefin Wheels

This hard tread polyolefin wheel is light weight, offers non-marking floor protection,
and resists hard impacts. Very light in weight, yet the impact strength for this
wheel is far superior to hard rubber wheels. It offers superior resistance to
most oils, chemicals, grease, solvents and acids. Fit for light and medium duty
applications. The standard color is black.
Temperature range: -45°F to +180°F.

Hardness: 70(+5) Durometer Shore D scale.

Colson Polyolefin Wheels « 1-2 Series * Capacity up to 300 lbs each

Wheel Spanner Bushing
Capacity Wheel Model : Bore ' Thread Guard .
viteel | Pead | “Each | Bearing Number | BEaring | | g Lie | Bore | Length | TG1: Meta {333:333}
: (Pounds) Bearing | "9 _ T62: Plastic
158" " | 75 | Delrin 10000152 st | v | | - | - - 16
2 | 7&" | 100 | Delrn 100002.52 et | v |1y | - | - — 1/
I . Delin | 2.00002.53 2 |2 | e | e | aye _ |
22| VW0 e T ppo00285 | He | e | 10 | - | - | ORI [Ty,
g M| 125 | Dol 100003.53 78" | 58" | 1Ys' | S4e' | 176" | T61:57852.08 | 1/
14" 200 | Defin | 2.0000352 2 | B | e | Y | 192 - -
e Delin |  2.00003.53 v | 2 | e | ye |y | | 3
Sz v w0 gy 20000355 | 38 | By | 1y | - | - | [nS78A0 T,
g 135 Delrin 1.00004.53 /18" 508" 113" 5/16" [ 17/64" = 12
- Delrin | 2.00004.53 2" | P | e | Y8 | 172 | . 7
v 25 Ball 2.00004.55 Yo | P | Ay | - =l
7g' | 145 | Delrin 100005.53 e | s | aye | spet | 17ee . 112
5' | o g L_Delin | 20000553 2 | 29" | 176" | Ys' | 12" | T61:57866.03 | 1
/4 Ball 2.00005.55 3 | Zyw' | 1y | - | - | T62:5785243 | 1

+ Delrin Bearing Less Bushing:

Specify “WBO01B”.

Wheel Options

+ Thread Guards: Specify “TG1”
(metal), “TG2” (plastic).




Designed for hard impacts and heavy loads, this wheel is injection molded
from an exclusive Colson polyolefin compound. The unique ribbed design
adds strength. Very light in weight, yet the impact strength of this wheel is
far superior to hard rubber wheels. It offers superior resistance to most oils,
chemicals, grease, gasoline, cooking fats and acids. In addition, the wheel is
stain resistant, non-marking and provides zero water absorption.

Temperature range: -45°F to +180°F.

Polyolefin Wheels

Capacity up to 900 Ibs each
3-5 Series

Hardness: 70(£5) Durometer Shore D scale. :
=
Colson Polyolefin Wheels - 3-5 Series + Capacity up to 900 Ibs each o)
Wheel Spanner Bushing o
Wheel | Tread Capacity ) Wheel Model Bore Thread Guard
Dia. | Width | ,Each | Bearing Number | P30 | Less Lgln“:th Bore | Length | 7o) Metal | (Pound) 2
(Pounds) Bearing _ m
Delrin 3.00003.801 3/4" 13/1" | 15/g" 3/g" 17/g" 12
Plain 3.00003.802 = 34" 15/8" 3/8" 178" | TG1:52250.62 12 w
3 | 12| 300 Roller 3.00003.809 34" 13/16" | 15/g" 3/g" 17/g" 12 —
Delrin 4.00003.811 34 13/16" | 15/g" 172" 27/18" s —
Plain 4.00003.812 = 3" 15/g" 112 271" | TG1:5785212 | /2 ) ﬂJ
Roller 4.00003.819 34 13/18" | 15/8" 172" 276" 1/2 m
Delrin 3.00004.801 34 13/16" | 15/8" 3/g" 17/g" 3/4 :
Plain 3.00004.802 = 3" 15/g" 3/g" 178" | TG1:57852.06 | 3/a
| a8 Roller 3.00004.809 34 13/16" | 15/g" 3/g" 17/g" 34 g
Delrin 4.00004.811 3/4" 130" | 158" 112 27/16" 34
4" Plain 4.00004.812 = 34" 15/g" 172" 27/16" | TG1:57852.07 34
Roller 4.00004.819 34" 13/16" | 15/8" 172" 27/16" 3a
Delrin 5.00004.831 3/4 138" | 23/18" 12 27/16" 34 I
2" 500 Plain 5.00004.832 - 38" | 23/1" 172" 216" | TG1:57852.07 34 )
Roller 5.00004.839 34 13/18" | 23/16" 172" 27/1g" 3/a
Delrin 3.00005.801 34" 13/18" | 15/8" 39" 17/g" 34
__Plain 3.00005.802 = 3" 15/g" 3/g" 17/8" TG1: 57866 3/
2| as0 Roller 3.00005.809 | 3/« 13/16" | 15/8" 3/8" 17/g" 3a
Delrin 4.00005.811 3/ 13/16" | 15/g" 12" 27/1g" 3/4
s Plain 4.00005.812 = 3" 15/g" VES 27/16" | TG1:57866.01 34
5 Roller 4.00005.819 3/4" 13/16" | 15/g" 172" 27/15" 34
Delrin 5.00005.831 3/ 13/16" | 23/16" 172" 27/18" 1 )
2" 650 Plain 5.00005.832 - 3/a" | 23/1" 172" 276" | TG1:57866.01 1
Roller 5.00005.839 34 136" | 23718 | 2" 27/16" 1
Delrin 3.00006.801 3y 13/16" | 15/g" 3/g" 17/g" 1
Plain 3.00006.802 = 3" 15/g" 3/g" 17/8" | TG1:52250.56 1
12" | 500 Roller 3.00006.809 3y 13/16" | 15/8" 3/g" 17/g" 1
Delrin 4.00006.811 3/ 13/16" | 15/g" 172" 27/15" 1
6" Plain 4.00006.812 = 3" 15/g" 172" 27/16" | TG1:57551.05 1
Roller 4.00006.819 3/ 13/16" | 15/¢" 172" 27/1g" 1
Delrin 5.00006.831 3/q" 13/18" | 23/16" 172" 271" s
2 | 700 | Pain | 500006832 | - [ % [ 2% [ 2 [ 2’ | T61:5755105 | 1)
Roller 5.00006.839 34 13/18" | 23/16" 172" 27/1g" 11/
Delrin 4.00008.811 34 13/18" | 15/8" Ty 27/1g" 1
12" | 600 Plain 4.00008.812 = 3 15/8" VES 27/16" - 1
’ Roller 4.00008.819 34" 13/16" | 15/g" 1/2" 27/18" 1
8 Delrin 5.00008.831 3/4" 13/18" | 23/16" 172" 27/16" 112
2! 900 Plain 5.00008.832 = 3a" | B/t | V2" 271" | TG1:57852.20 | 112
Roller 5.00008.839 34 13/16" | 23/16" | 112" 27/1g" 11/2
Wheel Options
+ Delrin Bearing Less Bushing: - 1-Piece Delrin Bearing - Torrington style with Hytrel  + Roller bearing metal + Roller bearing sealed metal retainer
Specify “WB01B”. less Bushing (2" tread retainer (2" tread width): thrust & retainer washers: washer: Specify “WSR3".
- 1-Piece Delrin Bearingwith ~ Width): Specify “WB11B”.  Specify “WB19”. Specify “WSR1”. - Pedestal Precision Ball Bearing (PPBB):
Bushing (2" tread width): + Metal cage roller bearing: - Roller Bearing less Bushing: - Roller bearing sintered iron  To order change Sth digit in mode! number
Specify “WB11”. Specify “WB29”. Specify “WB09B”. step washers: Specify to “5” (Example; 5.00006.835). Also

“WSR2”. available in stainless steel, consult factory. 101



TPE HIGH-TEMP Wheels

TPE HI-TEMP wheels are perfect when you need an economical alternative for
moderately high temperature environments. The wheels are crafted of grey
thermoplastic elastomer tread chemically bonded to a white polyolefin core and
feature a single insert molded stainless steel radial bearing. TPE HI-TEMP are ideal
for medical applications and environments requiring wash down.

Temperature Range: -40°F to 180°F with intermittent temperature up to 300°F.

Hardness: 65(+5) Durometer Shore A scale.

Capacity up to 350 Ibs each
2 Series

Colson TPE HIGH-TEMP Wheels « 2 Series = Capacity up to 350 Ibs each

Wheel Selection

— Wheel Spanner Bushing
Wheel | Tread Wheel Model Bore Thread Guard :
Dia. | Width pcinde) — Number | PEET20 sets Longtn | Bore | Lonath e (Pounds)

3 14" | 200 | Precision Ball | 2.00033.414H | 5/s" - 3y 3g' | 112" = 3a
31/2" | 1Y4" | 225 | PrecisionBall | 2.00003.414H | 5/8" = 3/q" 3" | 12 = 3a

4" 14" 250 | Precision Ball | 2.00004.414 H 5/8" = 34" 3/g" 11/2" = /8

9" 14" 300 | Precision Ball | 2.00005.414 H 5/8" - 34" 3/g" 11/2" - 1

6" 11;‘4" 350 | Precision Ball | 2.00006.414 H 5/8" - 34" 3/g" | 112" = 11/8

ThermoTech® Wheels

Colson ThermoTech Wheels feature a rubber tread that can take the heat.
They are quiet and non-marking for superior floor protection. The rubber tread
is an advanced technology rubber compound bonded to an aluminum core.
Temperature range: -45°F to +525°F intermittent service,

(+490° continuous service).

Hardness: 75(+5) Durometer Shore A scale.

Capacity up to 250 Ibs each
2 Series

Colson ThermoTech” Wheels + 2 Series + Capacity up to 250 Ibs each

Wheel Spanner Bushing
Wheel | Tread C2pacity | 1 Wheor Mod®! | Bearing | {osc | Hub | Bore | Length | 'Tariea | Weight
Dia. |Width Bore Length - Plastic | (Pounds)
(Pounds) Bearing TG2: Plastic
4" | 14| 250 Teflon 2.00004.613H 12" N/A | 15/18" 3fg" 1172 - 34
5" | 11/4"| 250 Teflon 2.00005.613 H 1/2" N/A 15/16" | 3/g" 11/2" = 3/4
6" 11/4" | 250 Teflon 2.00006.613 H /2" N/A 15/18" \ 3/g" 11/2" - 34
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Thermo Wheels

Capacity up to 1100 Ibs each

2-5 Series

Thermo wheels feature a standard operating temperature range from-70°F
(continuous service) to +525°F (intermittent service, 475°F continuous
service). These wheels are molded from an exclusive engineered resin
compound that offers non-marking floor protection, near zero water absorption,
high load capacities and long service life. A special manufacturing process
enables the wheels to retain a consistent bearing bore even when exposed to
elevated temperatures. Furthermore, Thermo wheels are 100% recyclable,

and they are highly resistant to animal fats, vegetable oils and salt solutions.
The life expectancy of Thermo wheels is three times longer than high-temp
phenolic wheels, and they offer an equal load capacity. Unlike high-temp
phenolic wheels, Colson Thermo wheels have no outer skin that can break

and absorb water or other fluids.

Temperature range: -70°F to +525°F intermittent service,
(+480° continuous service).

Hardness: 85(x5) Durometer Shore D scale.

Colson Thermo Wheels + 2-5 Series « Capacity up to 1100 Ibs each

Wheel Spanner Bushing
Capacity Wheel Model . Bore Thread Guard
Wheel | o2t | “Each | Bearing Number | B%2NG | Lgss | Hub | Bore |length | ey meral | Welolt
. (Pounds) Or¢  |Bearing | Length TG2: Plastic
Plain 4.00003.812 HT - Yy | 3 | 2 | 27t - 12
3" | 11/2"| 600 |LessBearing | 4.00003.816 HT - | 13" | 15" - - - 12
Roller | 4.00003.819 HT g | et | 15 | e | 27 - 12
312"\ 14" | 300 |Plain 2.00003.52 HT - v et | e | 12 - 3/s
14" | 300 [Plain 2.00004.52 HT - Yo | 7pet | 3t | 1l - 34
Plain 4.00004.812 HT - g | 3 |y | 27t - 34
112" | 700 |LessBearing | 4.00004.816 HT - | 131" | 15" - - - 34
4 Roller  |4.00004.819 HT 3 |3 | 15 | e | 27 - 34
Plain 5.00004.832 HT - yg | B [ e | 27 - 34
2" | 800 |LessBearing | 5.00004.836 HT - |13 | 2% - - - 34
Roller  |5.00004.839 HT 340 | 13" | Bpe' | V2 | 27 - 3/4
14" | 800 |Plain 2.00005.52 HT - v (1708 | 38 | Y2 - 1
Plain 4.00005.812 HT - Y | 3 [ i | 2T - 34
112" | 800 |LessBearing | 4.00005.816 HT - [ 13" | 15 - - - 3/4
5" Roller | 4.00005.819 HT 30 | 38" [ 15" | ' | 27" - 3/4
Plain 5.00005.832 HT - ya | 2 |t | 27 - 1
2" | 1000 |LessBearing | 5.00005.836 HT - |13 | 23" - - - 1
Roller  |5.00005.839 HT 340 | 13" | Bpe | 2 | 27 - 1
Plain 5.00006.832 HT - 4 | 2 | 2 | 27 - 12/3
6" | 2" | 1100  |LessBearing |5.00006.836 HT - | 13% | 2% - - - 12/3
Roller  |5.00006.839 HT 34 | 13w | B8 | 2 | 276" - 12/3

Wheel Options

- Bronze bearing: To order, change 9th digit in model
number to "4" (Example: 5.00005.834 HT).
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Phenolic Wheels

Phenolic resin wheels filled with macerated fabric, this wheel is quieter than steel
or aluminum and provides superior floor protection. It is resistant to hard impacts,
most chemicals and steam. The standard color is black.

Temperature range: -45°F to +180°F. If metal washers

specified: -45F° to +250°F {Roller and Ball bearings only).

Hardness: 90 (£5) Shore D Scale.

Capacity up to 800 Ibs each
2-4 Series

Colson Phenolic Wheels - 2-4 Series « Capacity up to 800 Ibs each

Wheel Selection

Wheel Spanner Bushing
Wheel | Tread Capacity Wheel Model o Bore Hub Thread Guard | Weight
Dia. | Width {POE::'JS) Baniing Hiber Bore. Boarng Lengtn | B0 Len9t | TG1: Metal (Pounds)
212" [ 17/16"| 300 Roller 2.00002.319 5/8" 1 | 1) 3gt | 7[5! = 3/8
115/32"| 350 Roller 2.00003.309 5/g" 1" | 11" 3/g" | 173" = 3/4
Delrin 3.00003.301 3y 131" | 158" 3/g" 17/g" - 1
PPBB 3.00003.305 38" | 13/18" | 17" 38" | 17/g" - 1
3 172" 500 Roller 3.00003.309 3/4" 13/18" | 15/8" 3/8" 17/g" = 1
Delrin 4.00003.311 3/4" 13/16" | 158" 1/2" 271" = /8
PPBB 4.00003.315 172" 13/18" | 178" 12" 271" = /s
Roller 4,00003.319 34| 13" | 15" 12" 27/1g" - e
Delrin 3.00004.301 34" 134" | 154" 3fg" 17/g" 1]
PPBB 3.00004.305 3/g" 131" | 178" 3/g" 17/¢" | TG1:57852.10 1
o |12 | 600 Roller 3.00004.309 3y 131" | 158" 3/g" 17/g" 1
Delrin 4,00004.311 34" 131" | 15" 12" 27/16" 11/8
 PPBB 4.00004.315 1f2" 13" | 17 | e 27" | TG1:5785211 |  1l/s
Roller 4,00004.319 34" 131" | 15" 12" 27/1g" 1Y/8
Delrin 3.00005.301 3y 13/1" | 158" 3/g" 17/¢" 1
PPBB 3.00005.305 3fg" 13/16" | 17fg" 3fg" 17/g8" | TG1:57852.08 1 _
5 | 1172 600 Roller 3.00005.309 3y 13/16" 15/g" 3/g" 17/8" 1
Delrin 4.00005.311 34" 13/16" | 15/8" 1/2" 27/18" 11/2
PPBB 4.00005.315 1/2" 13/16" 17/g" 1/2" 27/18" | TG1:52001.86 112
Roller 4,00005.319 34" 131" | 158" 12" 271" 11/2
Delrin 3.00006.301 34" | 13/18" | 15/s8" 38" | 17/g" 13/4
PPBB 3.00006.305 3/g" 131" | 178" 3/g" 17/8" | TG1:52250.56 13/4
6 |12 | 800 Roller 3.00006.309 3y 13/16" | 158" 3/g" 17/g" 13/4
Delrin 4.00006.311 3y 13/18" | 158" /2" 27/18" 2
PPBB 4.00006.315 1/2" 13/15" 17/8" 1/2" 27/16" | TG1:57551.05 2
Roller 4.00006.319 3" 13/16" | 158" 12" 27/1g" 2

Wheel Options

+ Delrin Bearing Less Bushing: ~ + Metal cage roller bearing: + Roller bearing sintered iron step - Pedestal Precision Ball Bearing
Specify “WBO01B”. Specify “WB29”. washers: Specify “WSR2”. (PPBB): Also available in stain-
- 1-Piece Delrin Bearing with - Roller Bearing less Bushing: - Roller bearing sealed metal less steel, consult factory.
Bushing (2" tread width): Specify “WB09B”. retainer washer: Specify “WSR3”.
Specify “WB11”.

+ Roller bearing metal thrust
& retainer washers: Specify
“WSR1”.
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Phenolic Wheels

Capacity up to 3500 Ibs each

5-8 Series

Phenolic resin wheels filled with macerated fabric, this wheel is quieter than
steel or aluminum, provides superior floor protection, and is resistant to hard
impacts, most chemicals and steam. The standard color is black.

Temperature range: -45°F to +180°F. If metal washers
specified: -45F° to +250°F (Roller and Ball bearings only).

Hardness: 90 (5) Shore D Scale.

Colson Phenolic Wheels + 5-8 Series « Capacity up to 3500 Ibs each

B R
(&)
Wheel Spanner Bushing e
Wheel | Tread caEpaacTany Bearing Wh;:lmllggrdel Bearing E:;: Hub | Bore | Length | Thread Guard Welght m
Dia. | Width | oo\ ey Bore | poaring| Lenath TG1: Metal | (Pounds) w
H 3 " 3 " 3 1" 1" ? 1 - | 1
314" 2 200 Delrin 5.00003.331 fai“ 1,!’16“ 2,"16” le 2{16“ | 1s —
Roller 5.00003.339 3/4 13/16" | 2316 12 2716 — | 18 m
I Delin | 5.00004.331 ya |13 | e |y | o | 11/2
412 | 800 e | 500004330 | Y4 | 1316 | 23 | Y2 | 2t | 10T 5904206 T 2
s | o | 1op |-Delin | 500005331 ye | |y | vy Lo | o | 2y
Roller | 500005339 | & | 19" | 2% | 2 | 2 | 10020078 T ou g
] ' Delin | 5.00006.331 ya |1y | oy |y | omer | | 3
Z | 10 [Troler | 500006330 | Y& [ 13w’ | o3’ | Y2 | 27 | 010200186 [T
Roler | 600006369 | ¥&' |ty | 2y | Y2 | ¥ | - | 3
Delin | _ 7.00006.361 " 186 | Y | e | 3y = [ 4
11 1 n J
6" | 212" | 1600 oo ier | 700006360 " [1%46' | 3 | Y4 | ayp - | 4p '
Roller | 800006369 | 14 |15/ | 3Ya | 1" | 3 = [ 4
s | ooy |_Delin | 700006371 " e’ | 3y | 34t | 3y ~__Jl *#
Roller | 7.00006.379 16 | 3y | Y4 | 312 - | s
) Delin | 5.00008.331 v |3 | 2y | 2 | oy | | 43
2' | M0 Teoler | 500008339 | 34" | 136 | 23 | Y2 | 27 | o 9785205 g
1600 | Roller | 600008369 | &' | 1% | 2%« | 2 | @ | 4
. |- Delin | _ 7.00008.361 " 186 | 3y | 340 | 3yp | 5l
/2" 2000 | Roller | _7.00008.369 " 1% | 3y | Y4 | 3o - [ s
Roller | 800008369 | 1ya' |11/ | aya" | 1" | 3" — [ s
o | pspp | _Defin | 700008371 " 18 | sy | ya | 3y —— | ¢
Roller | 7.00008.379 e | 3y | 3 | 3y - 6
1600 | Roller | 600010369 | 34" | 136" | 294" | Yo' | 3 — |
- Delin | _ 7.00010.361 1% | 34 | Y4 | 32" o
/2" 9500 | Roller | 700010.369 [ | 3y | Y4 | 3y — | ap
10" Roler | 800010369 | 1y& |1/ | 3y | _1' | 32 - | 8y
Delin | 7.00010.371 " |16 | 3Ya" | Y& | 3y - | op
3" | 2000 | Roller | 700010.379 " 156" | 3y | Y4 | 3yp — [ 9
Roller | 800010379 | Y& |1/ | 3y | 1" | 3y = | o
Delin |  700012.371 e | sy | ye | sy - | 1
12' | 3 | 3500 | Roller | 700012.379 e | 3y | st | 3y — e
Roler | 800012379 | 1V& |1%/w | 3y | 1" | 32 - 1212

Wheel Options

- Delrin Bearing Less Bushing:

Specify “WB01B”.
+ 1-Piece Delrin Bearing with

Bushing (2" tread width):

Specify “WB11”.,

+ 1-Piece Delrin Bearing less

Bushing (2" tread width):
Specify “WB11B”.

+ Torrington style with Hytrel

retainer (2" tread width):
Specify “WB19”.

- Roller Bearing less Bushing:
Specify “WB09B”,

+ Roller bearing metal thrust
& retainer washers: Specify

“WSR1”.

+ Roller bearing sealed metal retainer

washer: Specify “WSR3”.

- Pedestal Precision Ball Bearing (PPBB): Available

on 2" tread width wheels. To order change 9th digit
in model number to “5" (Example: 5.00008.335).
Also available in stainless steel, consult factory.
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Cast Iron Wheels

This wheel should be specified when excessive load weights are involved and floor
protection is not a factor. High strength withstands sharp impacts. Cast Iron wheels
should not be used if noise is of major concern or if loads are fragile.

Temperature range: -45°F to +180°F. If metal washers

specified: -45°F to + 500°F (Roller, Ball and Sleeve bearings only).

Finish: Green alkyd enamel.

Capacity up to 600 Ibs each
2-4 Series

Colson Cast Iron Wheels = 2-4 Series * Capacity up to 600 Ibs each

Wheel Selection

Wheel Spanner Bushing
Capacity Wheel Model Bore |
Wheel | Tread . Bearing Hub Thread Guard | Weight
: ; Each | Bearing Number Less Bore | Length ;
Dia. |Width (Pounds) Bore Bearing Length : TG1: Metal | (Pounds)
270" | 114" | 200 Sleeve 2.0000212 5/¢" = 115/2" 3/g" 112" | TG1: 57854.01 3/4
11/4" 200 Sleeve 2.00003.14 5/8" = 115/32" 3/g" 172" = 11/a
Delrin 3.00003.101 34" | 18/16" | 15/8" 38" | 17" ) | 238
3 |1y | as | Roler | s00008100 |y |y | |y | v | TTSES0S [ g
“Deiin | 400008511 | ¥a | 3w [ vy |y [ o | 2%
Roller 4.00003.119 34 13/16" | 15/8" /2" | 278" ' ’ 238
314" | 11/4" | 300 Sleeve 2.00003.12 5/g" = 115/32" 3/g" 112" = 11/2
11/4" | 300 Sleeve 2.0000412 5/¢" = 115/32" 38" | 112" = 2
Delrin 3.00004101 34" | 18/16" | 15/8" e | 17" = 21f2
4" e 500 Roller 3.00004.109 34 13/46" | 198" 3/g" | 178" = 212
/ Delrin 4.00004.111 34 13/16" | 158" 12 : 27j1g" T61: 5200794 | 23/8
Roller 4,00004.119 34" | 18/16" | 15/8" ya' | 27" ) : 2%g
/4" | 300 | Sleeve | 20000512 | 5/8" | - [ 1%9/3" | /8" | 112" | TG1:5755102 | 24
Delrin 3.00005.101 34" | 18/16" | 15/8" 38" | 17" ) | 31
5 | s | g |_Roller | 300005100 Y | 1o | 1o | yar | e | 009229086 gy
/2 Delrin 4.00005.111 3 13/16" | 15/8" W2 | 27" T61: 5755105 314
Roller 4.00005.119 34 13/16" | 15/8" 172" 278" ’ ’ 31/a
Delrin 3.00006.101 34 13/16" | 15/8" 3/8" [ 1 78" : 4
6 | 1ys | oo |_Poler | 300006109 Yo | e | s |y | age | 100 0r00x6
/2 Delrin 4.00006111 34" | 13/16" | 158" 11 216" T61: 57852.04 | 4
Roller 4.00006.119 3y 130" | 15/8" 12" | 27" ’ ’ 4
Note: Some cast iron models have solid cores depending on wheel diameter. Consult factory.
Wheel Options
+ Delrin Bearing Less Bushing: - Roller bearing metal thrust ~ + Pedestal Precision Ball Bearing (PPBB):
Specify “WBO01B”. & retainer washers: Specify Available on 1 1/2” tread width wheels.
; P “WSR1”. To order change 9th digit in model number to
+ Roller Bearing less Bushing: S ; . -
Speclfy “WB09B”. « Roller bearing sealed metal 5 (EXampl& 4.00004115} Also available in

retainer washer: Specify stainless steel, consult factory.

“WSR3”.
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Cast Iron Wheels

Capacity up to 3000 Ibs each

5-8 Series

This wheel should be specified when excessive load weights are involved and
floor protection is not a factor. High strength withstands sharp impacts.
They should not be used if noise is of major concern or if loads are fragile.

Temperature range: -45°F to +180°F. If metal washers
specified: -45°F to + 500°F (Roller, Ball & Sleeve bearings only).

Finish: Green alkyd enamel.

Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8 Series wheels.

Colson Cast Iron Wheels - 5-8 Series * Capacity up to 3000 Ibs each

—
=
=
©
=
D
(7p
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D
=
l

Wheel Spanner Bushing
Capacity Wheel Model | Bore
Wheel | Tread ; Bearing Hub Thread Guard | Weight
Each | Bearing Number Less Bore | Length s
Dia. |Width (Pounds) Bore | Bearing Length TG1: Metal | (Pounds)
M = Delin |  5.00004131 yar | 1t | g | 2 | o | 358
¥ 12 | 00 rge | 500004139 | Yo | e | 2p@ | 2 | e | o020 g
] Delin |  5.00005.131 yar | e | 2ope | e | e | 58
2| 000 ool | 500005130 | e’ | s | e | V2 | 2 | e 070008 gy
5 “eiin | 70000561 || p | 3¢ | Y& | s | = | 8k
27" | 2000 | Roller |  7.00005169 | ABpe | 3ya | 34 | 312 = 812
Roller | 800005160 | 1y¢ | 16/ | 3/ | 1T | 32 - 812
p | 1sgg |_Defin | 500006131 ya' | gt | e | Y2 | 27 - 53/s
Roller | 500006138 | 3/4' | 131" | 26’ | 2" | 27" = 53/s
. 1600 | Roller | 600006169 | %4 | 135" | 28" | Y2 | 3 = 9
oljgh  Delrin_|  7.0000616 " [ 15pe" | 810" | ¥4 [ 37 = 10%/4
12"\ 2500 [ Roller | 700006169 T [ A%pe | 3y | 34 | 3/ - 1034
Roller | 800006169 | 1y | 16/ | 3/ | 1" | 312 - 103/
» | 1sgo |_Defin | 500008131 ya' | 13pe | 2pe | Y2 | e . 812
Roller | 5.00008138 | %/4' | 131" | 26’ | y2' | 27" - 812
g |2/ | 1600 | Foler | 600008160 | ya | ' [ 3ya | Y2 | & = 13
Delin | 7.00008.171 | 1B | 3y | Y& | 3 - 177a
3" | 2500 | Roller | 700008179 " | 148 | aya' | 34 | 3 - 1714
Roler | B.00008170 | 1y&' | 18w | 8/ | 1 | 39w - 171/2
2" | 1600 | Roller | 6.00010168 | /4" | 134 | 24 | g | 3 - 18
i 2500 | Delin |  7.00010.71 1| 16 | 3ya' | 34 | 312 = 2012
3 | g |_Roller | 7.00010.79 1| A6 | 3ya | ya | 3 - 2012
Roller | 800010178 | 14" | 191" | 3ya' | 1" | 312" - 2012
2500 | Delin |  7.00012471 I EEEREE e 2312
12| 8 [ | PRoler | 700012179 1 |14 | 3ya' | 34 | 31 - 2312
Roller |  8.00012179 | 1va" | 1% | 3ya' | 1" | 312" = 2312

Wheel Options

+ Delrin Bearing Less Bushing:

Specify “WBO1B”.

- 1-Piece Delrin Bearing with
Bushing (2" tread width):
Specify “WB11”.

+ 1-Piece Delrin Bearing less
Bushing (2" tread width):

Specify “WB11B”.

+ Torrington style with Hytrel
retainer (2" tread width):

Specify “WB19".

+ Roller Bearing less Bushing:
Specify “WB09B”.

+ Roller bearing metal thrust
& retainer washers: Specify
“WSR1”.

+ Roller bearing sealed metal retainer

washer: Specify “WSR3".

+ Pedestal Precision Ball Bearing (PPBB): Available

on 2" tread width models. To order change 9th
digit to “5” (Example: 5.00006.135). Also available
in stainless steel, consult factory.
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Forged Steel Wheels

This wheel is for exceptionally heavy duty service where floor protection is not

a factor. Forged steel wheels have almost unbreakable construction, great wear
resistance and take shock impacts very well in power drawn service. They should
not be used if noise is of major concern or if loads are fragile.

Temperature range: -45°F to +180°F. If metal washers

specified: -45°F to + 500°F (Roller bearings only).

Finish: Green alkyd enamel.

Zerk Fitting: Zerk grease fitting in hub is standard on 7 and 8 Series wheels.

Capacity up to 4500 Ibs each
5-8 Series

Colson Forged Steel Wheels « 5-8 Series « Capacity up to 4500 Ibs each

Wheel Selection

Wheel Spanner Bushing
Capacity Wheel Model Bore | .
Wheel |Tread Bearing Hub Thread Guard | Weight
: : Each | Bearing Number Less Bore | Length .
Dia. |Width (Pounds) Bore Bearing Length TG1: Metal | (Pounds)
i 4 Delrin 5.00004.211 3/q" 13/16" | 23/16" 112" 278" = 3
4|2 W00 e 5.00004.219 Y& | 156 | Bfe | 7 | 2w = 3
g " Delfin |  5.00005.231 a4 | Bpe | Bpet | 2 | 20 _ 5
3 20| B0 —Roler | 500005230 | Y | e | Be | 2 | 2ne | o o700 g
o 1700 Delrin 5.00006.231 3q" 13/16" | 23/16" 12" 278" = 6
Roller 5.00006.239 3a" 13/16" | 23/16" 12" | 278" = 6
6" Delrin 7.00006.261 1" 154" | 34" a3y = 101/2
212" | 4000 Roller 7.00006.269 1" 115/16" | 31/4" 34 | 3 = 101/2
Roller 8.00006.269 14" | 150" | 31/g" 1" | 3y - 107/2
Delrin 7.00008.271 1" 115/16" | 31/4" 34" 31" = 21
8" 3" 4500 Roller 7.00008.279 1" 154" | 314" 34" | 312 = 21
Roller 8.00008.279 174" | 115/16" | 31/4" 1" | 394" - 21
Delrin 7.00010.271 1" 154" | 34" g | 3y = 30
10" 3" 4500 Roller 7.00010.279 1" 115/18" | 314" 34 | 3 = 30
Roller 8.00010.279 174" [ 119/16" | 31/g" 1" | 396" = 30
Wheel Options
+ Delrin Bearing Less Bushing: - Torrington style with Hytrel - Roller bearing metal thrust * Pedestal Precision Ball
Specify “WBO01B”. retainer (2" tread width): & retainer washers: Specify Bearing (PPBB): Available
Specify “WB19”. “WSR1”. on 11/2" and 2" tread width

+ 1-Piece Delrin Bearing with whedls. To order change i

Bushing (2" tread width); + Roller Bearing less Bushing: + Roller bearing sealed metal digit in model number o “5”
Specify “WB11”. Specify “WBO9B”. [m';f?:,)mhe“ SHeely (Example: 5.00006.235).

+ 1-Piece Delrin Bearing less ’ Also available in stainless
Bushing (2" tread width): steel, consult factory.
Specify “WB11B”.
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Capacity up to 6000 Ibs each V-Groove wheels are for track or floor operation on inverted angle iron track in
5-7 Series production lines. They are also used with hand or conveyor trucks. V-Groove surface
and face are machine finished. These wheels handle loads from 800
to 6,000 Ibs. per wheel. Designed for floor operation, or
for track mounted flush or on top of floors, the wheel gives
greater flexibility and better use of available floor space.
Curves and switches may be used in track operation. Wheels are
cast with reinforced section at maximum stress points. The type of
track layout and casters are dependent upon floor conditions, area,
distance and load. Consult your local Colson representative for advice
on the proper caster for the most economic and efficient handling of
your particular application.

Temperature range: -45°F to +180°F. If metal washers
specified: -45°F to +500°F (Roller bearing only).

Finish: Green alkyd enamel.

V-Groove Wheels

Colson V-Groove Wheels « 5-7 Series » Capacity up to 6000 Ibs each
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Wheel Spanner Bushing
Capacity Wheel Model Bore .
Wheel | Tread ; Bearing Hub Thread Guard | Weight
Each | Bearing Number Less Bore | Length '
Dia. | Width | o) Bore | onting | Length M9t | 761: Metal | (Pounds)
" " Delrin 5.00004.731 3/g" 131" | 23/16" 12" 27/18" . |3
12| B0 e 500004739 | Y& | e | 2w | V2 | 2pe | o oreor0T g
o 1200 Delin |  5.00006.731 3 13/16" | 23/16" 112" 278" - 61/4
Roller 5.00006.739 3" 13/18" | 23/16" 12" 276" = 61/4
6" s | 2500 Delrin 7.00006.761 | 1" 115/18" | 31/4" 3y 31" = 91/4
/2 Roller- | 700006769 [ 1" 115/16" | 31/a" 3/a" 312" = 91/4
3 6000 Roller | 7.00006.789" [ 1" 276" | 314" 3y 31" = 20
8 3 9500 Delrin 7.00008.771 1" 115/16" | 31/a" 34" 312" - 131/2
Roller 7.00008.779 1" 115/18" | 31/4" 34" 31" - 131/2
*The 6" x 3" V-Groove wheel is forged steel. All other models are cast iron.
Wheel | Tread | V-Groove | V-Groove | Recommended | Clearance
Dia. | Width | Width Depth Track Size V-Groove
- < Depth
4” 2|| 3!4“ 3;8" 11;2“ X 11!2u 13!16” V-Grog\;e
2|r 3"-4“ 3;8" 11x2|| X 11!2” 13;16“ Width
6II 21!2“ 3!'4“ 3{'3” 11,‘2““11{2“ 13!16“
3 135" /16" oy O /16" Base Plate Y
for leveling Clearance
all 3|| 3!;4“ 3{’8" 2llx 2|| 11“’16ll A

Recommended track size and clearance dimensions are in the chart above.
The base plate may be mounted directly to floor or to a cement grouting for

leveling track if necessary because of uneven floor conditions. Becomimandad
Track Size
Wheel Options
+ Delrin Bearing Less Bushing: -+ 1-Piece Delrin Bearing less - Roller Bearing less Bushing: + Pedestal Precision Ball Bearing
Specify “WB01B". Bushing (2" tread width): Specify “WB09B", (PPBB): Available on 2" tread
- 1-Piece Delrin Bearing with Specify “WB11B”. .+ Roller bearing metal thrust & U\!Idth Wegls. To order change
Bushing (2" tread width): - Torrington style with Hytrel  retainer washers: Specify “WsR1»,  ninth digitin model number to
Specify “WB11”. retainer (2" tread width): ; : B \Ema S 00N
Specify “WB19” + Roller beanng_sealed metal retainer Also available in stainless
’ washer: Specify “WSR3”. steel, consult factory.

108



Floor Lock Brakes

Top Plate Dimensions

Small Top Plate

|
—  Extended &
i Retracted
[ j Height
[ & ] |

with foot pressure

« Non-slip, non-skid rubber brake
pad holds securely on smooth or
irregular floor. Designed for use
on level surfaces.

bar retracts brake instantly with
slight toe pressure to either side
the bar

« Aftractive zinc plated finish

two swivel and two rigid
casters.

select a model with an
extended height 1/16" to
1/4" greater than the overall
height of the caster.

o= &
[
7] s
(7p) o
AN 4 1,(2"_
O Floor Lock Brake Installation
: Recommended Floor Lock | Colson Floor Lock Brakes
< mounting position using are designed for use on
four swivel casters. level surfaces and are
w not recommended for use
on inclined surfaces. Itis
important fo select a floor
CD Standard Features lock model that clears the
t * Heavy duty industrial strength - Durable, high-compression floor when retracted. To
construction spring for heavy loads Recommended Floor Lock | adapt a floor lock brake to
m - Foot pedal easily activates lock  « Conveniently located release mounting position using | your present equipment,

Floor Lock Specifications

110

21/2" x 35/8" TOP PLATE MODELS 4" x 41/2" TOP PLATE MODELS
(2 & 3 Series Casters) (3, 4 & 6 Series Casters)
MODEL NO. 9.06002.03 | 9.06253.04 | 9.06002.05 |9.06045.04 (9.06253.05/9.06045.06/9.06025.08
Extended Height A 475/46" 517" 67/x" 57/s" 6%/es" 7" 953"
Retracted Height B 3" 4" 5"/6" 4" 535" 6" 8%/s"
Top Plate Size 21/, x 355" 4" x 41"
Bolt Hole Spacing 13" X 27/s" 10 3" 3"x 3" to 20" x 3"
Balt Hole Size 56 Slotted 33" Slotted
Weight 23/, |bs. 2%/, |bs. 2%/, |bs. 3'f2lbs. | 4'21bs. | 4/ Ibs. 4/ Ibs,
Used with Caster 2.03208 2.04208 2.05008 4.04108 3.00508 3.00608 4.08198
Model Numbers 2.03256 2.04256 2.05256 4.04109 3.00517 3.00617 4.,08199
3.00308 3.00408 4.04408 4.05108 4,06108 408499
3.00317 3.00417 4.04409 405109 4.06109 4.08299
404179 4,05408 4.06408 4.08199
6.04208 4.05409 4.06409 6.08258
6.04209 4.05179 4,06199 6.08259
6.04279 6.05208 6.06208 6.08298
6.05209 6.06209 6.08299
6.05279 6.06258
6.06259
6.06299
Easy to engage. Easy fo disengage. Floor Lock
Replacement Pad

34013.26/79479



Bumpers

Corner / Continuous Bumpers

Grey corner bumpers with matching strip bumpers provide 100% protection to the full
perimeter of equipment. Strip bumpers are made with flat steel inserts for permanent
attachment. Inserts in strip bumpers are not predrilled. They can be easily cut to size
with a hacksaw and drilled as needed.

Temperature Range: -45°F to 180°F

Model Length : :
Number Steel Inserts Long Side | Short Side Width | Thickness | Mounting Holes
Insert 3 g 1 el 1jg0 Ty qdg,n 2(“!61“) in 6" side
096 | pregrilled e i VR VAT ey in 3 side
9.6930* Insert Specify (16 ft. max., 1ft. inc.) 112" 1" =
66930 No Insert | Specify (50 ft inc.} 174" 1 -
06906 Insert 25/¢" each side 1" 1" 2("/s") each side
9.6914* Insert Specify {16 ft. max. 1ft. inc.) 11/8" 1 =
66914 No Insert | Specify (50 ft inc.} 178" 1" =
Insert ) iy W ] 1" i
06905 Pre-drilled 2'/4" each side 34 34 2(!/4") each side
9.6913* Insert Specify (20 ft. max. 1ft. inc.) 34 58" =
66913 Noinsert | Specify (50 ftinc.) 3y S -

*Strip bumper with insert available in 10, 12, 16 and 20 ft. pre-cut lengths. Consult factory.

- Parts & Accessories

End Bumpers

Generally used on the ends of tubular handles. Model . Hole .
Available in 3'/4" and 13/4" diameters. Easily Number | Dia. | ‘pia, | Thickness
attached, they are soft enough to absorb noise 06901 Y| Mgt Tfg"
and shock and hard enough to wear for years. 06901.01 134 | Y 1y
Corner Bumpers
A heavy duty bumper with an extra rounded build- Model |Thickness at|Thickness at| Mounting
up on the apex of the comer where shacks and Number Corner Ends Holes
wear are greatest. Ends are tapered and rounded. 2 (/8"
Each side is 3" long and 1'/¢" wide at the base. 06927 1°/16" 1 Uns%zch
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Replacement Parts

Roller Bearing Delrin Bearing
Roller
Bearing 1.D. (

X 0.0.X (‘
(Jp] Part | Length 4
m Wheel Models Number (INCHES)
o == a8Hdke Wheel Models Part Number
3 2.00002.319, 2.00003.309 52007.93 | 5fex 1%ex 14
o 11/2" Tread Width Wheels 5500005 | fax 11X 1/ 3, 4,5 SERIES 5803715 (2 required)-White
m With 15/&" Hub Length 5 SERIES
w 4 and 5 SERIES Plastic Cage 2" Tread Width Wheels 58037.07 (1-piece)
2" Tread Width Wheels 55000.23 | *fax 1Pfex 1 With 21" Hub Length
m With 23/16" Hub Length
4 and 5 SERIES Metal C i
4 i) Lage 314" Hub Len 58037.09 (2 required
() 2" Tread Width Wheels 3008430 | Yax Bprex s {0 e R
o With 2¢/16" Hub Length 8 SERIES 34023.92 (2 required)
6 SERIES
21/2" Tread Width Wheels 55000.06 | *fax 1*fex 2'fz
With 23/4" Hub Length
w 7 SERIES
3T 5200196 | 1x1% sai -
sl sbollidong R | e Sl Pedestal Precision Ball Bearing*
(/2] 8 SERIES ) .
t 3" Tread Width Wheels 52002.02 | 1'/ax1%/ux3 >
With 31/4" Hub Len 2
/ o / Roller Bearing
(qw] 1 1D. X 0.0.
Part X Length
= Precision Ball Bearing Seelie |ty B
. 3 Series 5770313 Yex 1wy 5w
for Hand Truck 112" Tread Width Wheels with
@ Roller Bearing 15/d" Hub Length Less Bearing
4 1.D. X 0.D.
V Part X Length 4 Series STI0312 | ax 13 x e
Wheel Models Number (NGHES) 1'/2" Tread Width Wheels with
1%/&" Hub Length Less Bearing
5 Series Hand Truck Wheels 5770316 | Hfax1¥exT}s
All 8x2 Wheels with 1%/« & 2" 57703105 | ex1ex’/m 5 Series 5770311 | Yan1iex1 s
Hub Length Less Bearing 2" Tread Width Wheels with
2%/1" Hub Length Less Bearing
4 Serles Hand Truck Wheels 5770316 | Max1¥exT)e i =
AL x1'/5" Wheels with 1/2" & 15/d" 5770315 | %fax1%fexfse Akl wckibss e, et iy
Hub Length Less Bearing
Torrington—Style Roller Bearing
Bronze Bearing
Part
Wheel Models Number
Part -
Wheel Models Number 5 Series 55000.22
5 Series Wheels 52014.96 £ b W ol
. A
2" Tread Width Wheels with 1%/ 2w ibiegh
bore less bearing and 2%/ 6"
Hub Length Less Bearing

Note LD, is */4". Bronze bearings use standard
5 Series Spanner Bushing (52000.08).
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Replacement Parts

AxleKits | Spanner Bushings

AXLE DIA. X SPANNER BUSHING
mmen LENGTH '- m”"‘,.:}n LD.X 0.0, X LENGTH
CASTER SERIES (INCHES) WHEEL MODELS NCHES) m
1SERIES
1 SERIES (145 b cap.)/Less Brake 0595436 | Sfux1z
1 SERIES (145 Ib cap.)/With Brake 0595407 | Spex 19 4418 53 Wheels 5802004 | *hex”frox o . 2
2 SERIESLess Brake 0595412 | Yfax2fe AAEER N S
2 SERIES/With Zerk A and Total Lock Brake | 0595464 | /a2 ¥ Wheehs o M e =)
2 SERIES/Wih Zrk Ae Less Brake 0595469 | Yex2a & s bk [l
All Delrin Bearing Modals 5200843 | Yaxlfax 12
3 SERIES  Less Brake 0522552 | Ysx 2/ S m
3 SERIESWith Zerk Ae 0595465 | Ysu 2
skl ks | o Al Roler and elin Bearing Wieels 500017 | Yox*fux s (7p)
_ T4 Hub Length Wheels 5500018 | 3fsx%ex s w
4 SERIES2! 2 Leg Spacing 0595376 | '2x3¥s
4 SERIES/With Metal Brake 0504420 | /X s 4,5, BSERES , s (&)
4 SERIES/With TECH-LOCK Brake 0594420 Yax s 11f2" tread width Roller and Delrin Wheels 5500004 | Vaxax1fs
4 Series Stainless Steel 0521422 | '2x3s Al Roller and Delrin Bearing Wheels 5200008 | 'ax¥ax e o
4 Series Stainless Steel Wih Brake 052423 | 1fax3¥s 2/:a" Hub Length Wheels 5500019 | *fax’/ux 2
6 SERIES/2'/2' Leg Spacing 0505376 | '/ax3 BSERES o <
6 SERIES/2'/2" Le Spacing With Brake 0504420 | 'fax s All Roller Bearing Wheels 3500027 | Yfaxfax3
6 SERIES3" Leg Spacing 059444 | 'fox4 Wilya* Wl angth & 5
7 SERIES 05960.07 | ¥faxdis 7 SERIES
7 SERIES.I’?{MGUQ UI'IW 05953 84 1% G'II’E Al Roller and Delrin Bearing Wheels 5200161 3,"»1 X 113‘,"2
8 SERIES 05960.07  Yex4Ys 8 SERIES Cﬂ
Al 34" Hub Length Rolle 5200162 | 1x1ex3ss
Bearing Wheels !
Retainer Washers Thrust Washers
paRT | THRUST WASHER ‘
ID.X0D. | TOBEUSED NUMBER | 10-XOD. X THEK-IESS
X THICKNESS | WITH ROLLER WHEEL MODELS INCHES)
i W (NCHES) | BEARMG No. 4 SERIES (172 Tread Wit
2 SERIES 5200861 | *fux1fux®fn | 52007.93 AllSealed 1/ Tread Width Roller S0116.03 | %fax12xfn
3&4SERIES | 5011603 | Yfex1'fax’fs | 550000 Bearing Wheels
(Combination
: bl NeOD slagwr 4 56SERES oo
Note 0.0. s smaller than reteiner washer, All Roller Bearing Wheals 50116.03 | Yex Ve
than Thst esher, 5 SERIES 501603 | Yextfax’fe | 5500023 Millenw g
Combina o 5
but LD, thesame el Al Roller Bearing and Plain Bore Wheels | 5200009 | 25X 1%/2x%:
6 SERIES 5011603 | YextYoxs | 55000.06 4 SERJES 1+/2" TREAD WHEELS
3ASBSERES [ 5200679 | Yax Fhexs | AllRoler i o B Ll
Meta) 4,56 SERIES
7 SERIES 5200570 | 1fax 1%ex e | 5200196 Spacer to be used with 2-1/2" Farks in
e 505362 | 1x15(wxfs | 5200196 High Temp Appiications ST030.71 | 252X 17/ux"fe
(Sealed)
saal{thrust) retainer 5000587 | 1Yy 2fux’, 5900197 6 SERIES
f‘ XZfuxfm I Roller Bearing Whesls vith 501603 | Yfex1ax¥u
8 SERIES 5200569 | T 15/sxlfs | 5200202 2/¢"Hub Longh
TSERIES
4" Diameter Roller Bearing Wheels 5200589 | 1Yax3/wx /e
Al Roller & Delrin Bearing Wheels 5200588 | 1% 27K Sfes
§ SERIES
A3 " Hub Length Roller 5200587 | 1/ex 2fx s
Floor Lock Replacement Pad e IS

‘ MODEL # 34013.26 / 79479
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Wheel / Thread Guard Availability Chart

Wheel Mounting Code/  Thread Guard Wheel Mounting Code/  Thread Guard Wheel Mounting Code/  Thread Guard
Mode! Number Description Part Number Model Number Description Part Number Madel Number Description Part Number
Performa (flat/grey) Trans-forma LT (Round) 4.00006.811 T61: metal 57551.05
1 441 TG1: metal 57852.03 5.00006.581 Gi: mefal 5785045 4 813 G1: metal 57551.05
200003441 TG1: metal 57854,01 5.00006.585 G1: metal 57852.45 5,00004.831 TG1; metal 0
: : TG2: plastic 57852.39 '5,00006.5B9 Gi: metal 57852.45 5.00004.839 G1: metal 57852.07
—— G1: mefa 5785401 5.00006.586 G1: meta 5785245 5,00005.831 G1: metal 57866.01
! : G2: plastic 57852.39 5,00005.839 G1: metal 57866,01
2.00004,441 TG1: metal 57854.01 5,00006.831 TG1: metal 57551,05
2.00004.445 TG1: metal 57854,01 G1: metal 5785212 5,00006.839 TG1: metal 57551,05
9 00005.441 - metal 57866.03 G1: metal 5785212 5.00008.831 TG1: metal 57852.20
: : T62: plastic 57852.43 G1: metal 5785212 5,00008.839 G1: metal 57852.20
m TG1: metal 57866.03 &1 metal 5785212
2,00005.445 TG2: plastic 57852.43 “meta 5200794 Endura Wheels
: 5 00005.451 TG1: metal 57852.35 metal 52007,94 5.00004.831 EN TG1: metal 57852.07
: : TG2: plastic 57852.34 “metal 52007.94 5,00004.839 F G1: metal 57852.07
500005358 TG1: meta 57852.35 - metal 52007.94 500004835 F G1: metal 57852.07
‘ ’ : : TG2: plastic 57852.34 . metal 5785245 5,00005.831 E G1: metal 52007.94
5 00005.455 TG1: metal 57852.35 G1: metal 57852.45 5,00005.839 EN TG1: metal 59007.94
: : T62: plastic 57852.34 q F9 G1: metal 57852.45 5,00005.835 EN G1: matal 5200794
TG1: metal 59042.07 5.00006.4F6 G1: metal 57852.45 5,00006.831 EN TG1: metal 57551,05
g =) FORpOGAM 162 plastic __ 57852.09 500006830 EN i meal 5755105
5.00006.450 TG1: metal 5904207 Trans-forma HD nd 5,00006.835 EN TG1: metal 57551.05
| - : : TG2: plastic 57852.29 5.00006.5F1 TG1: metal 57852.45 5,00008.831 F G1: metal 57852.20
e TG1: metal 5904207 5.00006.5F5 - metal 57852.45 5,00008.839 EN G1: metal 57852.20
m 00006 T62: plastic 57852.29 75.00006.5F9 “metal 5795045 500008.835 EN G1: metal 57852.20
008,451 TG1: metal 57852.04 “5.000086.5F6 TG1: metal 57852.45
5. : TG2: plastic 57852,30 Phenolic Wheels
= o005 468 TG1: metal 5785204 Polyurethane HI-TECH Wheels 3.00004.301 TG1: metal 57852.10
: : TG2: plastic 57852.30 _Tm%, 0391 TGI.metl  57852.03 _  3.00004.305 1: metal 57852.10
G TG1: metal 57852.04 2.00002.91 TG1: metal 57852 3.00004,309 TG1: metal 57852.10
5.00008.455 TG2: plastic 57852.30 Z.00002.95 TG1: metal 57857 3.00005.301 G1: metal 57852,
2.00003.91 . metal 578540 3.00005.305 G1: metal 57852.08
Performa (round/grey) 2.00003.95 - metal 57854, 3.00005.309 TG1: metal 57852.08
t 2.00005.561 TG1: metal 5785401 Z.00004.91 - meta 57854 3.00006.301 G1: metal :
5.00006.551 TG1: metal 53042.07 2.00002.95 _metal 57854, 3.00006.305 TG1: metal 57950,56
: : TG2: plastic 57852.29 2.00005.91 G1: metal 57866.0 3.00006.309 G1: metal 52250.56
5.00006.550 TG1: metal 50042.07 > s 162: plastic 57852.43 4.00004,311 TG1: metal 57852,
: : TG2: plastic 57852.29 2.00005.95 TG1: mefal 57866.03 400004315 G1: metal 57852,
m 5.00006.555 TG1:melaI 59042.07 e - 162: plastic 57852.43 4,00004.3 TG1: metal 57852
: : TG2: plas 57852.29 "2.00004.90 TG1: metal 57852.22 4,00005.3 TG1: metal 52001.86
h 5.00008.551 TG1: meial 57852.04 3.00005.90 TG1: metal 5785210 4,00005.3 G1: metal 52001.86
: : T1G2; plastic 5785230 “3.00006.90 - metal 5785208 & 3 G1; metal 52001.86
= 5 00008550 TG1: metal 57852.04 4,00004.911 “metal 57852.23 4,00006.3 TG1: metal 57551,05
: ! ;EZ: Elastilc 5?35%.30 _ri,ofjﬁuﬁoﬁuxil,gl :WetaI 5?2?3,23 ;EBSBE: G1: metal 5755 ,35
1: meta 57852.04 4.00005.911 “meta 57852.11 3 TG1; metal 5755105
h A O0nR. 0 T62 plastic  57852.30 400005.919 “metal 5785211 5.00004.33 T61: metal 50042.0
4.00006.911 : mefal 52001.86 5,00004,339 G1: metal 549042.0
Performa (flat/black] j"g'gggg'gl—@ :m@ ﬁgﬁ;ﬁcﬁﬁ 5_.03005.331 G :meta: % ?.gi
7: metal 57850.35 4, 11 “meta 57852, 5.00005,339 G1: metal 7.94
5.00005.451.2 T62: plastic 5785934 2.00008.919 “metal 57852.05 5.00006.331 61 metal 5700186
TG1: metal 57852.35 5.00004.92 “metal 57852.23 5.00006.339 TG1: metal 52001.86
5.00005.459.2 G2: plastic 57852.34 5.00004.92 “metal 57852.23 5.00008.331 G1: metal 57852.05
_5.00005.455.2 G1: mefa 57852.35 5.00005.92 - metal 5785211 5.00008.339 G1: metal 57852.05
TG1: metal 59042.07 5.00005. “metal 57852.11
5.00006.4512 162 plastic 57852.29 5.00006.9 GI: metal 52001.86 Cast Iron Wheels
= G0GE A58 TG1: metal 53042.07 5.00006. " mefal 5200186 2.00002.12 [G1: metal 5785401
: 459 TG2: plastic 57852.29 5.00008.92 G1: metal 57852.04 20000512 G1: metal 57551,02
TG1: metal 50042.07 5.00008.929 “metal 57852.04 30000310 TG1: metal 52250.67
5.00006.455.2 TG2: plastic 5785229 3.0000310 G1: metal 5275062
5 000084512 TG1: metal 57852.04 Maxim 3.0000510 T161: metal 5225056
. 491 TG2: plastic 57852.30 '5,00005.531 G1: metal 57852.45 300005109 51 metal 52250.56
T — TG1: metal 57852.04 5.00005.539 “meta 57852.45 3,00006.101 G1: metal 5785216
: sk TG2: plastic 57852.30 5.00006.531 - metal 57852.46 3,00006,109 G1: metal 216
0008.455.2 TG1: metal 57852.04 .00006.539 G1: metal 57852.46 400003111 TG1: metal 5785212
5.00008.435. T62: plastic 57852.30 400003119 TG1: metal 5785
Moldon Polmreﬁane Aluminum Core 400004111 G1: metal 5200794
Trans-forma (Flat) '5,00005.93 TG1; metal 5786601 400004119 TG1: metal 59007.94
5.00004.4E1 TG1: metal 5785212 75,00005. 339 G1 metal 5786601 4.00005111 TG1: metal 57551,05
~5.00004.465 - metal 5785212 5.00006.931 G1: metal 575510 4,00005.119 G1: metal 5755105
5.00004.4E" TG1: metal 5785212 5.00006.939 G1: metal 57551.0 4,00006.111 TG1: melal 57852.04
snunu:.:z TG1: metal 5785212 5.00008.931 G1: metal 57852.20 4,00006.119 TG1: metal 5785204
5,00005.4 G1: metal 52007.94 .00008.939 G1: metal 57852.20 5,00004.131 G1: metal 52007.94
~5.00005.4F G1: metal 5200794 5,00004,139 TG1: metal 52007.94
500005, 4E TG1: metal 52007.94 Polyolefin Wheels 500005131 TG1: metal 57551,05
5.00005.4E4 G1: metal 52007.94 jjﬁﬁ@ 53 G1: metal 57852.03 5000057139 G1: metal 57551.05
5,00006.4E G1: metal 57852.45 2.00002.53 G1: metal 5785
~5,00006.4E TG1: metal 5785245 2.00002.55 G1: metal 5785 Forged Steel Wheels
_5.00006.4E - metal 5785245 2.00003.53 1. metal 57854.01 5.00005.231 TG1: metal 5755105
5.00006.4E G1: metal 57852.45 2.00003.55 1. metal 57854.01 5.00005.239 TG1: metal 57551.05
2.00004.53 1. metal 5785401
Trans-forma nd 2.00004.55 31: metal 57854.01 V-Groove Wheels
~5,00006,5E TG1: metal 57852,45 20000553 G1: metal 57866.03 5.00004.731 T61: metal 57852.07
~5.00006.5E! TG1: metal 5785245 -00005.5 162: plastic 57852.43 5.00004.739 TG1: metal 57852.07
5,00006,5E G1: metal 57852 45 b0 TG1: metal 57866.03
5.00006.5E TG1: metal 57852.45 / - G2: plastic 57852.43
3.00003.801 G1: metal 59250.62
_Trans-forma LT (Flat) 3.00003.809 1: metal 52250.62
_5.00004.481 G1: metal 5785212 3.00004.801 (31 metal 5785206
5,00004.485 TG1: metal 5785212 ~3.00004.80 G1: metal 57852.06
'5‘0!0004 i 35 : 'm?tﬁ -;g%z' méi"”ﬁ "mgjm] %
al:m 2 | :
500005481 TG1: mi 5200794 _3,00006.80 . metal
5.00005.485 TG1: metal 52007.94 ~3.00006.809 G1: metal 59250.56
5,00005.489 G1: metal 52007.94 ~4.00003.811 G1; mefal 57
"5.00005.486 G1: metal 59007.94 “4.00003.819 G1: metal 5785212
~5,00006.481 TG1: metal 57852,45 4,00004.811 G1: metal 57852.07
~5,00006.485 G1: meta 57852.45 4,00004.819 Gi: metal 57852.07
75,00006.489 TG1: metal 57852.45 4.00005.811 G1: metal 57866.01
"5.00006.486 TG1: metal 57852.45 4.00005.819 G1: metal 57866.01

114



Stem Mounting Options

1 Series Straight Thread Stem
Up to 75 Ibs models 3/8" dia.—16NC x
1-1/4" long threaded 1-1/8". Upto
145 Ibs models are 3/8" dia. —16NC
x1-1/2" long. 3

MTG1 option is 24NF »l |<

x11/16" long. —
Length
Y

1 Series Grip Ring Stem
Spring grip on top of stem holds
caster fimly in place.

Up to 75 Ibs models have 3 options.
MTG1: 3/8" dia. 1-9/16" long.
MTG2: 7/16" x 1-9/16" long. IDiEIt

MTGS0: 7/16" x 1" long.
Length
,

2 Series Grip Ring Stem

Spring grip on top of stem holds
caster fimly in place. All stem lengths
are 2-3/16". Standard is 5/8 dia.
MTGS5: 3/4" dia. _
MTG6: 13/16" dia. O

MTG7: 27/32" dia. DT
MTG8: 7/8" dia. 23hs
MTG9: 1" dia. —

1 Series Square Stem
Stems may be bolted or riveted
against any flat vertical surface.
Standard: 3/4" square
MTG1: 7/8" square,

1 Mtg. hole 17/64" dia.,
2"long.

1 Series Wood Furniture Stem
Accepts 3/8" diameter hole
approx. 1-5/8" deep.

2 Series Straight Thread Stem
The 7/16" hex nut beneath the lower
raceway makes it fast and easy to
install these casters on a wide variety
of equipment.

Standard mounting is Dia.
MTG53: 1/2" dia.—13NC x I

1-1/2" long theaded 1-3/8" Thfeadeaiég Length

Up to 145 Ibs models have 2 options.
MTG2: 7/16" x 1-1/2" long.
MTG52: 7/16'" x 1-29/32"

Plastic Adapter Options
Available on up to 145lbs models
only. Requires MTG51 Grip Ring.
Snaps easily in place to reduce
damage to equipment tubing. Plastic
adapters are non-conductive.

1 & 2 Series

Expanding Adapter Stem
Turning of hex nut beneath lower
raceway expands rubber adapter
inside round or square tubing for

a tight permanent fit.
See chart at right A
for options. 20e
P8
2 Series Square Stem

Stems may be bolted or riveted
against any flat vertical surface.
Standard: 3/4" square, 2-1/16"
long, 3 Mtg. hole 17/64" dia.
MTG1: 7/8" square, 2-3/16" long,
1Mtg. hole 17/64" dia.
MTG3: (Oct. Stem) 3/4"

Standard

1 & 2 Series Pipe Thread Stem
Screws into standard 3/4" pipe couplings

for rigid and permanent fit with full swivel action.

116
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Options

MTG10: 1/2"-13UNC x 3/4" long
MTG12: 1/2"-13UNC x 1" long
MTG13: 5/8"-11UNC x 1-3/4" long
MTG14: 5/8"-18UNF x 1-3/4" long
MTG15: 3/4"-10UNC x 1-3/4" long
MTG50: 1/2"-20UNF x 1-1/2" long

Plastic Adapter Specs

MTG53: Fits 7/8" x 18 ga. wall round
tubing or any 1.D. from 3/4" to 51/64"
MTG55: Fits 1" x 14 ga. wall round
tubing or any 1.D. from 53/64" to 55/64"
MTG56: Fits 1" x 16 ga. wall round
tubing or an 1.D. from 57/64" to 29/32"

Mounting
Inside Code Numbers
Diameter
of Tube Round Square
Tubing Tubing

3/4"—13/16" MTG40 -

7/8"—15/16" MTG41 MTG51

1"—1-1/16" MTG42 MTG52
1-1/8"—1-3/18" MTG43 MTGS3
1-1/4"—=1-5/16" MTG44 MTG54
13/8'=17/16" | MTG45 | MTGS5
1-1/2"-1-9/16" MTG46 -

1-5/8"—1-11/16"| MTG47 -

Stems are 2-11/16" long. Stem size less adapter
1/2'=13NC x 2-11/16"

Note: To order Exrandin%}lﬂ\dapter Stem Kit only,
sgecif)r "05502." plus the MTG extension
(Example: 05502 .40).

3 Series Square Stem

Stems may be bolted or riveted

against any flat vertical surface.
Standard: (MTG31) Four 17/64" dia.
holes are drilled into stem. Two per side.
7/8" square, 2-1/2" long.

5T

134 !El !

g ——lloll_3/,
3 Series Round Stem
Lengths are 2-1/2".
MTG7: 3/4"dia. e
MTG9: 7/8" dia. 21/s
MTG11: 1" dia. l_‘f_

/5]
o
=
=
o
-
(o)
| -
I;
-
-
=
=
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Mounting Options

116

Top Plate Mounting

1 Series
UP TO 75 Ibs CAPACITY

Small Top Plate

Swivel Rigid
Bolt Bolt
dia. dia. 3/,
19, 8
13/pa /18 . 17/64 21/
13/1 @ 17/32 11/
Ol ¥ LAS
< 2 be—31/4—l

Large Top Plate
Swivel & Rigid
2 g
- ¢ Dia.
0 &
le—3 —l
UP TO 145 Ibs CAPACITY
Swivel

318
21315

3 Series
UP TO 400 Ibs CAPACITY

Standard Top Plate
Swivel

S/g —»
3 3

T (o ~°F 7% =@ ©
33/ 25/ 3 3 25/

G—iYV'g o

l«—43/5—>

2 Series
UP TO 325 Ibs CAPACITY

Standard Top Plate
Swivel

3116
213/
19/ Tg
le—3 5/—>
# 59 Option # 27 Option # 35 Option
Swivel Swivel Bolt Swivel
< 3fo—>] 3%/ =
<« 335 —>| W 3—=
it A [y
23/, 3%
o Y _L o] e,
le—4g1/g—| le—q3/5—!
4 Series
UP TO 1400 Ibs CAPACITY
Standard Top Plate # 2 Top Plate # 4 Top Plate
[e—35/8 —| Bolt dia, j<—51/s—» Bolt dia.
r‘—3—‘1‘ 1/2 \Jl<415he>| 1o x < 4le =
A e 4] L N o _f
395/g 4 3%27he 4l 41/g 5
v Yl ol o 0 iy ol {
le—d1/p—> le—g1/s—| l«—51/2 —>
6 Series
UP TO 1500 Ibs CAPACITY
Standard Top Plate # 1 Top Plate # 4 Top Plate
< 51/4 =33/ —>| Bolt dia.
[<atsner| 3 w2\ < 4 -]
AR —i——é d _f R v} T
41f 27116 3% 3 25/8 4 4/g 5
a ofF— Y v Yl fo) Yio o i
le—61/4—! le—41/5—] le—51/—!
7 & 8 Series ENFORCER
UP TO 6000 Ibs CAPACITY
Standard Top Plate # 2 Top Plate # 3 Top Plate
6l/s >
~6/8—> Bolt dia. (<54 i
|‘“5”4_'1L 12\ !“4151"16" _ < 6 >
TR 2 o7 T S
51/ 3%, | 3352706 41 414108 614
{ g v 2 "
2 1 Y o 0 =0 o)
71/ 44— l«—61/4—s! le—71/2—>




Conversion Chart _

colson

(qv]
INCHES INCHES DECIMAL MILLIMETERS INCHES INCHES DECIMAL MILLIMETERS :
1/64 0156 0.397 41/64 6406 16.272 ()
1/32 0313 0.794 21/32 6563 16.669 =
3/64 0469 1.191 43/64 6719 17.066
1/16 0625 1,588 11/16 6875 17.463 (@)
5/64 0781 1.984 45/64 7031 17.859 e
3/32 0938 2,381 23/32 7188 18.256 (7p)
7/64 1094 2778 47/64 7344 18,653 o
1/8 1250 3175 3/4 7500 19.050 (ab)
9/64 1406 3.572 49/64 7656 19.447 —
5/32 1563 3.969 25/32 7813 19.844 (=
11/64 1719 4.366 51/64 7969 20.241 o
3/16 1875 4.763 13/16 8125 20,638
13/64 2031 5.159 53/64 8281 21.034 ()
7/32 2188 5.556 27/32 8438 21.431
15/64 2344 5.953 55/64 8594 21.828
1/4 2500 6.350 7/8 8750 22,225
17/64 2656 6.747 57/64 8906 22,622
9/32 2813 7.144 29/32 9063 23.019
19/64 2969 7.541 59/64 9219 23.416
5/16 3125 7.938 15/16 9375 23.813
21/64 3281 8.334 61/64 9531 24,209
11/32 3438 8.731 31/32 9688 24,606
23/64 3504 9.128 63/64 9844 25.003
3/8 3750 9.525 1 1.0000 25,400
25/64 3906 9.922 2 2.0000 50.800
13/32 4063 10.319 3 3.0000 76.200
27/64 4219 10.716 4 4.0000 101.600
7/16 4375 11,113 5 5.0000 127.000
29/64 4531 11.509 6 6.0000 152.400
15/32 4688 11,906 7 7.0000 177.800
31/64 4844 12,303 8 8.0000 203.200
1/2 5000 12.700 9 9.0000 228.600
33/64 5156 13.097 10 10.0000 254.000
17/32 5313 13.494 11 11.0000 279.400
35/64 5469 13.891 12 12.0000 304.800
9/16 5625 14.288 13 13.0000 330.200
37/64 5781 14,684 14 14,0000 355.600
19/32 5938 15,081 15 15.0000 381.000
39/64 6094 15,478 16 16,0000 406.400
5/8 6250 15.875 17 17.0000 431.800

To convert pounds to kilograms use the following formula:
Kilograms = Pounds + 2.2046
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encore

(qw]
INCHES INCHES DECIMAL MILLIMETERS INCHES INCHES DECIMAL MILLIMETERS :
1/64 0156 0.397 41/64 6406 16.272 ()
1/32 0313 0.794 21/32 6563 16.669 =
3/64 0469 1.191 43/64 6719 17.066
1/16 0625 1,588 11/16 6875 17.463 ()
5/64 0781 1.984 45/64 7031 17.859 + o
3/32 0938 2381 23/32 7188 18.256 (7p]
7/64 1094 2778 47/64 7344 18.653 P
1/8 1250 3175 3/4 7500 19.050 (ab)
9/64 1406 3.572 49/64 7656 19.447 —
5/32 1563 3.969 25/32 7813 19.844 -
11/64 1719 4.366 51/64 7969 20.241 (=)
3/16 1875 4.763 13/16 8125 20,638
13/64 2031 5.159 53/64 8281 21,034 (o)
7/32 2188 5.556 27/32 8438 21.431
15/64 2344 5.953 55/64 8594 21.828
1/4 2500 6.350 7/8 8750 22225
17/64 2656 6.747 57/64 8906 22,622
9/32 2813 7.144 29/32 9063 23.019
19/64 2969 7.541 59/64 9219 23.416
5/16 3125 7.938 15/16 9375 23.813
21/64 3081 8.334 61/64 9531 24,209
11/32 3438 8.731 31/32 9688 24,606
23/64 3594 9.128 63/64 9844 25003
3/8 3750 9.525 1 1.0000 25.400
25/64 3906 9.922 2 2.0000 50.800
13/32 4063 10.319 3 3.0000 76.200
27/64 4219 10.716 4 4.0000 101.600
7/16 4375 11.113 5 5.0000 127.000
29/64 4531 11.509 6 6.0000 152.400
15/32 4688 11.906 7 7.0000 177.800
31/64 4844 12.303 8 8.0000 203.200
1/2 5000 12.700 9 9.0000 228,600
33/64 5156 13.097 10 10,0000 254.000
17/32 5313 13.494 11 11,0000 279.400
35/64 5469 13.891 12 12.0000 304.800
9/16 5625 14.288 13 13.0000 330.200
37/64 5781 14.684 14 14,0000 355.600
19/32 5938 15.081 15 15.0000 381.000
39/64 6094 15.478 16 16.0000 406.400
5/8 6250 15.875 17 17.0000 431.800

To convert pounds to kilograms use the following formula:
Kilograms = Pounds + 2.2046
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Hand Truck Wheels

Featuring an off-set hub design, these light weight, high performance hand truck wheels roll longer, quieter and

smoother without marking floors.

Temperature range: -45°F to +180°F intermittent service (120° continuous service).

‘\.%_\ Hardness: 55(5) Shore A Scale.
~-
(7p) ' Wheel Hub .
— Capacity Bore Length Length
m Wheel Tread Each Wheel Model | Bearing | Less  Less With = Weight
Dia. | Width  (Pounds) Bearing Number Bore |Bearing Bearing Bearing  (Pounds)
(ab) Round Black Tread Models
o 8" | 2" 280 Nomecweomars E5.000085862  N/A | 13/ 20 | 21/ | 21/
8" | 2" | 280 Ball (2" itset Hub) E5.00008.585.2 5/g" 13/g" 2 21/4" 21/4
; 8" | 2" | 280 | None omsetrun) | E5.00008.596.2 N/A 13" | 2" 21/4" 21/
8" | 2" | 280 | Balleyaomsetns) | E5.00008.595.2 5/g" 13/g" 2" 21/4" 21/4
m 10" | 2" 600 None (2" Offset Hub | E5.00010.596.2 N/A 138" | 2" 24" | 2710
S 10" | 2" | 600 Ball 2174 onset b} | E5.00010.595.2 5/g" 13" 2" 214" 270
(@) Round Grey Tread Models
Q 8" 2 | 280 | None (13/4  omisethuny | E5.00008.586 N/A 13/8" o 21/4" 21/4
8" g 280 Ball (2 ottset Hub) E5.00008.585 5/8" 13/8" 2 21/4" 21/4
: g* | 2" 280 | None (2" offset Hut) E5.00008.596 N/A 1 3/8" 2" 214" 214
LL) 8" | 2" | 280 | Ball evwometan) | E500008595 | s/’ | 1a/8' | 2' | 214 | 21
10" | 2" | 600 | None @ ofsettub) E5.00010.596 N/A | 13/8" 2" 218" | 27/0
10" | 2" | 600 Ball 21/4" ffset Hub) E5.00010.595 5/8" 13/8" 2 21/4" 27/10

Encore Hand Truck Wheels - Flat Grey Tread - 5 Series * Capacity up to 500 Ibs each

Moldon Polyurethane
Cast Iron Wheels

Wheel =~ Hub

Capacity Bore  Length Length
Wheel Tread | Each Wheel Model Bearing | Less Less With = Weight
Dia. | Width  (Pounds) Bearing Number Bore |Bearing Bearing Bearing  (Pounds)
10" | 112" 500 Noneg (Center Hub) E£4.00010.446 N/A 13/g" | 2" | 21" | 27/
10" .11;2"f 500 Ball icenter Hub) E4.00010.445 5/g" 13" 2" 21y 270

A strong, ultra-durable wheel, this wheel has a very high strength-to-weight ratio and is capable of long service
under heavy loads. Red polyurethane is bonded to cast iron core.

Temperature range: -45°F to +180°F.
Hardness: 95(+5) Durometer Shore A scale.

Finish: Silver paint (wheel core).

Wheel Spanner Bushing
Capacif
Y Tt B v VM v U M |
6" 3" | 1632 | Roller | E7.00006.979.7 1 115/6" | 314" 34" 312" 1012
8" 3" 2000 Roller | E7.00008.979.7 1" 115/6" | 31/4" 3" 312" | 12
10" 3" | 2400 Roller | E7.00010.979.7 1" 115" | 31/4" 340 | 31" 13
12" | 3" | 2800 Roller | E7.00012.979.7 1" [ 15/46" | 31/4" 34" | 31" 16




Moldon rubber is bonded to the cast iron core. These wheels are quietin operation and absorb shock and vibration.
They help prolong equipment life and protect cargo.

Moldon Rubber Cast

Iron Wheels

Temperature Range: -45°F to +160°F. Zerk Fitting: Zerk grease fitting in hub is standard on 7 Series. .
Hardness: 70(+5) Durometer Shore A scale. Finish: Black painted cast iron wheel core. o '
Encore Moldon Rubber Cast Iron Wheels + 5 Series « Capacity up to 400 Ibs each I
Wheel | Spanner Bushing
Capacity E Bore ' -
Wheel | Tread i Wheel Model | Bearin Hub Weight
: = Each Bearing 9 Less Bore  Length
Dia. | Width (Pounds) Number Bore  pearin " Length (Pounds)

4" 2" | 320 Roller | E5.00004.6497 34" 136" | 231" 12" 27he" | 438

5 | 2" | 3% Roller | E500005.649.7 | 34" | 131" o%pe | | 27" | 5

6" 2" | 360 Roller ~ E5.00006.649.7 | 3/4" 131" | 23/1" 1" | 276" | 558

8" 2" | 400 Roller  E5.00008.6497 | 34" 136" | 231" 12" | 27he" | 91/4
Less Bearing Option: change the 10th digit to "6" (Example E5.00004.646.7).

L
T
D

=
@
o
©
©
=

L

Polyurethane Cast
Iron Core Wheels

This strong, ultra-durable wheel has a very high strength-to-weight ratio and is capable of long service under heavy loads.
Red polyurethane is bonded to the cast iron core.

Temperature Range: -45°F to +180°F.
Hardness: 95(%5) Durometer Shore A scale. Finish: Silver paint (wheel core).

Encore Polyurethane Cast Iron Core Wheels * 5 Series * Capacity up to 1200 Ibs each

Wheel | Spanner Bushing

Wheel Tread CaPacity Wheol Model | Bearing O | Hub

Each Bearing
Dia. | Width (Pounds) Number Bore  pearing Length

4" | 2" 560 Roller  E5.00004.949.7 | 34" [ 13/18" | 231" 12" | 27he" | 434

5" 2" 800 Roller  E5.00005.949.7 34" 13/18" | 23/18" 142" 271" b

6" 2" 960 Roller  E5.00006.949.7 3y . 13/16" | 23/16" 1h" 27/16" | 558

8" 2" 1200  Roller  E5.00008.9497 34" 136" | 236" | V' 278" | 91/a
Less Bearing Option: change last digit to "6" (Example: E5.00004.946.7).

Weight
Bore Length {Pﬂu'gds)

13



Cast Iron Wheels

This wheel should be specified when excessive load weights are involved and floor protection is not a factor. Cast iron wheels
have high strength to withstand sharp impacts. They should not be used if noise is of major concern or if loads are fragile.

. Temperature range: -45°F to +180°F. Finish: Silver
Encore Cast Iron Wheels * 5 Series + Capacity up to 1500 Ibs each
| Wheel Spanner Bushing
Capacity Bore .
Wheel Tread : Wheel Model  Bearing Hub Weight
5 Each Bearing Less Bore | Length
Dia. ' Width (Pounds) Number Bore  poari ng Length (Pounds)

4" 2" 1000 Roller | E5.00004.139 34" 138" 23/16" T2 276" 338

5" 2" | 1000 Roller = E5.00005139 34" 13" 23w" 2" | 27he" | B8

6" 2" 1500 Roller E5.00006.139 34" 13/6"  23/18" ' | 276" | 534

8" 2" | 1500 Roller E5.00008.139 34" 13" | 231" 12 | 274" | Blf2
Less Bearing Option: Change the 10th digitto "6" (Example E5.00004.136).

Encore Wheels

Glass Filled
Nylon Wheels

Encore Glass Filled Nylon wheels feature an exclusive, ultra tough thermoplastic compound that resists hard impacts and
drop-shocks. The wheel is impervious to most chemicals, solvents, salts, gases, alkalines and steam cleaning and

does not absorb water. When compared to other hard tread wheels, these Glass Filled Nylon wheels require less force to
roll and swivel. It is ideal for many industrial and institutional applications and is NSF listed for the food service industry.
The wheel is non-marking.

Temperature range: -45°F to +180°F (normal). To +350°F if you specify a bronze or roller bearing with mid-temp grease,

Hardness: 85(+5) Durometer Shore D scale.

Encore Glass Filled Nylon Wheels - 5 Series « Capacity up to 1120 Ibs each

Wheel | Spanner Bushing
Capacity ' Bore I |
Wheel Tread y Wheel Model  Bearing Hub Weight
Dia. Width o *2%% Raarig Number Bore B;::‘,f,g Length ~Bor€ | Length (poynds)

4" 2" 640 Roller E5.00004.539 34" 13/8" 238" 12" | 270" 1

" 2" 800 Roller E5.00005.539 34" 138" 23/18" 12" | 27h6" | 114

6" 2. 960 Roller E5.00006.539 34" [ 13/6" | 23/18" 2| 27he" | 11f2

8" 2" | 1120 Roller | E5.00008.539 g 136" | 238" 2| 27" 2
Less Bearing Option: change last digit to "6" (Example: E5.00004.536).




Ecoforma Wheels

Ecoforma wheels offer the advantages of both hard and soft tread materials in a single wheel. Like a hard tread wheel, Ecoforma

rolls easily and is very durable. Like a soft tread wheel, it rolls quietly, protects floors and resists impacts with a cushion ride. Italso

features maximum weatherability, low temperature flexibility, resistance to chemicals, water and steam, and rejects floor debris
such as metal shavings. Non-marking thermoplastic elastomer tread is permanently bonded to durable polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service (120° continuous service).
Hardness: 70{x5) Durometer Shore A scale.

Encore Ecoforma Wheels + Round Grey Tread - 2 & 5 Series + Capacity up to 480 Ibs each

Wheel Spanner Bushing
Capaci . Bore :
S (Pﬁg:gg: Bearing i ber e B:ae?!;g L::ghth Bore  Length | (poutc)
312" 156" 170 Delrin £2.00003.571 o' 293" | 17" 8g" 112" | 4
5" [1516" 200 Delrin E2.00005.571 o' 29t | 178" | 3 11" | 7
6" | 2" 360 Delrin E5.00006.571 Y4 134" | 2346 | 12" | 277" | 158
8" | 2" 480 Delrin E5.00008.571 Y4t 136" | 2346 | 12" | 27" | 214

Annular Ball Bearing Option (2 Series): Change the last two digits to "85" (Example: E2.00003.585).
Cartridge Bearing Option (5 Series): Change the 10th digit to "5" (Example: E5.00005.575).

Roller Bearing Option (5 Series): Change the 10th digitto "9" (Example: E5.00005.579).
Less Bearing Option (5 Series): Change the 10th digit to "6" (Example: E5.00005.576).

Ecopoly Wheels

Industrial strength polyurethane tread bonded to “ribbed"” polyolefin core. This design adds strength for loads subjected to shock
and hard impacts. Tread is molded in, around and through a ribbed extension of the core to prevent debonding. Standard colors
are red tread on grey core. Not recommended for conditions of continuous operation such as tow-line, etc.

Temperature range: -45°F to +180°F.

Hardness: 55(+5) Durometer Shore D scale.

Encore Ecopoly Wheels « 2 & 5 Series + Capacity up to 800 Ibs each

Encore Wheels

Wheel Spanner Bushing
Capacity 5 Bore -
Wheel  Tread Wheel Model | Bearing Hub Weight
Dia. | Width {szg'c"s) Bearing Number Hocs B::?isng Length B¢ Length | pounge)
22" 14" 200 Delrin E2.00002.951 Vo B | 1THe" | 3 | 11 | 1/
3" 11,f4" 160 Delrin E2.00033.951 172" 23" | 178" 3/g" 117" /3
31)'2"_ 14" 200 Delrin E2.00003.951 172 203" | 17/8" 3/g" 11 38
A 14" 220 Delrin E2.00004.951 12 293" | 17/16" 3" 1" 2
2" 480 Delrin E5.00004.921.7 34 13/18" | 23/16" 1/ 270" | 17)2
5 ' 14" 240 Delrin E2.00005.951 12" 293" | 17/" 3/g" 11 1/4
2 600 Delrin E5.00005.921.7 3y 13/16" | 23/16" Yt 27he" | 11f2
. 174" 300 Delrin E2.00006.951 Vo B | 1THe" | 3 | 11 | 1/
2" 720 Delrin E5.00006.921.7 3jq" 13/18" | 23/16" 112" 276" | 178
8" [ 2 800 Delrin E5.00008.921.7 34 136" | 23/16" ' 27h6" | 134

Annular Ball Bearing Option (2 Series): Change the 10th digit to "5" (Example: E2.00033.955).
Cartridge Bearing Option (5 Series): Change the 10th digit to "5" (Example: E5.00004.925.7).

Roller Bearing Option (5 Series): Change the 10th digit to "9" (Example: E5.00004.929.7).

Less Bearing Option (5 Series): Change the 10th digit to "6" (Example: E5.00004.926.7).

1



Ecoforma Wheels

Ecoforma wheels offer the advantages of both hard and soft tread materials in a single wheel. Like a hard tread wheel, Ecoforma
rolls easily and is very durable, Like a soft tread wheel, it rolls quietly, protects floors and resists impacts with a cushion ride. It also
features maximum weatherability, low temperature flexibility, resistance to chemicals, water and steam, and rejects floor debris
such as metal shavings. Non-marking thermoplastic elastomer tread is permanently bonded to durable polyolefin wheel core.

Temperature range: -45°F to +180°F intermittent service (120° continuous service).
Hardness: 70(+5) Durometer Shore A scale.

Encore Ecoforma Wheels - Flat Grey Tread < 2 & 5 Series * Gapacity up to 540 Ibs each

Wheel Spanner Bushing
Capacity ' Bore '
Wheel Tread ; Wheel Model  Bgaring Hub Weight
Dia. Width oot feanm Number Bore Be"zf,f,g Length  BOr¢  Lendth  poungs)

3" 1Y4'| 180 | Delrin | E2.00033471 2| By AT | e | 1R Y
3Y2" 14" | 200 | Delin | E2.00003471 2| By AT | e | A T
14" | 240 | Delrin | E200004471 | Vo' | Bym' | 17pe" | 3 | Y2 | Ya

A 9 ae0 | pein | E500004471 | e e 2% | V2 | 2 s

gu 174" 260 | Delin | E200005471 | o' |y | A7 | e | AV | Y
2" | 300 | Defin | E500005471 | 34" | 1% 2% V2" | 276 s

gn | 1V4'| 280 | Delin | E200006471 | 2 | B | v | Y | Ve | Y

2" | 480 | Delrin E5.00006.471 30 | 1Bpgt | 238 | 2 | Y2 | T
8" 2" | 540 | Defin | E5.00008.471 Yy |3 2% | 1 | 27 | Ya

Annular Ball Bearing Option (2 Series): Change the last two digits to "85" (Example: E2.00033.485).
Cartridge Bearing Option (5 Series): Change the 10th digit to "8" (Example: E5.00004.475).

Roller Bearing Option (5 Series): Change the 10th digit to "9" (Example: E5.00004.479).

Less Bearing Option (5 Series): Change the 10th digit to "6" (Example: E5.00004.476).

Encore Ecoforma Wheels + Flat Black Tread - 5 Series *+ Capacity up to 540 Ibs each

Wheel | Spanner Bushing
Capacity ' Bore -
Wheel Tread y Wheel Model  Bearing Hub Weight
Dia. Width oeort Bearing | Number Bore B;::‘,f,g Length  Bor¢  Lendgth  poungs)

4" an 280 Delrin E5.00004.471.2 3 13/16"  23/1" 2 | 2708 | 114
5" 2" 300 Delrin E5.00005.471.2 34" 131" 23/16" 2 | 270" | 112
6" 2. 480 Delrin | E5.00006.471.2 34" [ 13/6" | 23/18" 2| 276" | 13/a
8" 2" 540 Delrin E5.00008.471.2 g |13/ | 238" 2| 2%he" | 21k

Cartridge Bearing Option (5 Series): Change the 10th digitto "5" (Example: E5.00004.475.2).
Roller Bearing Option (5 Series): Change the 10th digitto "9" (Example: E5.00004.479.2).
Less Bearing Option (5 Series): Change the 10th digit to "6" (Example: E5.00004.476.2).



Encore 4 Series Casters ¢ Top Plate Swivel & Rigid + Capacity to 1000 Ibs

Capaci Swivel Top Plate | Rigid Top Plate |Qptional Bearings
“L"igf" L’i‘gﬂ El:::nﬂy Wheel Descriptions Roller Be[:iring Roller Blllsaring ?(}rder it H';;’igﬂi g;‘ﬂ:f; e
(Pounds) Caster Models Caster Models below chart) 15 Ibs)
280 Ecoforma Rubber (Fiat/Black) E4.04169.479.2 E4.04168.479.2 Delrin, Ball 53/8 | 33/4 53/4
Ecoforma Rubber (Flat/Grey) E4.04169.479 E4.04168.479 Delrin, Ball 55/8 | 33/4 53/4
320 Moldon Rubber (Cast Iron Core) E4.04169.649.7 E4.04168.649.7 Delrin 53/8 | 33/4 71/4
4" | o 480 | Ecopoly E4.04169.929.7 | E4.04168.929.7 Delrin 55/8 | 334 | 4%a
560 Moldon Polyurethane (Cast iron Core) E4.04169.949.7 E4.04168.949.7 Delrin 55/8 | 33/4 71/4
640 | Glass Filled Nylon £4.04169.539 E4.04168.539 Delrin 538 | 33/4 41/g
800 | Castlron E4.04169.139 E4.04168139 Delrin 55/8 | 334 | 77)8
300 Ecoforma Rubber (Flat/Black) E4.05169.479.2 E4.05168.479.2 Delrin, Ball 61/2 | 41/2 61/8
Ecoforma Rubber (Flat/Grey) E4.05169.479 E4.05168.479 Delrin, Ball 61/2 | 41/2 61/a
320 Moldon Rubber (Cast lron Core) E4.05169.649.7 | E4.05168.649.7 Delrin 61/2 | 412 81/8
| 600 | Ecopoly F4.05169.929.7 | E4.05168.929.7 Delrin 61/2 | 412 | 434
Moldon Polyurethane (Cast lren Core) E4.05169.949.7 E4.05168.949.7 Delrin 61/2 [ 41/2 81/8
800 | Glass Filled Nylon E4.05169.539 E4.05168.539 Delrin 612 | 41)2 41/2
Cast Iron E4.05169.139 E4.05168139 Delrin 61/2 | 412 87/8
480 Ecoforma Rubber (Flat/Black) E4.06169.479.2 | E4.06168.479.2 Delrin, Ball 712 | 51/4 61/8
Ecoforma Rubber (Fiai/Grey) E4.06169.479 E4.06168.479 Delrin, Ball 712 | 51/4 61/8
360 Ecoforma Rubber (Round/Grey) E4.06169.579 E4.06168.579 Delrin, Ball 71/2 | 51/a 61/a
6" o Moldon Rubber (Cast lron Core) E4.06169.649.7 | E4.06168.649.7 Delrin 71/2 | 51/4 101/2
720 Ecopoly E4.06169.929.7 E4.06168.929.7 Delrin 712 | 51/4 5
960 Moldon Polyurethane (Cast iren Core) E4.06169.949.7 E4.06168.949.7 Delrin 712 | 51/4 101/2
(Glass Filled Nylon E4.06169.539 E4.06168.539 Delrin 72 | 51/4 43/4
1000 Cast Iron E4.06169.139 E4.06168.139 Delrin 712 | 51/4 93/4
540 Ecoforma Rubber (Fiat/Black) E4.08169.479.2 E4.08168.479.2 Delrin, Ball 91/2 | 61/2 61/4
Ecoforma Rubber (Flat/Grey) E4.08169.479 E4.08168.479 Delrin, Ball 91/2 | 61/2 61/4
480 Ecoforma Rubber (Round/Grey) E4.08169.579 E4.08168.579 Delrin, Ball 91/2 | 61/2 61/4
g" | o | 400 | Moldon Rubbr estion Con E4.08169.649.7 | E4.08168.649.7 Delrin 912 | 612 | 131/4
800 Ecopoly E4.08169.929.7 E4.08168.929.7 Delrin 912 | 61/2 53/
Moldon Polyurethane (Cast iron Core) E4.08169.949.7 E4.08168.949.7 Delrin 91/2 | 61/2 131/4
1000 Glass Filled Nylon E4.08169.539 E4.08168.539 Delrin 91/2 | 61/2 51/2
Cast Iron E4.08169.139 E4.08168.139 Delrin 91/2 | 61/2 121/2

Bearing Options

Delrin Bearing

For standard two-piece bearing change 10th digit to “1"
(Example: E4.06109.921.7). One-piece with steel thrust
washers (Specify WB11).

Ball Bearing

To order change 10th digit in model number to “5”
(Example: E4.06109.475).

Encore 4 Series




» Top Plate Swivel & Rigid
» Capacity up to 1000 Ibs each

Standard Features

+ Zinc plated finish is attractive + 1/4" steel top plate
and durable for durability

) encore

Series

- 1/5" hollow axle with grease + Permanent rivet king pin

zerk and lock nut with %/g" diameter

* Plastic seal/retainer washer - Grease fittings: wh
(roller bearing models) bearing and swivel

rivet

eel
raceway

Caster Brake

Side Lock

(See page 17 of Colson
catalog) Available on all
swivel models equipped
with roller bearing or
one piece Delrin models
(Specify BRK3).

Top Lock

(See page 17 of Colson
catalog) Available on all
swivel and rigid models
(Specify BRKY).

Wheel Selection

Ecoforma
Flat/Grey

Moldon Rubber
Cast Iron

Polyurethane
ast Iron

Ecoforma
Flat/Black

Y

Glass Filled
Nylon

Cast Iron

Ecoforma
Round/Grey

Ecopoly

Standard Dimensions
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Another Innovative Solution from
Colson, the World’s Leading
Caster Manufacturer

eneore

Quality & Economy Casters from Colson - www.encorecaster.com

— = - — m———

And the Award for Best New Economy Caster Goes to
Colson's Encore Dolly Caster!

Introducing the latest high-quality, low-cost cast member for Colson’s Encore Line—Dolly Casters.

The new Encore Line Dolly Caster by Colson rolls on—evenin quiet due to its TPR wheel, as well as the award for best design
today's most demanding material handling environments! The  with its unique plastic thread guard that also serves as an
caster is perfected for outstanding performance on moving integrated spanner bushing.

dollies, food service carts, and stock carts. And, Colson's

Contact your Authorized Colson Distributor for more
Encore Line Dolly Caster takes the award for easy-rolling and

information and to place your order!




encore

Dolly Caster

+ Top Plate Swivel & Rigid

- Capacity up to 260 Ibs each

Standard Features

- Durable and cost-effective
zine plated finish

- Double ball swivel raceways
for better performance an
greater strength

- Single insert malded wheel
bearing offers smooth rofling

» Unigue tread material is non-

ing and resists cutting
or tearing like other TPR
matedals

pplications include moving
|es medium duty
matarial handling carts
stack carts and more

and is maintenance free for
the life of the dolly

Standard Dimensions

Optional Top Plate

5/1s bolt dia.

Caster Brake

Top Lock

(See page 15 of Colson 8 ] i
catalog) Brake is not field 2
installable. Available with T A
standard top plate only. 3'fs 23/
Specify "B1" to order "
with caster.

le—ag1/s—l

# 59 Top Plate: Available on swivel
model only. To order caster with MTG59
top plate, change seventh digit to 9"
(Example: E2.D3859.465).

Fork Leg
Spacing 19"
Mounting Bolt %"

Swivel Cross Section

Encore Dolly Casters - Top Plate Swivel & Rigid - Capacity to 260 Ibs

Capacity Swivel Top 2
Ll I B Wheel Descriptions Plate Roller Rigid Top Plate H';;:gt e
' (Pounds) Caster Models Caster Models
3" 180 E2.D3856.465 E2.03808.465 41/8 21933
1,0 i 27
31" o 200 TPR (Flat/ Grey) E2.D3756.465 E2.D3708.465 4Mje | 223
4" | 240  E2.D4756.465 E2.D4708.465 51/8 311/32
5" 260 £2.D5756.465 E2.D5708.465 63/16 313/46




Encore 2 Series Casters « Top Plate Swivel & Rigid « Capacity up to 260 Ibs

Wheel | Tread | Capacity : 2 i igi | Load |Swivel | Weight
. [ | EecL | Whed Desnviotons Bearing | CastorModets | CasterModets | Height Radius | (Pounts)
212" 114 | 200 Ecopoly Delrin E2.02756.951 E2.02708.951 ; 37/8 | 213/32| 15/8
__ Ecopoly Ball E2.02756.955 E2.02708.955 | 37/8 | 2/3:2| 158 (7,
180 Ecoforma Rubber (Flat) Delrin E2.03856.471 E2.03808.471 41/s | 22/32| 13/4 o
_ Ecoforma Rubber (Flat) Ball E2.03856.485 £2.03808.485 "4 | 2232] 134
3" || g, | Ecopoly Delrin E2.03856.951 E2.03808.951 |4l [22/3] 2 ':
Ecopoly Ball E2.03856.955 E2.03808.955 41fs | 221/32 2
170 Ecoforma Rubber (Round) Delrin E2.03756.581 E2.03708.581 4Mfg | 22932 21/4 o
Ecoforma Rubber (Round) Ball E2.03756.585 E2.03708.585 (4T /16 | 228/32| 21/ w
R, Ecoforma Rubber (Flat) Defin | E2.08756.471 | E2.08708471 |41/ | 2%/m| 2
200 Ecoforma Rubber (Flat) Ball E2.03756.485 E2.03708.485 ; 41 /16 | 229/32 2 N
Ecopoly Delrin E2.03756.951 £2.03708.951 |46 | 229/32| 17/8
Ecopoly Ball E2.03756.955 E2.03708.955 (4Mje | 229/32| 17/8 o
220 Ecopoly Delrin E2.04756.951 £2.04708.951 : 51/8 | 37/32| 21/8 -
a | Ecopoly Ball E2.04756.955 £2.04708.955 | 58 | 37/32| 21/8 o
240 Ecoforma Rubber (Flat) Delrin E2.04756.471 E2.04708.471 | 51/8 | 37fa2 | 21/4
Ecoforma Rubber (Flat) Ball E2.04756.485 E2.04708.485 | 51/8 | 37/32| 21/ (o)
200 Ecoforma Rubber (Round) Delrin E2.05756.581 E2.05708.581 6316 | 313/16] 3 =
Ecoforma Rubber (Round) Ball E2.05756.585 E2.05708.585 | 63/16 | 313/16 3
5% | 11| 2ag | ECOPOY Deiin | E205756.851 | E205708951 | 6%/ [3%s| 22 NN
Ecopoly Ball E2.05756.955 E2.05708.955 6316 | 318/18| 21)2
6D Ecoforma Rubber (Flat) Delrin E2.05756.471 E2.05708.471 ' 63/16 | 313/16| 23/4
Ecoforma Rubber (Flat) Ball E2.05756.485 E2.05708.485 | 63/16 [ 313/16| 23/4
240 Ecopoly Delrin E2.06756.951 E2.06708.951 ! 71/a | 45/6 | 27/8
6" | 1 1y | Ecopoly Ball E2.06756.955 E2.06708.955 _ 71/a | 45/t6 | 27/8
260 Ecoforma Rubber (Flat) Delrin E2.06756.471 E2.06708.471 | 71/a | 45/16 | 31/4
Ecoforma Rubber (Flat) Ball E2.06756.485 E2.06708.485 | 71/a | 4546 | 371/
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+ Top Plate Swivel & Rigid
» Capacity up to 260 Ibs each

Standard Features

- Zinc plated finish is attractive + Permanent rivet king pin
and durable with 5/g" diameter rivet

» Full double ball hardened + Economically priced and
raceways for better performance  available on the container
and greater durability program

» 3/g" solid axle with lock nut

Caster Brake Wheel Selection

(See page 14 of
Colson catalog) Locks
wheel and swivel
simultaneously. Fits
3-1/2", 4" and 5"
swivel models.

Field installable
(Specify BRKS).

Top Lock

(See page 15 of Colson
catalog) Available on
all swivel models. Field
installable (Specify
BRK1).

Ecoforma
Total Lock Flat/Grey

Standard Dimensions

Fork Leg
Spacing 18hs"

Swivel Cross Section ~ Mounting Bolt %/
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Encore Warranty:

Each Encore branded product is warranted against defects in material and
workmanship for one year from the date of original purchase, unless it has been
misused, abused, modified or improperly installed. Any product that is claimed to
be defective that is returned to Colson with its approval will be repaired or replaced
free of charge (excluding freight and installation). This warranty is exclusive and
there are no other warranties, express or implied, such as an implied warranty of
merchantability or fitness for particular purpose. This remedy is the sole remedy in
contract, tort or otherwise, and Colson is not liable for incidental, consequential or
special damages.

Colson Caster Guangzhou Limited

Colson’s Encore line casters are proudly and exclusively manufactured by our sister company, Colson
Guangzhou. The almost 20 year-old company is a China-based manufacturer of custom casters for
industrial, institutional, medical, commercial equipment and furniture.



Quality & Economy Casters from Colson «

Colson has been providing our customers with
the highest line of trusted, quality casters for
more than 125 years.

In 2005, we responded to your requests for a full-performance
caster line with less specialized and less expensive attributes
by introducing the Encore line of products—a complete series
of tested, quality caster products available at economy prices.
Today, the imported Encore-labeled forks and wheels remain

the smart and cost-effective alternative when your application
doesn't require the higher-end attributes of the Colson
branded line. All Encore products are backed with Colson's
1-year warranty and are always available with bulk purchase
pricing through our own specialized container program.

When you're ready to make a purchase or have questions
call us, or visit the “Where to Buy” page on our website,
www.encorecaster.com, to find a distributor near you.
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